SAE 3000 PSI, 210 bar Reference Guide
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SAE 3000 PSI Flare Flange Dimensions

SAE J518 Code 61 (ISO 6162-1)
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; Dimensions (in) SHCS Bolt (in)* Working
Size Pressure
A B G H M N P E L) PS (Bar)

172" 0.69 1.50 1.81 2.22 2.05 1.93 2.32 0.81 5/16"-18 UNC x 2.25 (1.50) 5000 (350)
3/4" 0.88 1.88 2.06 2.56 2.40 217 2.68 0.82 3/8"-16 UNC x 2.50 (1.50) 5000 (350)
1" 1.03 2.06 2.31 2.76 2.64 2.44 2.87 0.87 3/8"-16 UNC x 2.50 (1.50) 5000 (350)
1-1/4" 1.19 2.31 2.88 3N 31 2.99 3.23 0.91 7/16"-14 UNC x 2.50 (1.75) 4000 (280)
1-1/2" 1.41 2.75 3.25 3.66 3.58 3.35 3.78 1.06 1/2"-13 UNC x 3.00 (2.00) 4000 (280)
2" 1.69 3.06 3.81 4.02 4.02 3.94 413 1.22 1/2"-13 UNC x 3.50 (2.00) 4000 (280)
2-1/2" 2.00 3.50 4.28 4.49 4.49 4.37 4.61 1.40 1/2"-13 UNC x 4.00 (2.50) 3000 (210)
3" 2.44 419 5.16 5.28 5.35 5.24 5.39 1.67 5/8"-11 UNC x4.50 (2.75) 3000 (210)

* SHCS Bolt Specification
Carbon Steel: ASTM A574/ SAE J429 Grade 8
316 Stainless Steel: ASTM A193 - B8M Class.1

Flare Flange Dimensions, Metric

; Dimensions (mm) SHCS Bolt (mm)* Working
Size Pressure
A B G H M N P E L(L) PSI (Bar)
1/2" 17.5 38.1 46.0 56.9 52.1 49.0 58.9 20.6 M8 x 60 (40) 5000 (350)
3/4" 22.4 47.8 52.3 65.0 61.0 55.1 68.1 20.8 M10 x 65 (40) 5000 (350)
1" 26.2 52.3 58.7 70.1 67.1 62.0 72.9 22.1 M10 x 65(40) 5000 (350)
1-1/4" 30.2 58.7 732 79.0 79.0 75.9 82.0 23.1 M10 x 65 (45) 4000 (280)
1-1/2" 35.8 69.9 826 93.0 90.9 85.1 96.0 26.9 M12 x 75 (50) 4000 (280)
2" 429 77.7 96.8 1021 | 1021 100.1 104.9 31.0 M12 x 90 (50) 4000 (280)
2-1/2" 50.8 88.9 108.7 | 1140 | 1140 | 111.0 | 1171 35.6 M12 x 100 (65) 3000 (210)
3" 62.0 106.4 | 1311 | 1341 | 1359 | 133.1 136.9 424 M16 x 120 (70) 3000 (210)
* SHCS Bolt Specification
Carbon Steel: DIN 912/ISO 4762
e Minimum Grade 8.8
316 Stainless Steel: A4-70, DIN 912/1SO 4762
3D step models available upon request
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SAE 3000 PSI Flare Flange with Clearance Holes, NPS

SAE J518 Code 61 (ISO 6162-1)

CLEARANCE HOLE

FFC34 - Flare Flange with Clearance Holes, NPS

Size Pipc_a 0.D. Standard x :;:::‘ri Weight
(in) Part Number PSI (Bar) Ibs (kg)
172" 0.840 FFC34-050-* 5000 (350) 0.44 (0.20)
3/4" 1.050 FFC34-075-* 5000 (350) 0.63 (0.29)
1" 1.315 FFC34-100-* 5000 (350) 0.72 (0.33)
1-1/4" 1.660 FFC34-125-* 4000 (280) 1.05 (0.48)
1-1/2" 1.900 FFC34-150-* 4000 (280) 1.59(0.72)
2" 2.375 FFC34-200-* 4000 (280) 2.31(1.05)
2-1/2" 2.875 FFC34-250-* 3000 (210) 3.02 (1.37)
3" 3.500 FFC34-300-* 3000 (210) 4.96 (2.25)
* Materials: Ordering Example: FFC34-200-SS

Standard, No Designation = Carbon Steel, Zinc Nickel

Plated.

HDG = Carbon Steel, Hot Dip Galvanized.

SS = Stainless Steel, Type 316.

TUBE-MAC.com

* Insert Material

3D step models available upon request



SAE 3000 PSI Flare Flange with Clearance Holes, Metric

SAE J518 Code 61 (ISO 6162-1)
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FFCM34 - Flare Flange with Clearance Holes, Metric

CLEARANCE HOLE

Size P'(pn(:n(:in' Standard Part Number Worlgg? (I;rae;sure I‘l”vse'(?:;t)
1/2" 16 FFCM34-050-16MM-* 5000 (350) 0.50 (0.23)
172" 18 FFCM34-050-18MM-* 5000 (350) 0.48 (0.22)
1/2" 20 FFCM34-050-20MM-* 5000 (350) 0.45 (0.20)
172" 25 FFCM34-050-25MM-* 5000 (350) 0.43 (0.20)
3/4" 20 FFCM34-075-20MM-* 5000 (350) 0.66 (0.30)
3/4" 25 FFCM34-075-25MM-* 5000 (350) 0.64 (0.29)
3/4" 30 FFCM34-075-30MM-* 5000 (350) 0.59 (0.27)
1" 25 FFCM34-100-25MM-* 5000 (350) 0.81(0.37)
1" 30 FFCM34-100-30MM-* 5000 (350) 0.74 (0.34)
1" 38 FFCM34-100-38MM-* 5000 (350) 0.67 (0.30)
1-1/4" 30 FFCM34-125-30MM-* 4000 (280) 1.23 (0.56)
1-1/4" 38 FFCM34-125-38MM-* 4000 (280) 1.13(0.51)
1-1/4" 42 FFC34-125-* 4000 (280) 1.07 (0.49)
1-1/2" 30 FFCM34-150-30MM-* 4000 (280) 2.06 (0.93)
1-1/2" 38 FFCM34-150-38MM-* 4000 (280) 1.90 (0.86)
1-1/2" 42 FFCR34-150x125-* 4000 (280) 1.94 (0.88)
1-1/2" 50 FFCM34-150-50MM-* 4000 (280) 1.55(0.70)
2" 50 FFCM34-200-50MM-* 4000 (280) 2.61(1.18)
2" 60 FFC34-200-* 4000 (280) 2.32 (1.05)
2-1/2" 60 FFCR34-250-200-* 3000 (210) 3.59 (1.63)
2-1/2" 73 FFC34-250-* 3000 (210) 3.03(1.37)
2-1/2" 75 FFCM34-250-75MM-* 3000 (210) 2.97 (1.35)
3" 75 FFCM34-300-75MM-* 3000 (210) 5.95 (2.70)
3" ¢ FFCM34-300-90MM-* 3000 (210) 4.91(2.23)

* Materials: Ordering Example: FFCM34-200-50MM-SS

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.  *insert Material
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

3D step models available upon request ‘
G3
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SAE 3000 PSI Flare Flange with Threaded Holes, NPS

SAE J518 Code 61 (ISO 6162-1)

THREADED HOLE

FFT34 - Flare Flange with Threaded Holes, NPS

Size P"’(‘i’n()"n' Standard Part Number W°"‘|:gf (';’ae;s“"’ I‘L":'(ﬁ'(':)
1/2" 0.840 FFT34-050-* 5000 (350) 0.49 (0.22)
3/4" 1.050 FFT34-075-* 5000 (350) 0.70(0.32)

1" 1.315 FFT34-100-* 5000 (350) 0.79 (0.36)
1-1/4" 1.660 FFT34-125-* 4000 (280) 1.12(0.51)
1-1/2" 1.900 FFT34-150-* 4000 (280) 1.70 (0.77)

2" 2.375 FFT34-200-* 4000 (280) 2.42 (1.10)
2-1/2" 2.875 FFT34-250-* 3000 (210) 3.16 (1.43)

3" 3.500 FFT34-300-* 3000 (210) 5.21 (2.36)

* Materials: Ordering Example: FFT34-200-SS

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

* Insert Material

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Flare Flange with Threaded Holes, Metric

SAE J518 Code 61 (ISO 6162-1)

THREADED HOLE

FFTM34 - Flare Flange with Threaded Holes, Metric

Size P'g:gib' Standard Part Number Worl:)lg? (I;:le;sure I‘g:'(?:;t)
172" 16 FFTM34-050-16MM-* 5000 (350) 0.54 (0.24)
172" 18 FFTM34-050-18MM-* 5000 (350) 0.52 (0.24)
1/2" 20 FFTM34-050-20MM-* 5000 (350) 0.49 (0.22)
172" 25 FFTM34-050-25MM-* 5000 (350) 0.47 (0.21)
3/4" 20 FFTM34-075-20MM-* 5000 (350) 0.72 (0.33)
3/4" 25 FFTM34-075-25MM-* 5000 (350) 0.70(0.32)
3/4" 30 FFTM34-075-30MM-* 5000 (350) 0.64 (0.29)
1" 25 FFTM34-100-25MM-* 5000 (350) 0.87 (0.39)
1" 30 FFTM34-100-30MM-* 5000 (350) 0.81(0.37)
1" 38 FFTM34-100-38MM-* 5000 (350) 0.73(0.33)
1-1/4" 30 FFTM34-125-30MM-* 4000 (280) 1.29 (0.59)
1-1/4" 38 FFTM34-125-38MM-* 4000 (280) 1.20 (0.54)
1-1/4" 42 FFTM34-125-42MM-* 4000 (280) 1.15(0.52)
1-1/2" 30 FFTM34-150-30MM-* 4000 (280) 2.18 (0.99)
1-1/2" 38 FFTM34-150-38MM-* 4000 (280) 2.01(0.91)
1-1/2" 42 FFTM34-150-42MM-* 4000 (280) 1.82(0.83)
1-1/2" 50 FFTM34-150-50MM-* 4000 (280) 1.67 (0.76)
2" 50 FFTM34-200-50MM-* 4000 (280) 2.68 (1.22)
2" 60 FFTM34-200-60MM-* 4000 (280) 2.45(1.11)
2-1/2" 60 FFTM34-250-60MM-* 3000 (210) 3.75 (1.70)
2-1/2" 73 FFTM34-250-73MM-* 3000 (210) 3.18 (1.44)
2-1/2" 75 FFTM34-250-75MM-* 3000 (210) 3.18 (1.44)
3" 75 FFTM34-300-75MM-* 3000 (210) 6.17 (2.80)
3" 2 FFTM34-300-90MM-* 3000 (210) 5.13 (2.33)

* Materials: Ordering Example: FFTM34-200-50MM-SS

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.  *insert Material
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

3D step models available upon request ‘
G5
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SAE 3000 PSI Flare Flange - Reducing

with Clearance Holes, NPS
SAE J518 Code 61 (ISO 6162-1)

CLEARANCE HOLE
Note:

Reducing Flanges
for NPS Pipe Only

fan S ey | StandardPart Number | Working PressurePSI | waght
3/4" x1/2" FFCR34-075 x 050 5000 (350) 0.63 (0.28)
17 x 3/4" FFCR34-100 x 075 5000 (350) 0.73(0.33)
1-1/4"x 17 FFCR34-125 x 100 5000 (350) 1.10 (0.50)
1-1/2" x1-1/4” FFCR34-150 x 125 4000 (280) 1.53 (0.69)
2"x1-1/2” FFCR34-200 x 150 4000 (280) 2.22(1.01)
2-1/2"x 2" FFCR34-250 x 200 4000 (280) 3.60 (1.60)
3"x2-1/2” FFCR34-300 x 250 3000 (210) 5.90 (2.68)
* Materials: Ordering Example: FFCR34-075 x 050-SS

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.

HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

TUBE-MAC.com

* Insert Material

3D step models available upon request



SAE 3000 PSI Flare Flange - Reducing
with Threaded Holes, NPS

SAE J518 Code 61 (ISO 6162-1)

THREADED HOLE

Note:
Reducing Flanges
for NPS Pipe Only

FFTR34 - Flare Flange - Reducing with Threaded Holes, NPS

(ﬂangs(;z:pipe) Standard Part Number Worl;l;? (I;::'s;sure I‘l’av:I(sll(I;t)
3/4" x1/2" FFTR34-075 x 050 5000 (350) 0.63 (0.28)
17 x 3/4" FFTR34-100 x 075 5000 (350) 0.73(0.33)
1-1/4" x 1" FFTR34-125 x 100 5000 (350) 1.10 (0.50)

1-1/2" x 1-1/4” FFTR34-150 x 125 4000 (280) 1.53 (0.69)
2"x1-1/2" FFTR34-200 x 150 4000 (280) 2.22 (1.01)
2-1/2"x 2" FFTR34-250 x 200 4000 (280) 3.60 (1.60)
3"x2-1/2" FFTR34-300 x 250 3000 (210) 5.90 (2.68)

* Materials: Ordering Example: FFTR34-075 x 050-SS

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.  « |jsert Material
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

3D step models available upon request ‘
G7
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SAE 3000 PSI Flare Flange Set
O-Ring Face with Clearance Holes, NPS

SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

e One (1) Flare Flange

e One (1) 0-Ring Face Cone

e One (1) Face 0-Ring (0-Ring 2)

e One (1) Back Up 0-Ring (0-Ring 1)

To be Ordered Separately:
° Bolt Kit (See Page G1)

sue | Fosis | CeeTimmsa | M| raoe | Vet ™| moh |
Part Number Part Number | Part Number
172" 1/2” SCH40 FFC34-C0-SCH40-050-*-/ 0.60 (0.27) FFC34-050-* C0-SCH40-050-*-A ORV-1915 0RA-2-210
172" 1/2” SCH80 FFC34-C0-SCH80-050-*-/ 0.59 (0.27) FFC34-050-* C0-SCH80-050-*-A ORV-1715 O0RA-2-210
3/4" 3/4” SCH40 FFC34-C0-SCH40-075-*-/ 0.72 (0.33) FFC34-075-* C0-SCH40-075-*-A ORV-2515 ORA-2-214
3/4" 3/4” SCH80 FFC34-C0-SCH80-075-*-/ 0.72(0.33) FFC34-075-* C0-SCH80-075-*-A ORV-2315 ORA-2-214
17 1” SCH40 FFC34-C0-SCH40-100-*-/ 0.94 (0.43) FFC34-100-* C0-SCH40-100-*-A ORV-3015 O0RA-2-219
17 1” SCH80 FFC34-C0O-SCH80-100-*-/ 0.94 (0.43) FFC34-100-* C0-SCH80-100-*-A ORV-2815 O0RA-2-219
1-1/4" 1-1/4” SCH40 FFC34-C0-SCH40-125-*-A 1.26 (0.57) FFC34-125-* C0-SCH40-125-*-A ORV-3815 0RA-2-222
1-1/4" 1-1/4” SCH80 FFC34-C0O-SCH80-125-*-/ 1.26 (0.57) FFC34-125-* C0-SCH80-125-*-A ORV-3815 ORA-2-222
1-1/2" 1-1/2" SCH40 FFC34-C0-SCH40-150-*-/ 1.93(0.88) FFC34-150-* C0-SCH40-150-*-A ORV-4315 O0RA-2-225
1-1/2" 1-1/2" SCH80 FFC34-C0-SCH80-150-*-/ 1.95 (0.88) FFC34-150-* C0-SCH80-150-*-A ORV-4315 ORA-2-225
1-1/2" | 1-1/2" SCH160 FFC34-C0-SCH160-150-*-A 2.03 (0.92) FFC34-150-* C0-SCH160-150-*-~ ORV-3815 O0RA-2-225
2" 2” SCH40 FFC34-C0-SCH40-200-*-/ 2.67 (1.21) FFC34-200-* C0-SCH40-200-*-A ORV-5615 ORA-2-228
2" 2” SCH80 FFC34-C0-SCH80-200-*-/ 2.70 (1.22) FFC34-200-* C0-SCH80-200-*-A ORV-5515 O0RA-2-228
2" 2” SCH160 FFC34-C0-SCH160-200-*-A 2.90 (1.32) FFC34-200-* C0-SCH160-200-*-A ORV-5015 ORA-2-228
2-1/2" 2-1/2" SCH40 FFC34-C0-SCH40-250-*-/ 4.01(1.82) FFC34-250-* C0-SCH40-250-*-A ORV-2-036 0RA-2-232
2-1/2" 2-1/2" SCH80 FFC34-C0-SCH80-250-*-/ 4.05 (1.84) FFC34-250-* C0-SCH80-250-*-A ORV-2-036 ORA-2-232
2-1/2" | 2-1/2" SCH160 FFC34-C0-SCH160-250-*-A 4.47 (2.03) FFC34-250-* C0-SCH160-250-*-~ ORV-5615 0RA-2-232
3" 3" SCH40 FFC34-C0-SCH40-300-*-/ 6.33 (2.87) FFC34-300-* C0-SCH40-300-*-A ORV-2-041 ORA-2-237
3" 3" SCH80 FFC34-C0-SCH80-300-*-/ 6.40 (2.90) FFC34-300-* C0-SCH80-300-*-A ORV-2-041 0RA-2-237
* Materials: Ordering Example: FFC34-C0-SCH80-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316.
ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.
HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

A Insert 0-Ring 2 Type

A O-Ring 2 Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Flare Flange Set

O-Ring Face with Clearance Holes, Metric

SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

° One (1) Flare Flange

° One (1) 0-Ring Face Cone

e One (1) Face 0-Ring (0-Ring 2)

e One (1) Back Up 0-Ring (0-Ring 1)

To be Ordered Separately:
° Bolt Kit (See Page G1)

FFCM34 - CO - Flare Flange Set O-Ring Face with Clearance Holes, Metric

Sio |Pposus| ComleeFnesa | wmset | e | PURE | (g | o
Part Number Part Number | Part Number
1/2" 20x2.0 FFCM34-C0-20x2.0-050-*-A 0.67 (0.30) FFCM34-050-20MM-* C0-20x2.0-050-*-A ORV-1715 ORAN-2-210
1/2" 20x3.0 FFCM34-C0-20x3.0-050-*-A 0.67 (0.30) FFCM34-050-20MM-* C0-20x3.0-050-*-A ORV-1715 ORA-2-210
1/2" 25x2.5 FFCM34-C0-25x2.5-050-*-A 0.67 (0.30) FFCM34-050-25MM-* C0-25x2.5-050-*-A ORV-2315 ORA-2-210
1/2" 25x3.0 FFCM34-C0-25x3.0-050-*-A 0.67 (0.30) FFCM34-050-25MM-* C0-25x3.0-050-*-A ORV-2315 ORA-2-210
3/4” 20x2.0 FFCM34-C0-20x2.0-075-*-A 0.70 (0.32) FFCM34-075-20MM-* C0-20x2.0-075-*-A ORV-1715 ORAN-2-214
3/4” 20x2.5 FFCM34-C0-20x2.5-075-*-A 0.70(0.32) FFCM34-075-20MM-* C0-20x2.5-075-*-A ORV-1715 ORAN-2-214
3/4" 20x3.0 FFCM34-C0-20x3.0-075-*-A 0.70 (0.32) FFCM34-075-20MM-* C0-20x3.0-075-*-A ORV-1715 ORAN-2-214
3/4” 25x2.5 FFCM34-C0-25x2.5-075-*-A 0.70(0.32) FFCM34-075-25MM-* C0-25x2.5-075-*-A ORV-2315 ORAN-2-214
3/4” 25x3.0 FFCM34-C0-25x3.0-075-*-A 0.70 (0.32) FFCM34-075-25MM-* C0-25x3.0-075-*-A ORV-2315 ORAN-2-214
3/4” 25x4.0 FFCM34-C0-25x4.0-075-*-A 0.70(0.32) FFCM34-075-25MM-* C0-25x4.0-075-*-A ORV-2315 ORAN-2-214
3/4” 30x3.0 FFCM34-C0-30x3.0-075-*-A 0.72(0.33) FFCM34-075-30MM-* C0-30x3.0-075-*-A ORV-2515 ORAN-2-214
1”7 25x2.5 FFCM34-C0-25x2.5-100-*-A 0.82 (0.37) FFCM34-100-25MM-* C0-25x2.5-100-*-A ORV-2315 ORAN-2-219
1” 25x3.0 FFCM34-C0-25x3.0-100-*-A 0.82 (0.37) FFCM34-100-25MM-* C0-25x3.0-100-*-A ORV-2315 ORAN-2-219
1”7 25x4.0 FFCM34-C0-25x4.0-100-*-A 0.82 (0.37) FFCM34-100-25MM-* C0-25x4.0-100-*-A ORV-2315 ORAN-2-219
1” 30x3.0 FFCM34-C0-30x3.0-100-*-A 0.84 (0.38) FFCM34-100-30MM-* C0-30x3.0-100-*-A ORV-2815 ORAN-2-219
1”7 30x4.0 FFCM34-C0-30x4.0-100-*-A 0.84 (0.38) FFCM34-100-30MM-* C0-30x4.0-100-*-A ORV-2815 ORAN-2-219
1” 30x5.0 FFCM34-C0-30x5.0-100-*-A 0.84 (0.38) FFCM34-100-30MM-* C0-30x5.0-100-*-A ORV-2815 ORAN-2-219
1”7 38x3.0 FFCM34-C0-38x3.0-100-*-A 0.85(0.38) FFCM34-100-38MM-* C0-38x3.0-100-*-A ORV-3515 ORAN-2-219
1” 38x4.0 FFCM34-C0-38x4.0-100-*-A 0.86 (0.39) FFCM34-100-38MM-* C0-38x4.0-100-*-A ORV-3515 ORAN-2-219
1”7 38x5.0 FFCM34-C0-38x5.0-100-*-A 0.86 (0.39) FFCM34-100-38MM-* C0-38x6.0-100-*-A ORV-3215 ORAN-2-219
1-1/4" 30x3.0 FFCM34-C0-30x3.0-125-*-A 1.07 (0.49) FFCM34-125-30MM-* C0-30x3.0-125-*-A ORV-2815 ORAN-2-222
1-1/4" 30x4.0 FFCM34-C0-30x4.0-125-*-A 1.07 (0.49) FFCM34-125-30MM-* C0-30x4.0-125-*-A ORV-2815 ORA-2-222
1-1/4" 30x5.0 FFCM34-C0-30x5.0-125-*-A 1.07 (0.49) FFCM34-125-30MM-* C0-30x5.0-125-*-A ORV-2815 ORAN-2-222
1-1/4" 38x4.0 FFCM34-C0-38x4.0-125-*-A 1.09 (0.50) FFCM34-125-38MM-* C0-38x4.0-125-*-A ORV-3515 ORA-2-222
1-1/4" 38x5.0 FFCM34-C0-38x5.0-125-*-A 1.09 (0.50) FFCM34-125-38MM-* C0-38x5.0-125-*-A ORV-3015 ORAN-2-222
1-1/4" 42x3.0 FFCM34-C0-42x3.0-125-*-A 1.14 (0.52) FFC34-125-* C0-42x3.0-125-*-A ORV-3815 ORA-2-222
1-1/4" 42x4.0 FFCM34-C0-42x4.0-125-*-A 1.14 (0.52) FFC34-125-* C0-42x4.0-125-*-A ORV-3815 ORAN-2-222
* Materials: Ordering Example: FFC34-C0-SCH80-200-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.

* Insert Material

A Insert 0-Ring 2 Type

HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

A O-Ring 2 Type:

Standard, No Designation = Buna Nitrile.

V = Viton.

3D step models available upon request

TUBE-MAC.com




SAE 3000 PSI Flare Flange Set

O-Ring Face with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

o One (1) Flare Flange

o One (1) 0-Ring Face Cone

e One (1) Face 0-Ring (0-Ring 2)

e One (1) Back Up 0-Ring (0-Ring 1)

To be Ordered Separately:
° Bolt Kit (See Page G1)

FFCM34-CO Flare Flange Set -

O-Ring Face with Clearance Holes, Metric

Sus | Poosas | Conpierimoeset | e | e | " Mhed ™| mon | e
Part Number Part Number | Part Number
1-1/2" 30x3.0 FFCM34-C0-30x3.0-150-*-~ 1.86 (0.85) FFCM34-150-30MM-* | C0-30x3.0-150-*-/ ORV-2815 ORN-2-225
1-1/2" 38x4.0 FFCM34-C0-38x4.0-150-*-~ 1.89 (0.86) FFCM34-150-38MM-* | CO-38x4.0-150-*-A ORV-3215 ORA-2-225
1-1/2" 38x6.0 FFCM34-C0-38x6.0-150-*-~ 1.89 (0.86) FFCM34-150-38MM-* | C0-38x6.0-150-*-/ ORV-3215 ORN-2-225
1-1/2" 42x3.0 FFCM34-C0-42x3.0-150-*-~ 1.89 (0.86) FFCM34-150-42MM-* | C0-42x3.0-150-*-A ORV-3815 ORA-2-225
1-1/2" 42x4.0 FFCM34-C0-42x4.0-150-*-~ 1.89 (0.86) FFCM34-150-42MM-* | C0-42x4.0-150-*-/ ORV-3815 ORN-2-225
1-1/2" 50x3.0 FFCM34-C0-50x3.0-150-*-~ 1.91(0.87) FFCM34-150-50MM-* |  C0-50x3.0-150-*-A ORV-4715 ORA-2-225
1-1/2" 50x5.0 FFCM34-C0-50x5.0-150-*-~ 1.91(0.87) FFCM34-150-50MM-* | C0-50x5.0-150-*-/ ORV-4515 ORN-2-225
1-1/2” 50X6.0 FFCM34-C0-50X6.0-150-*-/ 1.91(0.87) FFCM34-150-50MM-* | C0-50X6.0-150-*-/ ORV-4515 ORA-2-225
2’ 50x3.0 FFCM34-C0-50x3.0-200-*-~ 2.61(1.19) FFCM34-200-50MM-* | C0-50x3.0-200-*-/ ORV-4515 ORN-2-228
2’ 50x5.0 FFCM34-C0-50x5.0-200-*-~ 2.61(1.19) FFCM34-200-50MM-* |  C0-50x5.0-200-*-A ORV-4515 ORA-2-228
2’ 50x6.0 FFCM34-C0-50x6.0-200-*-~ 2.61(1.19) FFCM34-200-50MM-* | C0-50x6.0-200-*-/ ORV-4515 ORN-2-228
2’ 60x3.0 FFCM34-C0-60x3.0-200-*-~ 2.63 (1.20) FFC34-200-* C0-60x3.0-200-*-~ ORV-5715 ORA-2-228
2’ 60x5.0 FFCM34-C0-60x5.0-200-*-~ 2.63 (1.20) FFCM4-200-* C0-60x5.0-200-*-A ORV-5615 ORN-2-228
2’ 60x6.0 FFCM34-C0-60x6.0-200-*-~ 2.63 (1.20) FFCM3-200-* C0-60x6.0-200-*-~ ORV-5615 ORA-2-228
2-1/2" 60x5.0 FFCM34-C0-60x5.0-250-*-~ 4.03 (1.83) FFCM34-250-60MM-* | C0-60x5.0-250-*-/ ORV-5615 ORN-2-232
2-1/2" 60x6.0 FFCM34-C0-60x6.0-250-*-~ 4.03 (1.83) FFCM34-250-60MM-* |  C0-60x6.0-250-*-A ORV-5615 ORA-2-232
2-1/2" 73x7.0 FFC34-C0-SCH80-250-*-~ 4.07 (1.85) FFC34-250-* C0-SCH80-250-*-A ORV-2-232 ORN-2-232
2-1/2" 75x3.0 FFCM34-C0-75x3.0-250-*-~ 4.07 (1.85) FFCM34-250-75MM-* |  C0-75x3.0-250-*-A ORV-6915 ORA-2-232
2-1/2" 75x5.0 FFCM34-C0-75x5.0-250-*-~ 4.07 (1.85) FFCM34-250-75MM-* | C0-75x5.0-250-*-/ ORV-2-036 ORN-2-232
2-1/2" 75x7.0 FFCM34-C0-75x7.0-250-*-~ 4.07 (1.85) FFCM34-250-75MM-* |  CO-75x7.0-250-*-A ORV-6715 ORA-2-232
3 75x5.0 FFCM34-C0-75x5.0-300-*-~ 5.83 (2.65) FFCM34-300-75MM-* | C0-75x5.0-300-*-/ ORV-2-237 ORN-2-237
3 90x3.5 FFCM34-C0-90x3.5-300-*-~ 5.92 (2.69) FFCM34-300-90MM-* |  C0-90x3.5-300-*-A ORV-8515 ORA-2-237
3 90x5.0 FFCM34-C0-90x5.0-300-*-~ 5.92 (2.69) FFCM34-300-90MM-* | C0-90x5.0-300-*-/ ORV-2-040 ORN-2-237
* Materials: Ordering Example: FFCM34-C0-50x3.0-200-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.

HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

* Insert Material

A Insert 0-Ring 2 Type

A O-Ring 2 Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Flare Flange Set

Flat Face with Clearance Holes, NPS
SAE J518 Code 61 (ISO 6162-1)

FFC34-CF - Flare Flange Set Flat Face with Clearance Holes, NPS

Complete Flange Set Includes:
o One (1) Flare Flange
o One (1) Flat Face Cone

° One (1) Back Up 0-Ring (0-Ring 1)

To be Ordered Separately:
. Bolt Kit (See Page G1)

o | Pposie | Gttt | WS | e e o
Part Number Part Number
1/2" 1/2" SCH40 FFC34-CF-SCH40-050-* 0.67 (0.30) FFC34-050-* CF-SCH40-050-* ORV-1915
1/2" 1/2” SCH80 FFC34-CF-SCH80-050-* 0.66 (0.30) FFC34-050-* CF-SCH80-050-* ORV-1715
3/4" 3/4” SCH40 FFC34-CF-SCH40-075-* 0.73(0.33) FFC34-075-* CF-SCH40-075-* ORV-2515
3/4" 3/4” SCH80 FFC34-CF-SCH80-075-* 0.73(0.33) FFC34-075-* CF-SCH80-075-* ORV-2315
17 1” SCH40 FFC34-CF-SCH40-100-* 0.87 (0.39) FFC34-100-* CF-SCH40-100-* ORV-3015
17 1” SCH80 FFC34-CF-SCH80-100-* 0.87 (0.39) FFC34-100-* CF-SCH80-100-* ORV-2815
1-1/4" 1-1/4” SCH40 FFC34-CF-SCH40-125-* 1.12 (0.51) FFC34-125-* CF-SCH40-125-* ORV-3815
1-1/4" 1-1/4” SCH80 FFC34-CF-SCH80-125-* 1.12(0.51) FFC34-125-* CF-SCH80-125-* ORV-3815
1-1/2" 1-1/2" SCH40 FFC34-CF-SCH40-150-* 1.94 (0.88) FFC34-150-* CF-SCH40-150-* ORV-4315
1-1/2" 1-1/2" SCH80 FFC34-CF-SCH80-150-* 1.95 (0.88) FFC34-150-* CF-SCH80-150-* ORV-4315
1-1/2" 1-1/2" SCH160 FFC34-CF-SCH160-150-* 1.94 (0.88) FFC34-150-* CF-SCH160-150-* ORV-3815
2" 2" SCH40 FFC34-CF-SCH40-200-* 2.69 (1.22) FFC34-200-* CF-SCH40-200-* ORV-5615
2" 2” SCH80 FFC34-CF-SCH80-200-* 2.70 (1.22) FFC34-200-* CF-SCH80-200-* ORV-5515
2" 2" SCH160 FFC34-CF-SCH160-200-* 2.88 (1.31) FFC34-200-* CF-SCH160-200-* ORV-5015
2-1/2" 2-1/2" SCH40 FFC34-CF-SCH40-250-* 4.09 (1.86) FFC34-250-* CF-SCH40-250-* ORV-2-036
2-1/2" 2-1/2" SCH80 FFC34-CF-SCH80-250-* 4.14(1.88) FFC34-250-* CF-SCH80-250-* ORV-2-036
2-1/2" 2-1/2" SCH160 FFC34-CF-SCH160-250-* 4.58 (2.08) FFC34-250-* CF-SCH160-250-* ORV-5615
3" 3" SCH40 FFC34-CF-SCH40-300-* 5.99 (2.72) FFC34-300-* CF-SCH40-300-* ORV-2-041
3" 3" SCH80 FFC34-CF-SCH80-300-* 5.88 (2.67) FFC34-300-* CF-SCH80-300-* ORV-2-041
* Materials: Ordering Example: FFC34-CF-SCH80-200-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.
HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

3D step models available upon request

TUBE-MAC.com

* Insert Material




SAE 3000 PSI Flare Flange Set

Flat Face with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

o One (1) Flare Flange

o One (1) Flat Face Cone

° One (1) Back Up 0-Ring (0-Ring 1)

To be Ordered Separately:
. Bolt Kit (See Page G1)

FFCM34-CF - Flare Flange Set - Flat Face with Clearance Holes, Metric

e | voesas | Compestacser | wmed |t e | gon
Part Number Part Number
172" 20x2.0 FFCM34-CF-20x2.0-050-* 0.67 (0.30) FFCM34-050-20MM-* CF-20x2.0-050-* ORV-1715
172" 20x3.0 FFCM34-CF-20x3.0-050-* 0.67 (0.30) FFCM34-050-20MM-* CF-20x3.0-050-* ORV-1715
172" 25x2.5 FFCM34-CF-25x2.5-050-* 0.67 (0.30) FFCM34-050-25MM-* CF-25x2.5-050-* ORV-2315
172" 25x3.0 FFCM34-CF-25x3.0-050-* 0.67 (0.30) FFCM34-050-25MM-* CF-25x3.0-050-* ORV-2315
3/4” 20x2.0 FFCM34-CF-20x2.0-075-* 0.70 (0.32) FFCM34-075-20MM-* CF-20x2.0-075-* ORV-1715
34 20x2.5 FFCM34-CF-20x2.5-075-* 0.70(0.32) FFCM34-075-20MM-* CF-20x2.5-075-* ORV-1715
3/4" 20x3.0 FFCM34-CF-20x3.0-075-* 0.70 (0.32) FFCM34-075-20MM-* CF-20x3.0-075-* ORV-1715
34 25x2.5 FFCM34-CF-25x2.5-075-* 0.70(0.32) FFCM34-075-25MM-* CF-25x2.5-075-* ORV-2315
3/4” 25x3.0 FFCM34-CF-25x3.0-075-* 0.70 (0.32) FFCM34-075-25MM-* CF-25x3.0-075-* ORV-2315
34 25x4.0 FFCM34-CF-25x4.0-075-* 0.70(0.32) FFCM34-075-25MM-* CF-25x4.0-075-* ORV-2315
3/4” 30x3.0 FFCM34-CF-30x3.0-075-* 0.73(0.33) FFCM34-075-30MM-* CF-30x3.0-075-* ORV-2515
17 25x2.5 FFCM34-CF-25x2.5-100-* 0.83(0.37) FFCM34-100-25MM-* CF-25x2.5-100-* ORV-2315
17 25x3.0 FFCM34-CF-25x3.0-100-* 0.83(0.37) FFCM34-100-25MM-* CF-25x3.0-100-* ORV-2315
17 25x4.0 FFCM34-CF-25x4.0-100-* 0.83(0.37) FFCM34-100-25MM-* CF-25x4.0-100-* ORV-2315
17 30x3.0 FFCM34-CF-30x3.0-100-* 0.85(0.38) FFCM34-100-30MM-* CF-30x3.0-100-* ORV-2815
17 30x4.0 FFCM34-CF-30x4.0-100-* 0.85(0.38) FFCM34-100-30MM-* CF-30x4.0-100-* ORV-2815
17 30x5.0 FFCM34-CF-30x5.0-100-* 0.85(0.38) FFCM34-100-30MM-* CF-30x5.0-100-* ORV-2815
17 38X3.0 FFCM34-CF-38X3.0-100-* 0.86 (0.38) FFCM34-100-38MM-* CF-38X3.0-100-* ORV-4515
17 38x4.0 FFCM34-CF-38x4.0-100-* 0.87 (0.39) FFCM34-100-38MM-* CF-38x4.0-100-* ORV-3515
17 38x6.0 FFCM34-CF-38x6.0-100-* 0.87 (0.39) FFCM34-100-38MM-* CF-38x6.0-100-* ORV-3215
1-1/4" 30x3.0 FFCM34-CF-30x3.0-125-* 1.08 (0.49) FFCM34-125-30MM-* CF-30x3.0-125-* ORV-2815
1-1/4" 30x4.0 FFCM34-CF-30x4.0-125-* 1.08 (0.49) FFCM34-125-30MM-* CF-30x4.0-125-* ORV-2815
1-1/4" 30x5.0 FFCM34-CF-30x5.0-125-* 1.08 (0.49) FFCM34-125-30MM-* CF-30x5.0-125-* ORV-2815
1-1/4" 38x4.0 FFCM34-CF-38x4.0-125-* 1.10 (0.50) FFCM34-125-38MM-* CF-38x4.0-125-* ORV-3515
1-1/4" 38x5.0 FFCM34-CF-38x5.0-125-* 1.10 (0.50) FFCM34-125-38MM-* CF-38x5.0-125-* ORV-3215
1-1/4" 38x6.0 FFCM34-CF-38x6.0-125-* 1.10 (0.50) FFCM34-125-38MM-* CF-38x6.0-125-* ORV-3215
1-1/4" 42x3.0 FFCM34-CF-42x3.0-125-* 1.15(0.53) FFC34-125-* CF-42x3.0-125-* ORV-3815
1-1/4" 42x4.0 FFCM34-CF-42x4.0-125-* 1.15(0.53) FFC34-125-* CF-42x4.0-125-* ORV-3815
* Materials: Ordering Example: FFCM34-CF-50x3.0-200-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.
HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

TUBE-MAC.com

* Insert Material

3D step models available upon request



SAE 3000 PSI Flare Flange Set

Flat Face with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

FFCM34-CF - Flare Flange Set - Flat Face with Clearance Holes, Metric

Complete Flange Set Includes:
o One (1) Flare Flange
o One (1) Flat Face Cone

° One (1) Back Up 0-Ring (0-Ring 1)

To be Ordered Separately:
. Bolt Kit (See Page G1)

uw | poesas | Commemtaweser || e e | mon
Part Number Part Number
1-1/2" 30x3.0 FFCM34-CF-30x3.0-150-* 1.87(0.85) FFCM34-150-30MM-* CF-30x3.0-150-* ORV-2815
1-1/2" 38x4.0 FFCM34-CF-38x4.0-150-* 1.91(0.87) FFCM34-150-38MM-* CF-38x4.0-150-* ORV-3215
1-1/2" 38x6.0 FFCM34-CF-38x6.0-150-* 1.91(0.87) FFCM34-150-38MM-* CF-38x6.0-150-* ORV-3215
1-1/2" 42x3.0 FFCM34-CF-42x3.0-150-* 1.91(0.87) FFCM34-150-42MM-* CF-42x3.0-150-* ORV-3815
1-1/2" 42x4.0 FFCM34-CF-42x4.0-150-* 1.91(0.87) FFCM34-150-42MM-* CF-42x4.0-150-* ORV-3815
1-1/2" 50x3.0 FFCM34-CF-50x3.0-150-* 1.93(0.88) FFCM34-150-50MM-* CF-50x3.0-150-* ORV-4715
1-1/2" 50x5.0 FFCM34-CF-50x5.0-150-* 1.93(0.88) FFCM34-150-50MM-* CF-50x5.0-150-* ORV-4515
27 50x3.0 FFCM34-CF-50x3.0-200-* 2.63 (1.20) FFCM34-200-50MM-* CF-50x3.0-200-* ORV-4515
2’ 50x5.0 FFCM34-CF-50x5.0-200-* 2.63 (1.20) FFCM34-200-50MM-* CF-50x5.0-200-* ORV-4515
2’ 50x6.0 FFCM34-CF-50x6.0-200-* 2.63 (1.20) FFCM34-200-50MM-* CF-50x6.0-200-* ORV-4515
2’ 60x3.0 FFCM34-CF-60x3.0-200-* 2.65(1.21) FFC34-200-* CF-60x3.0-200-* ORV-5715
2’ 60x5.0 FFCM34-CF-60x5.0-200-* 2.65(1.21) FFC34-200-* CF-60x5.0-200-* ORV-5615
2’ 60x6.0 FFCM34-CF-60x6.0-200-* 2.65(1.21) FFC34-200-* CF-60x6.0-200-* ORV-5615
2-1/2" 60x5.0 FFCM34-CF-60x5.0-250-* 4.07 (1.85) FFCM34-250-60MM-* CF-60x5.0-250-* ORV-5615
2-1/2" 60x6.0 FFCM34-CF-60x6.0-250-* 4.07 (1.85) FFCM34-250-60MM-* CF-60x6.0-250-* ORV-5615
2-1/2" 73x7.0 FFC34-CF-SCH80-250-*-/ 411 (1.87) FFC34-250-* CF-SCH80-250-*-~ ORV-2-232
2-1/2" 75x3.0 FFCM34-CF-75x3.0-250-* 411 (1.87) FFCM34-250-75MM-* CF-75x3.0-250-* ORV-6915
2-1/2" 75x5.0 FFCM34-CF-75x5.0-250-* 411 (1.87) FFCM34-250-75MM-* CF-75x5.0-250-* ORV-2-036
2-1/2" 75x7.0 FFCM34-CF-75x7.0-250-* 411 (1.87) FFCM34-250-75MM-* CF-75x7.0-250-* ORV-6715
3 75x5.0 FFCM34-CF-75x5.0-300-* 5.88 (2.67) FFCM34-300-75MM-* CF-75x5.0-300-* ORV-2-237
3’ 90x3.5 FFCM34-CF-90x3.5-300-* 5.97 (2.711) FFCM34-300-90MM-* CF-90x3.5-300-* ORV-8515
3 90x5.0 FFCM34-CF-90x5.0-300-* 5.97 (2.71) FFCM34-300-90MM-* CF-90x5.0-300-* ORV-2-040
* Materials: Ordering Example: FFCM34-CF-50x3.0-200-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.
HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

3D step models available upon request

TUBE-MAC.com

* Insert Material




SAE 3000 PSI Flare Flange Double Cone Union Set

with Clearance Holes, NPS
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

e Two (2) Flare Flanges

o One (1) Double Cone

o Two (2) Back Up 0-Rings (0-Ring 1)

To be Ordered Separately:
. Bolt Kit (See Page G1)

FFC34-CD - Flare Flange Double Cone Union Set with Clearance Holes, NPS

o | poesie | Compeetacser || e ™ | o
Part Number Part Number
1/2" 1/2” SCH40 FFC34-CD-SCH40-050-* 1.32 (0.59) FFC34-050-* CD-SCH40-050-* ORV-1915
172" 1/2” SCH80 FFC34-CD-SCH80-050-* 1.30 (0.58) FFC34-050-* CD-SCH80-050-* ORV-1715
3/4" 3/4” SCH40 FFC34-CD-SCH40-075-* 1.37(0.61) FFC34-075-* CD-SCH40-075-* ORV-2515
3/4" 3/4” SCH80 FFC34-CD-SCH80-075-* 1.37 (0.61) FFC34-075-* CD-SCH80-075-* ORV-2315
1” 1” SCH40 FFC34-CD-SCH40-100-* 1.53(0.69) FFC34-100-* CD-SCH40-100-* ORV-3015
17 1” SCH80 FFC34-CD-SCH80-100-* 1.54 (0.69) FFC34-100-* CD-SCH80-100-* ORV-2815
1-1/4" 1-1/4” SCH40 FFC34-CD-SCH40-125-* 1.61(0.72) FFC34-125-* CD-SCH40-125-* ORV-3815
1-1/4" 1-1/4” SCH80 FFC34-CD-SCH80-125-* 1.66 (0.76) FFC34-125-* CD-SCH80-125-* ORV-3815
1-1/2" 1-1/2" SCH40 FFC34-CD-SCH40-150-* 2.00(0.91) FFC34-150-* CD-SCH40-150-* ORV-4315
1-1/2" 1-1/2" SCH80 FFC34-CD-SCH80-150-* 2.02 (0.92) FFC34-150-* CD-SCH80-150-* ORV-4315
1-1/2" 1-1/2" SCH160 FFC34-CD-SCH160-150-* 2.01(0.91) FFC34-150-* CD-SCH160-150-* ORV-3815
2" 2" SCH40 FFC34-CD-SCH40-200-* 2.12(0.97) FFC34-200-* CD-SCH40-200-* ORV-5615
2" 2” SCH80 FFC34-CD-SCH80-200-* 2.15(0.98) FFC34-200-* CD-SCH80-200-* ORV-5515
2" 2” SCH160 FFC34-CD-SCH160-200-* 2.49 (1.13) FFC34-200-* CD-SCH160-200-* ORV-5015
2-1/2" 2-1/2" SCH40 FFC34-CD-SCH40-250-* 3.18 (1.44) FFC34-250-* CD-SCH40-250-* ORV-2-036
2-1/2" 2-1/2" SCH80 FFC34-CD-SCH80-250-* 3.23 (1.46) FFC34-250-* CD-SCH80-250-* ORV-2-036
2-1/2" 2-1/2" SCH160 FFC34-CD-SCH160-250-* 4.05 (1.84) FFC34-250-* CD-SCH160-250-* ORV-5615
3" 3" SCH40 FFC34-CD-SCH40-300-* 3.86 (1.75) FFC34-300-* CD-SCH40-300-* ORV-2-041
3" 3" SCH80 FFC34-CD-SCH80-300-* 3.65 (1.65) FFC34-300-* CD-SCH80-300-* ORV-2-041
* Materials: Ordering Example: FFCM34-CD-50x3.0-200-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.

HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

* Insert Material

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Flare Flange Double Cone Union Set

with Clearance Holes, Metric

SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

e Two (2) Flare Flanges

o One (1) Double Cone

o Two (2) Back Up 0-Rings (0-Ring 1)

To be Ordered Separately:
. Bolt Kit (See Page G1)

o | poesis | Compeetaocser | wmsd | e e | g
Part Number Part Number
1/2" 20x2.0 FFCM34-CD-20x2.0-050-* 1.33(0.60) FFCM34-050-20MM-* CD-20x2.0-050-* ORV-1715
172" 20x3.0 FFCM34-CD-20x3.0-050-* 1.33 (0.60) FFCM34-050-20MM-* CD-20x3.0-050-* ORV-1715
1/2" 25x2.5 FFCM34-CD-25x2.5-050-* 1.33(0.60) FFCM34-050-25MM-* CD-25x2.5-050-* ORV-2315
172" 25x3.0 FFCM34-CD-25x3.0-050-* 1.33 (0.60) FFCM34-050-25MM-* CD-25x3.0-050-* ORV-2315
3/4” 20x2.0 FFCM34-CD-20x2.0-075-* 1.39 (0.64) FFCM34-075-20MM-* CD-20x2.0-075-* ORV-1715
3/4” 20x2.5 FFCM34-CD-20x2.5-075-* 1.39 (0.64) FFCM34-075-20MM-* CD-20x2.5-075-* ORV-1715
3/4" 20x3.0 FFCM34-CD-20x3.0-075-* 1.39 (0.64) FFCM34-075-20MM-* CD-20x3.0-075-* ORV-1715
3/4” 25x2.5 FFCM34-CD-25x2.5-075-* 1.39 (0.64) FFCM34-075-25MM-* CD-25x2.5-075-* ORV-2315
3/4” 25x3.0 FFCM34-CD-25x3.0-075-* 1.39 (0.64) FFCM34-075-25MM-* CD-25x3.0-075-* ORV-2315
3/4” 25x4.0 FFCM34-CD-25x4.0-075-* 1.39 (0.64) FFCM34-075-25MM-* CD-25x4.0-075-* ORV-2315
3/4” 30x3.0 FFCM34-CD-30x3.0-075-* 1.43(0.65) FFCM34-075-30MM-* CD-30x3.0-075-* ORV-2515
17 25x2.5 FFCM34-CD-25x2.5-100-* 1.63 (0.74) FFCM34-100-25MM-* CD-25x2.5-100-* ORV-2315
1” 25x3.0 FFCM34-CD-25x3.0-100-* 1.63(0.74) FFCM34-100-25MM-* CD-25x3.0-100-* ORV-2315
17 25x4.0 FFCM34-CD-25x4.0-100-* 1.63 (0.74) FFCM34-100-25MM-* CD-25x4.0-100-* ORV-2315
1” 30x3.0 FFCM34-CD-30x3.0-100-* 1.67 (0.76) FFCM34-100-30MM-* CD-30x3.0-100-* ORV-2815
17 30x4.0 FFCM34-CD-30x4.0-100-* 1.67 (0.76) FFCM34-100-30MM-* CD-30x4.0-100-* ORV-2815
1” 30x5.0 FFCM34-CD-30x5.0-100-* 1.67 (0.76) FFCM34-100-30MM-* CD-30x5.0-100-* ORV-2815
17 38X3.0 FFCM34-CD-38X3.0-100-* 1.69 (0.77) FFCM34-100-30MM-* CD-38X3.0-100-* ORV-4515
1” 38x4.0 FFCM34-CD-38x4.0-100-* 1.71(0.77) FFCM34-100-38MM-* CD-38x4.0-100-* ORV-3515
17 38x5.0 FFCM34-CD-38x5.0-100-* 1.71 (0.77) FFCM34-100-38MM-* CD-38x5.0-100-* ORV-3215
1-1/4" 30x3.0 FFCM34-CD-30x3.0-125-* 2.13(0.97) FFCM34-125-30MM-* CD-30x3.0-125-* ORV-2815
1-1/4" 30x4.0 FFCM34-CD-30x4.0-125-* 2.13(0.97) FFCM34-125-30MM-* CD-30x4.0-125-* ORV-2815
1-1/4" 30x5.0 FFCM34-CD-30x5.0-125-* 2.13(0.97) FFCM34-125-30MM-* CD-30x5.0-125-* ORV-2815
1-1/4" 38x4.0 FFCM34-CD-38x4.0-125-* 2.17 (0.99) FFCM34-125-38MM-* CD-38x4.0-125-* ORV-3515
1-1/4" 38x5.0 FFCM34-CD-38x5.0-125-* 2.17 (0.99) FFCM34-125-38MM-* CD-38x5.0-125-* ORV-3215
1-1/4" 38x5.0 FFCM34-CD-38x5.0-125-* 2.17 (0.99) FFCM34-125-38MM-* CD-38x5.0-125-* ORV-3215
1-1/4" 42x3.0 FFCM34-CD-42x3.0-125-* 2.26 (1.03) FFC34-125-* CD-42x3.0-125-* ORV-3815
1-1/4" 42x4.0 FFCM34-CD-42x4.0-125-* 2.26 (1.03) FFC34-125-* CD-42x4.0-125-* ORV-3815
* Materials: Ordering Example: FFCM34-CD-50x3.0-200-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.
HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

3D step models available upon request

TUBE-MAC.com

* Insert Material




SAE 3000 PSI Flare Flange Double Cone Union Set

with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

o Two (2) Flare Flanges

o One (1) Double Cone

o Two (2) Back Up 0-Rings (0-Ring 1)

To be Ordered Separately:
. Bolt Kit (See Page G1)

FFCM34-CD - Flare Flange Double Cone Union Set with Clearance Holes, Metric

e | Pesi | Compefmesd | | e | e | mon
Part Number Part Number
1-1/2" 30x3.0 FFCM34-CD-30x3.0-150-* 3.70 (1.69) FFCM34-150-30MM-* CD-30x3.0-150-* ORV-2815
1-1/2" 38x4.0 FFCM34-CD-38x4.0-150-* 3.76 (1.71) FFCM34-150-38MM-* | CD-38x4.0-150-* ORV-3215
1-1/2" 38x5.0 FFCM34-CD-38x5.0-150-* 3.76 (1.71) FFCM34-150-38MM-* CD-38x5.0-150-* ORV-3215
1-1/2" 42x3.0 FFCM34-CD-42x3.0-150-* 3.76 (1.71) FFCM34-150-42MM-* | CD-42x3.0-150-* ORV-3815
1-1/2" 42x4.0 FFCM34-CD-42x4.0-150-* 3.76 (1.71) FFCM34-150-42MM-* CD-42x4.0-150-* ORV-3815
1-1/2" 50x3.0 FFCM34-CD-50x3.0-150-* 3.79(1.73) FFCM34-150-50MM-* | CD-50x3.0-150-* ORV-4715
1-1/2" 50x5.0 FFCM34-CD-50x5.0-150-* 3.79(1.73) FFCM34-150-50MM-* CD-50x5.0-150-* ORV-4515
27 50x3.0 FFCM34-CD-50x3.0-200-* 519 (2.37) FFCM34-200-50MM-* CD-50x3.0-200-* ORV-4515
27 50x5.0 FFCM34-CD-50x5.0-200-* 519 (2.37) FFCM34-200-50MM-* CD-50x5.0-200-* ORV-4515
27 50x6.0 FFCM34-CD-50x6.0-200-* 519 (2.37) FFCM34-200-50MM-* CD-50x6.0-200-* ORV-4515
27 60x3.0 FFCM34-CD-60x3.0-200-* 5.23 (2.38) FFC34-200-* CD-60x3.0-200-* ORV-5715
27 60x5.0 FFCM34-CD-60x5.0-200-* 5.23 (2.38) FFC34-200-* CD-60x5.0-200-* ORV-5615
27 60x6.0 FFCM34-CD-60x6.0-200-* 5.23 (2.38) FFC34-200-* CD-60x6.0-200-* ORV-5615
2-1/2" 60x5.0 FFCM34-CD-60x5.0-250-* 8.00 (3.63) FFCM34-250-60MM-* CD-60x5.0-250-* ORV-5615
2-1/2" 60x6.0 FFCM34-CD-60x6.0-250-* 8.00 (3.63) FFCM34-250-60MM-* CD-60x6.0-250-* ORV-5615
2-1/2" 73x7.0 FFC34-CD-SCH80-250-*-~ 8.08 (3.67) FFC34-250-* CD-SCH80-250-*-~ ORV-2-232
2-1/2" 75x3.0 FFCM34-CD-75x3.0-250-* 8.08 (3.67) FFCM34-250-75MM-* CD-75x3.0-250-* ORV-6915
2-1/2" 75x5.0 FFCM34-CD-75x5.0-250-* 8.08 (3.67) FFCM34-250-75MM-* CD-75x5.0-250-* ORV-2-036
2-1/2" 75x7.0 FFCM34-CD-75x7.0-250-* 8.08 (3.67) FFCM34-250-75MM-* CD-75x7.0-250-* ORV-6715
3” 75x5.0 FFCM34-CD-75x5.0-300-* 11.58 (5.26) FFCM34-300-75MM-* CD-75x5.0-300-* ORV-2-237
3” 90x3.5 FFCM34-CD-90x3.5-300-* 11.76 (5.34) FFCM34-300-90MM-* CD-90x3.5-300-* ORV-8515
3” 90x5.0 FFCM34-CD-90x5.0-300-* 11.76 (5.34) FFCM34-300-90MM-* CD-90x5.0-300-* ORV-2-040
* Materials: Ordering Example: FFCM34-CD-50x3.0-200-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.

HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

* Insert Material

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Cone Inserts

for Flare Flange Connections, NPS

SAE J518 Code 61 (ISO 6162-1)

O-RING 2

O-RING 1

TYPE CO

O-RING 1

TYPE CF

O-RING 1

O-RING 1

i

CO, CF, CD - Cone Inserts for Flare Flange Connections, NPS

TYPE CD

0-Ring Face Cone Flat Face Cone Double Cone 0-Ring1 | 0-Ring 2

Size Pipe Size Insert WT/Set Insert WT/Set Insert WT/Set | (VITON) (Buna)

Part Number Ibs (kg) Part Number Ibs (kg) Part Number Ibs (kg) Part Part

(Type CO) (Type CF) (Type CD) Number | Number
172" 1/2” SCH40 C0-SCH40-050-*-~ | 0.10 (0.50) | CF-SCH40-050-* | 0.11(0.05) | CD-SCH40-050-* | 0.20(0.09) | ORV-1915 | ORA-2-210
172" 1/2” SCH80 C0-SCH80-050-*-~ | 0.09 (0.04) | CF-SCH80-050-* | 0.10(0.05) | CD-SCH80-050-* | 0.18(0.08) | ORV-1715 | ORA-2-210
3/4" 3/4” SCH40 C0-SCH40-075-*-~ | 0.12(0.05) | CF-SCH40-075-* | 0.14(0.06) | CD-SCH40-075-* | 0.25(0.11) | ORV-2515 | ORA-2-214
3/4" 3/4” SCH80 C0-SCH80-075-*-~ | 0.12(0.05) | CF-SCH80-075-* | 0.14(0.06) | CD-SCH80-075-* | 0.25(0.11) | ORV-2315 | ORA-2-214
1’ 1” SCH40 C0-SCH40-100-*-~ | 0.20(0.09) | CF-SCH40-100-* | 0.23(0.10) | CD-SCH40-100-* | 0.41(0.19) | ORV-3015 | ORA-2-219
17 1” SCH80 C0-SCH80-100-*-~ | 0.21(0.10) | CF-SCH80-100-* | 0.23(0.10) | CD-SCH80-100-* | 0.42(0.19) | ORV-2815 | ORA-2-219
1-1/4" | 1-1/4” SCH40 | CO-SCH40-125-*-~ | 0.25(0.11) | CF-SCH40-125-* | 0.27 (0.12) | CD-SCH40-125-* | 0.49(0.22) | ORV-3815 | ORA-2-222
1-1/4" | 1-1/4” SCH80 | CO-SCH80-125-*-~ | 0.24(0.11) | CF-SCH80-125-* | 0.27 (0.12) | CD-SCH80-125-* | 0.48 (0.22) | ORV-3815 | ORA-2-222
1-1/2" | 1-1/2" SCH40 | CO-SCH40-150-*-~ | 0.41(0.19) | CF-SCH40-150-* | 0.45(0.20) | CD-SCH40-150-* | 0.82(0.37) | ORV-4315 | ORA-2-225
1-1/2" | 1-1/2" SCH80 | CO-SCH80-150-*-~ | 0.42(0.19) | CF-SCH80-150-* | 0.46 (0.21) | CD-SCH80-150-* | 0.84(0.38) | ORV-4315 | ORA-2-225
1-1/2" | 1-1/2" SCH160 | CO-SCH160-150-*-~ | 0.42 (0.19) | CF-SCH160-150-* | 0.45(0.20) | CD-SCH160-150-* | 0.83 (0.37) | ORV-3815 | ORA-2-225
2" 2” SCH40 C0-SCH40-200-*-~ | 0.47 (0.21) | CF-SCH40-200-* | 0.52(0.24) | CD-SCH40-200-* | 0.94 (0.43) | ORV-5615 | OR~-2-228
2" 2” SCH80 C0-SCH80-200-*-~ | 0.49(0.22) | CF-SCH80-200-* | 0.53(0.24) | CD-SCH80-200-* | 0.97 (0.44) | ORV-5515 | ORA-2-228
2" 2” SCH160 C0-SCH160-200-*-A | 0.67 (0.30) | CF-SCH160-200-* | 0.71(0.32) | CD-SCH160-200-* | 1.31(0.59) | ORV-5015 | ORA-2-228
2-1/2" | 2-1/2" SCH40 | CO0-SCH40-250-*-~ | 0.99 (0.45) | CF-SCH40-250-* | 1.01(0.46) | CD-SCH40-250-* | 1.90(0.86) | ORV-2-036 | ORA-2-232
2-1/2" | 2-1/2" SCH80 | CO-SCH80-250-*-~ | 0.99(0.45) | CF-SCH80-250-* | 1.06(0.48) | CD-SCH80-250-* | 1.95(0.88) | ORV-2-036 | ORA-2-232
2-1/2" | 2-1/2" SCH160 | CO-SCH160-250-*-~ | 1.42(0.64) | CF-SCH160-250-* | 1.50(0.68) | CD-SCH160-250-* | 2.77 (1.26) | ORV-5615 | ORA-2-232
3" 3" SCH40 C0-SCH40-300-*-~ | 1.33(0.60) | CF-SCH40-300-* | 1.39(0.63) | CD-SCH40-300-* | 2.58 (1.17) | ORV-2-040 | ORA-2-237
3" 3" SCH80 C0-SCH80-300-*-~ | 1.21(0.55) | CF-SCH80-300-* | 1.28 (0.58) | CD-SCH80-300-* | 2.37 (1.07) | ORV-2-040 | ORA-2-237

* Materials: Ordering Example: CO-SCH80-200-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

A O-Ring 2 Type:

Standard, No Designation = Buna Nitrile.

V = Viton.

3D step models available upon request

TUBE-MAC.com

* Insert Material

A Insert 0-Ring 2 Type




SAE 3000 PSI Cone Inserts with Pilot Port

for Flare Flange Connections, NPS
SAE J518 Code 61 (ISO 6162-1)

PLUGGED
#4 (SAE) PORT
O-RING 2 O-RING 1

|
1

PLUGGED
#4 (SAE) PORT

O-RING 1

TYPE COP TYPE CFP

COP, CFP - Cone Inserts with Pilot Port for Flare Flange Connections, NPS

0-Ring Face Cone Flat Face Cone 0-Ring 1 0-Ring 2
Size Pipe Size Insert WT/Set Insert WT/Set (VITON) (Buna)
Part Number Ibs (kg) Part Number Ibs (kg) Part Part
(Type COP) (Type CFP) Number Number

1/2" 1/2” SCH40 COP-SCH40-050-*-A 0.40
172" 1/2” SCH80 COP-SCH80-050-*-/ 0.40

18) CFP-SCH40-050-* 0.40
CFP-SCH80-050-* 0.40

.18) ORV-1915 ORA-2-210
ORV-1715 ORN-2-210

0.18
3/4" 3/4” SCH40 COP-SCH40-075-*-A 0.62 (0.28
3/4" 3/4” SCH80 COP-SCH80-075-*-/ 0.62 (0.28

0.18
CFP-SCH40-075-* 0.62 (0.28
CFP-SCH80-075-* 0.62 (0.28

ORV-2515 ORAN-2-214
ORV-2315 ORN-2-214

17 1” SCH40 COP-SCH40-100-*-A 0.77(0.35

17 17 SCH80 COP-SCH80-100-*-/ 0.77 (0.35 CFP-SCH80-100-* 0.77 (0.35 ORV-2815 ORN-2-219

1-1/4" 1-1/4” SCH40 COP-SCH40-125-*-A 0.93 (0.42
1-1/4" 1-1/4” SCH80 COP-SCH80-125-*-/ 0.93 (0.42

CFP-SCH40-125-* 0.93(0.42

)
)
)

CFP-SCH40-100-* 0.77 (0.35) ORV-3015 | OR~-2-219
)
) ORV-3815 | OR~-2-222
)

CFP-SCH80-125-* 0.93(0.42 ORV-3815 ORN-2-222

1-1/2" 1-1/2” SCH40 COP-SCH40-150-*-A 1.31(0.59 CFP-SCH40-150-* 1.31(0.59) ORV-4315 | ORA-2-225

2" 2" SCH40 COP-SCH40-200-*-A 1.70 (0.77 CFP-SCH40-200-* 1.70 (0.77) ORV-5615 0RA-2-228
2" 2” SCH80 COP-SCH80-200-*-~ 1.70 (0.77 CFP-SCH80-200-* 1.70 (0.77) ORV-5515 0RAN-2-228
2" 2" SCH160 COP-SCH160-200-*-~ 1.64 (0.74 CFP-SCH160-200-* 1.64 (0.74
14

ORV-5015 ORN-2-228

2-1/2” 2-1/2” SCH40 COP-SCH40-250-*-A 2.51
2-1/2” 2-1/2” SCH80 COP-SCH80-250-*-/ 2.51
2-1/2” | 2-1/2” SCH160 COP-SCH160-250-*-A 2.43
3" 3" SCH40 COP-SCH40-300-*-/ 3.40
3" 3" SCH80 COP-SCH80-300-*-" 3.40

CFP-SCH40-250-* 2.51
CFP-SCH80-250-* 2.51
CFP-SCH160-250-* 2.43
CFP-SCH40-300-* 3.40
CFP-SCH80-300-* 3.40

)
14) | ORV-2-036 | ORA-2-232
114) | ORV-2-036 | ORA-2-232
1.10)
54)

)

.54

ORV-5615 ORA-2-232
ORV-2-041 | ORA-2-237
ORV-2-041 | ORA-2-237

© ©

(0.18) (

(0.28) (

(0.28) (

(0.35) (

(0.35) (

(0.42) (

(0.42) (

(0.59) (
1-1/2" 1-1/2” SCH80 COP-SCH80-150-*-/ 1.31(0.59) CFP-SCH80-150-* 1.31(0.59) ORV-4315 | ORA-2-225
1-1/2" | 1-1/2” SCH160 COP-SCH160-150-*-A 1.20 (0.54) CFP-SCH160-150-* 1.20 (0.54) ORV-3815 | ORN-2-225

0.77) (

0.77) (

(0.74) (

(1.14) (.

(1.14) (

(1.10) (

(1.54) (

(1.54) (

* Materials: Ordering Example: COP-SCH80-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

A Insert 0-Ring 2 Type
A O-Ring 2 Type:

Standard, No Designation = Buna Nitrile.

V = Viton.

3D step models available upon request

TUBE-MAC.com




SAE 3000 PSI Cone Inserts

for Flare Flange Connections, Metric
SAE J518 Code 61 (ISO 6162-1)

O-RING 2

O-RING 1 O-RING 1 O-RING 1 O-RING 1

= 0

TYPE CO TYPE CF TYPE CD

CO, CF, CD - Cone Inserts for Flare Flange Connections, Metric

0-Ring Face Cone Flat Face Cone Double Cone 0-Ring1 | 0-Ring 2

Size Pipe Size Insert Weight Insert Weight Insert Weight (VITON) (Buna)

Part Number Ibs (kg) Part Number Ibs (kg) Part Number Ibs (kg) Part Part

(Type CO) (Type CF) (Type CD) Number | Number
1/2" 20x2.0 C0-20x2.0-050-*-~ | 0.11(0.05) | CF-20x2.0-050-* | 0.11(0.05) | CD-20x2.0-050-* | 0.20(0.09) | ORV-1715 | ORA-2-210
1/2" 20x3.0 C0-20x3.0-050-*-~ | 0.11(0.05) | CF-20x3.0-050-* | 0.11(0.05) | CD-20x3.0-050-* | 0.20(0.09) | ORV-1715 | ORA-2-210
1/2" 25x2.5 C0-25x2.5-050-*-~ | 0.09 (0.04) | CF-25x2.5-050-* | 0.09 (0.04) | CD-25x2.5-050-* | 0.17(0.08) | ORV-2315 | ORA-2-210
1/2" 25x3.0 C0-25x3.0-050-*-~ | 0.09 (0.04) | CF-25x3.0-050-* | 0.09(0.04) | CD-25x3.0-050-* | 0.17(0.08) | ORV-2315 | OR~-2-210
3/4” 20x2.0 C0-20x2.0-075-*-~ | 0.14(0.07) | CF-20x2.0-075-* | 0.14(0.07) | CD-20x2.0-075-* | 0.26 (0.12) | ORV-1715 | OR"-2-214
3/4” 20x2.5 C0-20x2.5-075-*-~ | 0.14(0.07) | CF-20x2.5-075-* | 0.14(0.07) | CD-20x2.5-075-* | 0.26 (0.12) | ORV-1715 | ORA-2-214
3/4" 20x3.0 C0-20x3.0-075-*-~ | 0.14(0.07) | CF-20x3.0-075-* | 0.14(0.07) | CD-20x3.0-075-* | 0.26 (0.12) | ORV-1715 | ORA-2-214
3/4” 25x2.5 C0-25x2.5-075-*-~ | 0.15(0.07) | CF-25x2.5-075-* | 0.15(0.07) | CD-25x2.5-075-* | 0.29 (0.13) | ORV-2315 | ORA-2-214
3/4” 25x3.0 C0-25x3.0-075-*-~ | 0.15(0.07) | CF-25x3.0-075-* | 0.15(0.07) | CD-25x3.0-075-* | 0.29 (0.13) | ORV-2315 | OR"-2-214
3/4” 25x4.0 C0-25x4.0-075-*-~ | 0.15(0.07) | CF-25x4.0-075-* | 0.15(0.07) | CD-25x4.0-075-* | 0.29 (0.13) | ORV-2315 | ORA-2-214
3/4” 30x3.0 C0-30x3.0-075-*-~ | 0.15(0.07) | CF-30x3.0-075-* | 0.15(0.07) | CD-30x3.0-075-* | 0.29 (0.13) | ORV-2515 | OR"-2-214
1’ 25x2.5 C0-25x2.5-100-*-~ | 0.14(0.07) | CF-25x2.5-100-* | 0.14(0.07) | CD-25x2.5-100-* | 0.26 (0.12) | ORV-2315 | OR~-2-219
17 25x3.0 C0-25x3.0-100-*-~ | 0.14(0.07) | CF-25x3.0-100-* | 0.14(0.07) | CD-25x3.0-100-* | 0.26 (0.12) | ORV-2315 | ORA-2-219
1’ 25x4.0 C0-25x4.0-100-*-~ | 0.14(0.07) | CF-25x4.0-100-* | 0.14(0.07) | CD-25x4.0-100-* | 0.26 (0.12) | ORV-2315 | ORA-2-219
17 30x3.0 C0-30x3.0-100-*-~ | 0.14(0.07) | CF-30x3.0-100-* | 0.14(0.07) | CD-30x3.0-100-* | 0.26 (0.12) | ORV-2815 | OR"-2-219
1’ 30x4.0 C0-30x4.0-100-*-~ | 0.27 (0.12) | CF-30x4.0-100-* | 0.27 (0.07) | CD-30x4.0-100-* | 0.52 (0.24) | ORV-2815 | OR~-2-219
17 30x5.0 C0-30x5.0-100-*-~ | 0.27 (0.12) | CF-30x5.0-100-* | 0.27 (0.12) | CD-30x5.0-100-* | 0.52(0.24) | ORV-2815 | OR"-2-219
1’ 38x4.0 C0-38x4.0-100-*-~ | 0.21(0.09) | CF-38x4.0-100-* | 0.24 (0.11) | CD-38x4.0-100-* | 0.43(0.20) | ORV-3015 | OR~-2-219
17 38x5.0 C0-38x5.0-100-*-~ | 0.21(0.09) | CF-38x5.0-100-* | 0.24 (0.11) | CD-38x5.0-100-* | 0.43(0.20) | ORV-3215 | ORA-2-219
1-1/4" 30x3.0 C0-30x3.0-125-*-~ | 0.24 (0.11) | CF-30x3.0-125-* | 0.24 (0.11) | CD-30x3.0-125-* | 0.46 (0.21) | ORV-2815 | ORA-2-222
1-1/4" 30x4.0 C0-30x4.0-125-*-~ | 0.24(0.11) | CF-30x4.0-125-* | 0.24 (0.11) | CD-30x4.0-125-* | 0.46 (0.21) | ORV-2815 | ORA-2-222
1-1/4" 30x5.0 C0-30x5.0-125-*-~ | 0.24 (0.11) | CF-30x5.0-125-* | 0.24 (0.11) | CD-30x5.0-125-* | 0.46 (0.21) | ORV-2815 | ORA-2-222
1-1/4" 38x4.0 C0-38x4.0-125-*-~ | 0.32(0.14) | CF-38x4.0-125-* | 0.35(0.16) | CD-38x4.0-125-* | 0.64 (0.29) | ORV-3515 | ORA-2-222
1-1/4" 38x5.0 C0-38x5.0-125-*-~ | 0.27 (0.12) | CF-38x5.0-125-* | 0.27 (0.12) | CD-38x5.0-125-* | 0.52 (0.24) | ORV-3215 | ORA-2-222
1-1/4" 42x3.0 C0-42x3.0-125-*-~ | 0.27 (0.12) | CF-42x3.0-125-* | 0.27(0.12) | CD-42x3.0-125-* | 0.52(0.24) | ORV-3815 | ORA-2-222
1-1/4" 42x4.0 C0-42x4.0-125-*-~ | 0.27 (0.12) | CF-42x4.0-125-* | 0.27 (0.12) | CD-42x4.0-125-* | 0.52 (0.24) | ORV-3815 | OR~-2-222

* Materials: Ordering Example: C0O-50x3.0-200-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

A Insert 0-Ring 2 Type
A O-Ring 2 Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Cone Inserts

for Flare Flange Connections, Metric
SAE J518 Code 61 (ISO 6162-1)

O-RING 2

O-RING 1 O-RING 1 O-RING 1 O-RING 1

[{§iL

TYPE CO TYPE CF TYPE CD

CO, CF, CD - Cone Inserts for Flare Flange Connections, Metric

0-Ring Face Cone Flat Face Cone Double Cone 0-Ring 1 | 0-Ring 2

Size Pipe Size Insert Weight Insert Weight Insert Weight (VITON) (Buna)

Part Number Ibs (kg) Part Number Ibs (kg) Part Number Ibs (kg) Part Part

(Type CO) (Type CF) (Type CD) Number | Number
1-1/2" 30x3.0 C0-30x3.0-150-*-~ | 0.50(0.23) | CF-30x3.0-150-* | 0.50(0.23) | CD-30x3.0-150-* | 0.98 (0.45) | ORV-2815 | ORA-2-225
1-1/2" 38x4.0 C0-38x4.0-150-*-~ | 0.50(0.23) | CF-38x4.0-150-* | 0.50(0.23) | CD-38x4.0-150-* | 0.98 (0.45) | ORV-3215 | ORN-2-225
1-1/2" 38x5.0 C0-38x5.0-150-*-~ | 0.48(0.22) | CF-38x5.0-150-* | 0.49(0.22) | CD-38x5.0-150-* | 0.95(0.43) | ORV-3215 | ORA-2-225
1-1/2" 42x3.0 C0-42x3.0-150-*-~ | 0.40(0.18) | CF-42x3.0-150-* | 0.40(0.18) | CD-42x3.0-150-* | 0.78(0.35) | ORV-3815 | ORN-2-225
1-1/2" 42x4.0 C0-42x4.0-150-*-~ | 0.50(0.23) | CF-42x4.0-150-* | 0.50(0.23) | CD-42x4.0-150-* | 0.78(0.35) | ORV-3815 | ORN-2-225
1-1/2" 50x3.0 C0-50x3.0-150-*-~ | 0.50(0.23) | CF-50x3.0-150-* | 0.50(0.23) | CD-50x3.0-150-* | 0.98 (0.45) | ORV-4715 | ORN-2-225
1-1/2" 50x5.0 C0-50x5.0-150-*-~ | 0.40(0.18) | CF-50x5.0-150-* | 0.40(0.18) | CD-50x5.0-150-* | 0.78(0.35) | ORV-4515 | ORA-2-225
1-1/2" 50x6.0 C0-50x6.0-150-*-~ | 0.39(0.18) | CF-50x6.0-150-* | 0.39(0.18) | CD-50x6.0-150-* | 0.76 (0.35) | ORV-4515 | ORN-2-225
2" 50x3.0 €0-50x3.0-200-*-~ | 0.50(0.23) | CF-50x3.0-200-* | 0.50(0.23) | CD-50x3.0-200-* | 0.98 (0.45) | ORV-4515 | ORN-2-228
2’ 50x5.0 C0-50x5.0-200-*-~ | 0.50(0.23) | CF-50x5.0-200-* | 0.50(0.23) | CD-50x5.0-200-* | 0.98 (0.45) | ORV-4515 | ORN-2-228
2" 50x6.0 C0-50x6.0-200-*-~ | 0.50(0.23) | CF-50x6.0-200-* | 0.50(0.23) | CD-50x6.0-200-* | 0.98 (0.45) | ORV-4515 | ORN-2-228
2’ 60x3.0 C0-60x3.0-200-*-~ | 0.56 (0.25) | CF-60x3.0-200-* | 0.56 (0.25) | CD-60x3.0-200-* | 1.10(0.50) | ORV-5715 | ORN-2-228
2" 60x5.0 C0-60x5.0-200-*-~ | 0.50(0.23) | CF-60x5.0-200-* | 0.50(0.23) | CD-60x5.0-200-* | 0.98 (0.45) | ORV-5615 | OR"-2-228
27 60x6.0 C0-60x6.0-200-*-~ | 0.50 (0.23) | CF-60x6.0-200-* | 0.50 (0.23) | CD-60x6.0-200-* | 0.98 (0.45) | ORV-5015 | ORN-2-228
2-1/2" 60x5.0 C0-60x5.0-250-*-~ | 1.00 (0.45) | CF-60x5.0-250-* | 1.10(0.50) | CD-60x5.0-250-* | 2.02(0.92) | ORV-5615 | ORA-2-232
2-1/2" 60x6.0 C0-60x6.0-250-*-~ | 1.00 (0.45) | CF-60x6.0-250-* | 1.10(0.50) | CD-60x6.0-250-* | 2.02(0.98) | ORV-5015 | ORN-2-232
2-1/2" 73x7.0 C0-SCH80-250-*-A | 1.00 (0.45) | CF-SCH80-250-* | 1.08(0.49) | CD-SCH80-250-* | 2.00 (0.90) | ORV-2-036 | OR"-2-232
2-1/2" 75x3.0 C0-75x3.0-250-*-~ | 1.00 (0.45) | CF-75x3.0-250-* | 1.00(0.45) | CD-75x3.0-250-* | 1.91(0.87) | ORV-2-037 | ORN-2-232
2-1/2" 75x5.0 C0-75x5.0-250-*-~ | 0.97 (0.44) | CF-75x5.0-250-* | 1.00 (0.45) | CD-75x5.0-250-* | 1.90(0.86) | ORV-2-036 | ORN-2-232
2-1/2" 75x7.0 C0-75x7.0-250-*-~ | 0.95(0.43) | CF-75x7.0-250-* | 0.98 (0.44) | CD-75x7.0-250-* | 1.89(0.86) | ORV-6715 | ORN-2-232
3’ 75x5.0 C0-75x5.0-300-*-~ | 1.50(0.68) | CF-75x5.0-300-* | 1.50(0.68) | CD-75x5.0-300-* | 2.70(1.23) | ORV-2-037 | ORN-2-237
3” 90x3.5 €0-90x3.5-300-*-~ | 1.50(0.68) | CF-90x3.5-300-* | 1.50(0.68) | CD-90x3.5-300-* | 2.70(1.23) | ORV-2-041 | ORN-2-237
3’ 90x5.0 C0-90x5.0-300-*-~ | 1.45(0.66) | CF-90x5.0-300-* | 1.48(0.67) | CD-90x5.0-300-* | 2.60 (1.18) | ORV-2-040 | ORN-2-237

* Materials: Ordering Example: CO-50x3.0-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. )
A Insert 0-Ring 2 Type

A O-Ring 2 Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Cone Inserts with Pilot Port

for Flare Flange Connections, Metric
SAE J518 Code 61 (ISO 6162-1)

PLUGGED G02 PLUGGED G02
(1/8" BSPP) (1/8" BSPP)
PORT PORT

0-RING 2 O-RING 1 O-RING 1

|
I

il

TYPE COP TYPE CFP

0-Ring Face Cone Flat Face Cone 0-Ring 1 0-Ring 2

Size | Pipe Size Insert T Insert T (VITON) (Buna)

Part Number Ibs (kg) Part Number Ibs (kg) Part Number | Part Number
(Type COP) (Type CFP)
172" 20x2.0 COP-20x2.0-050-*-/ 0.40(0.18) CFP-20x2.0-050-* 0.40(0.18) ORV-1715 O0RA-2-210
172" 20x3.0 COP-20x3.0-050-*-/ 0.40 (0.18) CFP-20x3.0-050-* 0.40 (0.18) ORV-1715 ORN-2-210
172" 25x2.5 COP-25x2.5-050-*-/ 0.51(0.23) CFP-25x2.5-050-* 0.51(0.23) ORV-2315 O0RA-2-210
172" 25x3.0 COP-25x3.0-050-*-/ 0.51(0.23) CFP-25x3.0-050-* 0.51(0.23) ORV-2315 O0RN-2-210
3/4” 20x2.0 COP-20x2.0-075-*-/ 0.55 (0.25) CFP-20x2.0-075-* 0.55 (0.25) ORV-1715 ORA-2-214
34 20x2.5 COP-20x2.5-075-*-/ 0.55 (0.25) CFP-20x2.5-075-* 0.55 (0.25) ORV-1715 ORN-2-214
3/4" 20x3.0 COP-20x3.0-075-*-/ 0.55 (0.25) CFP-20x3.0-075-* 0.55 (0.25) ORV-1715 ORA-2-214
34 25x2.5 COP-25x2.5-075-*-/ 0.62 (0.28) CFP-25x2.5-075-* 0.62 (0.28) ORV-2315 ORN-2-214
3/4” 25x3.0 COP-25x3.0-075-*-/ 0.62 (0.28) CFP-25x3.0-075-* 0.62 (0.28) ORV-2315 ORA-2-214
34 25x4.0 COP-25x4.0-075-*-/ 0.62 (0.28) CFP-25x4.0-075-* 0.62 (0.28) ORV-2315 ORN-2-214
3/4” 30x3.0 COP-30x3.0-075-*-/ 0.68 (0.31) CFP-30x3.0-075-* 0.68 (0.31) ORV-2515 ORA-2-214
1’ 25x2.5 COP-25x2.5-100-*-/ 0.70(0.32) CFP-25x2.5-100-* 0.70(0.32) ORV-2315 ORN-2-219
1’ 25x3.0 COP-25x3.0-100-*-/ 0.70(0.32) CFP-25x3.0-100-* 0.70(0.32) ORV-2315 ORA-2-219
1’ 25x4.0 COP-25x4.0-100-*-/ 0.70(0.32) CFP-25x4.0-100-* 0.70(0.32) ORV-2315 ORN-2-219
1’ 30x3.0 COP-30x3.0-100-*-/ 0.77 (0.35) CFP-30x3.0-100-* 0.77 (0.35) ORV-2815 ORA-2-219
1’ 30x4.0 COP-30x4.0-100-*-/ 0.77 (0.35) CFP-30x4.0-100-* 0.77 (0.35) ORV-2815 ORN-2-219
1’ 30x5.0 COP-30x5.0-100-*-/ 0.77 (0.35) CFP-30x5.0-100-* 0.77 (0.35) ORV-2815 O0RA-2-219
1’ 38x4.0 COP-38x4.0-100-*-/ 0.81(0.37) CFP-38x4.0-100-* 0.81(0.37) ORV-3015 ORN-2-219
1’ 38x5.0 COP-38x5.0-100-*-/ 0.79 (0.36) CFP-38x5.0-100-* 0.79 (0.36) ORV-3215 ORA-2-219
1-1/4" 30x3.0 COP-30x3.0-125-*-/ 0.82(0.37) CFP-30x3.0-125-* 0.82 (0.37) ORV-2815 ORN-2-222
1-1/4" 30x4.0 COP-30x4.0-125-*-/ 0.82 (0.37) CFP-30x4.0-125-* 0.82 (0.37) ORV-2815 ORA-2-222
1-1/4" 30x5.0 COP-30x5.0-125-*-/ 0.82 (0.37) CFP-30x5.0-125-* 0.82 (0.37) ORV-2815 ORN-2-222
1-1/4" 38x4.0 COP-38x4.0-125-*-/ 0.86 (0.39) CFP-38x4.0-125-* 0.86 (0.39) ORV-3515 ORA-2-222
11/4" 38x5.0 COP-38x5.0-125-*-/ 0.86 (0.39) CFP-38x5.0-125-* 0.86 (0.39) ORV-3215 ORN-2-222
1-1/4" 42x3.0 COP-42x3.0-125-*-/ 0.93 (0.42) CFP-42x3.0-125-* 0.93 (0.42) ORV-3815 ORA-2-222
1-1/4" 42x4.0 COP-42x4.0-125-*-/ 0.93 (0.42) CFP-42x4.0-125-* 0.93 (0.42) ORV-3815 ORN-2-222
* Materials: Ordering Example: COP-50x3.0-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316.

A Insert 0-Ring 2 Type
A O-Ring 2 Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Cone Inserts with Pilot Port

for Flare Flange Connections, Metric
SAE J518 Code 61 (ISO 6162-1)

PLUGGED G02 PLUGGED G02
(1/8" BSPP) (1/8" BSPP)
PORT PORT

O-RING 2 O-RING 1 O-RING 1

|
i

TYPE COP TYPE CFP

il

0-Ring Face Cone Flat Face Cone 0-Ring 1 0-Ring 2

Size | Pipe Size iz ulJ 255 wl (VITON) (Buna)

Part Number Ibs (kg) Part Number Ibs (kg) Part Number | Part Number
(Type GOP) (Type GFP)
1-1/2" 30x3.0 COP-30x3.0-150-*-A 1.02(0.46) | CFP-30x3.0-150-* 1.02 (0.46) ORV-2815 ORA-2-225
1-1/2" 38x4.0 COP-38x4.0-150-*-A 1.02(0.46) | CFP-38x4.0-150-* 1.02 (0.46) ORV-3215 ORA-2-225
1-1/2" 38x5.0 COP-38x5.0-150-*-A 1.10(0.50) | CFP-38x5.0-150-* 1.10 (0.50) ORV-3215 ORA-2-225
1-1/2" 42x3.0 COP-42x3.0-150-*-A 1.21(0.55) | CFP-42x3.0-150-* 1.21 (0.55) ORV-3815 ORA-2-225
1-1/2" 42x4.0 COP-42x4.0-150-*-A 1.21(0.55) | CFP-42x4.0-150-* 1.21(0.55) ORV-3815 ORA-2-225
1-1/2" 50x3.0 COP-50x3.0-150-*-A 1.31(0.59) | CFP-50x3.0-150-* 1.31(0.59) ORV-4715 ORA-2-225
1-1/2" 50x5.0 COP-50x5.0-150-*-A 1.31(0.59) | CFP-50x5.0-150-* 1.31(0.59) ORV-4515 ORA-2-225
1-1/2" 50x6.0 COP-50x6.0-150-*-" 1.28(0.58) | CFP-50x6.0-150-* 1.28 (0.58) ORV-4515 ORA-2-225
2’ 50x3.0 COP-50x3.0-200-*-A 1.58(0.72) | CFP-50x3.0-200-* 1.58 (0.72) ORV-4515 ORA-2-228
2’ 50x5.0 COP-50x5.0-200-*-" 1.58(0.72) | CFP-50x5.0-200-* 1.58 (0.72) ORV-4515 ORA-2-228
2’ 50x6.0 COP-50x6.0-200-*-A 1.55(0.70) | CFP-50x6.0-200-* 1.55 (0.70) ORV-4515 ORA-2-228
2’ 60x3.0 COP-60x3.0-200-*-" 1.70(0.77) | CFP-60x3.0-200-* 1.70 (0.77) ORV-5715 ORA-2-228
2’ 60x5.0 COP-60x5.0-200-*-A 1.70(0.77) | CFP-60x5.0-200-* 1.70 (0.77) ORV-5615 ORA-2-228
2’ 60x6.0 COP-60x6.0-200-*-" 1.62(0.73) | CFP-60x6.0-200-* 1.62(0.73) ORV-5015 ORA-2-228
2-1/2" 60x5.0 COP-60x5.0-250-*-A 2.39(1.08) | CFP-60x5.0-250-* 2.39(1.08) ORV-5615 ORA-2-232
2-1/2" 60x6.0 COP-60x6.0-250-*-" 2.39(1.08) | CFP-60x6.0-250-* 2.39(1.08) ORV-5015 ORA-2-232
2-1/2" 73x7.0 COP-SCH80-250-*-A 2.51(1.14) | CFP-SCH80-250-*A | 2.51 (1.14) ORV-2-036 ORA-2-232
2-1/2" 75x3.0 COP-75x3.0-250-*-A 2.60(1.18) | CFP-75x3.0-250-* 2.60 (1.18) ORV-2-037 ORA-2-232
2-1/2" 755.0 COP-75x5.0-250-*-A 2.60(1.18) | CFP-75x5.0-250-* 2.60 (1.18) ORV-2-036 ORA-2-232
2-1/2" 75x7.0 COP-75x7.0-250-*-" 255(1.16) | CFP-75x7.0-250-* 2.55(1.16) ORV-6715 ORA-2-232
3 755.0 COP-75x5.0-300-*-A 3.18(1.44) | CFP-75x5.0-300-* 3.18(1.44) ORV-2-037 ORA-2-237
3 90x3.5 COP-90x3.5-300-*-A 346 (1.57) | CFP-90x3.5-300-* 3.46 (1.57) ORV-2-041 ORA-2-237
3 90x5.0 COP-90x5.0-300-*-A 3.40(1.54) | CFP-90x5.0-300-* 3.40 (1.54) ORV-2-040 ORA-2-237
* Materials: Ordering Example: COP-50x3.0-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. )
A Insert 0-Ring 2 Type

A O-Ring 2 Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Cone Inserts Reducer

for Flare Flange Connections with O-Ring Face, NPS
SAE J518 Code 61 (ISO 6162-1)

O-RING 2

O-RING 1

TYPE COR

COR - Cone Inserts Reducer for Flare Flange Connections with

O-Ring Face, NPS

Flange - 0-Ring Face Cone WT 0-Ring 1 0-Ring 2
Size Pipe Size Insert Part Number Ibs (kg) (VITON) (Buna)
(Type COR) Part Number Part Number
3/4" 1/2" SCH40 COR-SCH40-075x050-*-~ 0.13 (0.06) ORV-1915 ORA-2-214
3/4" 1/2" SCH80 COR-SCH80-075x050-*-~ 0.09 (0.04) ORV-1715 ORN-2-214
17 3/4" SCH40 COR-SCH40-100x075-*-~ 0.15(0.07) ORV-2515 ORA-2-219
1” 3/4" SCH80 COR-SCH80-100x075-*-~ 0.11(0.05) ORV-2315 O0RN-2-219
1-1/4” 1” SCH40 COR-SCH40-125x100-*-~ 0.27 (0.12) ORV-3015 ORA-2-222
1-1/4" 1” SCH80 COR-SCH80-125x100-*-/ 0.21 (0.10) ORV-2815 O0RN-2-222
1-1/2" 1-1/4” SCH40 | COR-SCH40-150x125-*-A 0.40(0.18) ORV-3815 ORA-2-225
1-1/2" 1-1/4” SCH80 | COR-SCH80-150x125-*-A 0.30(0.15) ORV-3815 ORA-2-225
2’ 1-1/2" SCH40 | COR-SCH40-200x150-*-A 0.53 (0.24) ORV-4315 ORA-2-228
2’ 1-1/2" SCH80 | COR-SCH80-200x150-*-A 0.45 (0.20) ORV-4315 ORN-2-228
2-1/2" 2" SCH40 COR-SCH40-250x200-*-~ 0.92 (0.42) ORV-5615 ORA-2-232
2-1/2" 2” SCH80 COR-SCH80-250x200-*-~ 0.49 (0.22) ORV-5515 0RN-2-232
3’ 2-1/2" SCH40 | COR-SCH40-300x250-*-~ 1.40 (0.65) ORV-2-036 ORA-2-237
3’ 2-1/2" SCH80 | COR-SCH80-300x250-*-A 1.29 (0.58) ORV-2-036 ORN-2-237
* Materials: Ordering Example: COR-SCH80-100-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = All Stainless Steel, Type 316.

* Insert Material

A Insert 0-Ring 2 Type
A O-Ring 2 Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Cone Inserts Reducer

for Flare Flange Connections with Flat Face, NPS
SAE J518 Code 61 (ISO 6162-1)

O-RING 1

CFR - Cone Inserts Reducer for Flare Flange Connections with
Flat Face, NPS

Flange - Flat Face Cone Insert WT 0-Ring 1
Size Pipe Size Part Number Ibs (kg) (VITON)
(Type CFR) Part Number
3/4" 1/2" SCH40 CFR-SCH40-075x050-*- 0.13(0.06) ORV-1915
3/4" 1/2" SCH80 CFR-SCH80-075x050-*-/ 0.09 (0.04) ORV-1715
1”7 3/4" SCH40 CFR-SCH40-100x075-*-A 0.15(0.07) ORV-2515
1 3/4" SCH80 CFR-SCH80-100x075-*-/ 0.11 (0.05) ORV-2315
1-1/4” 1” SCH40 CFR-SCH40-125x100-*-A 0.27 (0.12) ORV-3015
1-1/4" 1” SCH80 CFR-SCH80-125x100-*-/ 0.21(0.10) ORV-2815
1-1/2" 1-1/4” SCH40 CFR-SCH40-150x125-*-A 0.40 (0.18) ORV-3815
1-1/2" 1-1/4” SCH80 CFR-SCH80-150x125-*-/ 0.30 (0.15) ORV-3815
2" 1-1/2" SCH40 CFR-SCH40-200x150-*- 0.53 (0.24) ORV-4315
2" 1-1/2" SCH80 CFR-SCH80-200x150-*-/ 0.45 (0.20) ORV-4315
2-1/2" 2” SCH40 CFR-SCH40-250x200-*- 0.92 (0.42) ORV-5615
2-1/2" 2” SCH80 CFR-SCH80-250x200-*-/ 0.49 (0.22) ORV-5515
3" 2-1/2" SCH40 CFR-SCH40-300x250-*- 1.40 (0.65) ORV-2-036
3" 2-1/2" SCH80 CFR-SCH80-300x250-*-/ 1.29 (0.58) ORV-2-036
* Materials: Ordering Example: CFR-SCH80-100-SS-V

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

A Insert 0-Ring 2 Type
A O-Ring 2 Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Retain Ring Flange Dimensions

SAE J518 Code 61 (ISO 6162-1)

G

IV N
P o\ /D %\7@*
gttt I

FLANGE TO FLANGE UNION FLANGE TO COMPONENT

Retain Ring Flange Dimensions, NPS

Dimensions (in) SHCS Bolt (in)* Working

Size LWL Pressure
A | B | G | H [ M | N P E PSI (Bar)

1-1/2" 1.41 2.75 3.25 3.66 3.58 3.35 3.78 1.06 1/2"-13 UNC x 3.00 (2.00) 4000 (280)
2" 1.69 3.06 3.81 4.02 4.02 3.94 4.13 1.22 1/2"-13 UNC x 3.50 (2.00) 4000 (280)
2-1/2" 2.00 3.50 4.28 4.49 4.49 4.37 4.61 1.40 1/2"-13 UNC x 4.00 (2.50) 3000 (210)
3" 2.44 4.19 5.16 5.28 5.35 5.24 5.39 1.67 5/8"-11 UNC x4.50 (2.75) 3000 (210)

* SHCS Bolt Specification
Carbon Steel: ASTM A574
316 Stainless Steel: ASTM A193 B8M Class 2

Retain Ring Flange Dimensions, Metric

Sive Dimensions (mm) SHCS Bolt (mm)* I"A::;I:Ll:r?e
A B G H M N P E L) PSI (Bar)

172" 175 | 381 | 460 | 549 | 521 | 490 | 589 | 206 M8 x 60 (40) 5000 (350)
3/4" 24 | 478 | 523 | 650 | 610 | 551 681 | 208 M10 x 65 (40) 5000 (350)
1 22 | 523 | 587 | 701 | 671 | 620 | 729 | 221 M10 x 65(40) 5000 (350)
1-1/4" 302 | 587 | 732 | 790 | 790 | 759 | 820 | 231 M10 x 65 (45) 4000 (280)
1-1/2" 358 | 699 | 86 | 930 | 909 | 851 9%.0 | 269 M12 x 75 (50) 4000 (280)
2" 429 | 777 | 9.8 | 1021 | 1024 | 1001 | 1049 | 31.0 M12 x 90 (50) 4000 (280)
2-1/2" 508 | 889 | 1087 | 1140 | 1140 | 111.0 | 1171 | 356 M12 x 100 (65) 3000 (210)
3" 620 | 1064 | 1311 | 1341 | 1359 | 1331 | 1369 | 424 M16 x 120 (70) 3000 (210)

* SHCS Bolt Specification
Carbon Steel: DIN912 / ISO4762 Grade 8.8
316 Stainless Steel: DIN912 / 1ISO4762 A480

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Retain Ring Flange

with Clearance Holes
SAE J518 Code 61 (ISO 6162-1)

CLEARANCE HOLE

RFAC34 - Retain Ring Flange with Clearance Holes, for

Grooved NPS Pipe Only

. . . Standard LTl Weight
Size Pipe 0.D. (in) Part Number Pressure Ibs (kg)
PSI (Bar) 9
1-1/2” 1-1/2” SCHXXS RFAC34-150-* 4000 (280) 1.41 (0.64)
2’ 2” SCH160/XXS RFAC34-200-* 4000 (280) 2.01(0.91)
2-1/2” 2-1/2” SCH160/XXS RFAC34-250-* 3000 (210) 3.28 (1.49)
3” 3” SCH160/XXS RFAC34-300-* 3000 (210) 5.14 (2.33)

RFC34 - Retain Ring Flange with Clearance Holes,

Metric
Sive Pipe Size Standard b Weight
0D x Wall Part Number PSI (Bar) Ibs (kg)
1/2” 26X6.0 RFC34-050-* 5000 (350) 0.40 (0.18)
3/4” 36X8.0 RFC34-075-* 5000 (350) 0.46 (0.21)
1 39X7.5 RFC34-100-* 5000 (350) 0.58 (0.26)
1-1/4” 46X8.0 RFCM34-125-* 4000 (280) 0.79 (0.36)
1-1/2” 56X8.5 RFC34-150-* 4000 (280) 1.41 (0.64)
2" 66X8.5 RFC34-200-* 4000 (280) 2.01(0.91)
2-1/2" 80X10 RFC34-250-* 3000 (210) 3.28 (1.49)
3" 97X12 RFC34-300-* 3000 (210) 5.14 (2.33)
* Materials: Ordering Example: RFAC34-200-SS

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.  « | sert Material
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

3D step models available upon request
TUBE-MAC.com



3000 PSI Retain Ring Flange with Threaded Holes

SAE J518 Code 61 (ISO 6162-1)

THREADED HOLE!

RFAT34 - Retain Ring Flange with UNC Threaded Holes,

for Grooved NPS Pipe Only

. A Standard iotking Weight
Size Pipe Size Part Number Pressure Ibs (kg)
PSI (Bar) 9

1-1/2” 1-1/2” SCHXXS RFAT34-150-* 4000 (280) 2.15(0.98)

27 2” SCH160/XXS RFAT34-200-* 4000 (280) 2.65 (1.20)

RFT34 - Retain Ring Flange with UNC Threaded Holes,

for Metric Pipe

Size Pipe Size s I‘i\:g:;:lr% LA

Part Number PSI (Bar) Ibs (kg)
1/2” 26X6.0 RFT34-050-* 5000 (350) 0.44 (0.20)
3/4” 36X8.0 RFT34-075-* 5000 (350) 0.62 (0.28)
1’ 39X7.5 RFT34-100-* 5000 (350) 0.75 (0.34)
1-1/4” 46X8.0 RFT34-125-* 4000 (280) 1.15(0.52)
1-1/2” 56X8.5 RFT34-150-* 4000 (280) 2.15(0.98)
2" 66X8.5 RFT34-200-* 4000 (280) 2.65 (1.20)
2-1/2" 80X10 RFT34-250-* 3000 (210) 3.75(1.70)
3 97X12 RFT34-300-* 3000 (210) 6.10 (2.77)

RFTM34 - Retain Ring Flange with Metric Threaded

Holes, for Metric Pipe

Workin .
Size Pipe Size Pasr;al:llgf:lr:er Pressur?a I‘Lv:'(igt)
PSI (Bar)
1/2” 26X6.0 RFTM34-050-* 5000 (350) 0.44 (0.20)
3/4” 36X8.0 RFTM34-075-* 5000 (350) 0.62 (0.28)
17 39X7.5 RFTM34-100-* 5000 (350) 0.75(0.34)
1-1/4” 46X8.0 RFTM34-125-* 4000 (280) 1.15(0.52)
1-1/2” 56X8.5 RFTM34-150-* 4000 (280) 2.15(0.98)
2’ 66X8.5 RFTM34-200-* 4000 (280) 2.65 (1.20)
2-1/2" 80X10 RFTM34-250-* 3000 (210) 3.75(1.70)
3 97X12 RFTM34-300-* 3000 (210) 6.10 (2.77)
* Materials: Ordering Example: RFT34-200-SS
Standard, No Designation = Carbon Steel, Zinc Nickel * Insert Material

Plated.
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

3D step models available upon request

TUBE-MAC.com




SAE 3000 PSI Butt Weld Adapter Assembly

(Bump Style) with Clearance Holes, NPS
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:
e One (1) Retain Ring Flange
o One (1) Weld Adapter Body

To be Ordered Separately:
° Bolt Kit (See Page G25)
e (-Ring Spacer (See Page G80)

A/BWA - Butt Weld Adapter Assembly (Bump Style) with Clearance Holes, NPS

suw | pesie | Comienrmesst | e | ST g™ | e
L Part Number
172" 1/2” SCH80 A/BWA-SCH80-050-FC34-* 0.64 (0.29) 1.25 BWA-SCH80-050-* RFC34-050-*
172" 1/2” SCH160 A/BWA-SCH160-050-FC34-* 0.65 (0.29) 1.25 BWA-SCH160-050-* RFC34-050-*
1/2” 1/2” SCHXXS A/BWA-SCHXXS-050-FC34-* 0.66 (0.30) 1.25 BWA-SCHXXS-050-* RFC34-050-*
3/4” 3/4” SCH80 A/BWA-SCH80-075-FC34-* 0.92 (0.42) 1.75 BWA-SCH80-075-* RFC34-075-*
3/4" 3/4” SCH160 A/BWA-SCH160-075-FC34-* 1.00 (0.45) 1.75 BWA-SCH160-075-* RFC34-075-*
3/4” 3/4” SCHXXS A/BWA-SCHXXS-075-FC34-* 1.03 (0.48) 1.75 BWA-SCHXXS-075-* RFC34-075-*
17 1” SCH80 A/BWA-SCH80-100-FC34-* 1.08 (0.49) 1.75 BWA-SCH80-100-* RFC34-100-*
17 1” SCH160 A/BWA-SCH160-100-FC34-* 1.19(0.54) 1.75 BWA-SCH160-100-* RFC34-100-*
17 1” SCHXXS A/BWA-SCHXXS-100-FC34-* 1.23 (0.56) 1.75 BWA-SCHXXS-100-* RFC34-100-*
1-1/4” 1-1/4” SCH80 A/BWA-SCH80-125-FC34-* 1.62 (0.73) 2.00 BWA-SCH80-125-* RFCM34-125-*
1-1/4” 1-1/4” SCH160 A/BWA-SCH160-125-FC34-* 1.65 (0.75) 2.00 BWA-SCH160-125-* RFCM34-125-*
1-1/4” 1-1/4” SCHXXS A/BWA-SCHXXS-125-FC34-* 1.76 (0.80) 2.00 BWA-SCHXXS-125-* RFCM34-125-*
1-1/2” 1-1/2” SCH80 A/BWA-SCH80-150-FC34-* 2.06 (0.93) 2.25 BWA-SCH80-150-* RFC34-150-*
1-1/2” 1-1/2” SCH160 A/BWA-SCH160-150-FC34-* 2.70 (1.22) 2.25 BWA-SCH160-150-* RFC34-150-*
1-1/2” 1-1/2” SCHXXS A/BWA-SCHXXS-150-FC34-* 2.72(1.23) 2.25 BWA-SCHXXS-150-* RFC34-150-*
2’ 2” SCH80 A/BWA-SCH80-200-FC34-* 3.69 (1.67) 2.50 BWA-SCH80-200-* RFC34-200-*
2’ 2" SCH160 A/BWA-SCH160-200-FC34-* 3.86 (1.75) 2.50 BWA-SCH160-200-* RFC34-200-*
2’ 2”7 SCHXXS A/BWA-SCHXXS-200-FC34-* 3.90 (1.77) 2.50 BWA-SCHXXS-200-* RFC34-200-*
2-1/2” 2-1/2” SCH80 A/BWA-SCH80-250-FC34-* 512(2.32) 2.63 BWA-SCH80-250-* RFC34-250-*
2-1/2” 2-1/2” SCH160 A/BWA-SCH160-250-FC34-* 5.35(2.43) 2.63 BWA-SCH160-250-* RFC34-250-*
2-1/2” 2-1/2” SCHXXS A/BWA-SCHXXS-250-FC34-* 5.70 (2.59) 2.63 BWA-SCHXXS-250-* RFC34-250-*
3 3” SCH80 A/BWA-SCH80-300-FC34-* 8.05 (3.50) 2.75 BWA-SCH80-300-* RFC34-300-*
3’ 3" SCH160 A/BWA-SCH160-300-FC34-* 7.89 (3.72) 2.75 BWA-SCH160-300-* RFC34-300-*
3 3” SCHXXS A/BWA-SCHXXS-300-FC34-* 9.20 (3.95) 2.75 BWA-SCHXXS-300-* RFC34-300-*
* Materials: Ordering Example: A/BWA-SCH80-200-FC34-SS
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material
SS = Stainless Steel, Type 316.
Note:
To Order A Retain Ring Flange with Threaded Holes, Replace FC with FT in the Part
Number

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Butt Weld Adapter Assembly

(Bump Style) with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

A/BWA - Butt Weld Adapter Assembly (Bump Style) with Clearance Holes, Metric

Complete Flange Set Includes:

e One (1) Retain Ring Flange
o One (1) Weld Adapter Body

To be Ordered Separately:
° Bolt Kit (See Page G25)

e (-Ring Spacer (See Page G80)

Size Pipe Size Complete Flange Set WT/Set Dlmg:)s ion Weld Adapter Body Flange
0D x Wall Part Number Ibs (kg) L Part Number Part Number
1/2" 12.0X1.5 A/BWA-12.0X1.5-050-FC34-* 0.65 (0.29) 38.1 BWA-12.0X1.5-050-* RFC34-050-*
1/2" 16.0X2.0 A/BWA-16.0X2.0-050-FC34-* 0.65 (0.29) 38.1 BWA-16.0X2.0-050-* RFC34-050-*
1/2” 16.0X2.5 A/BWA-16.0X2.5-050-FC34-* 0.65 (0.29) 38.1 BWA-16.0X2.5-050-* RFC34-050-*
1/2” 18.0X2.0 A/BWA-18.0X2.0-050-FC34-* 0.65 (0.29) 38.1 BWA-18.0X2.0-050-* RFC34-050-*
1/2” 20.0X2.0 A/BWA-20.0X2.0-050-FC34-* 0.67 (0.30) 38.1 BWA-20.0X2.0-050-* RFC34-050-*
1/2” 20.0X2.5 A/BWA-20.0X2.5-050-FC34-* 0.67 (0.30) 38.1 BWA-20.0X2.5-050-* RFC34-050-*
1/2” 20.0X3.0 A/BWA-20.0X3.0-050-FC34-* 0.67 (0.30) 38.1 BWA-20.0X3.0-050-* RFC34-050-*
1/2” 21.3X2.8 A/BWA-SCH40-050-FC34-* 0.63 (0.29) 31.8 BWA-SCH40-050-* RFC34-050-*
1/2” 21.3x3.7 A/BWA-SCH80-050-FC34-* 0.64 (0.29) 31.8 BWA-SCH80-050-* RFC34-050-*
1/2” 21.3X4.8 A/BWA-SCH160-050-FC34-* 0.65 (0.29) 31.8 BWA-SCH160-050-* RFC34-050-*
1/2” 21.3X7.5 A/BWA-SCHXXS-050-FC34-* 0.66 (0.30) 31.8 BWA-SCHXXS-050-* RFC34-050-*
1/2” 25.0X2.5 A/BWA-25.0X2.5-050-FC34-* 0.66 (0.30) 38.1 BWA-25.0X2.5-050-* RFC34-050-*
1/2” 25.0X3.0 A/BWA-25.0X3.0-050-FC34-* 0.66 (0.30) 38.1 BWA-25.0X3.0-050-* RFC34-050-*
1/2” 26.0X6.0 A/BWA-26.0X6.0-050-FC34-* 0.71(0.32) 38.1 BWA-26.0X6.0-050-* RFC34-050-*
3/4" 20.0X2.0 A/BWA-20.0X2.0-075-FC34-* 0.95 (0.43) 445 BWA-20.0X2.0-075-* RFC34-075-*
3/4" 20.0X2.5 A/BWA-20.0X2.5-075-FC34-* 0.97 (0.44) 445 BWA-20.0X2.5-075-* RFC34-075-*
3/4” 20.0X3.0 A/BWA-20.0X3.0-075-FC34-* 0.97 (0.44) 445 BWA-20.0X3.0-075-* RFC34-075-*
3/4" 25.0X2.5 A/BWA-25.0X2.5-075-FC34-* 0.94 (0.43) 445 BWA-25.0X2.5-075-* RFC34-075-*
3/4" 25.0X3.0 A/BWA-25.0X3.0-075-FC34-* 0.95 (0.43) 445 BWA-25.0X3.0-075-* RFC34-075-*
3/4" 25.0X4.0 A/BWA-25.0X4.0-075-FC34-* 0.97 (0.44) 445 BWA-25.0X4.0-075-* RFC34-075-*
3/4" 26.7X2.9 A/BWA-SCH40-075-FC34-* 0.90 (0.41) 445 BWA-SCH40-075-* RFC34-075-*
3/4" 26.7X3.9 A/BWA-SCH80-075-FC34-* 0.92 (0.42) 445 BWA-SCH80-075-* RFC34-075-*
3/4" 26.7X5.5 A/BWA-SCH160-075-FC34-* 1.00 (0.45) 445 BWA-SCH160-075-* RFC34-075-*
3/4" 26.7X7.8 A/BWA-SCHXXS-075-FC34-* 1.03 (0.47) 445 BWA-SCHXXS-075-* RFC34-075-*
3/4" 30.0X.3.0 A/BWA-30.0X3.0-075-FC34-* 0.85(0.39) 445 BWA-30.0X3.0-075-* RFC34-075-*
3/4" 30.0X.4.0 A/BWA-30.0X4.0-075-FC34-* 0.88 (0.40) 445 BWA-30.0X4.0-075-* RFC34-075-*
3/4" 36.0X8.0 A/BWA-36.0X8.0-075-FC34-* 1.03 (0.47) 445 BWA-36.0X8.0-075-* RFC34-075-*
* Materials: Ordering Example: A/BWA-50.0X3.0-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:

To Order A Retain Ring Flange with Threaded Holes, Replace FC with FT in the Part

Number

3D step models available upon request

TUBE-MAC.com

* Insert Material




SAE 3000 PSI Butt Weld Adapter Assembly

(Bump Style) with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:
e One (1) Retain Ring Flange
o One (1) Weld Adapter Body

To be Ordered Separately:
° Bolt Kit (See Page G25)

e (-Ring Spacer (See Page G80)

A/BWA - Butt Weld Adapter Assembly (Bump Style) with Clearance Holes, Metric

Size Pipe Size Complete Flange Set WT/Set Dmg:)s on Weld Adapter Body Flange
0D x Wall Part Number Ibs (kg) L Part Number Part Number
1" 25.0X2.5 A/BWA-25.0X2.5-100-FC34-* 1.06 (0.48) 44.5 BWA-25.0X2.5-100-* RFC34-100-*
1 25.0X3.0 A/BWA-25.0X3.0-100-FC34-* 1.06 (0.48) 445 BWA-25.0X3.0-100-* RFC34-100-*
1 25.0X4.0 A/BWA-25.0X4.0-100-FC34-* 1.09 (0.49) 44.5 BWA-25.0X4.0-100-* RFC34-100-*
1 30.0X3.0 A/BWA-30.0X3.0-100-FC34-* 1.10 (0.50) 445 BWA-30.0X3.0-100-* RFC34-100-*
1 30.0X4.0 A/BWA-30.0X4.0-100-FC34-* 1.08 (0.49) 44.5 BWA-30.0X4.0-100-* RFC34-100-*
1 30.0X5.0 A/BWA-30.0X5.0-100-FC34-* 1.15(0.52) 445 BWA-30.0X5.0-100-* RFC34-100-*
1 33.4X3.4 A/BWA-SCH40-100-FC34-* 1.08 (0.49) 44.5 BWA-SCH40-100-* RFC34-100-*
1 33.4X4.6 A/BWA-SCH80-100-FC34-* 1.08 (0.49) 445 BWA-SCH80-100-* RFC34-100-*
1 33.4X6.4 A/BWA-SCH160-100-FC34-* 1.19(0.54) 44.5 BWA-SCH160-100-* RFC34-100-*
1 33.4X9.1 A/BWA-SCHXXS-100-FC34-* 1.23 (0.56) 445 BWA-SCHXXS-100-* RFC34-100-*
1 38.0X4.0 A/BWA-38.0X4.0-100-FC34-* 1.08 (0.49) 44.5 BWA-38.0X4.0-100-* RFC34-100-*
1 38.0X5.0 A/BWA-38.0X5.0-100-FC34-* 1.08 (0.49) 445 BWA-38.0X5.0-100-* RFC34-100-*
1 38.0X6.0 A/BWA-38.0X6.0-100-FC34-* 1.17 (0.53) 44.5 BWA-38.0X6.0-100-* RFC34-100-*
1 39.0X7.5 A/BWA-39.0X7.5-100-FC34-* 1.20 (0.54) 445 BWA-39.0X7.5-100-* RFC34-100-*
1-1/4" 30.0X3.0 A/BWA-30.0X3.0-125-FCM34-* 1.60 (0.73) 50.8 BWA-30.0X3.0-125-* RFCM34-125-*
1-1/4" 30.0X4.0 A/BWA-30.0X4.0-125-FCM34-* 1.63 (0.74) 50.8 BWA-30.0X4.0-125-* RFCM34-125-*
1-1/4" 30.0X5.0 A/BWA-30.0X5.0-125-FCM34-* 1.65 (0.75) 50.8 BWA-30.0X5.0-125-* RFCM34-125-*
1-1/4" 38.0X4.0 A/BWA-38.0%4.0-125-FCM34-* 1.59 (0.72) 50.8 BWA-38.0X4.0-125-* RFCM34-125-*
1-1/4" 38.0X5.0 A/BWA-38.0X5.0-125-FCM34-* 1.62 (0.73) 50.8 BWA-38.0X5.0-125-* RFCM34-125-*
1-1/4" 38.0X6.0 A/BWA-38.0X6.0-125-FCM34-* 1.65 (0.75) 50.8 BWA-38.0X6.0-125-* RFCM34-125-*
1-1/4" 42.0X3.0 A/BWA-42.0X3.0-125-FCM34-* 1.60 (0.72) 50.8 BWA-42.0X3.0-125-* RFCM34-125-*
1-1/4" 42.0X4.0 A/BWA-42.0%4.0-125-FCM34-* 1.61(0.73) 50.8 BWA-42.0X4.0-125-* RFCM34-125-*
1-1/4" 42.2X3.6 A/BWA-SCH40-125-FCM34-* 1.61(0.73) 50.8 BWA-SCH40-125-* RFCM34-125-*
1-1/4" 42.2X4.9 A/BWA-SCH80-125-FCM34-* 1.61(0.73) 50.8 BWA-SCH80-125-* RFCM34-125-*
1-1/4" 42.2X6.4 A/BWA-SCH160-125-FCM34-* 1.61(0.73) 50.8 BWA-SCH160-125-* RFCM34-125-*
1-1/4" 42.2X9.7 A/BWA-SCHXXS-125-FCM34-* 1.76 (0.80) 50.8 BWA-SCHXXS-125-* RFCM34-125-*
1-1/4" 46.0X8.5 A/BWA-46.0X8.5-125-FCM34-* 1.76 (0.80) 50.8 BWA-46.0X8.5-125-* RFCM34-125-*
* Materials: Ordering Example: A/BWA-50.0X3.0-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:

* Insert Material

To Order A Retain Ring Flange with Threaded Holes, Replace FC with FT in the Part Number

TUBE-MAC.com

3D step models available upon request




SAE 3000 PSI Butt Weld Adapter Assembly

(Bump Style) with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:
e One (1) Retain Ring Flange
o One (1) Weld Adapter Body

To be Ordered Separately:
° Bolt Kit (See Page G25)
e (-Ring Spacer (See Page G80)

A/BWA - Butt Weld Adapter Assembly (Bump Style) with Clearance Holes, Metric

Size Pipe Size Complete Flange Set WT/Set Dmg:)s fon Weld Adapter Body Flange
0D x Wall Part Number Ibs (kg) L Part Number Part Number
1-1/2" 30.0X3.0 A/BWA-30.0X3.0-150-FC34-* 2.45 (1.11) 57.2 BWA-30.0X3.0-150-* RFC34-150-*
1-1/2" 38.0X4.0 A/BWA-38.0X4.0-150-FC34-* 2.40 (1.09) 57.2 BWA-38.0X4.0-150-* RFC34-150-*
1-1/2" 38.0X5.0 A/BWA-38.0X5.0-150-FC34-* 2.35(1.07) 57.2 BWA-38.0X5.0-150-* RFC34-150-*
1-1/2” 38.0X6.0 A/BWA-38.0X6.0-150-FC34-* 2.48 (1.12) 57.2 BWA-38.0X6.0-150-* RFC34-150-*
1-1/2” 42.0X3.0 A/BWA-42.0X3.0-150-FC34-* 2.30 (1.04) 57.2 BWA-42.0X3.0-150-* RFC34-150-*
1-1/2” 42.0X4.0 A/BWA-42.0X4.0-150-FC34-* 2.35(1.07) 57.2 BWA-42.0X4.0-150-* RFC34-150-*
1-1/2” 48.3X3.7 A/BWA-SCH40-150-FC34-* 2.45 (1.11) 57.2 BWA-SCH40-150- RFC34-150-*
1-1/2" 48.3X5.1 A/BWA-SCH80-150-FC34-* 2.38(1.08) 57.2 BWA-SCH80-150-* RFC34-150-*
1-1/2" 48.3X7.1 A/BWA-SCH160-150-FC34-* 2.70(1.22) 57.2 BWA-SCH160-150- RFC34-150-*
1-1/2" 48.3X10.2 A/BWA-SCHXXS-150-FC34-* 2.64 (1.20) 57.2 BWA-SCHXXS-150-* RFC34-150-*
1-1/2" 50.0X3.0 A/BWA-50.0X3.0-150-FC34-* 2.32(1.05) 57.2 BWA-50.0X3.0-150-* RFC34-150-*
1-1/2" 50.0X5.0 A/BWA-50.0X5.0-150-FC34-* 2.25 (1.20) 57.2 BWA-50.0X5.0-150-* RFC34-150-*
1-1/2" 56.0X8.5 A/BWA-56.0X8.5-150-FC34-* 2.68 (1.22) 57.2 BWA-56.0X8.5-150-* RFC34-150-*
2’ 50.0X3.0 A/BWA-50.0X3.0-200-FC34-* 3.54 (1.61) 63.5 BWA-50.0X3.0-200-* RFC34-200-*
2’ 50.0X5.0 A/BWA-50.0X5.0-200-FC34-* 3.67 (1.66) 63.5 BWA-50.0X5.0-200-* RFC34-200-*
2’ 50.0X6.0 A/BWA-50.0X6.0-200-FC34-* 3.74 (1.70) 63.5 BWA-50.0X6.0-200-* RFC34-200-*
2’ 60.0X3.0 A/BWA-60.0X3.0-200-FC34-* 3.43 (1.56) 63.5 BWA-60.0X3.0-200-* RFC34-200-*
2’ 60.0X5.0 A/BWA-60.0X5.0-200-FC34-* 3.16 (1.43) 63.5 BWA-60.0X5.0-200-* RFC34-200-*
2’ 60.0X6.0 A/BWA-60.0X6.0-200-FC34-* 3.61(1.64) 63.5 BWA-60.0X6.0-200-* RFC34-200-*
2’ 60.0X8.0 A/BWA-60.0X8.0-200-FC34-* 3.80 (1.72) 63.5 BWA-60.0X8.0-200-* RFC34-200-*
2’ 60.3X3.9 A/BWA-SCH40-200-FC34-* 3.59 (1.63) 63.5 BWA-SCH40-200- RFC34-200-*
2’ 60.3X5.5 A/BWA-SCH80-200-FC34-* 3.69 (1.67) 63.5 BWA-SCH80-200-* RFC34-200-*
2’ 60.3X8.7 A/BWA-SCH160-200-FC34-* 3.86 (1.75) 63.5 BWA-SCH160-200- RFC34-200-*
2’ 60.3X11.1 A/BWA-SCHXXS-200-FC34-* 3.90 (1.77) 63.5 BWA-SCHXXS-200-* RFC34-200-*
2’ 66.0X8.5 A/BWA-66.0X8.5-200-FC34-* 3.75 (1.70) 63.5 BWA-66.0X8.5-200-* RFC34-200-*
* Materials: Ordering Example: A/BWA-50.0X3.0-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:

To Order A Retain Ring Flange with Threaded Holes, Replace FC with FT in the Part

Number

3D step models available upon request

TUBE-MAC.com

* Insert Material




SAE 3000 PSI Butt Weld Adapter Assembly

(Bump Style) with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:
e One (1) Retain Ring Flange
o One (1) Weld Adapter Body

To be Ordered Separately:
° Bolt Kit (See Page G25)

e (-Ring Spacer (See Page G80)

A/BWA - Butt Weld Adapter Assembly (Bump Style) with Clearance Holes, Metric

Size Pipe Size Complete Flange Set WT/Set Dlm((ia:)s ion Weld Adapter Body Flange
0D x Wall Part Number Ibs (kg) L Part Number Part Number
2-1/2" 60.0X5.0 A/BWA-60.0X5.0-250-FC34-* 4.87 (2.21) 66.7 BWA-60.0X5.0-250-* RFC34-250-*
2-1/2" 60.0X6.0 A/BWA-60.0X6.0-250-FC34-* 4.95 (2.25) 66.7 BWA-60.0X6.0-250-* RFC34-250-*
2-1/2" 65.0X8.0 A/BWA-65.0X8.0-250-FC34-* 5.02 (2.28) 66.7 BWA-65.0X8.0-250-* RFC34-250-*
2-1/2" 73.0X5.2 A/BWA-SCH40-250-FC34-* 4.61 (2.09) 66.7 BWA-SCH40-250-* RFC34-250-*
2-1/2" 73.0X7.0 A/BWA-SCH80-250-FC34-* 4.91(2.23) 66.7 BWA-SCH80-250-* RFC34-250-*
2-1/2" 73.0X9.5 A/BWA-SCH160-250-FC34-* 5.13 (2.33) 66.7 BWA-SCH160-250-* RFC34-250-*
2-1/2" 73.0X14.0 A/BWA-SCHXXS-250-FC34-* 5.49 (2.49) 66.7 BWA-SCHXXS-250-* RFC34-250-*
2-1/2" 75.0X.5.0 A/BWA-75.0X.5.0-250-FC34-* 4.41 (2.00) 66.7 BWA-75.0X.5.0-250-* RFC34-250-*
2-1/2" 75.0X7.0 A/BWA-75.0X7.0-250-FC34-* 4.85 (2.20) 66.7 BWA-75.0X7.0-250-* RFC34-250-*
2-1/2" 76.1X6.3 A/BWA-76.1X6.3-250-FC34-* 4.66 (2.11) 66.7 BWA-76.1X6.3-250-* RFC34-250-*
2-1/2" 76.1X12.5 A/BWA-76.1X12.5-250-FC34-* 5.15 (2.36) 66.7 BWA-76.1X12.5-250-* RFC34-250-*
2-1/2" 80.0X10.0 A/BWA-80.0X10.0-250-FC34-* 5.02 (2.28) 66.7 BWA-80.0X10.0-250-* RFC34-250-*
3" 75.0X5.0 A/BWA-75.0X5.0-300-FC34-* 7.73 (3.50) 69.9 BWA-75.0X5.0-300-* RFC34-300-*
3" 80.0X10.0 A/BWA-80.0X10.0-300-FC34-* 8.08 (3.67) 69.9 BWA-80.0X10.0-300-* RFC34-300-*
3" 88.9X5.5 A/BWA-SCH40-300-FC34-* 7.63 (3.46) 69.9 BWA-SCH40-300-* RFC34-300-*
3" 88.9X7.6 A/BWA-SCH80-300-FC34-* 8.05 (3.65) 69.9 BWA-SCH80-300-* RFC34-300-*
3" 88.9X11.1 A/BWA-SCH160-300-FC34-* 7.89 (3.58) 69.9 BWA-SCH160-300-* RFC34-300-*
3" 88.9X15.2 A/BWA-SCHXXS-300-FC34-* 9.24 (4.19) 69.9 BWA-SCHXXS-300-* RFC34-300-*
3" 90.0X3.5 A/BWA-90X3.5-300-FC34-* 7.45 (3.38) 69.9 BWA-90X3.5-300-* RFC34-300-*
3" 90.0X5.0 A/BWA-90X5.0-300-FC34-* 7.60 (3.45) 69.9 BWA-90X5.0-300-* RFC34-300-*
3" 97.0X12.0 A/BWA-97.0X12.0-300-FC34-* 8.29 (3.76) 69.9 BWA-97.0X12.0-300-* RFC34-300-*
* Materials: Ordering Example: A/BWA-50.0X3.0-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:

To Order A Retain Ring Flange with Threaded Holes, Replace FC with FT in the Part

Number

TUBE-MAC.com

* Insert Material

3D step models available upon request




SAE 3000 PSI Butt Weld Adapter Assembly

Retain Ring Style with Clearance Holes, NPS

SAE J518 Code 61 (ISO 6162-1)

A/BWAR - Butt Weld Adapter Assembly Retain Ring Style

Complete Flange Set Includes:

One (1) Retain Ring Flange
One (1) Weld Adapter Body
One (1) Retain Ring

To be Ordered Separately:

Bolt Kit (See Page G25)
0-Ring Spacer (See Page G80)

ith Clearance Holes, NPS

Retain Ring

size Pipe Size Complete Flange Set WT/Set Dim_ension Weld Adapter Body Flange (Stainless

Part Number Ibs (kg) (in) L Part Number Part Number Steel)
Part Number
172" 1/2” SCH80 A/BWAR-SCH80-050-FC34-* 0.64 (0.29) 1.25 BWAR-SCH80-050-* RFC34-050-* R-050
172" 1/2” SCH160 A/BWAR-SCH160-050-FC34-* 0.65 (0.29) 1.25 BWAR-SCH160-050-* RFC34-050-* R-050
1/2” 1/2” SCHXXS A/BWAR-SCHXXS-050-FC34-* 0.66 (0.30) 1.25 BWAR-SCHXXS-050-* RFC34-050-* R-050
3/4” 3/4” SCH80 A/BWAR-SCH80-075-FC34-* 0.92 (0.42) 1.75 BWAR-SCH80-075-* RFC34-075-* R-075
3/4" 3/4” SCH160 A/BWAR-SCH160-075-FC34-* 1.00 (0.45) 1.75 BWAR-SCH160-075-* RFC34-075-* R-075
3/4” 3/4” SCHXXS A/BWAR-SCHXXS-075-FC34-* 1.03 (0.48) 1.75 BWAR-SCHXXS-075-* RFC34-075-* R-075
1” 1” SCH80 A/BWAR-SCH80-100-FC34-* 1.08 (0.49) 1.75 BWAR-SCH80-100-* RFC34-100-* R-100
1’ 1” SCH160 A/BWAR-SCH160-100-FC34-* 1.19(0.54) 1.75 BWAR-SCH160-100-* RFC34-100-* R-100
1” 1” SCHXXS A/BWAR-SCHXXS-100-FC34-* 1.23 (0.56) 1.75 BWAR-SCHXXS-100-* RFC34-100-* R-100
1-1/4” 1-1/4” SCH80 A/BWAR-SCH80-125-FC34-* 1.62 (0.73) 2.00 BWAR-SCH80-125-* RFCM34-125-* R-125
1-1/4” | 1-1/4” SCH160 A/BWAR-SCH160-125-FC34-* 1.65 (0.75) 2.00 BWAR-SCH160-125-* | RFCM34-125-* R-125
1-1/4” 1-1/4” SCHXXS A/BWAR-SCHXXS-125-FC34-* 1.76 (0.80) 2.00 BWAR-SCHXXS-125-* RFCM34-125-* R-125
1-1/2” 1-1/2” SCH80 A/BWAR-SCH80-150-FC34-* 2.06 (0.93) 2.25 BWAR-SCH80-150-* RFC34-150-* R-150
1-1/2” 1-1/2” SCH160 A/BWAR-SCH160-150-FC34-* 2.70 (1.22) 2.25 BWAR-SCH160-150-* RFC34-150-* R-150
1-1/2” 1-1/2” SCHXXS A/BWAR-SCHXXS-150-FC34-* 2.72 (1.23) 2.25 BWAR-SCHXXS-150-* RFC34-150-* R-150
2" 2" SCH80 A/BWAR-SCH80-200-FC34-* 3.69 (1.67) 2.50 BWAR-SCH80-200-* RFC34-200-* R-200
2" 2” SCH160 A/BWAR-SCH160-200-FC34-* 3.86 (1.75) 2.50 BWAR-SCH160-200-* RFC34-200-* R-200
2" 2” SCHXXS A/BWAR-SCHXXS-200-FC34-* 3.90 (1.77) 2.50 BWAR-SCHXXS-200-* RFC34-200-* R-200
2-1/2” 2-1/2” SCH80 A/BWAR-SCH80-250-FC34-* 512 (2.32) 2.63 BWAR-SCH80-250-* RFC34-250-* R-250
2-1/2” 2-1/2” SCH160 A/BWAR-SCH160-250-FC34-* 5.35(2.43) 2.63 BWAR-SCH160-250-* RFC34-250-* R-250
2-1/2" 2-1/2” SCHXXS A/BWAR-SCHXXS-250-FC34-* 5.70 (2.59) 2.63 BWAR-SCHXXS-250-* RFC34-250-* R-250
3’ 3" SCH80 A/BWAR-SCH80-300-FC34-* 8.05 (3.50) 2.75 BWAR-SCH80-300-* RFC34-300-* R-300
3” 3” SCH160 A/BWAR-SCH160-300-FC34-* 7.89 (3.72) 2.75 BWAR-SCH160-300-* RFC34-300-* R-300
3’ 3” SCHXXS A/BWAR-SCHXXS-300-FC34-* 9.20 (3.95) 2.75 BWAR-SCHXXS-300-* RFC34-300-* R-300
* Materials: Ordering Example: A/BWAR-SCH80-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.
ZSS = Carbon Steel Flange with Stainless Steel Cone, Type 316.
HDGSS = Carbon Steel, Hot Dip Galvanized Flange with Stainless Steel Cone, Type 316.

Note:

* Insert Material

To Order A Retain Ring Flange with Threaded Holes, Replace FC with FT in the Part Number

3D step models available upon request

TUBE-MAC.com




SAE 3000 PSI Butt Weld Adapter Assembly

Retain Ring Style with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

One (1) Retain Ring Flange
One (1) Weld Adapter Body
One (1) Retain Ring

To be Ordered Separately:

Bolt Kit (See Page G25)
0-Ring Spacer (See Page G80)

A/BWAR - Butt Weld Adapter Assembly Retain Ring Style with Clearance Holes, Metric

s s Dimension Retai.n Rid

Size Pipe Size Complete Flange Set WT/Set (mm) Weld Adapter Body Flange (Stainless

0D x Wall Part Number Ibs (kg) L Part Number Part Number Steel)

Part Number
1/2" 12.0X1.5 A/BWAR-12.0X1.5-050-FC34-* 0.65 (0.29) 38.1 BWAR-12.0X1.5-050-* | RFC34-050-* R-050
1/2" 16.0X2.0 A/BWAR-16.0X2.0-050-FC34-* 0.65 (0.29) 38.1 BWAR-16.0X2.0-050-* | RFC34-050-* R-050
1/2 16.0X2.5 A/BWAR-16.0X2.5-050-FC34-* 0.65 (0.29) 38.1 BWAR-16.0X2.5-050-* | RFC34-050-* R-050
1/2 18.0X2.0 A/BWAR-18.0X2.0-050-FC34-* 0.65 (0.29) 38.1 BWAR-18.0X2.0-050-* | RFC34-050-* R-050
1/2 20.0X2.0 A/BWAR-20.0X2.0-050-FC34-* 0.67 (0.30) 38.1 BWAR-20.0X2.0-050-* | RFC34-050-* R-050
1/2 20.0X2.5 A/BWAR-20.0X2.5-050-FC34-* 0.67 (0.30) 38.1 BWAR-20.0X2.5-050-* | RFC34-050-* R-050
1/2 20.0X3.0 A/BWAR-20.0X3.0-050-FC34-* 0.67 (0.30) 38.1 BWAR-20.0X3.0-050-* | RFC34-050-* R-050
1/2 21.3X2.8 A/BWAR-SCH40-050-FC34-* 0.63 (0.29) 31.8 BWAR-SCH40-050-* RFC34-050-* R-050
1/2 21.3X3.7 A/BWAR-SCH80-050-FC34-* 0.64 (0.29) 31.8 BWAR-SCH80-050-* RFC34-050-* R-050
1/2 21.3X4.8 A/BWAR-SCH160-050-FC34-* 0.65 (0.29) 31.8 BWAR-SCH160-050-* | RFC34-050-* R-050
1/2 21.3X7.5 A/BWAR-SCHXXS-050-FC34-* 0.66 (0.30) 31.8 BWAR-SCHXXS-050-* | RFC34-050-* R-050
1/2 25.0X2.5 A/BWAR-25.0X2.5-050-FC34-* 0.66 (0.30) 38.1 BWAR-25.0X2.5-050-* | RFC34-050-* R-050
1/2 25.0X3.0 A/BWAR-25.0X3.0-050-FC34-* 0.66 (0.30) 38.1 BWAR-25.0X3.0-050-* | RFC34-050-* R-050
1/2 26.0X6.0 A/BWAR-26.0X6.0-050-FC34-* 0.71(0.32) 38.1 BWAR-26.0X6.0-050-* | RFC34-050-* R-050
3/4" 20.0X2.0 A/BWAR-20.0X2.0-075-FC34-* 0.95 (0.43) 44.5 BWAR-20.0X2.0-075-* | RFC34-075-* R-075
3/4" 20.0X2.5 A/BWAR-20.0X2.5-075-FC34-* 0.97 (0.44) 445 BWAR-20.0X2.5-075-* | RFC34-075-* R-075
3/4” 20.0X3.0 A/BWAR-20.0X3.0-075-FC34-* 0.97 (0.44) 44.5 BWAR-20.0X3.0-075-* | RFC34-075-* R-075
3/4" 25.0X2.5 A/BWAR-25.0X2.5-075-FC34-* 0.94 (0.43) 445 BWAR-25.0X2.5-075-* | RFC34-075-* R-075
3/4" 25.0X3.0 A/BWAR-25.0X3.0-075-FC34-* 0.95 (0.43) 44.5 BWAR-25.0X3.0-075-* | RFC34-075-* R-075
3/4" 25.0X4.0 A/BWAR-25.0X4.0-075-FC34-* 0.97 (0.44) 445 BWAR-25.0X4.0-075-* | RFC34-075-* R-075
3/4" 26.7X2.9 A/BWAR-SCH40-075-FC34-* 0.90 (0.41) 44.5 BWAR-SCH40-075-* RFC34-075-* R-075
3/4" 26.7X3.9 A/BWAR-SCH80-075-FC34-* 0.92 (0.42) 445 BWAR-SCH80-075-* RFC34-075-* R-075
3/4" 26.7X5.5 A/BWAR-SCH160-075-FC34-* 1.00 (0.45) 44.5 BWAR-SCH160-075-* | RFC34-075-* R-075
3/4" 26.7X7.8 A/BWAR-SCHXXS-075-FC34-* 1.03 (0.47) 445 BWAR-SCHXXS-075-* | RFC34-075-* R-075
3/4" 30.0X.3.0 A/BWAR-30.0X3.0-075-FC34-* 0.85 (0.39) 44.5 BWAR-30.0X3.0-075-* | RFC34-075-* R-075
3/4" 30.0X.4.0 A/BWAR-30.0X4.0-075-FC34-* 0.88 (0.40) 445 BWAR-30.0X4.0-075-* | RFC34-075-* R-075
3/4" 36.0X8.0 A/BWAR-36.0X8.0-075-FC34-* 1.03 (0.47) 44.5 BWAR-36.0X8.0-075-* | RFC34-075-* R-075
* Materials: Ordering Example: A/BWAR-50.0X3.0-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:

* Insert Material

To Order A Retain Ring Flange with Threaded Holes, Replace FC with FTM in the Part Number.

TUBE-MAC.com

3D step models available upon request



SAE 3000 PSI Butt Weld Adapter Assembly

Retain Ring Style with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

o One (1) Retain Ring Flange
e One (1) Weld Adapter Body
e One (1) Retain Ring

To be Ordered Separately:
o Bolt Kit (See Page G25)
e (-Ring Spacer (See Page G80)

Retain Rin
Size Pipe Size Complete Flange Set WT/Set Dimension | Weld Adapter Body Flange (Stainlessg
0D x Wall Part Number Ibs (kg) (mm) L Part Number Part Number Steel)
Part Number
1" 25.0X2.5 A/BWAR-25.0X2.5-100-FC34-* 1.06 (0.48) 445 BWAR-25.0X2.5-100-* RFC34-100-* R-100
1 25.0X3.0 A/BWAR-25.0X3.0-100-FC34-* 1.06 (0.48) 44.5 BWAR-25.0X3.0-100-* | RFC34-100-* R-100
17 25.0X4.0 A/BWAR-25.0X4.0-100-FC34-* 1.09 (0.49) 445 BWAR-25.0X4.0-100-* RFC34-100-* R-100
1 30.0X3.0 A/BWAR-30.0X3.0-100-FC34-* 1.10 (0.50) 44.5 BWAR-30.0X3.0-100-* | RFC34-100-* R-100
17 30.0X4.0 A/BWAR-30.0X4.0-100-FC34-* 1.08 (0.49) 445 BWAR-30.0X4.0-100-* RFC34-100-* R-100
1 30.0X5.0 A/BWAR-30.0X5.0-100-FC34-* 1.15(0.52) 44.5 BWAR-30.0X5.0-100-* | RFC34-100-* R-100
17 33.4X3.4 A/BWAR-SCH40-100-FC34-* 1.08 (0.49) 445 BWAR-SCH40-100-* RFC34-100-* R-100
1 33.4X4.6 A/BWAR-SCH80-100-FC34-* 1.08 (0.49) 44.5 BWAR-SCH80-100-* RFC34-100-* R-100
17 33.4X6.4 A/BWAR-SCH160-100-FC34-* 1.19(0.54) 445 BWAR-SCH160-100-* RFC34-100-* R-100
1 33.4X9.1 A/BWAR-SCHXXS-100-FC34-* 1.23 (0.56) 44.5 BWAR-SCHXXS-100-* | RFC34-100-* R-100
17 38.0X4.0 A/BWAR-38.0X4.0-100-FC34-* 1.08 (0.49) 445 BWAR-38.0X4.0-100-* RFC34-100-* R-100
1 38.0X5.0 A/BWAR-38.0X5.0-100-FC34-* 1.08 (0.49) 44.5 BWAR-38.0X5.0-100-* | RFC34-100-* R-100
17 38.0X6.0 A/BWAR-38.0X6.0-100-FC34-* 1.17 (0.53) 445 BWAR-38.0X6.0-100-* RFC34-100-* R-100
1 39.0X7.5 A/BWAR-39.0X7.5-100-FC34-* 1.20 (0.54) 44.5 BWAR-39.0X7.5-100-* | RFC34-100-* R-100
1-1/4" 30.0X3.0 A/BWAR-30.0X3.0-125-FCM34-* 1.60 (0.73) 50.8 BWAR-30.0X3.0-125-* | RFCM34-125-* R-125
1-1/4" 30.0X4.0 A/BWAR-30.0X4.0-125-FCM34-* 1.63 (0.74) 50.8 BWAR-30.0X4.0-125-* | RFCM34-125-* R-125
1-1/4" 30.0X5.0 A/BWAR-30.0X5.0-125-FCM34-* 1.65 (0.75) 50.8 BWAR-30.0X5.0-125-* | RFCM34-125-* R-125
1-1/4" 38.0X4.0 A/BWAR-38.0X4.0-125-FCM34-* 1.59 (0.72) 50.8 BWAR-38.0X4.0-125-* | RFCM34-125-* R-125
1-1/4" 38.0X5.0 A/BWAR-38.0X5.0-125-FCM34-* 1.62 (0.73) 50.8 BWAR-38.0X5.0-125-* | RFCM34-125-* R-125
1-1/4" 38.0X6.0 A/BWAR-38.0X6.0-125-FCM34-* 1.65 (0.75) 50.8 BWAR-38.0X6.0-125-* | RFCM34-125-* R-125
1-1/4" 42.0X3.0 A/BWAR-42.0X3.0-125-FCM34-* 1.60 (0.72) 50.8 BWAR-42.0X3.0-125-* | RFCM34-125-* R-125
1-1/4" 42.0X4.0 A/BWAR-42.0X4.0-125-FCM34-* 1.61(0.73) 50.8 BWAR-42.0X4.0-125-* | RFCM34-125-* R-125
1-1/4" 42.2X3.6 A/BWAR-SCH40-125-FCM34-* 1.61(0.73) 50.8 BWAR-SCH40-125-* RFCM34-125-* R-125
1-1/4" 42.2X4.9 A/BWAR-SCH80-125-FCM34-* 1.61(0.73) 50.8 BWAR-SCH80-125-* | RFCM34-125-* R-125
1-1/4" 42.2X6.4 A/BWAR-SCH160-125-FCM34-* 1.61(0.73) 50.8 BWAR-SCH160-125-* | RFCM34-125-* R-125
1-1/4" 42.2X9.7 A/BWAR-SCHXXS-125-FCM34-* 1.76 (0.80) 50.8 BWAR-SCHXXS-125-* | RFCM34-125-* R-125
1-1/4" 46.0X8.5 A/BWAR-46.0X8.5-125-FCM34-* 1.76 (0.80) 50.8 BWAR-46.0X8.5-125-* | RFCM34-125-* R-125
* Materials: Ordering Example: A/BWAR-50.0X3.0-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:

* Insert Material

To Order A Retain Ring Flange with Threaded Holes, Replace FC with FTM in the Part Number.

3D step models available upon request
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SAE 3000 PSI Butt Weld Adapter Assembly

Retain Ring Style with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

One (1) Retain Ring Flange
One (1) Weld Adapter Body
One (1) Retain Ring

To be Ordered Separately:

Bolt Kit (See Page G25)
0-Ring Spacer (See Page G80)

s s Dimension Retai.n Rid

Size Pipe Size Complete Flange Set WT/Set (mm) Weld Adapter Body Flange (Stainless

0D x Wall Part Number Ibs (kg) L Part Number Part Number Steel)
Part Number
1-1/2" 30.0X3.0 A/BWAR-30.0X3.0-150-FC34-* 2.45 (1.11) 57.2 BWAR-30.0X3.0-150-* | RFC34-150-* R-150
1-1/2" 38.0X4.0 A/BWAR-38.0X4.0-150-FC34-* 2.40 (1.09) 57.2 BWAR-38.0X4.0-150-* | RFC34-150-* R-150
1-1/2" 38.0X5.0 A/BWAR-38.0X5.0-150-FC34-* 2.35(1.07) 57.2 BWAR-38.0X5.0-150-* | RFC34-150-* R-150
1-1/2" 38.0X6.0 A/BWAR-38.0X6.0-150-FC34-* 2.48 (1.12) 57.2 BWAR-38.0X6.0-150-* | RFC34-150-* R-150
1-1/2" 42.0X3.0 A/BWAR-42.0X3.0-150-FC34-* 2.30 (1.04) 57.2 BWAR-42.0X3.0-150-* | RFC34-150-* R-150
1-1/2" 42.0X4.0 A/BWAR-42.0X4.0-150-FC34-* 2.35(1.07) 57.2 BWAR-42.0X4.0-150-* | RFC34-150-* R-150
1-1/2" 48.3X3.7 A/BWAR-SCH40-150-FC34-* 2.45 (1.11) 57.2 BWAR-SCH40-150-* RFC34-150-* R-150
1-1/2" 48.3X5.1 A/BWAR-SCH80-150-FC34-* 2.38 (1.08) 57.2 BWAR-SCH80-150-* RFC34-150-* R-150
1-1/2" 48.3X7.1 A/BWAR-SCH160-150-FC34-* 2.70(1.22) 57.2 BWAR-SCH160-150-* | RFC34-150-* R-150
1-1/2" 48.3X10.2 A/BWAR-SCHXXS-150-FC34-* 2.64 (1.20) 57.2 BWAR-SCHXXS-150-* | RFC34-150-* R-150
1-1/2" 50.0X3.0 A/BWAR-50.0X3.0-150-FC34-* 2.32 (1.05) 57.2 BWAR-50.0X3.0-150-* | RFC34-150-* R-150
1-1/2" 50.0X5.0 A/BWAR-50.0X5.0-150-FC34-* 2.25 (1.20) 57.2 BWAR-50.0X5.0-150-* | RFC34-150-* R-150
1-1/2" 56.0X8.5 A/BWAR-56.0X8.5-150-FC34-* 2.68 (1.22) 57.2 BWAR-56.0X8.5-150-* | RFC34-150-* R-150
2" 50.0X3.0 A/BWAR-50.0X3.0-200-FC34-* 3.54 (1.61) 63.5 BWAR-50.0X3.0-200-* | RFC34-200-* R-200
2" 50.0X5.0 A/BWAR-50.0X5.0-200-FC34-* 3.67 (1.66) 63.5 BWAR-50.0X5.0-200-* | RFC34-200-* R-200
2" 50.0X6.0 A/BWAR-50.0X6.0-200-FC34-* 3.74 (1.70) 63.5 BWAR-50.0X6.0-200-* | RFC34-200-* R-200
2" 60.0X3.0 A/BWAR-60.0X3.0-200-FC34-* 3.43 (1.56) 63.5 BWAR-60.0X3.0-200-* | RFC34-200-* R-200
2" 60.0X5.0 A/BWAR-60.0X5.0-200-FC34-* 3.16 (1.43) 63.5 BWAR-60.0X5.0-200-* | RFC34-200-* R-200
2" 60.0X6.0 A/BWAR-60.0X6.0-200-FC34-* 3.61 (1.64) 63.5 BWAR-60.0X6.0-200-* | RFC34-200-* R-200
2" 60.0X8.0 A/BWAR-60.0X8.0-200-FC34-* 3.80 (1.72) 63.5 BWAR-60.0X8.0-200-* | RFC34-200-* R-200
2" 60.3X3.9 A/BWAR-SCH40-200-FC34-* 3.59 (1.63) 63.5 BWAR-SCH40-200-* RFC34-200-* R-200
2" 60.3X5.5 A/BWAR-SCH80-200-FC34-* 3.69 (1.67) 63.5 BWAR-SCH80-200-* RFC34-200-* R-200
2" 60.3X8.7 A/BWAR-SCH160-200-FC34-* 3.86 (1.75) 63.5 BWAR-SCH160-200-* | RFC34-200-* R-200
2" 60.3X11.1 A/BWAR-SCHXXS-200-FC34-* 3.90 (1.77) 63.5 BWAR-SCHXXS-200-* | RFC34-200-* R-200
2" 66.0X8.5 A/BWAR-66.0X8.5-200-FC34-* 3.75 (1.70) 63.5 BWAR-66.0X8.5-200-* | RFC34-200-* R-200
* Materials: Ordering Example: A/BWAR-50.0X3.0-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:

* Insert Material

To Order A Retain Ring Flange with Threaded Holes, Replace FC with FTM in the Part Number.

TUBE-MAC.com
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SAE 3000 PSI Butt Weld Adapter Assembly

Retain Ring Style with Clearance Holes, Metric
SAE J518 Code 61 (ISO 6162-1)

A/BWAR - Butt Weld Adapter Assembly Retain Ring Style with Clearance Holes, Metric

Complete Flange Set Includes:

One (1) Retain Ring Flange
One (1) Weld Adapter Body
One (1) Retain Ring

To be Ordered Separately:

Bolt Kit (See Page G25)
0-Ring Spacer (See Page G80)

s s Dimension Retai_n i

Size Pipe Size Complete Flange Set WT/Set (mm) Weld Adapter Body Flange (Stainless
0D x Wall Part Number Ibs (kg) L Part Number Part Number Steel)

Part Number
2-1/2" 60.0X5.0 A/BWAR-60.0X5.0-250-FC34-* 4.87 (2.21) 66.7 BWAR-60.0X5.0-250-* | RFC34-250-* R-250
2-1/2" 60.0X6.0 A/BWAR-60.0X6.0-250-FC34-* 4.95 (2.25) 66.7 BWAR-60.0X6.0-250-* | RFC34-250-* R-250
2-1/2" 65.0X8.0 A/BWAR-65.0X8.0-250-FC34-* 5.02 (2.28) 66.7 BWAR-65.0%X8.0-250-* | RFC34-250-* R-250
2-1/2" 73.0X5.2 A/BWAR-SCH40-250-FC34-* 4.61(2.09) 66.7 BWAR-SCH40-250-* RFC34-250-* R-250
2-1/2" 73.0X7.0 A/BWAR-SCH80-250-FC34-* 4.91(2.23) 66.7 BWAR-SCH80-250-* RFC34-250-* R-250
2-1/2" 73.0X9.5 A/BWAR-SCH160-250-FC34-* 5.13 (2.33) 66.7 BWAR-SCH160-250-* | RFC34-250-* R-250
2-1/2" 73.0X14.0 A/BWAR-SCHXXS-250-FC34-* 5.49 (2.49) 66.7 BWAR-SCHXXS-250-* | RFC34-250-* R-250
2-1/2" 75.0X.5.0 A/BWAR-75.0X.5.0-250-FC34-* 4.41 (2.00) 66.7 BWAR-75.0X.5.0-250-* | RFC34-250-* R-250
2-1/2" 75.0X7.0 A/BWAR-75.0X7.0-250-FC34-* 4.85 (2.20) 66.7 BWAR-75.0X7.0-250-* | RFC34-250-* R-250
2-1/2" 76.1X6.3 A/BWAR-76.1X6.3-250-FC34-* 4,66 (2.11) 66.7 BWAR-76.1X6.3-250-* | RFC34-250-* R-250
2-1/2" 76.1X12.5 A/BWAR-76.1X12.5-250-FC34-* 5.15 (2.36) 66.7 BWAR-76.1X12.5-250-* | RFC34-250-* R-250
2-1/2" 80.0X10.0 A/BWAR-80.0X10.0-250-FC34-* 5.02 (2.28) 66.7 BWAR-80.0X10.0-250-* | RFC34-250-* R-250
3" 75.0X5.0 A/BWAR-75.0X5.0-300-FC34-* 7.73 (3.50) 69.9 BWAR-75.0%X5.0-300-* | RFC34-300-* R-300
3" 80.0X10.0 A/BWAR-80.0X10.0-300-FC34-* 8.08 (3.67) 69.9 BWAR-80.0X10.0-300-* | RFC34-300-* R-300
3" 88.9X5.5 A/BWAR-SCH40-300-FC34-* 7.63 (3.46) 69.9 BWAR-SCH40-300-* RFC34-300-* R-300
3" 88.9X7.6 A/BWAR-SCH80-300-FC34-* 8.05 (3.65) 69.9 BWAR-SCH80-300-* RFC34-300-* R-300
3" 88.9X11.1 A/BWAR-SCH160-300-FC34-* 7.89 (3.58) 69.9 BWAR-SCH160-300-* | RFC34-300-* R-300
3" 88.9X15.2 A/BWAR-SCHXXS-300-FC34-* 9.24 (4.19) 69.9 BWAR-SCHXXS-300-* | RFC34-300-* R-300
3" 90.0X3.5 A/BWAR-90X3.5-300-FC34-* 7.45 (3.38) 69.9 BWAR-90X3.5-300-* RFC34-300-* R-300
3" 90.0X5.0 A/BWAR-90X5.0-300-FC34-* 7.60 (3.45) 69.9 BWAR-90X5.0-300-* RFC34-300-* R-300
3" 97.0X12.0 A/BWAR-97.0X12.0-300-FC34-* 8.29 (3.76) 69.9 BWAR-97.0X12.0-300-* | RFC34-300-* R-300
* Materials: Ordering Example: A/BWAR-50.0X3.0-200-FC34-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:
To Order A Retain Ring Flange with Threaded Holes, Replace FC with FTM in the Part Number.

* Insert Material

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI BSPP Female Thread Adapter

Complete Assembly
SAE J518 Code 61 (ISO 6162-1)

O-R]NG% 4

Y

\ BSPP THREAD

Complete Flange Set Includes:
One (1) Female Thread Adapter

One (1

One

One (1

(1)
(1)
(1)

Retain Ring Flange
Retain Ring
Face 0-Ring (0-Ring 1)

To be Ordered Separately:
o Bolt Kit (See Page G25)

A/FBTA - BSPP Female Thread Adapter Complete Assembly

; Dimensions | Thread

g | Ottty | mom | s | OReatan | S| seow |

thread) L R Ibs (kg) Ibs (kg)
1/2"x1/4” A/FBTA-050x025-FC34-*-A | 1.38 (35.0) 1/4" 0RA-3-909 1.05 (0.48) FBTA-050x025-*-/ 0.64 (0.29)
172" x 1/2" A/FBTA-050x050-FC34-*-A | 2.50 (63.5) 172" O0R~-3-909 1.51(0.69) FBTA-050x050-*-/ 1.10 (0.50)
3/47x 1/2" A/FBTA-075x050-FC34-*-A | 1.57 (40.0) 172" 0RA-3-913 1.43 (0.65) FBTA-075x050-*-/ 0.95 (0.43)
3/4" x 3/4" A/FBTA-075x075-FC34-*-A | 2.88 (73.0) 3/4" ORA-3-913 2.13(0.97) FBTA-075x075-*-/ 1.65 (0.75)
17x 3/4" A/FBTA-100x075-FC34-*-A | 1.57 (40.0) 3/4" O0RA-3-916 1.67 (0.76) FBTA-100x075-*-/ 1.06 (0.48)
1"x1” A/FBTA-100x100-FC34-*-A | 3.75 (95.3) 1" OR~-3-916 2.41(1.10) FBTA-100x100-*-/ 1.80(0.82)
1-1/4"x 1" A/FBTA-125x100-FC34-*-A | 1.65 (42.0) 1” 0RA-3-918 2.30 (1.05) FBTA-125x100-*-/ 1.47 (0.67)
1-1/4" x1-1/4" | A/FBTA-125x125-FC34-*-~ | 3.88(98.6) | 1-1/4” ORA-3-918 3.33(1.51) FBTA-125x125-*-/ 2.50 (1.14)
1-1/2"x 1-1/4" | A/FBTA-150x125-FC34-*-~ | 1.77 (45.0) | 1-1/4" 0RA-3-924 3.77 (1.71) FBTA-150x125-*-/ 2.31 (1.05)
1-1/2" x1-1/2" | A/FBTA-150x150-FC34-*-A | 4.00 (101.6) | 1-1/2" ORA-3-924 5.51 (2.50) FBTA-150x150-*-/ 4.05 (1.84)
2"x 1-1/2" A/FBTA-200x150-FC34-*-~A | 2.16 (55.0) | 1-1/2" 0RA-3-928 5.74 (2.61) FBTA-200x150-*-/ 3.67 (1.67)
2"X2" A/FBTA-200x200-FC34-*-~ | 4.50 (114.3) 2" ORA-3-928 8.52 (3.87) FBTA-200x200-*-/ 6.45 (2.93)

Flange Option:
Standard, FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange.

FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded Flange.
FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded Flange.

* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

TUBE-MAC.com

Ordering Example: A/FBTA-200x150-FC34-SS-V

Flange Option

* Insert Material

A Insert 0-Ring Type

3D step models available upon request




SAE 3000 PSI| SAE Male Thread Adapter

Complete Assembly
SAE J518 Code 61 (ISO 6162-1)

Complete Flange Set Includes:

/—REI'AIN RING

o One (1) Male Thread Adapter
- J N O-RING 2
oRme 1\ / e One (1) Retain Ring Flange
° One (1) Retain Ring
o One (1) Face 0-Ring (0-Ring 1)
e One (1) Thread 0-Ring (0-Ring 2)
To be Ordered Separately:
SAE THREAD o Bolt Kit (See Page G25)
L

A/STA - SAE Male Thread Adapter Complete Assembly

o | Compite sty |y o) [ COT | O | R | pooyany | o0y
thread) L UN-2A | Part Number | Part Number Ibs (kg) Ibs (kg)
1/2"x3/8” | A/STA-050x038-FC34-*-A | 2.63 (66.80) | 9/16”-18 | OR~-3-909 | ORA-3-906 0.96 (0.44) STA-050x038-* 0.50 (0.23)
1/2°x1/2” A/STA-050x050-FC34-*-A | 2.63 (66.80) | 3/4”-16 O0RN-3-909 ORN-3-908 0.94 (0.43) STA-050x050-* 0.52 (0.24)
1/2°x5/8” | A/STA-050x063-FC34-*-~ | 2.63 (66.80) | 7/8”-14 ORA-3-909 | ORA-3-910 1.00 (0.45) STA-050x063-* 0.57 (0.26)
1/27x 3/4” A/STA-050x075-FC34-*-A | 2.63 (66.80) | 1-1/167-12 | OR~-3-909 ORN-3-912 1.12(0.50) STA-050x075-* 0.66 (0.30)
3/4°x1/2” | A/STA-075x050-FC34-*-~ | 2.75(69.85) | 3/4"-16 ORA-3-913 | ORA-3-908 1.50 (0.68) STA-075x050-* 1.00 (0.45)
3/4’x3/4” | A/STA-075x075-FC34-*-~ | 2.75(69.85) | 1-1/16”-12 | ORA-3-913 | ORA-3-912 1.57 (0.71) STA-075x075-* 1.07 (0.49)
3/47x 1" A/STA-075x100-FC34-*-A | 2.75(69.85) | 1-5/16”-12 | OR~-3-913 | ORA-3-916 1.78 (0.81) STA-075x100-* 1.15(0.52)
17x 3/4” A/STA-100x075-FC34-*-~ | 3.00 (76.20) | 1-1/167-12 | OR~-3-916 ORN-3-912 1.88 (0.85) STA-100x075-* 1.25(0.57)
1"x1” A/STA-100x100-FC34-*-A | 3.00 (76.20) | 1-5/16”-12 | OR~-3-916 | ORA-3-916 1.93 (0.88) STA-100x100-* 1.30 (0.59)
1"x 1-1/4” A/STA-100x125-FC34-*-~A | 3.00 (76.20) | 1-5/8”-12 ORN-3-916 0RN-3-920 2.12(0.96) STA-100x125-* 1.49 (0.68)
1-1/4"x1” | A/STA-125x100-FC34-*-~ | 3.25(82.55) | 1-5/16”-12 | ORA-3-918 | ORA-3-916 2.65 (1.20) STA-125x100-* 1.75(0.79)
1-1/4"x1-1/4”|  A/STA-125x125-FC34-*-A | 3.25(82.55) | 1-5/8”-12 | ORA-3-918 | ORA-3-920 2.72 (1.23) STA-125x125-* 1.82(0.83)
1-1/4"x1-1/2”|  A/STA-125x150-FC34-*-A | 3.25(82.55) | 1-7/8”-12 | ORA-3-918 | ORA-3-924 2.93(1.33) STA-125x150-* 2.03(0.92)
1-1/2"x1-1/4”|  A/STA-150x125-FC34-*-A |4.25(107.95)| 1-5/8”-12 | ORA-3-924 | ORA-3-920 3.84 (1.74) STA-150x125-* 2.94(1.33)
1-1/2"x1-1/2”|  A/STA-150x150-FC34-*-A |4.25(107.95)| 1-7/8”-12 | ORA-3-924 | ORA-3-924 4.32 (1.96) STA-150x150-* 2.97 (1.35)
1-1/2"x2” | A/STA-150x200-FC34-*-~ |4.25(107.95)| 2-1/2”-12 | ORA-3-924 | ORA-3-932 4.89 (2.22) STA-150x200-* 3.54 (1.61)
2"x1-1/2” | A/STA-200x150-FC34-*-A |4.38 (111.25)| 1-7/8"-12 | ORA-3-928 | ORA-3-924 5.78 (2.62) STA-200x150-* 3.76 (1.71)
2'x 2" A/STA-200x200-FC34-*-A  4.38 (111.25)| 2-1/2”-12 | ORA-3-928 | ORA-3-932 5.98 (2.71) STA-200x200-* 3.96 (1.80)
Flange Option: Ordering Example: A/STA-200x150-FC34-SS-V

Standard, FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange.
FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded Flange.
FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded Flange.

Flange Option
* Insert Material

. A Insert 0-Ring Type
* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
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SAE 3000 PSI NPT Male Thread Adapter

Complete Assembly
SAE J518 Code 61 (ISO 6162-1)

/—RErAm RING
O-RING \__ _/L_ /NF’T THREAD

Complete Flange Set Includes:

o One (1) Male Thread Adapter

e One (1) Retain Ring Flange

° One (1) Retain Ring

o One (1) Face 0-Ring (0-Ring 1)

To be Ordered Separately:
o Bolt Kit (See Page G25)

A/NTA - NPT Male Thread Adapter Complete Assembly

; Dimensions ;

oo | comtnsomy " TE | Gn | Aoy | oy |l

thread) L (Dryseal) Part Number Ibs (kg) Ibs (kg)
1/27x1/2” A/NTA-050x050-FC34-*-A | 2.88(73.15) | 1/2”-14 OR~-3-909 1.07 (0.49) NTA-050x050-* 0.57 (0.26)
1/27x 3/4” ANTA-050x075-FC34-*-A | 2.86 (72.64) | 3/4”-14 OR~-3-909 1.24 (0.56) NTA-050x075-* 0.74 (0.34)
3/47x1/2” ANTA-075x050-FC34-*-A | 3.00 (76.2) 1/27-14 ORA-3-913 1.57 (0.71) NTA-075x050-* 1.07 (0.49)
3/47x 3/4” ANTA-075x075-FC34-*-A | 2.98 (75.69) | 3/4”-14 ORA-3-913 1.57 (0.71) NTA-075x075-* 1.07 (0.49)
3/4°x 1” ANTA-075x100-FC34-*-A | 3.07 (77.98) | 17-11-1/2 ORA-3-913 1.64 (0.74) NTA-075x100-* 1.19 (0.54)
1x 3/4” ANTA-100x075-FC34-*-A | 3.23(82.04) | 3/4”-14 ORA-3-916 1.91(0.87) NTA-100x075-* 1.28 (0.58)
17x1” A/NTA-100x100-FC34-*-A | 3.32(84.33) | 17-11-1/2 OR7-3-916 1.97 (0.89) NTA-100x100-* 1.34(0.61)
17x 1-1/4” ANTA-100x125-FC34-*-A | 3.33 (84.58) |1-1/4"-11-1/2 ORA-3-916 2.25(1.02) NTA-100x125-* 1.62 (0.73)
1-1/4"x1” ANTA-125x100-FC34-*-A | 3.57 (90.68) | 17-11-1/2 ORA-3-918 2.74 (1.24) NTA-125x100-* 1.84(0.83)
1-1/4"x1-1/4” | A/NTA-125x125-FC34-*-A | 3.58 (90.93) |1-1/4"-11-1/2 ORA-3-918 2.77 (1.26) NTA-125x125-* 1.87 (0.85)
1-1/4"x1-1/2” | A/NTA-125x150-FC34-*-~ | 3.61(91.69) |1-1/2"-11-1/2 ORA-3-918 3.12(1.42) NTA-125x150-* 2.18(0.99)
1-1/2"x 1-1/4” | AINTA-150x125-FC34-*-A | 4.58 (116.33) | 1-1/4"-11-1/2 ORA-3-924 3.90 (1.77) NTA-150x125-* 3.00 (1.56)
1-1/2"x1-1/2” | A/NTA-150x150-FC34-*-~ | 4.61 (117.09) |1-1/2"-11-1/2 ORN-3-924 4.45(2.02) NTA-150x150-* 3.10 (1.41)
1-1/2"x2” | ANTA-150x200-FC34-*-A | 4.63 (117.60) | 2”-11-1/2 ORA-3-924 4,95 (2.25) NTA-150x200-* 3.60 (1.36)
2"x1-1/2” ANTA-200x150-FC34-*-A | 4.61 (117.09) |1-1/2"-11-1/2 ORN-3-928 5.98 (2.71) NTA-200x150-* 3.96 (1.80)
2'x 2" A/NTA-200x200-FC34-*-A | 4,63 (117.60) | 2”-11-1/2 ORA-3-928 6.02 (2.73) NTA-200x200-* 4.00 (1.81)

Flange Option: Ordering Example: A/NTA-200x150-FC34-SS-V
Standard, FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange.
FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded Flange.

FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded Flange.

Flange Option
* Insert Material

. A Insert 0-Ring Type
* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316. Body Only

SSA = Stainless Steel, Type 316. All SS Including Flange

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI BSPP Male Thread Adapter

Complete Assembly
SAE J518 Code 61 (ISO 6162-1)

RETAIN RING

a
(TR 2

O-RING \—W/

BSPP THREAD

Complete Flange Set Includes:
o One (1) Male Thread Adapter

e One (1) Retain Ring Flange

° One (1) Retain Ring

o One (1) Face 0-Ring (0-Ring 1)
e One (1) Thread Seal (Seal 2)
To be Ordered Separately:

. Bolt Kit (See Page G25)

A/BTA - BSPP Male Thread Adapter Complete Assembly

; Dimensions ;
(g | Sty | niom | 8| e | g || e |
thread) L Part Number | Part Number Ibs (kg) Ibs (kg)
1/2"x1/2” | A/BTA-050x050-FC34-*-~ | 2.63 (66.80) | 1/2"-14 | ORA-3-909 | DRA-GO50 1.06 (0.48) BTA-050x050-* 0.60 (0.27)
1/2"x 3/4” | A/BTA-050x075- FC34-*-~ | 2.63 (66.80) | 3/47-14 0RA-3-909 DRA-GO75 1.16 (0.53) BTA-050x075-* 0.70(0.32)
3/4"x1/2” | A/BTA-075x050- FC34-*-A | 2.75(69.85) | 1/2”-14 | ORA-3-913 | DRA-GO50 1.57 (0.71) BTA-075x050-* 1.07 (0.49)
3/4"x 3/4” | A/BTA-075x075- FC34-*-A | 2.75(69.85) | 3/4”-14 | ORA-3-913 | DRA-GO75 1.57 (0.71) BTA-075x075-* 1.07 (0.49)
3/4’x1” | A/BTA-075x100- FC34-*-A | 2.75(69.85) | 17-11 ORA-3-913 | DRA-G100 1.57 (0.71) BTA-075x100-* 1.07 (0.49)
1"x3/4” | A/BTA-100x075- FC34-*-~ | 3.00(76.20) | 3/4”-14 | ORA-3-916 | DRA-GO75 1.82(0.83) BTA-100x075-* 1.21 (0.55)
17x1” A/BTA-100x100- FC34-*-A | 3.00(76.20) | 1”-11 ORA-3-916 | DRA-G100 1.93 (0.88) BTA-100x100-* 1.30 (0.59)
17x 1-1/4” | A/BTA-100x125- FC34-*-A | 3.00 (76.20) |1-1/4”-11| ORA-3-916 | DRA-G125 2.16 (0.98) BTA-100x125-* 1.55 (0.70)
1-1/4"x 17 | A/BTA-125x100- FC34-*-A | 3.25(82.55) | 1”-11 ORA-3-918 | DRA-G100 2.70 (1.22) BTA-125x100-* 1.80 (0.82)
1-1/4"x 1-1/4”|  A/BTA-125x125- FC34-*-A | 3.25(82.55) | 1-1/4”-11| ORA-3-918 | DRA-G125 2.81(1.27) BTA-125x125-* 1.87 (0.85)
1-1/4"x 1-1/2”|  A/BTA-125x150- FC34-*-A | 3.25(82.55) | 1-1/2"-11| ORA-3-918 | DRA-G150 2.90 (1.32) BTA-125x150-* 2.00 (0.91)
1-1/2"x 1-1/4”|  A/BTA-150x125- FC34-*-A | 4.25(107.95) | 1-1/4”-11| ORA-3-924 | DRA-G125 4.45 (2.02) BTA-150x125-* 3.02 (1.37)
1-1/2"x 1-1/2”|  A/BTA-150x150- FC34-*-A | 4.25 (107.95) | 1-1/2"-11| ORA-3-924 | DRA-G150 4.35(1.97) BTA-150x150-* 3.00 (1.36)
1-1/2” x 2" | A/BTA-150x200- FC34-*-A | 4.25 (107.95) | 2"-11 ORA-3-924 BS~-3236 4.95 (2.25) BTA-150x200-* 3.60 (1.63)
2°x1-1/2” | A/BTA-200x150- FC34-*-A | 4.38(111.25) [ 1-1/2"-11| ORA-3-928 | DRA-G150 5.98 (2.71) BTA-200x150-* 3.94 (1.79)
2"x 2" | A/BTA-200x200- FC34-*-~ | 4.38(111.25)| 2"-11 ORA-3-928 BS~-3236 6.02 (2.73) BTA-200x200-* 4.00 (1.81)
Flange Option: Ordering Example: A/BTA-200x150-FC34-SS-V

Standard, FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange.
FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded Flange.
FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded Flange.

* Materials:

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316. Body Only
SSA = Stainless Steel, Type 316. All SS Including Flange

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com

Flange Option

* Insert Material

A Insert 0-Ring Type




SAE 3000 PSI SAE Female Thread Flange

with O-Ring Face and Clearance Holes
SAE J518 Code 61 (ISO 6162-1)

STFO34 - Female Thread Flange with O-Ring Face and Clearance Holes

SAE

Drill

Bolt

0-Ring

Working

Bolt

Flange Dimensions (in) WT

Size Part Number Thread Dia. | Minimum | (Buna) Ibs (kg) Pressure |Torque
A | B|DJE|L |G| H| yyoa [(in)J| Grade8 |PartNumber 9 | Psi (bar) | ftibs.

1/2” |STF034-050-*-A| 0.69 | 1.50 | 0.51 | 0.63 | 1.42 | 1.81 | 2.16 3/47-16 0.35 | 5/16” UNC | OR”-2-210 | 0.55(0.25) | 5000 (350) | 15-18
3/4” |STF034-075-*-~| 0.88 | 1.88 | 0.75 | 0.71 | 1.42 | 2.06 | 2.56 | 1-1/16"-12 | 0.43 | 3/8”UNC | ORA-2-214 | 0.86 (0.39) | 5000 (350) | 20-30
17  |STFO34-100-*-A| 1.03 | 2.06 | 0.98 | 0.71 | 1.50 | 2.31 | 2.76 | 1-5/16"-12 | 0.43 | 3/8”UNC | ORA-2-219 | 1.00 (0.45) | 5000 (350) | 20-30

1-1/4” |STFO34-125-*-~A| 1.19 | 2.31 | 1.26 | 0.83 | 1.61 | 2.88 | 3.11 1-5/8”-12 0.45 | 7/16” UNC | ORA-2-222 | 1.46 (0.66) | 4000 (275) | 40-50
1-1/2” |STFO34-150-*-~| 1.41 | 2.75 | 1.50 | 0.98 | 1.77 | 3.25 | 3.66 | 1-7/8"-12 0.53 | 1/2”UNC | OR~-2-225 | 2.31(1.05) | 3000 (210) | 80-90

* Materials:

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

TUBE-MAC.com

Ordering Example: SFT034-150-SS-V

* Insert Material

A Insert 0-Ring Type

3D step models available upon request



SAE 3000 PSI SAE Female Thread Flange
with Flat Face and Threaded Holes
SAE J518 Code 61 (ISO 6162-1)

L G
STFF34 - Female Thread Flange with Flat Face and Threaded Holes
Flange Dimensions (in) SAE Bolt WT Working Bolt
Size Part Number Thread Thread Ibs (kg) Pressure | Torque
Al B | D E | L |G| H/| ywo |unc2s 9 | psi(bar) | ftibs.
1/2” | STFF34-050-*-~ | 0.69 | 1.50 | 0.51 | 0.63 | 1.42 | 1.81 | 2.16 3/4”-16 5/16” 0.55 (0.25) 5000 (350) 15-18
3/4” | STFF34-075-*-~ | 0.88 | 1.88 | 0.75 | 0.71 | 1.42 | 2.06 | 256 | 11/16"-12 3/8” 0.86 (0.39) 5000 (350) 20-30
17 STFF34-100-*-~ | 1.03 | 2.06 | 098 | 0.71 | 1.50 | 2.31 | 2.76 | 15/16"-12 3/8” 1.00 (0.45) 5000 (350) 20-30
1-1/4” | STFF34-125-*-~A | 119 | 2.31 | 1.26 | 0.83 | 1.61 | 2.88 | 3.11 15/8"-12 7/16” 1.46 (0.66) 4000 (275) 40-50
1-1/2” | STFF34-150-*-~ | 1.41 | 275 | 1.50 | 0.98 | 1.77 | 3.25 | 3.66 17/87-12 1/2” 2.31 (1.05) 3000 (210) 80-90
* Materials: Ordering Example: STFF34-150-SS-V

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

A Insert O-Ring Type
A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI NPT Female Thread Flange

with O-Ring Face and Clearance Holes
SAE J518 Code 61 (ISO 6162-1)

O-RING
w a| o T

NTFO34 - NPT Female Thread Flange with O-Ring Face and Clearance Holes

Flange Dimensions (in) NPTE Drill |  Bolt 0-Ring WT Working | Bolt

Dia. | Minimum | (Buna) Pressure |Torque
PartNumber | ‘A | B | D | E | L | G | H | Thread ;1 codes |Parthumber| "5 9 | psi (bar) | ftibs.

1/2” |NTF034-050-*-/| 0.69 | 1.50 | 0.51 | 0.63 | 1.42 | 1.81 | 2.16 1/2"-14 0.35 | 5/16” UNC | OR~-2-210 | 0.55(0.25) | 5000 (350) | 15-18
3/4” INTF034-075-*-~| 0.88 | 1.88 | 0.75 | 0.71 | 1.42 | 2.06 | 2.56 3/4”-14 0.43 | 3/8”"UNC | ORM-2-214 | 0.86 (0.39) | 5000 ) | 20-30
1”7 |NTFO34-100-*-~| 1.03 | 2.06 | 0.98 | 0.71 | 1.50 | 2.31 | 2.76 | 1”-11-1/2 | 0.43 | 3/8”UNC | ORA-2-219 | 1.00 (0.45) | 5000 (350) | 20-30
1-1/4” [NTFO34-125-*-~| 1.19 | 2.31 | 1.26 | 0.83 | 1.61 | 2.88 | 3.11 |1-1/4"-11-1/2| 0.45 | 7/16” UNC | ORA-2-222 | 1.46 (0.66) | 4000 (275) | 40-50
( )
( )
( )
( )

Size

1-1/2” |NTFO34-150-*-/| 1.41 | 2.75 | 1.50 | 0.98 | 1.77 | 3.25 | 3.66 |1-1/2"-11-1/2| 0.53 | 1/2”UNC | ORA-2-225 | 2.31(1.05 80-90
2” |NTFO34-200-*-~| 1.69 | 3.06 | 2.01 | 0.98 | 1.77 | 3.81 | 4.02 | 2"-11-1/2 | 0.53 | 1/2”UNC | ORA-2-228 | 2.62 (1.19 80-90
2-1/2” INTF034-250-*-~ 2.00 | 3.50 | 2.48 | 0.98 | 1.97 | 4.28 | 4.49 2-1/2"-8 0.53 | 1/27UNC | ORN-2-232 | 3.09 (1.40 80-90
3” |NTFO34-300-*-~| 2.44 | 419 | 2.87 | 1.06 | 1.97 | 5.16 | 5.28 3"-8 0.69 | 5/8”"UNC | ORN-2-237 | 4.74(2.15 110-120

)
)
)
)

140

* Materials: Ordering Example: NTF034-200-SS-V
Standard, No Designation = Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

A Insert 0-Ring Type
A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI NPT Female Thread Flange
with Flat Face and Threaded Holes
SAE J518 Code 61 (ISO 6162-1)

E A
L G
Size Flange Dimensions () NPTE | | WT | e T;:I:e
Part Number A B D E L G H Thread UNC-2B Ibs (kg) PSI (bar) ftIbs.
1/2” NTFF34-050-*-~ | 0.69 | 1.50 | 0.51 | 0.63 | 142 | 1.81 | 2.16 1/2”-14 5/16” 0.55 (0.25) 5000 (350) 15-18
3/4” NTFF34-075-*-~ | 0.88 | 1.88 | 0.75 | 0.71 142 | 2.06 | 2.56 3/47-14 3/8” 0.86 (0.39) 5000 (350) 20-30
17 NTFF34-100-*-~ | 1.03 | 2.06 | 0.98 | 0.71 150 | 231 | 276 17-11-1/2 3/8” 1.00 (0.45) 5000 (350) 20-30
1-1/4” | NTFF34-125-*-~ | 1.19 | 2.31 126 | 0.83 | 1.61 | 2.88 | 3.11 [1-1/4"-11-1/2 7/16” 1.46 (0.66) 4000 (275) 40-50
1-1/2” | NTFF34-150-*-~ | 1.41 | 275 | 150 | 098 | 1.77 | 3.25 | 3.66 |1-1/2-11-1/2| 1/2” 2.31(1.05) | 3000 (210) 80-90
2’ NTFF34-200-*-~ | 1.69 | 3.06 | 2.01 | 098 | 1.77 | 3.81 | 4.02 2"-11-1/2 1/2” 2.62 (1.19) 3000 (210) 80-90
2-1/2” | NTFF34-250-*-A | 2,00 | 3.50 | 248 | 098 | 1.97 | 428 | 449 | 2-1/2-8 1/2” 3.09(1.40) | 2500 (175) 80-90
3 NTFF34-300-*-~ | 2.44 | 419 | 2.87 | 1.06 | 1.97 | 516 | 528 3-8 5/8” 4.74 (2.15) 2000 (140) 110-120
* Materials: Ordering Example: NTFF34-200-SS-V

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

A Insert 0-Ring Type
A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Flare Flange Pipe Assembly, NPs

Typical PAF Assembly

_/— FLANGE 1

FLANGE 2

T

Complete Flange Set Includes:

/fgg] \_ e One (1) length of clean pipe
CONE 1 ) CLNES e Two (2) flare flanges
o Two (2) cones
Pipe & Cone|_| Pipe Size & |_[Flange{_[Flange{_( Cone |_( Cone |_| i .
Code PAF /| Material || Schedule || 1 2 1 o || Length | Options
Bent Pipe Assembly - Flared PAF
Pipe & Cone TMP52CD 52
Material
Carbon Steel +¢TMP37CD 37
Pipe & Cone TMP304SS 304
Material TMP3165S 316
Stainless
Steel +TMP2205SS 2205
» SCH40-050
172 SCH80-050
» SCH40-075
3/ SCHB0-075
" SCH40-100
SCH80-100
” SCH40-125
Pipe Size & 1-1/4 SCH80-125
Schedule /2 | SCH40-150
1172 SCH80-150
o SCH40-200
SCH80-200
” SCH40-250
2172 SCHB0-250
30 SCH40-300
SCH80-300
FFC34
SAE Code 61 FC34
Flange Type W/Clearance Holes
Carbon Steel *FFT34
SAE Code 61 FT34
W/Tapped Holes
Cone - Flat Face CF
Cone Type
Cone - ‘0’ Ring Face [¢0]
Length L2 | Specify (in.)
Viton v
Painted (Specify) P
Options Complete Stainless
Steel Assembly: SS
(including flanges)

+¢TMP37CD PIPE IS ONLY AVAILABLE IN 2-1/2” & 3” SCHEDULE 40 SIZES

+TMP2205SS PIPE IS ONLY AVAILABLE UPON REQUEST
* NORMALLY USED FOR CONNECTION TO SPLIT FLANGE TYPE ENDS
PART Number (EXAMPLE): PAF/52 - SCH80-100 - FC34 - FC34 - CO - CF -240

ASSEMBLY WORKING PRESSURE RATINGS ARE SUBJECT TO THE LESSER OF THE FLANGE OR PIPE RATINGS

TUBE-MAC.com

3D step models available upon request



SAE 3000 PSI Flare Flange Pipe Assembly, Metric

Typical PAF Assembly

FLANGE 2

/ FLANGE 1

|
| ‘LL Complete Flange Set Includes:
CONEI/@ &L\mm e One (1) length of clean pipe
. e Two (2) flare flanges
o Two (2) cones
Pipe & Cone|_| Pipe Size & |_[Flange|_[Flange|_| Cone (_ Cone | | | ooti
Code PAF /I Material || Schedule || 1 2 1 o [7|Length || Options
Bent Pipe Assembly - Flared PAF
Pipe & Cone TMP52CD 52
Material
Carbon Steel TMP37CD 37
Pipe & Cone TMP304SS 304
Material TMP316SS 316
Stainless
Steel +TMP2205SS 2205
» 20x3.0-050
1/2 25x3.0-050
. 25x3.0-075
34 30x3.0-075
1” 30x4.0-100
38x4.0-100
" 38x4.0-125
Pipe Size & 1174 42x4.0-125
Schedule 1/2" | 50x3.0-150
1172 50x5.0-150
o 60x3.0-200
60x5.0-200
” 73x7.0-250
2172 755.0-250
3 75x5.0-300
90x5.0-300
FFCM34
SAE Code 61 FCM34
Flange Type W/Clearance Holes
Carbon Steel *FFTM34
SAE Code 61 FTM34
W/Tapped Holes
Cone - Flat Face CF
Cone Type
Cone - ‘0’ Ring Face co
Length L2 | Specify (mm)
Viton v
Painted (Specify) P
Options Complete Stainless
Steel Assembly: SS
(including flanges)

¢TMP2205SS PIPE IS ONLY AVAILABLE UPON REQUEST
* NORMALLY USED FOR CONNECTION TO SPLIT FLANGE TYPE ENDS
PART Number (EXAMPLE): PAF/52 -30x4.0 - 100 - FCM34 - FCM34 - CO - CF - 6000

ASSEMBLY WORKING PRESSURE RATINGS ARE SUBJECT TO THE LESSER OF THE FLANGE OR PIPE RATINGS

3D step models available upon request

TUBE-MAC.com




SAE 3000 PSI Flare Flange Bent Pipe Assembly, NPs

Typical BPAF Assembly

FLANGE 1

FLANGE 2

CONE 2

L]
CONE 1 /

)
ANGLE
R
L2
R1 R2 R3
. Dimensions | Dimensions | Dimensions
Size (in) (in) (in)
L(min.)) R [L(min.) R [L(min) R
1/2” 450 | 168 | 550 | 252 | 6.75 | 3.88
3/4” 5.00 | 2.10 | 6.00 | 3.15 | 7.00 | 4.25
1’ 550 | 263 | 7.00 | 395 | 7.75 | 4.88
1-1/4” | 6.38 | 3.32 | 8.00 | 498 | 863 | 5.63
1-1/2” | 750 | 3.80 | 9.25 | 570 | 11.75 | 8.19
2’ 850 | 475 | 10.75 | 7.13 | 13.00 | 9.44
2-1/2” | 9.75 | 575 | 12.63 | 8.63 | 17.00 | 12.50
3” 11.00 | 7.00 | 14.50 | 10.50 | 19.50 | 15.00
Note:

OTHER RADII AVAILABLE (CONSULT FACTORY)

TUBE-MAC.com

Complete assembly consists of:

o One (1) length of bent clean pipe
o Two (2) flare flanges

o Two (2) cones

3D step models available upon request



SAE 3000 PSI Flare Flange Bent Pipe Assembly, NPs

Pipe Pipe
& Cone Size &
Fl Fl Lgth Lgth .
Code ||BPAF /| material |=(schedule|= a1nge_ a;ge|_ Co1ne - Cozne_ Rad. (= 31 =| Ang [=| " [~[Options
Bent Pipe Assembly - Flared BPAF
Pipe & Cone TMP52CD 52
Material
Carbon Steel +4TMP37CD 37
Pipe & Cone TMP304SS 304
Material TMP3165S 316
Stainless
Steel +TMP2205SS 2205
" SCH40-050
1/2 SCH80-050
” SCH40-075
3/ SCHB0-075
1 SCH40-100
SCH80-100
o 1-1/8” SCH40-125
Pipe Size & - SCH80-125
Schedule /2 | SCH40-150
1-1/2 SCH80-150
o SCH40-200
SCH80-200
. SCH40-250
21/ SCHB0-250
3 SCH40-300
SCH80-300
FFC34
SAE Code 61 FC34
Flange Type | W/Clearance Holes
Carbon Steel FFT34
SAE Code 61 FT34
W/Threaded Holes
Cone - Flat Face CF
Cone Type
Cone - ‘0" Ring Face co
Field Manufactured R1
Radius
Factory Manufactured R2
Length | L1 | Specify (in)
Angle | Max 90° | Specify ()
Length | L2 | Specify (in)
Viton v
Painted (Specify) P
Options Complete Stainless
Steel Assembly: SS
(including flanges)

+¢TMP37CD PIPE IS ONLY AVAILABLE IN 2-1/2” & 3” SCHEDULE 40 SIZES
+TMP2205SS PIPE IS ONLY AVAILABLE UPON REQUEST

PART Number (EXAMPLE): BPAF/52-SCH80-100 -FC34-FC34-CO-CF-R1-125-90-115
ASSEMBLY WORKING PRESSURE RATINGS ARE SUBJECT TO THE LESSER OF THE FLANGE OR PIPE RATINGS

Consult factory for ordering assistance

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Flare Flange Bent Pipe Assembly,

Metric
Typical BPAF Assembly

CONE 2
FLANGE 2 — /

ANGLE

L1

FLANGE 1\(

CONE 1/@ i

R1 R2 R3

. Dimensions | Dimensions | Dimensions

Size (mm) (mm) (mm)

L(min.)) R [L(min.) R [L(min) R
1/2” 126 50 151 75 176 100
3/4” 134 60 164 90 194 120
17 153 76 191 114 229 152
1-1/4” | 162 | 84 | 204 | 126 | 246 | 168
1-1/2” 194 100 244 150 294 200
2’ 215 | 120 | 275 | 180 | 335 | 240
2-1/2” 264 150 339 225 414 300
3” 294 180 384 270 474 360
Note:

OTHER RADII AVAILABLE (CONSULT FACTORY)

TUBE-MAC.com

Complete Flange Set Includes:

o One (1) length of clean pipe
o Two (2) flare flanges

o Two (2) cones

3D step models available upon request



SAE 3000 PSI Flare Flange Bent Pipe Assembly,

Metric
Pipe Pipe
& Cone Size &
Fl Fl Lgth Lgth .
Code || BPAF |/| Materiat [=[Schedutel={" - 2¢t= 2198l (CONE1_[CONEl_{gag [l "™ -langlef{ " [-[Options
1 2 1 2 L1
Bent Pipe Assembly - Flared BPAF
Pipe & Cone TMP52CD 52
Material
Carbon Steel TMP37CD 37
Pipe & Cone TMP304SS 304
Material TMP3165S 316
Stainless
Steel +TMP2205SS 2205
. 20x3.0-050
172 25x3.0-050
3/4” 25x3.0-075
30x3.0-075
" 30x4.0-100
38x4.0-100
" 38x4.0-125
Pipe Size & 1-1/4 42x4.0-125
Schedule /2 | 50x3.0-150
1172 50x5.0-150
o 60x3.0-200
60x5.0-200
R 73x7.0-250
2172 75¢5.0-250
3 75x5.0-300
90x5.0-300
FFCM34
SAE Code 61 FCM34
Flange Type | W/Clearance Holes
Carbon Steel *FFTM34
SAE Code 61 FTM34
W/Tapped Holes
Cone - Flat Face CF
Cone Type
Cone - ‘0’ Ring Face co
Field Manufactured R1
Radius
Factory Manufactured R2
Length | L1 | Specify (mm)
Angle | Max 90° | specify ()
Length | L2 | Specify (mm)
Viton v
Painted (Specify) P
Options Complete Stainless
Steel Assembly: SS
(including flanges)

+TMP2205SS PIPE IS ONLY AVAILABLE UPON REQUEST
* NORMALLY USED FOR CONNECTION TO SPLIT FLANGE TYPE ENDS
PART Number (EXAMPLE): BPAF/52 - 30x4.0-100 - FCM34 - FCM34 - CO - CF - R1-125-90 - 115

ASSEMBLY WORKING PRESSURE RATINGS ARE SUBJECT TO THE LESSER OF THE FLANGE OR PIPE RATINGS

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Flare Flange Bend Elbow
Complete Assembly, NPS

SAE J518 Code 61 (ISO 6162-1)

FLANGE 2

CONE 2

L1

ANGLE

FLANGE 1 /4

CONE 1 ‘

L1

A/FFE - Flare Flange Bend Elbow Complete Assembly, NPS

R1 Bend Radius | R2 Bend Radius | R3 Bend Radius Working
. Complete Assembly (in) (in) (in)
Size Pressure
Part Number
R L1 R L1 R L1 PSI (bar)
1/2” A/FFE-SCH40-050-FC34-FC34-C0-CO-e-*-A 1.68 45 2.52 55 3.875 6.75 5000 (350)
1/2” A/FFE-SCH80-050-FC34-FC34-C0-CO-e-*-A 1.68 45 2.52 55 3.875 6.75 5000 (350)
3/4” A/FFE-SCH40-075-FC34-FC34-C0-CO-e-*-A 2.1 5.0 3.15 6.0 4.25 7.0 5000 (350)
3/4” A/FFE-SCH80-075-FC34-FC34-C0-CO-e-*- 2.1 5.0 3.15 6.0 4.25 7.0 5000 (350)
17 A/FFE-SCH40-100-FC34-FC34-C0-CO-e-*-A 2.63 55 3.95 7.0 4.875 7.75 4700 (325)
1” A/FFE-SCH80-100-FC34-FC34-C0-CO-e-*- 2.63 55 3.95 7.0 4.875 7.75 5000 (350)
1-1/4” A/FFE-SCH40-125-FC34-FC34-C0-CO-e-*- 3.32 6.375 4.98 8.0 5.625 8.625 4000 (280)
1-1/4” A/FFE-SCH80-125-FC34-FC34-C0-CO-e-*- 3.32 6.375 4.98 8.0 5.625 8.625 4000 (280)
1-1/2” A/FFE-SCH40-150-FC34-FC34-C0-CO-e-*- 3.8 75 5.7 9.25 8.1875 11.75 3500 (240)
1-1/2” A/FFE-SCH80-150-FC34-FC34-C0-CO-e-*- 3.8 75 5.7 9.25 8.1875 11.75 4000 (280)
1-1/2” A/FFE-SCH160-150-FC34-FC34-C0-CO-e-*- 3.8 75 5.7 9.25 8.1875 11.75 4000 (280)
27 A/FFE-SCH40-200-FC34-FC34-C0-CO-e-*-A 4.75 8.5 7.125 10.75 97/16 13 2900 (200)
27 A/FFE-SCH80-200-FC34-FC34-C0-CO-e-*- 4.75 8.5 7.125 10.75 97/16 13 4000 (280)
27 A/FFE-SCH160-200-FC34-FC34-C0O-CO-e-*- 4.75 8.5 7.125 10.75 97/16 13 4000 (280)
2-1/2” A/FFE-SCH40-250-FC34-FC34-C0-CO-e-*- 5.75 9.75 8.625 12.625 12.5 17 2600 (180)
2-1/2” A/FFE-SCH80-250-FC34-FC34-C0-CO-e-*- 5.75 9.75 8.625 12.625 12.5 17 3000 (210)
2-1/2" A/FFE-SCH160-250-FC34-FC34-C0-CO-e-*- 5.75 9.75 8.625 12.625 12.5 17 3000 (210)
3” A/FFE-SCH40-300-FC34-FC34-C0-CO-e-*- 7.0 11.0 10.5 14.5 15 19.5 2300 (160)
3” A/FFE-SCH80-300-FC34-FC34-C0-CO-e-*- 7.0 11.0 10.5 14.5 15 19.5 3000 (210)
Flange Options: Ordering Example: A/FFE-SCH40-200-FC34-FC34-C0-C0-R1-SS-V.
Standard, FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange Flange 1 Option |
FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded Flange
Flange 2 Option
Cone Options: .
Standard, CO = O-Ring Faced Cone Cone 1 Option
CF = Flat Faced Cone Cone 2 Option
*Bend Radius Options: ® Insert Bend Radius
R1 * Insert Material
R2
R3 A Insert 0-Ring Type
* Materials

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = All Stainless Steel, Type 316.

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Flare Flange Bend Elbow

Complete Assembly, Metric
SAE J518 Code 61 (ISO 6162-1)

CONE §

COMPLETE ASSEMBLY CONSISTS OF:
e FLARE FLANGE 90° ELBOW BODY
e TWO (2) FLARE FLANGES

e TWO (2) CONES

noanGE 2

A/FFEM - Flare Flange Bend Elbow Complete Assembly, Metric

R1 Bend Radius | R2 Bend Radius | R3 Bend Radius ;
Size Complete Assembly (mm) (mm) (mm) Pwr ::;Tr%
Part Number
R L1 R L1 R L1 PSI (bar)
1/2” A/FFEM-20x3.0-050- FCM34-FCM34-C0-C0-0-*-A 40 116 60 136 80 156 5000 (350)
1/2” A/FFEM-25x3.0-050- FCM34-FCM34-C0-C0-0-*-A 50 126 75 151 100 176 5000 (350)
3/4” A/FFEM-25x3.0-075- FCM34-FCM34-C0-C0-0-*-A 50 124 75 149 100 174 5000 (350)
3/4” A/FFEM-30x3.0-075- FCM34-FCM34-C0-C0-0-*-A 60 134 90 164 120 194 5000 (350)
17 A/FFEM-30x4.0-100- FCM34-FCM34-C0-C0-0-*-A 60 137 90 167 120 197 4700 (325)
1” A/FFEM-38x4.0-100- FCM34-FCM34-C0-C0-0-*-A 76 153 114 191 152 229 5000 (350)
1-1/4” A/FFEM-38x4.0-125- FCM34-FCM34-C0-C0-0-*-A 76 154 114 192 152 230 4000 (280)
1-1/4” A/FFEM-42x4.0-125- FCM34-FCM34-C0-C0-0-*-A 84 162 126 204 168 246 4000 (280)
1-1/2” A/FFEM-42x4.0-150- FCM34-FCM34-C0-C0-0-*-A 84 178 126 220 168 262 3500 (240)
1-1/2” A/FFEM-50x3.0-150- FCM34-FCM34-C0-C0-0-*-A 100 194 150 244 200 294 4000 (280)
1-1/2” A/FFEM-50x5.0-150- FCM34-FCM34-C0-C0-0-*-A 100 194 150 244 200 294 4000 (280)
2" A/FFEM-50x5.0-200- FCM34-FCM34-C0-C0-0-*-A 100 195 150 245 200 295 4000 (280)
2" A/FFEM-60x5.0-200- FCM34-FCM34-C0-C0-0-*-A 120 215 180 275 240 335 4000 (280)
2" A/FFEM-60x6.0-200- FCM34-FCM34-C0-C0-0-*-A 120 215 180 275 240 335 4000 (280)
2-1/2” A/FFEM-73x7.0-250- FCM34-FCM34-C0-C0-0-*-A 146 260 219 333 292 406 3000 (210)
2-1/2” A/FFEM-75x5.0-250- FCM34-FCM34-C0-C0-0-*-A 150 264 225 339 300 414 3000 (210)
3 A/FFEM-75x5.0-300- FCM34-FCM34-C0-C0-0-*-A 150 264 225 339 300 414 3000 (210)
3’ A/FFEM-90x5.0-300-FCM34-FCM34-C0-CO-o-*-A 180 294 270 384 360 474 2800 (193)
Flange Options: Ordering Example: A/FFEM-60x5.0-200-FCM34-FCM34-C0-C0-R1-$S-\
Standard, FCM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange Flange 1 Option [ (

FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded Flange

Flange 2 Option

Cone Options:
CO = O-Ring Faced Cone

Cone 1 Option

CF = Flat Faced Cone Cone 2 Option
*Bend Radius Options: O Insert Bend Radius
R1 * Insert Material

A2 A Insert 0-Ring T
R3 nsert 0-Ring Type

* Materials
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = All Stainless Steel, Type 316

A O-Ring Type:
No Designation = Buna Nitrile.
V = Viton

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Retain Ring Flange Bend Elbow

SAE J518 Code 61 (ISO 6162-1)

FLANGE 1 o < e
Complete Flange Set Includes:

° One (1) Retain Ring Flange Bend
Elbow Body

o Two (2) Retain Ring Flanges

o Two (2) Retain Rings

e Two (2) 0-Ring Spacers

‘ |

FLANGE 2 \»

A/RFE - Retain Ring Flange Bend Elbow

Dimensions ;

. Complete Assembly in (mm) BT Body Only Sl L

S Part Number o Part Number Ll AL

L Ibs (kg) Ibs (kg) PSI (bar)

1-1/2" A/RFE-150-FC34-*-/ 13.00 (330.20) 14.98 (6.80) RFE-150-*-A 11.50 (5.22) | 4000 (280)

2’ A/RFE-200-FC34-*-/ 14.50 (368.30) 20.47 (9.30) RFE-200-*-A 15.59 (7.07) | 4000 (280)

2-1/2" A/RFE-250-FC34-*-/ 18.00 (457.20) | 35.57 (16.17) RFE-250-*-A 26.26 (11.91) | 3000 (210)

3’ A/RFE-300-FC34-*-/ 21.00 (533.40) | 59.48 (27.04) RFE-300-*-A 45.80 (20.77) | 3000 (210)
Flange Options: Ordering Example: A/RRFE-200-FC34-SS-V

FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange Option

FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded

FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded " Insert Material

. A Insert 0-Ring Type
*Materials:
No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

A O-Ring Type:
No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Retain Ring Flange Elbow

Complete Assembly
SAE J518 Code 61 (ISO 6162-1)

0-RING
\ RETAIN RING
1

Complete Flange Set Includes:
o One (1) Flange Elbow

% ﬂi@ ° Two (2) Retain Ring Flanges
i ° Two (2) Retain Rings
r o Two (2) Face 0-Rings
- To be Ordered Separately:
(— o Bolt Kit
See Section

A/RRFE - Retain Ring Flange Elbow Complete Assembly

Dimensions i i

e | CompletsAssembly | innm) | gy | owr | Boavomy | S

L Part Number Ibs (kg) Ibs (kg) PSI (bar)

1/2" A/RRFE-050-FC34-*-/ 2.41(61.2) OR~-3-909 1.95(0.88) RRFE-050-*-/ 1.09 (0.49) 5000 (350)

3/4" A/RRFE-075-FC34-*-A 2.61(66.2) ORA-3-913 2.83(1.28) RRFE-075-*-/ 1.93(0.88) 5000 (350)

17 A/RRFE-100-FC34-*-/ 2.81(71.4) ORN-3-916 3.36 (1.52) RRFE-100-*-/ 2.10 (0.95) 5000 (350)

1-1/4" A/RRFE-125-FC34-*-A 3.22 (81.8) ORA-3-918 4.22 (1.91) RRFE-125-*-/ 3.28 (1.45) 4000 (280)

1-1/2" A/RRFE-150-FC34-*-/ 4.01 (101.9) ORN-3-924 8.70 (3.95) RRFE-150-*-/ 6.00 (2.72) 4000 (280)

2" A/RRFE-200-FC34-*-A 4.40 (111.8) ORA-3-928 11.74 (5.33) RRFE-200-*-/ 7.70 (3.49) 4000 (280)

2-1/2" A/RRFE-250-FC34-*-/ 519 (131.9) ORN-2-232 16.30 (7.39) RRFE-250-*-/ 11.30 (5.13) 3000 (210)
Flange Options: Ordering Example: A/RRFE-200-FC34-SS-V

FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange Option

FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded

FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded " Insert Material

. A Insert 0-Ring Type
Materials
No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

A O-Ring Type:
No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Block Elbow
SAE J518 Code 61 (ISO 6162-1) Flange Style

E ]

’_L. ’_;.
s PLUGGED PORT

BE34 - Block Elbow Flat Face with Threaded Holes Complete with #4 SAE
Port (Plugged), NPS

size | Block Elbow LIOEIETE Thread wT :‘::;';'J‘rge
Part Number | A B c D E F G H K UNC-2B Ibs (kg) PSI (bar)

1/2” BE34-050-* | 0.69 | 1.50 | 1.88 | 0.50 | 2.00 | 1.00 | 2.50 | 2.50 | 1.25 5/16"-18 3.30(1.50) | 5000 (350)
3/4” BE34-075-* | 0.88 | 1.88 | 2.25 | 0.75 | 2.00 | 1.00 | 3.00 | 3.25 | 1.50 3/87-16 5.00 (2.27) | 5000 (350)
1” BE34-100-* 1.03 | 206 | 225 | 0.94 | 2.00 | 1.00 | 3.00 | 3.25 | 1.50 3/8”-16 4.50 (2.04) | 5000 (350)
1-1/4”| BE34-125-* 119 | 231 | 275 | 1.25 | 225 | 1.13 | 3.00 | 4.00 | 1.50 7/167-14 5.70 (2.59) | 4000 (280)
1-1/2”| BE34-150-* 141 | 275 | 275 | 1.50 | 2.50 | 1.25 | 4.00 | 4.00 | 2.00 1/27-13 8.60 (3.90) | 4000 (280)
2" BE34-200-* 169 | 3.06 | 3.00 | 1.94 | 3.00 | 1.50 | 4.00 | 4.50 | 2.00 1/27-13 10.60 (4.81) | 4000 (280)
2-1/2”| BE34-250-* | 2.00 | 3.50 | 3.25 | 2.38 | 3.50 | 1.75 | 5.00 | 5.00 | 2.50 1/27-13 17.40 (7.89) | 3000 (210)
3’ BE34-300-* | 2.44 | 419 | 3.75 | 2.88 | 4.00 | 2.00 | 5.50 | 6.00 | 2.75 5/8”-11 25.60 (11.61)| 3000 (210)

BEM34 - Block Elbow Flat Face with Threaded Holes Complete with G1/8

Port (Plugged), Metric

| Block Elbow Dimensions (mm) WT Working
Size Part Number| B c D E e p " K Thread Ibs (kg) Pressure
PSI (bar)

1/2” | BEM34-050-* | 17.5 | 38.1 | 47.8 | 12.7 | 50.8 | 25.4 | 63.5 | 63.5 | 31.8 | M8x1.25 3.30 (1.50) | 5000 (350)
3/4” | BEM34-075-* | 22.4 | 47.8 | 57.2 | 19.1 | 50.8 | 25.4 | 76.2 | 82.6 | 38.1 | M10x1.50 | 5.00(2.27) | 5000 (350)
17 BEM34-100-* | 26.2 | 52.3 | 57.2 | 23.9 | 50.8 | 25.4 | 76.2 | 82.6 | 38.1 | M10x1.50 | 4.50(2.04) | 5000 (350)
1-1/4”| BEM34-125-* | 30.2 | 58.7 | 69.9 | 31.8 | 57.2 | 28.7 | 76.2 | 101.6 | 38.1 | M10x1.50 | 5.70(2.59) | 4000 (280)
1-1/2” | BEM34-150-* | 35.8 | 69.9 | 69.9 | 381 | 63.5 | 31.8 | 101.6 | 101.6 | 50.8 | M12x1.75 | 8.60(3.90) | 4000 (280)
2" | BEM34-200-* | 42.9 | 77.7 | 76.2 | 49.3 | 76.2 | 38.1 | 101.6 | 114.3 | 50.8 | M12x1.75 | 10.60 (4.81) | 4000 (280)
2-1/2” | BEM34-250-* | 50.8 | 88.9 | 82.6 | 60.5 | 88.9 | 445 [127.0 | 127.0 | 63.5 | M12x1.75 | 17.40(7.89) | 3000 (210)
3” | BEM34-300-* | 62.0 | 106.4 | 95.3 | 73.2 | 101.6 | 50.8 |139.70| 152.4 | 69.9 | M16x2.00 |25.60 (11.61)| 3000 (210)

Materials: Ordering Example: BEM34-200-SS
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Split Flange Elbow

SAE J518 Code 61 (ISO 6162-1) Flange Style

O-RING — K

SPLIT FLANGE
PORT 3
( )
% @ J L /—PLUGGED PORT

Complete Flange Set Includes:

e One (1) Split Flange Elbow
° One (1) Set (2 Halves) Split Flange
e One (1) 0-Ring

o One (1) Component Bolt Kit

PORT 1 1
@

F 8 \
F— @ D (PORT1)

A/SFE34 - Split Flange Elbow Assembly Flat Face with Threaded Holes Complete
with Buna O-Rings and #4 SAE Port (Plugged), NPS

- 2::::‘:3; Dimensions (in) - ?Ii;l:l?)l Assmbly Body Only Bodv)\/’ ?nly l!\:g;l;::lr%
PartNumber | A | B | C [ D [DI | E | F |G| K| L |UNC-2B] —“aft | . qq (PartNumber) . g) |PSI (bar)
1/2” |A/SFE34-050-*-~( 0.69|1.50 [ 2.50 | 0.50 [ 0.38{2.00 [ 1.00 | 2.50 | 1.25| 3.50 | 5/16”-18 | OR"-2-210 | 3.37 (1.59
3/4” |A/SFE34-075-*-/|0.88 | 1.88 | 2.75|0.75|0.63|2.00 | 1.00 ( 3.00 [ 1.50| 3.75| 3/8”-16 | ORN-2-214 | 4.01 (1.82) |SFE34-075-*-A| 3.50 (1.59
1" |A/SFE34-100-*-~|1.03|2.06 | 2.75|0.94 {0.88|2.00 {1.00 | 3.00 [ 1.50 | 3.75 | 3/8”-16 | OR"-2-219 | 4.05 (1.84) |SFE34-100-*-A| 3.40 (1.54
(

(

(

(
1-1/4”| AVSFE34-125-*-A(1.192.31 [ 3.13|1.25[1.13|2.25|1.13|3.00 | 1.50 | 4.25 | 7/16”-14 | ORA-2-222 | 5.19 (2.35) |SFE34-125-*-/| 4.30 (1.95

(

(

SFE34-050-*-/| 2.95 (1.34

)
)
)
)

1-1/2”| A/SFE34-150-*-~[ 1.41 [ 2.753.25| 1.50 [ 1.38 | 2.50 | 1.25 | 4.00 | 2.00 | 4.50 | 1/2”-13 | ORA-2-225 | 8.14 (3.69) |SFE34-150-*-/| 6.70 (3.04
2” |A/SFE34-200-*-7|1.69|3.06 | 3.50 [ 1.94|1.88|3.50 [ 1.75| 4.00|2.00 [ 5.00 | 1/2”-13 | ORA-2-228 | 10.66 (4.84) |SFE34-200-*-A| 9.10 (4.13
2-1/2”| VSFE34-250-*-~| 2.00 | 3.50 [ 4.00 | 2.38 | 2.38 | 3.50 | 1.75|4.50 [ 2.25| 5.75| 1/2”-13 | ORN-2-232 | 14.93 (6.77) [SFE34-250-*-~|12.80 (5.81)
3” |A/SFE34-300-*-/| 2.44|4.19|4.50 | 2.88 | 2.88 | 4.00 [ 2.00|5.50 | 2.75 [ 6.50 | 5/8”-11 | ORN-2-237 |24.15 (10.95)|SFE34-300-*-A{20.50 (9.30)

)
)
)
)
)
)

A/SFEM34 - Split Flange Elbow Assembly Flat Face with Threaded Holes Complete

with Buna O-Rings and G1/8 Port (Plugged), Metric

Complete Dimensions (mm) 0-Ring | Agsembly

Body Only| Working
Size| Assembly Thread (?,';'I?) WT PaB:tdI‘l,u?lI)ir WT |Pressure

PartNumber | A | B | C | D DI/ E | F |G K|L Number | 1bs (ko) Ibs (kg) |PSI (bar)
1/2” | JSFEM34-050-*-~|17.5| 38.1 |63.5 (12.7| 9.7 | 50.8 |25.4| 63.5|31.8| 88.9 | M8 x 1.25 | OR"-2-210 | 3.37 (1.59) [SFEM34-050-*-/| 2.95 (1.34
3/4” | A/SFEM34-075-*-~|22.4| 47.8169.9 [19.1]|16.0| 50.8 |25.4| 76.2 | 38.1| 95.3 [M10 x 1.50] ORA-2-214 | 4.01 (1.82) [SFEM34-075-*-A| 3.50 (1.59
1" |A/SFEM34-100-*-~(26.2| 52.3 | 69.9 [23.9(22.4| 50.8|25.4| 76.2 | 38.1(95.3 [M10 x 1.50] ORA-2-219 | 4.05 (1.84) [SFEM34-100-*-A| 3.40 (1.54
)
)

(
(
1-1/4"| VSFEM34-125-*-/|30.2| 58.7 | 79.5 |31.8|28.7| 57.2|28.7| 76.2 | 38.1[108.0|M10 x 1.50| ORA-2-222 | 5.19 (2.35) [SFEM34-125-*-/| 4.30 (1.95
( ISFEM34-150-*-7| 6.70 (3.04

(

1-1/2”| ASFEM34-150-*-/{35.8| 69.9 | 82.6 | 38.1|34.9| 63.5 [31.8(101.6{50.8 [114.3|M12 x 1.75| ORA-2-225 | 8.14 (3.69 .70 3.

2" |A/SFEM34-200-*-/[42.9|77.7 | 88.9|49.3|47.8| 76.2 (38.1|101.6{50.8|127.0M12 x 1.75| OR"-2-228 | 10.66 (4.84) |[SFEM34-200-*-A( 9.10 (4.13

2-1/2"| VSFEM34-250-*-~|50.8 | 88.9 [101.6{60.5(60.5| 88.9 [44.5|114.3|57.2|146.1|M12 x 1.75| OR"-2-232 | 14.93 (6.77) |SFEM34-250-*-/12.80 (5.81)[ 3000 (21
3” |A/SFEM34-300-*-~|62.0(106.4{114.3|73.2|73.2{101.6/50.8(139.7|69.9 [165.1|M16 x 2.00| OR"-2-237 |24.15 (10.95) [SFEM34-300-*-/20.50 (9.30)[3000 (21

)
)
)
)
)
)

* Materials: Ordering Example: A/SFE34-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material
SS = Stainless Steel, Type 316.

A Insert 0-Ring Type
A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Retain Ring Flange Tee
Complete Assembly

SAE J518 Code 61 (ISO 6162-1)

O-RING\ RETAINRING Complete Flange Set Includes:
; v e One (1) Flange Tee
W e Three (3) Retain Ring Flanges
° Three (3) Retain Rings
4 I o Three (3) Face 0-Rings
E; / &‘ ; b To be Ordered Separately:
e  BoltKit
J’ L_J l See Section

LL LL

oo | gty | im |omgmen | | oo | S|

L LL Ibs (kg) Ibs (kg) PSI (bar)

172" A/RRFT-050-FC34-*-A 4.81(122.2) | 2.41 (112.0) ORA-3-909 2.75(1.25) RRFT-050-*-A 1.46 (0.66) 5000 (350)

3/4" A/RRFT-075-FC34-*- 5.22(132.6) | 2.61(66.3) ORN-3-913 3.96 (1.50) RRFT-075-*-A 2.61(1.18) 5000 (350)

17 A/RRFT-100-FC34-*-A 5.62(142.7) | 2.81(71.4) ORN-3-916 4.74 (2.15) RRFT-100-*-A 2.91(1.32) 5000 (350)

1-1/4" A/RRFT-125-FC34-*- 6.45(163.8) | 3.21(81.6) ORN-3-918 7.71(3.50) RRFT-125-*-A 4.89 (2.22) 4000 (280)

1-1/2" A/RRFT-150-FC34-*-A 8.02(183.3) | 4.01(101.9) ORN-3-924 9.48 (4.30) RRFT-150-*-A 8.10 (3.76) 4000 (280)

2’ A/RRFT-200-FC34-*- 8.81(223.8) | 4.40(111.8) ORN-3-928 13.94 (6.32) RRFT-200-*-A 9.90 (4.44) 4000 (280)

2-1/2" A/RRFT-250-FC34-*-A 10.38 (263.7) | 5.19(131.8) ORA-2-232 23.55(10.68) RRFT-250-*-A 15.36 (6.97) 3000 (210)
Flange Options: Ordering Example: A/RRFT-200-FC34-SS-V

FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange Option

FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded
FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded

* Insert Material

. A Insert 0-Ring Type
Materials:

No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

A O-Ring Type:
No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Block Tee

SAE J518 Code 61 (ISO 6162-1) Flange Style

PORT 2

PORT 1

PLUGGED PORT

1(12)

bl
th
T

£

D (ALL PORTS)

size | Block Tee S () Thread |  WT x‘:g:;‘l:‘rg
Part No A B c D E F G H K |UNC-2B| Ibs (kg) PSI (bar)

1/2” BT34-050-* 0.69 1.50 1.88 0.50 2.00 1.00 2.50 2.50 125 |[5/16”-18| 3.10(1.41) 5000 (350)
3/4” BT34-075-* 0.88 1.88 2.25 0.75 2.00 1.00 3.00 3.25 150 | 3/8”-16 | 4.60(2.09) 5000 (350)
1’ BT34-100-* 1.03 2.06 2.25 0.94 2.00 1.00 3.00 3.25 1.50 | 3/8”-16 | 4.30(1.95) 5000 (350)
1-1/4” | BT34-125-* 1.19 2.31 2.75 1.25 2.25 1.13 3.00 4.00 150 |[7/16”-14| 5.70(2.59) 4000 (280)
1-1/2” | BT34-150-* 1.4 2.75 2.75 1.50 2.50 1.25 4.00 4.00 2.00 | 1/2”-13 | 8.20(3.72) | 4000 (280)
2" BT34-200-* 1.69 3.06 3.00 1.94 3.00 1.50 4.00 4.50 2.00 1/2”-13 | 10.00 (4.54) | 4000 (280)
2-1/2” | BT34-250-* 2.00 3.50 3.25 2.38 3.50 1.75 5.00 5.00 2.50 1/2”-13 | 16.30(7.39) | 3000 (210)
3” BT34-300-* 2.44 419 3.75 2.88 4.00 2.00 5.50 6.00 2.75 | 5/8”-11 | 23.70 (10.75) | 3000 (210)

BTM34 - Block Tee Flat Face with Threaded Holes Complete with G1/8 Port (Plugged),

Metric
Size | Block Tee Dimensions (mm) WT LU
Gnch) | PatNo | A | B | ¢ | D | E | F | & | H | kK | "] msgq | beossure
PSI (bar)
1/2” BTM34-050-* 17.5 38.1 47.8 12.7 50.8 25.4 63.5 63.5 31.8 M8 x 1.25 3.10(1.41) 5000 (350)
3/4” BTM34-075-* 22.4 47.8 57.2 19.1 50.8 25.4 76.2 82.6 38.1 M10x1.50 | 4.60 (2.09) 5000 (350)
1” BTM34-100-* 26.2 52.3 57.2 23.9 50.8 25.4 76.2 82.6 38.1 M10x1.50 | 4.30(1.95) 5000 (350)
1-1/4” | BTM34-125-* 30.2 58.7 69.9 31.8 57.2 28.7 76.2 101.6 38.1 M10x1.50 | 5.70(2.59) 4000 (280)
1-1/2” | BTM34-150-* 35.8 69.9 69.9 38.1 63.5 31.8 101.6 101.6 50.8 M12x1.75| 8.20(3.72) 4000 (280)
2" BTM34-200-* 42.9 77.7 76.2 49.3 76.2 38.1 101.6 114.3 50.8 M12x1.75| 10.00 (4.54) 4000 (280)
2-1/2” | BTM34-250-* 50.8 88.9 82.6 60.5 88.9 44.5 127.0 127.0 63.5 M12x1.75| 16.30(7.39) 3000 (210)
3” BTM34-300-* 62.0 106.4 95.3 73.2 101.6 50.8 139.7 1524 69.9 M16 x 2.00 | 23.70 (10.75) | 3000 (210)

* Materials: Ordering Example: BT34-200-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

3D step models available upon request

TUBE-MAC.com

* Insert Material




SAE 3000 PSI Reducing Branch Block Tee - NPS

SAE J518 Code 61 (ISO 6162-1) Flange Style

#1.25D1 (PORT 3)

PORT 3! g/PLIJGGED PORT ”} L i . I”
5 IR
% L]

£ | I e & =
N___{___—‘ =
= =
g gl D
1(8) B \D(PORTS1&2)

BTR34 - Reducing Branch Block Tee Flat Face with Threaded Holes Complete with #4

SAE Port (Plugged), NPS

ST Tee Dimensions (in) Thread 1| Thread2 | wr | Working
(unXx | oot Number UNC-2B| UNC-2B | Ibs (kg) | ressure
branch) AlB|c|D|D1|E|F|G|H|K|M|N 9 | ps) (bar)

3/4”x1/2” | BTR34-075x050-* | 0.88 | 1.88 | 2.25 | 0.75 | 0.50 { 2.00 | 1.00 | 3.00 | 3.25 | 1.50 | 0.69 | 1.50 | 3/8”-16 | 5/16”-18 | 4.80 (2.18) |5000 (350
1”x1/2” | BTR34-100x050-* | 1.03 | 2.06 | 2.25 | 0.94 | 0.50 | 2.00 | 1.00 | 3.00 | 3.25 | 1.50 | 0.69 | 1.50 | 3/8”-16 | 5/16”-18 | 4.70 (2.13) | 5000

17x3/4” | BTR34-100x075-*| 1.03 | 2.06 | 2.25 | 0.94 | 0.75 | 2.00 | 1.00 | 3.00 | 3.25 | 1.50 [ 0.88 | 1.88 | 3/8”-16 | 3/8”-16 | 4.60(2.09) |5000 (350
1-1/4"x1/2” | BTR34-125x050-* | 1.19 | 2.31 | 2.75 | 1.25| 0.50 | 2.25 | 1.13 | 3.00 | 4.00 | 1.50 | 0.69 | 1.50 | 7/16”-14| 5/16”-18 | 5.80 (2.63) |4000 (280
1-1/4"x3/4” | BTR34-125x075-* | 1.19 | 2.31 | 2.75 [ 1.25 | 0.75 | 2.25 | 1.13 | 3.00 | 4.00 | 1.50 | 0.88 | 1.88 | 7/16”-14| 3/8”-16 | 5.80 (2.63) | 4000 (280
1-1/4"x1” | BTR34-125x100-* | 1.19 | 2.31 | 2.75 [ 1.25 | 0.94 | 2.25 | 1.13 | 3.00 | 4.00 [ 1.50 | 1.03 | 2.06 | 7/16"-14| 3/8"-16 | 5.80(2.63) |4000 (280
1-1/2"x1/2” | BTR34-150x050-* | 1.41 | 2.75 | 2.75 | 1.50 | 0.50 | 2.50 | 1.25 | 4.00 | 4.00 | 2.00 | 0.69 | 1.50 | 1/2”-13 | 5/16”-18 | 9.25 (4.20) | 4000 (280
1-1/2"x3/4” | BTR34-150x075-* | 1.41 | 2.75 | 2.75 | 1.50 | 0.75 | 2.50 | 1.25 | 4.00 | 4.00 | 2.00 | 0.88 | 1.88 | 1/2"-13 | 3/8”-16 | 9.20 (4.17) 4000 (280
1-1/2"x1” | BTR34-150x100-* | 1.41 | 2.75 | 2.75 | 1.50 | 0.94 | 2.50 | 1.25 | 4.00 | 4.00 | 2.00 [ 1.03 | 2.06 | 1/2"-13 | 3/8”-16 | 9.00 (4.08) |4000 (280

1-1/2"x1-1/4”| BTR34-150x125-* | 1.41 | 2.75 | 2.75 | 1.50 | 1.25 | 2.50 | 1.25 | 4.00 | 4.00 | 2.00 | 1.19 | 2.31 | 1/2"-13 | 7/16”-14 | 8.65(3.92) |4000 (280

2"x1/2” | BTR34-200x050-* | 1.69 | 3.06 | 3.00 | 1.94 | 0.50 | 3.00 | 1.50 | 4.00 | 4.50 | 2.00 | 0.69 | 1.50 | 1/2”-13 | 5/16”-18 | 11.70 (5.31)
2”x3/4” | BTR34-200x075-* | 1.69 | 3.06 | 3.00 | 1.94 | 0.75 | 3.00 { 1.50 | 4.00 | 4.50 [ 2.00 | 0.88 [ 1.88 | 1/2"-13 | 3/8”-16 | 11.60 (5.26)
2"x1” BTR34-200x100-* | 1.69 | 3.06 | 3.00 [ 1.94 | 0.94 | 3.00 | 1.50 | 4.00 | 4.50 | 2.00 | 1.03 | 2.06 | 1/2”-13 | 3/8”-16 | 11.60 (5.26)
2"x1-1/4” | BTR34-200x125-* | 1.69 | 3.06 | 3.00 | 1.94 | 1.25| 3.00 | 1.50 | 4.00 | 4.50 | 2.00 | 1.19 | 2.31 | 1/2”-13 | 7/16"-14 | 11.60 (5.26)
2”x1-1/2” | BTR34-200x150-* | 1.69 | 3.06 | 3.00 | 1.94 | 1.50 | 3.00 | 1.50 | 4.00 | 4.50 [ 2.00 | 1.41 | 2.75 | 1/2"-13 | 1/2”-13 | 11.60 (5.26)
2-1/2"x1/2” | BTR34-250x050-* | 2.00 | 3.50 | 3.25 | 2.38 [ 0.50 | 3.50 | 1.75 | 5.00 | 5.00 | 2.50 | 0.69 | 1.50 | 1/2”-13 | 5/16”-18 | 19.40 (8.80) | 3000 (2
)
)
)
)
)

10
2-1/2"x3/4” | BTR34-250x075-* | 2.00 | 3.50 | 3.25 | 2.38 | 0.75 | 3.50 | 1.75 | 5.00 | 5.00 | 2.50 | 0.88 | 1.88 | 1/2”-13 | 3/8”-16 | 19.20(8.71) [ 3000 (210
2-1/2"x1” | BTR34-250x100-* | 2.00 | 3.50 | 3.25 | 2.38 | 0.94 | 3.50 | 1.75 | 5.00 | 5.00 | 2.50 | 1.03 | 2.06 | 1/2"-13 | 3/8”-16 | 19.00 (8.62) [ 3000 (210
2-1/2"x1-1/4”| BTR34-250x125-* | 2.00 | 3.50 | 3.25 | 2.38 [ 1.25 | 3.50 | 1.75 | 5.00 | 5.00 | 2.50 | 1.19 | 2.31 | 1/2”-13 | 7/16”-14 | 18.80 (8.53) | 3000 (210
2-1/2”x1-1/2”| BTR34-250x150-* | 2.00 | 3.50 | 3.25 | 2.38 | 1.50 | 3.50 | 1.75 | 5.00 | 5.00 | 2.50 | 1.41 [ 2.75| 1/2"-13 | 1/2”-13 | 18.30(8.30) [ 3000 (210
2-1/2"x2” | BTR34-250x200-* | 2.00 | 3.50 | 3.25 | 2.38 | 1.94 | 3.50 | 1.75 | 5.00 | 5.00 | 2.50 | 1.69 | 3.06 | 1/2”-13 | 1/2”-13 | 17.56 (7.97) | 3000 (210
3"x1/2” | BTR34-300x050-* | 2.44 | 419 | 3.75 | 2.88 | 0.50 | 4.00 | 2.00 | 5.50 | 6.00 | 2.75 | 0.69 | 1.50 | 5/8”-11 | 5/16”-18 |28.20 (12.80)| 3000 (210
3"x3/4” | BTR34-300x075-* | 2.44 | 419 | 3.75 | 2.88 | 0.75 | 4.00 | 2.00 | 5.50 | 6.00 | 2.75 | 0.88 | 1.88 | 5/8”-11 3/8”-16 |26.00 (11.79)| 3000 (210
3’x1” BTR34-300x100-* | 2.44 | 419 | 3.75 | 2.88 | 0.94 | 4.00 | 2.00 | 5.50 | 6.00 | 2.75 | 1.03 | 2.06 | 5/8”-11 3/87-16 [26.00 (11.79)[ 3000 (210
3"x1-1/4” | BTR34-300x125-* | 2.44 | 419 | 3.75 | 2.88 | 1.25 | 4.00 | 2.00 | 5.50 [ 6.00 | 2.75 | 1.19 | 2.31 | 5/8”-11 | 7/16”-14 |28.13(12.78)| 3000 (210
3"x1-1/2” | BTR34-300x150-* | 2.44 | 419 | 3.75 | 2.88 | 1.50 | 4.00 | 2.00 | 5.50 | 6.00 | 2.75 | 1.41 | 2.75 | 5/8”-11 1/2”-13  |27.67 (12.55)| 3000 (210
3"x2” BTR34-300x200-* | 2.44 | 419 | 3.75 | 2.88 | 1.94 | 4.00 | 2.00 | 5.50 | 6.00 | 2.75 | 1.69 | 3.06 | 5/8”-11 1/27-13  {26.87 (12.19){ 3000 (210
3"x2-1/2" | BTR34-300x250-* | 2.44 | 419 | 3.75 | 2.88 | 2.38 | 4.00 | 2.00 | 5.50 | 6.00 | 2.75 | 2.00 | 3.50 | 5/8”-11 1/2”-13 |25.30 (11.48)| 3000 (210

* Materials: Ordering Example: BTR34-200x050-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316.
3D step models available upon request

TUBE-MAC.com



SAE 3000 PSI Reducing Branch Block Tee - Metric

SAE J518 Code 61 (ISO 6162-1) Flange Style

{$1.25D1 (PORT 3)

E G
PORT 3%‘ PLUGGED PORT -
*4‘* ||I TT | TT III
B e |
KA L] o | | o .
T {|
: A o

BTRM34 - Reducing Branch Block Tee Flat Face with Threaded Holes Complete with
G1/8 Port (Plugged), Metric

Size Dimensions (mm) Working
(run x PaBrItO(I:\II:l:l?er Thread 1 | Thread 2 Ib:v(I( ) Pressure
branch) A|B|C|D|DI|E|F|G|H|K|M|N 9 | psi (bar)

3/4"x1/2” | BTRM34-075x050-*| 22.4 | 47.8 | 57.2 | 19.1 | 12.7 | 50.8 | 25.4 | 76.2 | 82.6 | 38.1 | 17.5| 38.1 [ M10 X 1.50 | M8 X 1.25 | 4.80 (2.18) | 5000 (350
1”x1/2” | BTRM34-100x050-*| 26.2 | 52.3 | 57.2 | 23.9 | 12.7 | 50.8 | 25.4 | 76.2 | 82.6 | 38.1 | 17.5 | 38.1 | M10 X 1.50 | M8 X 1.25 | 4.70 (2.13) | 5000
17x3/4” | BTRM34-100x075-*| 26.2 | 52.3 | 57.2 | 23.9 | 19.1 | 50.8 | 25.4 | 76.2 | 82.6 | 38.1 | 22.4 | 47.8 | M10 X 1.50 | M10 X 1.50 | 4.60 (2.09) | 5000 (350
1-1/4"x1/2” | BTRM34-125x050-*| 30.2 | 58.7 | 69.9 | 31.8 [ 12.7 | 57.2 | 28.7 | 76.2 [101.6/ 38.1 | 17.5 | 38.1 | M10 X 1.50 | M8 X 1.25 | 5.80 (2.63)
1-1/4"x3/4” | BTRM34-125x075-*| 30.2 | 58.7 | 69.9 | 31.8 | 19.1 | 57.2 | 28.7 | 76.2 |101.6| 38.1 | 22.4 | 47.8 | M10 X 1.50 | M10 X 1.50 | 5.80 (2.63)
1-1/4"x1” | BTRM34-125x100-*| 30.2 | 58.7 | 69.9 | 31.8 | 23.9 | 57.2 | 28.7 | 76.2 |101.6| 38.1 | 26.2 | 52.3 | M10 X 1.50 | M10 X 1.50 | 5.80 (2.63)
1-1/2"x1/2” | BTRM34-150x050-* | 35.8 | 69.9 | 69.9 | 38.1 | 12.7 | 63.5 | 31.8 |101.6/101.6| 50.8 | 17.5 | 38.1 | M12X 1.75 | M8 X 1.25 | 9.25 (4.20) | 4000 (280

(4.17)

(4.08)

3.92)

1-1/2"x3/4” | BTRM34-150x075-*| 35.8 | 69.9 | 69.9 | 38.1 [ 19.1 | 63.5 | 31.8 |101.6{101.6| 50.8 | 22.4 | 47.8 | M12 X 1.75 | M10 X 1.50 | 9.20 (4.17
1-1/2"x1” | BTRM34-150x100-*| 35.8 | 69.9 | 69.9 | 38.1 | 23.9 | 63.5 | 31.8 [101.6{101.6| 50.8 | 26.2 | 52.3 | M12 X 1.75 | M10 X 1.50 | 9.00 (4.08
1-1/2"x1-1/4”| BTRM34-150x125-*| 35.8 | 69.9 | 69.9 | 38.1 | 31.8 | 63.5 | 31.8 |101.6{101.6| 50.8 | 30.2 | 58.7 | M12 X 1.75 | M10 X 1.50 | 8.65 (3.92
2”x1/2”  |BTRM34-200x050-*| 42.9 | 77.7 | 76.2 | 49.3 | 12.7 | 76.2 | 38.1 [101.6{114.3| 50.8 | 17.5| 38.1 | M12X 1.75 | M8 X 1.25 |11.70 (5.31)
2”x3/4”  |BTRM34-200x075-*| 42.9 | 77.7 | 76.2 | 49.3 | 19.1| 76.2 | 38.1 [101.6/114.3| 50.8 | 22.4 | 47.8 | M12 X 1.75 | M10 X 1.50 | 11.60 (5.26)
2"x1” BTRM34-200x100-*| 42.9 | 77.7 | 76.2 | 49.3 | 23.9 | 76.2 | 38.1 [101.6(114.3| 50.8 | 26.2 | 52.3 | M12 X 1.75 | M10 X 1.50 | 11.60 (5.26)
2”x1-1/4” |BTRM34-200x125-*| 42.9 | 77.7 | 76.2 | 49.3 | 31.8 | 76.2 | 38.1 [101.6/114.3| 50.8 | 30.2 | 58.7 | M12 X 1.75 | M10 X 1.50 | 11.60 (5.26)
2”x1-1/2” |BTRM34-200x150-*| 42.9 | 77.7 | 76.2 | 49.3 | 38.1 | 76.2 | 38.1 {101.6|114.3| 50.8 | 35.8 | 69.9 | M12 X 1.75 | M12 X 1.75 | 11.60 (5.26)
2-1/2"x1/2” | BTRM34-250x050-*| 50.8 | 88.9 | 82.6 | 60.5 | 12.7 | 88.9 | 44.5|127.0{127.0{ 63.5 | 17.5 | 38.1 [ M12X 1.75 | M8 X 1.25 |19.40 (8.80) | 3000 (2
)
)
)
)
)

10
2-1/2"x3/4” | BTRM34-250x075-*| 50.8 | 88.9 | 82.6 | 60.5 | 19.1 | 88.9 | 44.5 [127.0{127.0| 63.5 | 22.4 | 47.8 | M12 X 1.75 | M10 X 1.50 | 19.20 (8.71) | 3000 (210
2-1/2"x1” | BTRM34-250x100-*| 50.8 | 88.9 | 82.6 | 60.5 | 23.9 | 88.9 | 44.5|127.0{127.0| 63.5 | 26.2 | 52.3 | M12 X 1.75 | M10 X 1.50 | 19.00 (8.62) | 3000 (210
2 -1/2"x1-1/4”| BTRM34-250x125-* | 50.8 | 88.9 | 82.6 | 60.5 | 31.8 | 88.9 | 44.5 |127.0|127.0| 63.5 | 30.2 | 58.7 | M12 X 1.75 | M10 X 1.50 | 18.80 (8.53)| 3000 (210
2-1/2"x1-1/2” | BTRM34-250x150-*| 50.8 | 88.9 | 82.6 | 60.5 | 38.1 | 88.9 | 44.5|127.0({127.0| 63.5 | 35.8 | 69.9 | M12 X 1.75 | M12 X 1.75 | 18.30 (8.30) | 3000 (210
2-1/2"x2” | BTRM34-250x200-* | 50.8 | 88.9 | 82.6 | 60.5 | 49.3 | 88.9 | 44.5 [127.0{127.0| 63.5|42.9 | 77.7 | M12 X 1.75 | M12 X 1.75 | 17.56 (7.97) | 3000 (210
3"x1/2”  |BTRM34-300x050-*| 62.0 (106.4| 95.3 | 73.2 | 12.7 |101.6| 50.8 |139.7(152.4| 69.9 | 17.5 | 38.1 | M16 X 2.00 | M8 X 1.25 [28.20 (12.80)| 3000 (210
3"x3/4”  |BTRM34-300x075-*| 62.0 [106.4| 95.3 | 73.2 | 19.1 |101.6{ 50.8 [139.7(152.4| 69.9 | 22.4 | 47.8 | M16 X 2.00 | M10 X 1.50 {26.00 (11.79)| 3000 (210
3"x1” BTRM34-300x100-* | 62.0 {106.4( 95.3 | 73.2 | 23.9 {101.6| 50.8 {139.7|152.4| 69.9 | 26.2 | 52.3 | M16 X 2.00 | M10 X 1.50 |26.00 (11.79)| 3000 (210
3"x1-1/4” | BTRM34-300x125-* | 62.0 {106.4| 95.3 | 73.2 | 31.8 {101.6| 50.8 [139.7|152.4| 69.9 | 30.2 | 58.7 | M16 X 2.00 | M10 X 1.50 |28.13 (12.78)| 3000 (210
3"x1-1/2” | BTRM34-300x150-*| 62.0 {106.4| 95.3 | 73.2 | 38.1 |101.6| 50.8 |{139.7{152.4| 69.9 | 35.8 | 69.9 | M16 X 2.00 | M12 X 1.75 |27.67 (12.55)| 3000 (210
3'x2” BTRM34-300x200-* | 62.0 {106.4( 95.3 | 73.2 | 49.3 {101.6| 50.8 [139.7|152.4| 69.9 | 42.9 | 77.7 | M16 X 2.00 | M12 X 1.75 |26.87 (12.19)| 3000 (210
3"x2-1/2” | BTRM34-300x250-*| 62.0 {106.4| 95.3 | 73.2 | 60.5 |101.6| 50.8 |139.7{152.4| 69.9 | 50.8 | 88.9 | M16 X 2.00 | M12 X 1.75 |25.30 (11.48)| 3000 (210
* Materials: Ordering Example: BTRM34-200x050-SS
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316.
3D step models available upon request

TUBE-MAC.com



SAE 3000 PSI Reducing Branch Block Tee

ISO 6164/SAE J518 Code 61 (ISO 6162-1) Flange Style

PORT 2

PORT1 |

D1 (PORT 3)\

/ PLUGGED PORT

N

|
I Il
.1;!11 i

o

el

N L

1(8)

D (ALL PORTS)

BTR7-34 - Reducing Branch Block Tee Flat Face with Threaded Holes Complete with

#4 SAE Port (Plugged), NPS

(fdffx ook Tee Dimensions (in) Thread 1 | Thread2 | wr | Jlordnd
branch) T|C|D|DI|E|F|G|H|K|M|N|UNC2B | UNC-2B | Ibs(kg) | oo (bar)
2-1/2"x2” | BTR7-34-250x200-* | 4.65 | 4.00 | 2.38 | 1.94 | 5.00 | 2.50 | 5.00 | 6.50 | 2.50 | 1.69 | 3.06 | 3/4”-10 1/2”-13  |35.60 (16.15)| 3000 (210)
3"x2” BTR7-34-300x200-* | 5.71 | 5.00 | 2.88 | 1.94 | 6.00 | 3.00 | 6.00 | 8.00 | 3.00 | 1.69 | 3.06 17-8 1/2”-13  63.40 (28.76)| 3000 (210)
47x2” BTR7-34-400x200-* | 6.89 | 5.50 | 3.50 | 1.94 | 7.00 | 3.50 | 7.00 | 9.00 | 3.50 | 1.69 | 3.06 | 1-1/8”"-7 1/2”-13  |97.60 (44.27)| 3000 (210)

BTRM7-34 - Reducing Branch Block Tee Flat Face with Threaded Holes Complete with

G 1/8 Port (Plugged), Metric

R Block Tee

Dimensions (mm)

(run x

branch) Part Number T

(5

D1

E

F

G

WT Working
Thread 1 | Thread 2 Ibs (kg) Pressure
9 | psl (bar)

2-1/2"x2” | BTRM7-34-250x200-* | 118.1

101.6

60.5

49.3

127.0

63.5

127.0

165.1

63.5

42.9

7.7

M20 x 2.50 | M12 x 1.75 | 35.60 (16.15)| 3000 (210)

3”x2” | BTRM7-34-300x200-* (145.0

127.0

732

49.3

152.4

76.2

152.4

203.2

76.2

42.9

1.7

M24 x 3.00 | M12 x 1.75 |63.40 (28.76) | 3000 (210)

4”x2” | BTRM7-34-400x200-* [175.0

139.7

88.9

49.3

177.8

88.9

177.8

228.6

88.9

42.9

7.7

M30 x 3.50 | M12 x 1.75 |97.60 (44.27)| 3000 (210)

Materials:

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

TUBE-MAC.com

Ordering Example: BTR7-34-250x200-SS

* Insert Material

3D step models available upon request



SAE 3000 PSI Split Flange Branch Tee

Complete Assembly
SAE J518 Code 61 (ISO 6162-1) Flange Style

0-RING —, i
SPLIT FLANGE
PC'RTSI !
&‘ 7 ! i;@ | _i—_ /FLUGGED PORT :: ?
=] | : | g i’
« ‘ L B Y
] i € Eﬁ u/< = [ g @ | Complete Flange Set Includes:
/@ s P ° One (1) Split Flange Tee
o One (1) Sets (2 Halves) Split Flanges

L :(a)—/ B \n(pom in% e  One (1) 0-Ring

E e One (1) Component Bolt Kit

PORT 2,
PORT 1!

A/SFBT34 - Split Flange Branch Tee Assembly Flat Face with Threaded Holes

Complete with Buna O-Rings and #4 SAE Port (Plugged), NPS

Complete Dimensions (in) 0-Ring | Assembly Body Only | Working

Size| Assembly Thread | - (Buna) WT Eavin) WT  |Pressure

28| Part
PartNumber | A | B | C | D DI| E | F |G| K| L UNC-2Bl ‘&t | o yq |PartNumber) o kg) |PSI (bar)

1/2” |A/SFBT34-050-*-~(0.69|1.50{2.50{0.50|0.38|2.00|1.00|2.50 | 1.25{3.50 | 5/16”-18 | OR"-2-210 | 3.37 (1.53
3/4” |A/SFBT34-075-*-/|0.88(1.88|2.75|0.75(0.63|2.00{1.00|3.00|1.50{3.75| 3/8”-16 | ORN-2-214 | 3.81 (1.73
17 |A/SFBT34-100-*-A|1.03|2.06|2.75|0.940.88|2.00(1.00{3.00{1.50|3.75| 3/8”-16 | OR"N-2-219 | 4.03 (1.83

1-1/4”|A/SFBT34-125-*-A11.19(2.31|3.13|1.25(1.13|2.25(1.13|3.00| 1.50 |4.25| 7/16”-14 | OR"-2-222 | 4.69 (2.13

(
(

SFBT34-050-*-7 2.95 (1.34
SFBT34-075-*-/( 3.30 (1.50
SFBT34-100-*-7| 3.38 (1.53
SFBT34-125-*-/( 3.80 (1.72
(
(

1-1/2”|A/SFBT34-150-*-~(1.41]2.75|3.25|1.50| 1.38{2.50| 1.25|4.00 | 2.00 {4.50 | 1/2"-13 | OR"-2-225 | 7.63 (3.46) [SFBT34-150-*-A( 6.19 (2.81
2” |A/SFBT34-200-*-/|1.69|3.063.50|1.94(1.88|3.00|1.504.00|2.00(5.00| 1/2"-13 | OR"-2-228 | 9.46 (4.29) [SFBT34-200-*-/| 7.90 (3.58
2-1/2"|A/SFBT34-250-*-~(2.00{3.50{4.00|2.38|2.38|3.50| 1.75|4.50|2.25[5.75| 1/2”"-13 | OR"-2-232 | 13.43 (6.09) [SFBT34-250-*-/(11.30 (5.13)
3” |A/SFBT34-300-*-/|2.44|4.19(4.50|2.88|2.88|4.00(2.00(5.50|2.75(6.50| 5/8”-11 | OR"-2-237 | 21.35 (9.68) [SFBT34-300-*-~|17.70 (8.03)

) )
) )
) )
) )
) )
) )

A/SFBTM34 - Split Flange Branch Tee Assembly Flat Face with Threaded Holes

Complete With Buna O-Ring and G1/8 Port (Plugged), Metric

Dimensions (mm 0-Ring i
_ Complete (mm) (Buna) Assembly Body Only Body Only| Working
Size Assembly Thread Part WT Part Number WT  |Pressure
PartNumber |A | B | C /D DI/ E FI G KL Number | 1bs (kg) Ibs (kg) |PSI (bar)

1/2” |A/SFBTM34-050-*-/|17.5| 38.1 [ 63.5 [12.7| 9.7 | 50.8 [25.4| 63.5 | 31.8| 88.9 | M8 x 1.25 | OR"-2-210 | 3.37 (1.53
3/4” |A/SFBTM34-075-*-/|22.4| 47.8 [ 69.9 [ 19.1|16.0| 50.8 |25.4| 76.2 | 38.1| 95.3 M10 x 1.50] OR"-2-214 | 3.81 (1.73
17 |A/SFBTM34-100-*-7[26.2| 52.3 | 69.9 | 23.9|22.4( 50.8 |25.4| 76.2 | 38.1| 95.3 [M10 x 1.50{ OR"-2-219 | 4.03 (1.83

1-1/4"| A/SFBTM34-125-*-/(30.2| 58.7 | 79.5 |31.8|28.7| 57.2|28.7| 76.2 | 38.1[108.0[M10 x 1.50| OR"-2-222 | 4.69 (2.13

(
(

SFBTM34-050-*-/{2.95 (1.34)
SFBTM34-075-*-/| 3.30 (1.50)
SFBTM34-100-*-/[ 3.38 (1.53)
SFBTM34-125-*-/| 3.80 (1.72) |4000 (280,
(2.81)
(3.58)

1-1/2”|A/SFBTM34-150-*-/35.8| 69.9 | 82.6 {38.1[35.1| 63.5 [31.8|101.6/ 50.8 {114.3]M12 x 1.75| OR"-2-225 | 7.63 (3.46) |SFBTM34-150-*-/(6.19 (2.81
2" |A/SFBTM34-200-*-~|42.9(77.7 | 88.9|49.3|47.8|76.2 {38.1(101.6]50.8 |127.0M12 x 1.75| OR"-2-228 | 9.46 (4.29) |[SFBTM34-200-*-/(7.90 (3.58
2-1/2”|A/SFBTM34-250-*-~(50.8| 88.9 |101.6|60.5|60.5| 88.9 |44.5|114.3| 57.2|146.1|M12 x 1.75 ORN-2-232 (13.43 (6.09)[SFBTM34-250-*-/(11.30 (5.13)3000 (210
3” |A/SFBTM34-300-*-/(62.0(106.4/114.3|73.2|73.2|{101.650.8/139.7|69.9{165.1|M16 x 2.00| OR"-2-237 |21.35 (9.68)|SFBTM34-300-*-/(17.70 (8.03) 3000 (210

* Materials: Ordering Example: A/SFBT34-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

A Insert O-Ring Type
A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Split Flange Run Tee

Complete Assembly
SAE J518 Code 61 (ISO 6162-1) Flange Style

0-RING —.

SPLIT FLANGE
PORT 2
7 @

Complete Flange Set Includes:

o One (1) Split Flange Tee

o One (1) Sets (2 Halves) Split Flanges
o One (1) 0-Ring

° One (1) Component Bolt Kit

3
PORT 3

18) /
PORT 1
F PLUGGED PORT

A/SFRT34 - Split Flange Run Tee Assembly Flat Face with Threaded Holes Complete

D (PORTS 1 & 3)

with Buna O-Rings and #4 SAE Port (Plugged), NPS

Complete Dimensions (in) 0-Ring | assembly

Body Only | Working

Size| Assembly Thread | - (Buna) WT A (il WT  |Pressure

28| Part
PartNumber | A | B [ C | D D1 E | F |G| K/|L|UNC2B) ot | g |PartNumber .o ikg) |Psl(bar)

1/2” |A/SFRT34-050-*-~(0.69(1.50{2.12{0.50(0.38|2.00{1.00{2.50|1.25|4.00| 5/16”-18 | OR"-2-210 | 3.97 (1.80
3/4” |A/SFRT34-075-*-/|0.88 (1.88|2.75|0.75|0.63|2.00(1.00{3.00{1.50|5.00| 3/8”-16 | ORN-2-214 | 5.81 (2.64 (

17 |A/SFRT34-100-*-/|1.03|2.06(2.75(0.94|0.88(2.00(1.00|3.00{1.50{5.00| 3/8”-16 | ORA-2-219 | 5.85 (2.65) [SFRT34-100-*-~| 5.20 (2.36
1-1/4”|A/SFRT34-125-*-/{1.19|2.31|3.25(1.25{1.13|2.25|1.13|3.00(1.50|6.00| 7/16”-14 | OR"-2-222 | 7.06 (3.20) [SFRT34-125-*-| 6.17 (2.80
1-1/2”|A/SFRT34-150-*-~(1.412.75|3.25(1.50(1.38|2.50{ 1.25{4.00| 2.00|6.00 | 1/2"-13 | OR"-2-225 | 11.04 (5.01) |SFRT34-150-*-A 9.60 (4.35) |4000 (280

2" |A/SFRT34-200-*-/|1.69{3.06|3.50{1.94|1.88(3.00(1.50{4.00|{2.00(6.50| 1/2"-13 | ORN-2-228 | 13.36 (6.06) |[SFRT34-200-*-~| 11.80 (5.35) | 4000 (280
2-1/2”|/SFRT34-250-*-/(2.00{3.50|4.00|2.38 | 2.38(3.50|1.75|4.50(2.25|7.25| 1/2"-13 | OR"-2-232 | 18.33 (8.31) |SFRT34-250-*-/| 16.20 (7.35) | 3000 (21

3" |A/SFRT34-300-*-/(2.44|4.19|4.75|2.88|2.884.00(2.00|5.50|2.75(8.50| 5/8”-11 | OR"-2-237 [30.66 (13.91)|SFRT34-300-*-/(27.01 (12.25){ 3000 (21

SFRT34-050-*-A| 3.55 (1.61
SFRT34-075-*-A 5.30 (2.41

) )
) )
) )
) )

A/SFRTM34 - Split Flange Run Tee Assembly Flat Face with Threaded Holes Complete

with Buna O-Ring and G1/8 Port (Plugged), Metric

Complete Dimensions (mm) 0-Ring | pssembly

Body Only | Working
Size Assembly Thread (I?,l::_ta) WT PaBl?tdlEI,u?IIJ‘;r WT Pressure
PartNumber |A| B [C|D DI/ E | F|G KL Number | 1bs (kg) Ibs (kg) |PSI (bar)

1/2” |A/SFRTM34-050-*-/(17.5| 38.1|53.8{12.7| 9.7 | 50.8 | 25.4| 63.5 |31.8/ 101.6| M8 x 1.25 |[OR"-2-210| 3.97 (1.80) |[SFRTM34-050-*-A| 3.55 (1.61
3/4” |A/SFRTM34-075-*-/22.4| 47.8|69.919.1{16.0| 50.8 [ 25.4 | 76.2 |38.1|127.0|M10 x 1.50{OR"-2-214| 5.81 (2.64) |[SFRTM34-075-*-| 5.30 (2.41
17 |A/SFRTM34-100-*-/|26.2| 52.3 | 69.9|23.9|22.4| 50.8 | 25.4| 76.2 |38.1|127.0 [M10 x 1.50|0R"-2-219| 5.85 (2.65) |SFRTM34-100-*-A| 5.20 (2.36
1-1/4”|A/SFRTM34-125-*-/(30.2| 58.7 | 82.6|31.8(28.7| 57.2 | 28.7| 76.2 [38.1| 152.4 [M10 x 1.50|0R"-2-222| 7.06 (3.20 (

(

SFRTM34-125-*-/[ 6.17 (2.80
1-1/2”|A/SFRTM34-150-*-/35.8| 69.9 | 82.6|38.1|35.1| 63.5 | 31.8{101.6/50.8| 152.4 |M12 x 1.75|0R"-2-225| 11.04 (5.01) [SFRTM34-150-*-/| 9.60 (4.35) (4000
2"  |A/SFRTM34-200-*-/|42.9| 77.7 | 88.9 |49.3|47.8| 76.2 | 38.1 {101.6/50.8( 165.1 [M12 x 1.75|0R"-2-228 13.36 (6.06) [SFRTM34-200-*-~|11.80 (5.35)|4000 (280
2-1/2”|AV/SFRTM34-250-*-/50.8| 88.9 |101.6/60.5|60.5( 88.9 | 44.5(114.3|57.2| 184.2|M12 x 1.75|0R"-2-232 18.33 (8.31) [SFRTM34-250-*-/|16.20 (7.35)|3000 (210
3” |A/SFRTM34-300-*-/|62.0(106.4(120.7|73.2|73.2{101.6 50.8 {139.7|69.9|215.9 |M16 x 2.00|OR"-2-237(30.66 (13.91)[SFRTM34-300-*-/|27.01 (12.25)3000 (210

)
)
)
)

|1 =

* Materials: Ordering Example: A/SFRT34-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. )
A Insert 0-Ring Type

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Split Flange Tee

Complete Assembly
Complete Flange Set Includes:
SAE J518 Code 61 (ISO 6162-1) Flange Style e One (1) Split Flange Tee
e Two (2) Sets (4 Halves) Split Flanges
0-RING (BOTH ENDS) § ° Two (2) O-Rings
AN [F S e Two (2) Component Bolt Kits
D

SPLIT FLANGE (BOTH ENDS) 1
PORT1 |
e 11
B
| |

™
=
o
e |
E / \ PLUGGED PORT
1)
= | BN d=t N ponrs

I
PORT 2

@

A/SFT34 - Split Flange Tee Assembly Flat Face with Threaded Holes Complete with

Buna O-Rings and #4 SAE Port (Plugged), NPS

Complete Dimensions (in) 0-Ring | assembly

Body Only | Working

. Thread | (Buna) Body Only

Size | Assembly Wt Wt Pressure
- Part

PartNumber | A | B [ C | D D1 E | F |G| K/|L|UNC2B) ot | g |PartNumber .o ikg) |Psl(bar)

1/2” | A/SFT34-050-*-/ (0.69(1.50|2.50{0.50(0.38|2.00{1.00{2.50|1.25|5.00| 5/16"-18 | ORA-2-210 | 3.51 (1.59) | SFT34-050-*-~ | 2.67 (1.21
3/4” | NSFT34-075-*-~ 10.88(1.88(2.75|0.75|0.63|2.00(1.00{3.00{1.50|5.50| 3/8”-16 | ORN-2-214 | 4.82 (2.19) | SFT34-075-*-/| 3.80 (1.72
17 | A/SFT34-100-*-~ |1.03|2.06(2.75(0.94|0.88(2.00(1.00|3.00{1.50{5.50| 3/8”-16 | ORA-2-219 | 5.40 (2.45) |SFT34-100-*-~| 4.10 (1.86
1-1/4”| A/SFT34-125-*-/ 11.19|2.31|3.13{1.25{1.13|2.25|1.13|3.00(1.50|6.25| 7/16”-14 | OR"-2-222 | 6.63 (3.01) | SFT34-125-*-"| 4.85 (2.20
(
(

1-1/2”| A/SFT34-150-*-/ [1.412.75|3.25(1.50(1.38|2.50{1.25{4.00|2.00|6.50| 1/2"-13 | ORA-2-225 | 10.38 (4.71) | SFT34-150-*-~ | 7.50 (3.41
2" | A/SFT34-200-*-~ |1.69{3.06|3.50(1.94|1.88|3.00(1.50{4.00|{2.00|7.00| 1/2"-13 | ORN-2-228 | 12.72 (5.77) | SFT34-200-*-/ | 9.60 (4.35
2-1/2”| A/SFT34-250-*-/ [2.00{3.50(|4.00|2.38|2.38(3.50|1.75|4.50(2.25|8.00| 1/2"-13 | OR"-2-232 | 19.58 (8.88) | SFT34-250-*-/ | 15.32 (6.95) | 3000 (21
3" | A/SFT34-300-*-A (2.4414.19|4.50|2.88|2.88(4.00(2.00|5.50|2.75(9.00| 5/8”-11 | OR"-2-237 |28.40 (12.88)| SFT34-300-*-/ | 21.10 (9.57) { 3000 (21

)
)
)
)
)
)

A/SFTM34 - Split Flange Tee Assembly Flat Face with Threaded Holes Complete with

Buna O-Rings and G1/8 Port (Plugged), Metric

Complete Dimensions (mm) 0-Ring | pssembly

Body Only | Working
Size Assembly Thread (I?,l;'l'_f') WT P:;dﬁu?::ir WT Pressure
PartNumber (A| B | C |D /DI E |F G| KL Number | 1bs (kg) Ibs (kg) |PSI (bar)

1/2” |A/SFTM34-050-*-~(17.5| 38.1 | 63.5 [12.7(9.7 | 50.8 |25.4 | 63.5 | 31.8{127.0| M8 x 1.25 |ORA-2-210| 3.51(1.59) | SFTM34-050-*-/ | 2.67 (1.21
3/4” |A/SFTM34-075-*-~(22.4 47.8 | 69.9 |19.1(16.0{ 50.8 |25.4| 76.2 | 38.1[139.7) M10 x 1.50 [OR"-2-214| 4.82(2.19) | SFTM34-075-*-~ | 3.80 (1.72
17 |A/SFTM34-100-*-7(26.2| 52.3 | 69.9 |23.9(22.4/50.8 [ 25.4 | 76.2 | 38.1|139.7| M10 x 1.50 |OR"-2-219| 5.40 (2.45) | SFTM34-100-*-~ | 4.10 (1.86,
1-1/4”| A/SFTM34-125-*-/(30.2| 58.7 | 79.5 [31.8/28.7|57.2|28.7 | 76.2 | 38.1|158.8 M10 x 1.50 |ORN-2-222| 6.63 (3.01) | SFTM34-125-*-/ | 4.85 (2.20
(
(

)
)
)
)

1-1/2”| A/SFTM34-150-*-/(35.8| 69.9 | 82.6 [38.1(34.9| 63.5 | 31.8101.6|50.8{165.1 M12 x 1.75|0RA-2-225| 10.38 (4.71) | SFTM34-150-*-/ | 7.50 (3.41
2" |A/SFTM34-200-*-"|42.9) 77.7 | 88.9 |49.3|47.8| 76.2 | 38.1(101.6/50.8 [177.8 M12 x 1.75|0R"-2-228| 12.72 (5.77) | SFTM34-200-*-" | 9.60 (4.35
2-1/2”| A/SFTM34-250-*-/150.8| 88.9 |101.6|60.5(60.5| 88.9 | 44.5|114.3|57.2|203.2| M12 x 1.75|0R"-2-232| 19.58 (8.88) | SFTM34-250-*- [15.32 (6.95)|3000 (210
3" |A/SFTM34-300-*-~(62.0/106.4|114.3(73.2(73.2{101.650.8 [139.7| 69.9 [228.6| M16 x 2.00 |OR"-2-237|28.40 (12.88) | SFTM34-300-*-~ | 21.10 (9.57) {3000 (210

)
)
)
)
)
)

* Materials: Ordering Example: A/SFT34-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. )
A Insert 0-Ring Type

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Transition Plate

SAE J518 Code 62/Code 61 (ISO 6162-2/6162-1) Flange Manifold Mount Style

O-RING

\— COUNTERBORED HOLE (4)

TPOG6-34 - Transition Plate O-Ring Face with Counterbored Holes Complete with Buna

O-Ring and #4 SAE Port (Plugged), NPS

Dimensions (in ’ 0-Ring i

Size Tr:nsition Plate ensions (in) B(i):-e Thread 1 (BPmll‘ta) WT ﬁg;ﬁ:‘r%

art Number | A B c D E G H K| M| N Bolt UNC-2B Nur:ber Ibs (kg) PSI (bar)
1/2” | TP06-34-050-*-A| 0.69 | 1.50 | 1.25 | 0.50 | 1.00 | 2.50 | 2.50 | 1.50 | 0.72 | 1.60 | 5/16” 5/16”-18 | ORA-2-210 | 1.40 (0.64) | 5000 (350)
3/4” | TP06-34-075-*-~| 0.88 | 1.88 | 1.50 | 0.75 | 1.00 | 3.00 | 3.00 | 1.75 | 0.94 | 2.00 | 3/8” 3/8”-16 | ORA-2-214 | 2.00 (0.91) | 5000 (350)
17 |TP06-34-100-*-~| 1.03 | 2.06 | 1.50 | 0.94 | 1.00 | 3.00 | 3.00 | 1.50 | 1.10 | 2.24 | 7/16” 3/8”-16 | OR"-2-219 | 1.90 (0.86) | 5000 (350)
1-1/4” | TP06-34-125-*-A | 1.19 | 2.31 [ 2.00 | 1.25 | 1.25 | 3.00 | 4.00 | 1.50 | 1.24 | 262 | 1/2” | 7/16”-14 | ORA-2-222 | 3.59 (1.63) | 4000 (275)
1-1/2” | TP06-34-150-*-~ | 1.41 | 2.75 | 2.25 | 1.50 | 1.25 | 4.00 | 4.50 | 2.00 | 1.44 | 3.13 | 31/32” | 1/2-13 | ORA-2-225 | 4.56 (2.07) | 3000 (210)
27 |TP06-34-200-*-~ | 1.69 | 3.06 | 275 | 1.94 | 1.75 | 4.00 | 5.50 | 2.00 | 1.75 | 3.81 | 3/4” 1/2”-13 | ORA-2-228 | 7.40 (3.36) | 3000 (210)

TPOMG6-34 - Transition Plate O-Ring Face with Counterbored Hole Complete with Buna

0O-Ring and G1/8 Port (Plugged), Metric

Dimensions (mm ’ 0-Ring i
Size Tr:nsition UL o B(ia.rre Thread 1 (?,u':f) WT ﬂ::rr%
artNumber | A | B | C | D | E | G| H|K|M|N/| gy nucber | 7S ®9 | sy (bar)
1/2”  |TPOM6-34-050-*-~| 17.5 | 38.1 | 31.8 | 12.7 | 25.4 | 63.5 | 63.5 | 38.1 | 18.3 | 40.6 M8 M8 x 1.25 | OR"-2-210 | 1.40 (0.64) | 5000 (350)
3/4”  |TPOM6-34-075-*-~| 22.4 | 47.8 | 38.1 | 19.1 | 25.4 | 76.2 | 76.2 | 44.5 | 23.9 | 50.8 M10 | M10x 1.50 | ORN-2-214 | 2.00 (0.91) | 5000 (350)
17 TPOM6-34-100-*-/| 26.2 | 52.3 | 38.1 | 23.9 | 25.4 | 76.2 | 76.2 | 38.1 | 27.9 | 56.9 M12 | M10x 1.50 | ORA-2-219 | 1.90 (0.86) | 5000 (350)
1-1/4”  |TPOM6-34-125-*-~| 30.2 | 58.7 | 50.8 | 31.8 | 31.8 | 76.2 |101.6| 38.1 | 31.5 | 66.5 M12 | M10x 1.50 | ORN-2-222 | 3.59 (1.63) | 4000 (275)
1-1/2” |TPOM6-34-150-*-~| 35.8 | 69.9 | 57.2 | 38.1 | 31.8 {101.6|114.3| 50.8 | 36.6 | 79.5 M16 | M12x1.75 | ORA-2-225 | 4.56 (2.07) | 3000 (210)
2’ TPOM6-34-200-*-~| 42.9 | 77.7 | 69.9 | 49.3 | 44.5|101.6|139.7| 50.8 | 44.5 | 96.8 M20 | M12x1.75 | ORN-2-228 | 7.40 (3.36) | 3000 (210)
* Materials: Ordering Example: TP06-34-200-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. .
A Insert 0-Ring Type

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Transition Plate

ISO 6164/SAE Code 61 (1ISO6164/6162-1) Flange Manifold Mount Style

J(4)

COUNTERBORED HOLE (4)

O-RING f g

PLUGGED PORT /

TPO7-34 - Transition Plate O-Ring Face with Counterbored Holes Complete with Buna

O-Ring and #4 SAE Port (Plugged), NPS

- Dimensions (in ) 0-Ring ;
Size Transition Plate (in) B(i):-e Thread (%ur:ta) WT Prz\;grukrI:gSI
Part Number A B c D E H T Bolt UNC-2B a :1 . Ibs (kg) (bar)
2-1/2" | TPO7-34-250-*-~ | 2.00 | 3.50 | 2.50 | 2.38 | 1.50 | 5.00 | 4.65 3/4” 1/2"-13 | ORA-2-232 | 5.50 (2.49) | 2500 (175)
3 TPO7-34-300-*-A | 2.44 | 419 | 3.00 | 2.88 | 1.75 | 6.00 | 571 1" 5/8"-11 | ORA-2-237 | 10.85(4.92) | 2000 (140)

TPOM7-34 - Transition Plate O-Ring Face with Counterbored Holes Complete with

Buna O-Ring and G1/8 Port (Plugged), Metric

Dimensions (mm) c'T 0-Ring Working

. Transition Plate (Buna) WT
Size Bore Thread Part Ibs (kg) Pressure PSI

PartNumber | A | B | ¢ | D | E | H | T Bolt Number (bar)

2-1/2” | TPOM7-34-250-*-~ | 50.8 | 88.9 | 63.5 | 60.5 | 31.8 | 127.0 | 118.1 M20 M12x1.75 | ORA-2-232 | 5.50 (2.49) 2500 (175)
37 TPOM7-34-300-*-~ | 62.0 | 106.4 | 76.2 | 73.2 | 44.5 | 152.4 | 145.0 M24 M16 x 2.00 | OR"-2-237 | 10.85(4.92) | 2000 (140)

* Materials: Ordering Example: TP07-34-250-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. )
A Insert 0-Ring Type

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Transition Plate Reducer

SAE J518 Code 62/Code 61 (ISO 6162-2/6162-1) Flange Union Style
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G

TPR6-34 - Transition Plate Reducer Flat Face with Threaded Holes Complete with #4

SAE Port (Plugged), NPS

(SAE Codo 621 b et Juenetes 4 Thread 1) Thread 2| WT Prossre
SAE Code 61) A|B|C|D|DIE G |H| K M) N UNC2B) UNC2B Ibsko) | pgy (par)
3/4”x1/2” | TPR6-34-075x050-* | 0.69 | 1.50 | 1.25 | 0.75 | 0.50 | 1.00 | 2.50 | 3.00 | 1.25 | 0.94 | 2.00 | 3/8”-16 | 5/16”-18 | 1.87 (0.85) | 5000 (350)
17x1/2” TPR6-34-100x050-* | 0.69 | 1.50 | 1.50 | 0.94 | 0.50 | 1.50 | 3.00 | 3.00 | 1.50 | 1.09 | 2.25 | 7/16”-14 | 5/16”-18 | 3.42 (1.55) | 5000 (350)

17 x 3/4” TPR6-34-100x075-* | 0.88 | 1.88 | 1.50 | 0.94 | 0.75 | 1.25 | 3.00 | 3.00 | 1.50 | 1.09 | 2.25 | 7/16”-14 | 3/8”-16 | 2.70(1.22) | 5000 (350)
1-1/4” x 3/4” | TPR6-34-125x075-* | 0.88 | 1.88 | 1.50 | 1.25 | 0.75 | 1.50 | 3.00 | 3.50 | 1.50 [ 1.25 | 2.62 | 1/2"-13 | 3/8”-16 |3.80(1.72) | 5000 (350)
1-1/4”x1” | TPR6-34-125x100-* | 1.03 | 2.06 | 1.50 | 1.25 | 0.94 | 1.25 | 3.00 | 3.50 | 1.50 | 1.25 | 2.62 | 1/2”-13 | 3/8”-16 | 3.00 (1.36) | 5000 (350)
1-1/2"x1” | TPR6-34-150x100-*| 1.03 | 2.06 | 1.50 | 1.50 | 0.94 | 1.50 | 3.00 [ 4.00 | 1.50 | 1.44 | 3.13 | 5/8”-11 3/8”-16 | 4.10 (1.86) | 5000 (350)
1-1/2” x 1-1/4” | TPR6-34-150x125-* | 1.19 | 2.31 | 2.00 | 1.50 | 1.25 | 1.50 | 4.00 | 4.00 | 2.00 | 1.44 | 3.13 | 5/8”-11 | 7/16”-14 [55.50 (2.49)| 4000 (280)
2"x1-1/4” | TPR6-34-200x125-* [ 1.19 | 2.31 | 2.00 | 1.94 | 1.25 | 1.75 | 4.00 | 5.00 | 2.00 | 1.76 | 3.82 | 3/4"-10 | 7/16"-14 | 8.27 (3.75) | 4000 (280)
2”x1-1/2” | TPR6-34-200x150-* | 1.41 | 2.75| 2.50 | 1.94 | 1.50 | 1.50 | 5.00 | 5.00 | 2.50 | 1.75 | 3.81 | 3/4”-10 | 1/2”-13 | 8.93 (4.05) | 4000 (280)

TPRMG6-34 - Transition Plate Reducer Flat Face with Threaded Holes Complete with

G1/8 Port (Plugged), Metric

Size i i Workin
(IS0 6162-2 x Pazetli\ll:::::)er Al el D:l:enslzns (r:m) e - Thread 1 | Thread 2 Ib:v(lT(g) Pressur?a
IS0 6162-1) PSI (bar)
3/4”x1/2” | TPRM6-34-075x050-* | 17.5 | 38.1 | 31.8 [ 19.1 | 12.7 | 25.4 | 63.5 | 76.2 | 31.8 | 23.9 | 50.8 [M10x 1.50| M8 x 1.25 | 1.87 (0.85) | 5000 (350)
1"x1/2” TPRM6-34-100x050-* | 17.5 | 38.1 | 38.1 | 23.9 [ 12.7 | 38.1 | 76.2 | 76.2 | 38.1 | 27.7 | 57.2 [M12x 1.75| M8 x 1.25 | 3.42 (1.55) | 5000 (350)
17x 3/4” TPRM6-34-100x075-* | 22.4 | 47.8 | 38.1 | 23.9 | 19.1 | 31.8 | 76.2 | 76.2 | 38.1 | 27.7 | 57.2 [M12x1.75|M10 x 1.50( 2.70 (1.22) | 5000 (350)
1-1/4” x 3/4” | TPRM6-34-125x075-* | 22.4 | 47.8 | 38.1 | 31.8 | 19.1 | 38.1 | 76.2 | 88.9 | 38.1 | 31.8 | 66.5 [M12x 1.75/M10 x 1.50| 3.80 (1.72) | 5000 (350)
1-1/4” x1” | TPRM6-34-125x100-* | 26.2 | 52.3 | 38.1 | 31.8 | 23.9 | 31.8 | 76.2 | 88.9 | 38.1 | 31.8 | 66.5 |[M12x1.75[M10x 1.50| 3.00 (1.36) | 5000 (350)
1-1/2" x1” | TPRM6-34-150x100-* | 26.2 | 52.3 | 38.1 | 38.1 | 23.9 | 38.1 | 76.2 |101.6| 38.1 | 36.6 | 79.5 |M16 x 2.00{M10 x 1.50| 4.10 (1.86) | 5000 (350)
1-1/2” x 1-1/4” | TPRM6-34-150x125-* | 30.2 | 58.7 | 50.8 | 38.1 | 31.8 | 38.1 [101.6|101.6| 50.8 | 36.6 | 79.5 |M16 x 2.00(M10 x 1.50(55.50 (2.49)| 4000 (280)
2"x1-1/4” | TPRM6-34-200x125-* | 30.2 | 58.7 | 50.8 | 49.3 | 31.8 | 44.5 [101.6|127.0| 50.8 | 44.7 | 97.0 |M20 x 2.50(M10 x 1.50| 8.27 (3.75) | 4000 (280)
2”x1-1/2” | TPRM6-34-200x150-* | 35.8 | 69.9 | 63.5 | 49.3 | 38.1 | 38.1 [127.0|127.0| 63.5 | 44.5 | 96.8 |M20 x 2.50(M12 x 1.75| 8.93 (4.05) | 4000 (280)
* Materials: Ordering Example: TPR6-34-200x125-SS
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316.
3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Transition Plate Reducer

ISO 6164/SAE Code 61 (1ISO6164/6162-1) Flange Union Style

— 1(4)
Tl wl”
4 T /D @(
ﬂ s I \ @ D ,g’\
g &S | QP
£ PLUGGED PGRT/ c N K (4)

TPR7-34 - Transition Plate Reducer Flat Face with Threaded Holes Complete With #4

SAE Port (Plugged), NPS

ot | s o e
SAE Code 61) T |A| B | C | D | D | E | H |UNC2BIUNC2B Ibs(ka) | pgypan
2-1/2” x 1-1/2” |TPR7-34-250x150-*| 4.65 1.41 2.75 2.50 2.38 1.50 1.75 5.00 | 3/4”-10 | 1/2”-13 | 10.40 (4.72) 3000 (210)

2-1/2" x 2" |TPR7-34-250x200-*| 4.65 1.69 3.06 2.50 2.38 1.94 1.75 5.00 3/4”-10 | 1/2”-13 | 10.30 (4.67) 3000 (210)
3"x2” TPR7-34-300x200-*| 5.71 1.69 3.06 3.00 2.88 1.94 2.00 6.00 17-8 1/2”-13 | 16.50 (7.48) 3000 (210)
3”x2-1/2” |TPR7-34-300x250-*| 5.71 2.00 3.50 3.00 2.88 2.38 2.00 6.00 17-8 1/2”-13 | 15.50 (7.03) 2500 (175)
4" x2-1/2” |TPR7-34-400x250-*| 6.89 2.00 3.50 3.50 3.50 2.38 2.00 7.00 |[1-1/8"-7| 1/2”-13 | 22.70 (10.30) | 2500 (175)
4”x3” TPR7-34-400x300-*| 6.89 2.44 419 3.50 3.50 2.88 2.00 7.00 |1-1/8"-7| 5/8”-11 | 22.20(10.07) | 2000 (140)

TPRM7-34 - Transition Plate Reducer Flat Face with Threaded Holes Complete with

G1/8 Port (Plugged), Metric

(Isostlsz1%4 K| o Reducer Dimensions (mm) Thread | Thread | wr | jond
IS0 6162-1) | Fart Number | 1 | A | B | C | D | Dl | E |H ] g Ibs (ka) | pgj (bar)
2-1/2” x 1-1/2”| TPRM7-34-250x150-*| 118.1 | 35.8 69.9 | 63.5 | 60.5 | 38.1 445 | 127.0 |M20x2.50| M12x1.75| 10.40 (4.72) 3000 (210)
2-1/2” x 2" | TPRM7-34-250x200-*| 118.1 | 42.9 7.7 63.5 60.5 49.3 445 | 127.0 |M20x2.50| M12x1.75 | 10.30 (4.67) 3000 (210)
3"x 2" TPRM7-34-300x200-*| 145.0 | 429 | 77.7 76.2 | 732 | 49.3 | 50.8 | 152.4 |M24 x3.00| M12x1.75| 16.50 (7.48) 3000 (210)
3”x2-1/2” | TPRM7-34-300x250-*| 145.0 | 50.8 88.9 76.2 73.2 60.5 50.8 | 152.4 |M24 x3.00| M12x1.75| 15.50 (7.03) 2500 (175)
47 x 2-1/2” | TPRM7-34-400x250-*| 175.0 | 50.8 88.9 889 | 839 | 60.5 | 50.8 | 177.8 |M30x3.50| M12x 1.75 | 22.70 (10.30) | 2500 (175)
4"x 3" TPRM7-34-400x300-*| 175.0 | 62.0 | 106.4 | 88.9 88.9 73.2 50.8 | 177.8 |M30x 3.50| M16 x 2.00 | 22.20 (10.07) | 2000 (140)

* Materials: Ordering Example: TPR7-34-250x150-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material
SS = Stainless Steel, Type 316.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Transition Plate Reducer - NPS

SAE J518 Code 61 (ISO 6162-1) Flange Style

1(4)

M

7 74 L . e

= - :___;: a T = <| =
%/ T ® o
iy a8 @

E / K \—KH}

PLUGGED PORT G

TPR34 - Transition Plate Reducer Flat Face with Threaded Holes Complete with #4

SAE Port (Plugged), NPS

Size Reducer RN Eion i) Thread 1| Thread2| wr | Jlorind
Part Number AlB|C|D|DI|E| G| H/| K| M| N |UNC-2B | UNC-2B | Ibs (kg) PSI (bar)
3/4”x1/2” TPR34-075x050-* | 0.69 | 1.50 | 1.69 | 0.75 | 0.50 | 1.00 | 3.00 | 3.00 | 1.50 | 0.88 | 1.88 | 3/8”-16 | 5/16”-18 | 2.50 (1.59) | 5000 (350)
17 x1/2” TPR34-100x050-* | 0.69 | 1.50 | 1.50 [ 0.94 | 0.50 | 1.50 | 3.00 | 3.00 | 1.50 | 1.03 | 2.06 | 3/8"-16 | 5/16”-18 | 3.44 (1.56) | 5000 (350)
17 x 3/4” TPR34-100x075-* | 0.88 | 1.88 | 1.50 | 0.94 | 0.75 | 1.50 | 3.00 | 3.00 | 1.50 | 1.03 | 2.06 | 3/8”-16 | 3/8”-16 | 3.30 (1.50) | 5000 (350)
1-1/4" x 3/4” | TPR34-125x075-* | 0.88 | 1.88 | 1.50 [ 1.25 | 0.75 | 1.50 | 3.00 | 3.00 | 1.50 | 1.19 | 2.31 | 7/16”-14 | 3/8”-16 | 3.20 (1.45) | 5000 (350)
1-1/4”x 1" TPR34-125x100-* | 1.03 | 2.06 | 1.50 | 1.25 | 0.94 | 1.25 | 3.00 | 3.00 | 1.50 [ 1.19 | 2.31 | 7/16”-14 | 3/8”-16 | 2.60 (1.18) | 5000 (350)
1-1/2"x1” TPR34-150x100-* | 1.03 | 2.06 | 2.00 | 1.50 [ 0.94 | 1.50 | 3.00 | 4.00 | 1.50 | 1.41 | 2.75 | 1/2"-13 | 3/8”-16 | 4.26 (1.93) | 5000 (350)
1-1/2” x 1-1/4” | TPR34-150x125-* | 1.19 [ 2.31 | 2.00 | 1.50 | 1.25 | 1.50 | 3.00 | 4.00 | 1.50 | 1.41 | 2.75 | 1/2”-13 | 7/16”-14 | 4.20 (1.91) | 4000 (280)
2"x1-1/4” TPR34-200x125-* | 1.19|2.31 | 2.00 [ 1.94 | 1.25 | 1.75| 3.00 | 4.00 | 1.50 | 1.69 | 3.06 | 1/2"-13 | 7/16”-14 | 4.70 (2.13) | 4000 (280)
2" x1-1/2” TPR34-200x150-* | 1.41 [ 2.75 | 2.00 | 1.94 | 1.50 | 1.75 | 4.00 | 4.00 | 2.00 | 1.69 | 3.06 | 1/2"-13 1/2"-13 | 6.40(2.91) | 4000 (280)
2-1/2" x1-1/2” | TPR34-250x150-* | 1.41 | 2.75|2.50 | 2.38 | 1.50 | 2.00 | 4.00 | 5.00 | 2.00 | 2.00 | 3.50 | 1/2"-13 | 1/2”-13 | 8.90 (4.04) | 4000 (280)
2-1/2"x 2" TPR34-250x200-* | 1.69 | 3.06 | 2.50 | 2.38 | 1.94 | 1.75 | 4.00 | 5.00 | 2.00 | 2.00 | 3.50 | 1/2”-13 | 1/2”-13 | 7.65(3.47) | 4000 (280)
3"x2" TPR34-300x200-* | 1.69 | 3.06 | 3.00 | 2.88 | 1.94 | 2.00 | 4.00 | 6.00 | 2.00 | 2.44 | 419 | 5/8”-11 1/2"-13 |10.60 (4.81)| 4000 (280)
3"x2-1/2” TPR34-300x250-* | 2.00 | 3.50 | 3.00 | 2.88 | 2.38 | 1.75 | 4.50 | 6.00 | 2.25 | 2.44 | 4.19 | 5/8”-11 1/2”-13 [10.10 (4.58)| 3000 (210)
* Materials: Ordering Example:TPR34-200x125-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Transition Plate Reducer - Metric

SAE J518 Code 61 (ISO 6162-1) Flange Style
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TPRM34 - Transition Plate Reducer Flat Face with Threaded Holes Complete with G1/8

Port (Plugged), Metric

_ Reducer Dimensions (mm) wr | Working
Size Thread 1 | Thread 2 Pressure
Part Number | A | B | C | D D1 | E |G |H|K|M|N Ibs (k) | pg) (bar)
3/4”x1/2” | TPRM34-075x050-* | 17.5 | 38.1 | 42.9 | 19.1 | 12.7 | 25.4 | 76.2 | 76.2 | 38.1 | 22.4 | 47.8 |M10x 1.50| M8 x 1.25 | 3.50 (1.59) | 5000 (350)
17 x1/2 TPRM34-100x050-* | 17.5 | 38.1 | 38.1 | 23.9 | 12.7 | 38.1 | 76.2 | 76.2 | 38.1 | 26.2 | 52.3 [M10x 1.50| M8 x 1.25 | 3.44 (1.56) | 5000 (350)
17 x 3/4” TPRM34-100x075-* | 22.4 | 47.8 | 38.1 | 23.9 | 19.1 | 38.1 | 76.2 | 76.2 | 38.1 | 26.2 | 52.3 |[M10x 1.50{M10 x 1.50| 3.30 (1.50) | 5000 (350)
1-1/4” x 3/4” | TPRM34-125x075-* | 22.4 | 47.8 | 38.1 | 31.8 | 19.1 | 38.1 | 76.2 | 76.2 | 38.1 | 30.2 | 58.7 |[M10x 1.50{M10 x 1.50| 3.20 (1.45) | 5000 (350)
1-1/4”x1” | TPRM34-125x100-* | 26.2 | 52.3 | 38.1 | 31.8 | 23.9 | 31.8 | 76.2 | 76.2 | 38.1 | 30.2 | 58.7 |M10x 1.50|M10 x 1.50| 2.60 (1.18) | 5000 (350)
1-1/2”x1” | TPRM34-150x100-* | 26.2 | 52.3 | 50.8 | 38.1 | 23.9 | 38.1 | 76.2 [101.6| 38.1 | 35.8 | 69.9 |M12 x 1.75/M10 x 1.50| 4.26 (1.93) | 5000 (350)
1-1/2” x1-1/4” | TPRM34-150x125-* | 30.2 | 58.7 | 50.8 | 38.1 | 31.8 | 38.1 | 76.2 [101.6| 38.1 | 35.8 | 69.9 |M12x 1.75|M10 x 1.50| 4.20 (1.91) | 4000 (280)
2"x1-1/4” | TPRM34-200x125-* | 30.2 | 58.7 | 50.8 | 49.3 | 31.8 | 44.5 | 76.2 [101.6| 38.1 | 42.9 | 77.7 |M12x 1.75|M10 x 1.50| 4.70 (2.13) | 4000 (280)
2”x1-1/2” | TPRM34-200x150-* | 35.8 | 69.9 | 50.8 | 49.3 | 38.1 | 44.5 |101.6(101.6| 50.8 | 42.9 | 77.7 |M12x 1.75|M12 x 1.75| 6.40 (2.91) | 4000 (280)
2-1/2” x1-1/2” | TPRM34-250x150-* | 35.8 | 69.9 | 63.5 | 60.5 | 38.1 | 50.8 |101.6(127.0| 50.8 | 50.8 | 88.9 |M12x 1.75|M12 x 1.75| 8.90 (4.04) | 4000 (280)
2-1/2”x2” | TPRM34-250x200-* | 42.9 | 77.7 | 63.5 | 60.5 | 49.3 | 44.5 |101.6(127.0| 50.8 | 50.8 | 88.9 |M12x 1.75|M12 x 1.75| 7.65 (3.47) | 4000 (280)
3"x2" TPRM34-300x200-* | 42.9 | 77.7 | 76.2 | 73.2 | 49.3 | 50.8 [101.6{152.4 50.8 | 62.0 | 106.4 [M16 x 2.00{M12 x 1.75|10.60 (4.81)| 4000 (280)
3”x2-1/2” | TPRM34-300x250-* | 50.8 | 88.9 | 76.2 | 73.2 | 60.5 | 44.5 |114.3|152.4| 57.2 | 62.0 | 106.4 |M16 x 2.00{M12 x 1.75|10.10 (4.48)| 3000 (210)
* Materials: Ordering Example: TPRM34-200x125-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

* Insert Material

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Transition Plate Reducer

SAE J518 Code 62/Code 61 (ISO 6162-2/6162-1) Flange Manifold Mount Style

M 1(9)

77 ] 0@

E / K \_
PLUGGED PORT COUNTERBORED HOLE (4)

D1
F

TPROG6-34 - Transition Plate Reducer O-Ring Face with Counterbored Holes Complete

with Buna O-Ring and #4 SAE Port (Plugged), NPS

Size Dimensions (in) , 0-Ring .
(SAE Code Reducer B(i,:e Thread | (Buna) wr ,‘!‘:‘;;';{;‘,i
62 x SAE Part Number A|B|C|D|DI|E|G|H|K|M|N| gy UNC-2B| Part Ibs (kg) PSI (bar)
Code 61) Number

3/4”x1/2” | TPRO6-34-075x050-*-" | 0.69|1.50(1.380.75(0.50|1.50(3.00(2.75(1.25|0.94|2.00| 3/8"-16 |5/16”-18 | OR"-2-214 | 2.99 (1.36) (350)
17x1/2” | TPRO6-34-100x050-*-~ | 0.69 | 1.50 [ 1.50{0.94|0.50 [ 1.50{3.00{3.00|1.75{1.09|2.25| 7/16"-14 | 5/16”-18 | OR"-2-219 | 3.16 (1.43) (350)

17x3/4” | TPROG-34-100x075-*-~ | 0.88|1.88|1.50{0.94(0.75|1.50{3.00{3.00(1.75(1.09|2.25|7/16”-14 | 3/8"-16 | OR"-2-219 | 3.04 (1.38) (350)

1-1/4” x 3/4” | TPRO6-34-125x075-*-~ [ 0.88 [ 1.88(1.75|1.25(0.75(1.50|3.00 (3.50 [ 1.75|1.25| 2.62 | 1/2"-13 | 3/8"-16 | ORN-2-222 | 3.40 (1.54) (350)
1-1/4” x1” | TPR06-34-125x100-*-~ (1.03|2.06|1.75{1.25[0.94|1.50|3.00|3.50 (1.75(1.25]| 2.62| 1/2"-13 | 3/8"-16 | OR"-2-222 | 4.03 (1.83) | 5000 (350)
2.77) (350)

(2.13) (280)

(3.45) (280)

(3.31) (280)

1-1/2” x1” | TPR0O6-34-150x100-*-~ | 1.03 | 2.06 [ 2.25|1.50 | 0.94 | 1.75(3.50|4.50| 2.00 [ 1.44|3.13| 5/8”-11 | 3/8”-16 | OR"-2-225 | 6.10 (2.77
1-1/2” x1-1/4”| TPRO6-34-150x125-*-~ [1.19|2.31|2.25|1.50|1.25(1.75| 3.00| 4.50 | 1.50 [ 1.44 | 3.13| 5/8”-11 | 7/16”-14 | OR"-2-225 | 4.70 (2.13
2" x1-1/4” | TPR0O6-34-200x125-*-~ | 1.19|2.31[2.63|1.94|1.25(1.75(4.00|5.25|2.00 [ 1.75|3.81| 3/4"-10 |7/16”-14 | OR"-2-228 | 7.60 (3.45
2" x1-1/2” | TPR06-34-200x150-*-A [1.41]2.75|2.63[1.941.50(1.75|4.00|5.25(2.00 (1.75|3.81| 3/4”-10 | 1/2"-13 | ORN-2-228 | 7.30 (3.31

TPROMG6-34 - Transition Plate Reducer O-Ring Face with Counterbored Holes

Complete with Buna O-Ring and G 1/8 Port (Plugged), Metric

i Dimensions (mm ) 0-Ring i
(ISO(siI1zﬁez-2x . Reducer o B(i).rre Thread | Buna) | WF 3!22'::3
IS06162-1) |  [art Number | A | B | C|D DI E|G|H| K M Ny nuaber | "5 ®9 1 psi (bar)

3/4” x1/2” | TPROM6-34-075x050-*-~ [17.5|38.1|35.1|19.1|12.7|38.1(76.2|69.9|44.5|23.9|50.8 | M10 | M8x1.25 | OR"-2-214 | 2.99 (1.36) | 5000 (350)
1”x1/2” | TPROMB-34-100x050-*-~ (17.5]38.1|38.1|23.9|12.7|38.1|76.2|76.2|44.5|27.7 |57.2| M12 | M8x1.25 | ORN-2-219 | 3.16 (1.43) | 5000 (350)
17 x 3/4” | TPROMB-34-100x075-*-A | 22.4 | 47.8|38.1(23.9|19.1|38.1|76.2|76.2|44.5|27.7 |57.2| M12 |[M10x1.50] OR"-2-219 | 3.04 (1.38) | 5000 (350)
1-1/4” x 3/4” | TPROM6-34-125x075-*-A | 22.4 | 47.8|44.5|31.8|19.1|38.1(76.2|88.9|44.5|31.8|66.8 | M12 [M10x 1.50| OR"-2-222 | 3.40 (1.54) | 5000 (350)
1-1/4” x 1" | TPROM6-34-125x100-*-/ | 26.2 | 52.3 | 44.5(31.8|23.9|25.4|76.2|88.9(38.1|31.866.8 | M12 |[M10x 1.50] OR"-2-222 | 4.03 (1.83) | 5000 (350)
1-1/2” x 17 | TPROM6-34-150x100-*-/ | 26.2 | 52.3 | 57.2 | 38.1 | 23.9|44.5|88.9[114.3{50.8 | 36.6 | 79.5| M16 |M10x 1.50] OR"-2-225 | 6.10 (2.77) | 5000 (350)
1-1/2” x 1-1/4” | TPROM6-34-150x125-*-~ | 30.2 | 58.7 [ 57.2 | 38.1 | 31.8 | 44.5|76.2|114.3/ 38.1 | 36.6 | 79.5 | M16 |M10x 1.50| ORN-2-225 | 4.70 (2.13) | 4000 (280)
2”x1-1/4” | TPROM6-34-200x125-*-~ | 30.2 | 58.7 | 66.8 | 49.3 | 31.8 | 44.5101.6/133.4/ 50.8 | 44.5[96.8 | M20 |M10x 1.50] ORA-2-228 | 7.60 (3.45) | 4000 (280)
2"x1-1/2" | TPROM6-34-200x150-*-~ | 35.8|69.9 | 66.8 | 49.3 | 38.1 | 44.5101.6/133.4/ 50.8 | 44.5[96.8 | M20 |M12x1.75| ORA-2-228 | 7.30 (3.31) | 4000 (280)
* Materials: Ordering Example: TPRO6-34-200x125-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. )
A Insert 0-Ring Type

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton. 3D step models available upon request

TUBE-MAC.com



SAE 3000 PSI Transition Plate Reducer

ISO 6164/SAE Code 61 (ISO6164/6162-1) Flange Manifold Mount Style

COUNTERBORED HOLE (4)

D1

W

PLUGGED PORT

=

TPRO7-34 - Transition Plate Reducer O-Ring Face with Counterbored Holes Complete

with Buna O-Ring and #4 SAE Port (Plugged), NPS

T P N T
SAE Code61)| "t Number | T | A B |C|D|DI|E|H| gy (UNC2B rart | Ibs(ka) | pg gy
2-1/2" x1-1/2" | TPRO7-34-250x150-*-~ | 4.65 | 1.41 | 2.75|2.50 | 2.38 | 1.50 | 1.75 | 5.00 | 3/4"-10 | 1/2"-13 | ORA-2-232 | 9.20 (4.17) 3000 (210)

2-1/2" x 2" TPR0O7-34-250x200-*-~ | 4.65|1.69|3.06 | 2.75(2.38 | 1.94 | 1.75|5.00 | 3/4”-10 | 1/2"-13 | OR"-2-232 | 9.90 (4.49) 3000 (210)
3"x2” TPRO7-34-300x200-*-~ | 5.71|1.69 | 3.06 | 3.00 | 2.88 | 1.94 | 2.00 | 6.00 | 1”-8 1/2”-13 | ORA-2-237 | 14.20 (6.44) | 3000 (210)
3" x2-1/2" TPR0O7-34-300x250-*-~ | 5.71 | 2.00 | 3.50 | 3.00 | 2.88 [ 2.38 | 2.00 | 6.00 | 1”-8 1/2”-13 | ORN-2-237 | 15.40 (6.99) | 2500 (175)
47 x2-1/2" TPRO7-34-400x250-*-~ | 6.89 | 2.00 | 3.50 | 3.50 | 3.50 | 2.38 | 2.00 | 7.00 | 1-1/8”-7 | 1/2"-13 | ORN-2-241 |22.20 (10.07)| 2500 (175)
47x3” TPRO7-34-400x300-*-~ | 6.89 | 2.44 | 4.19|3.75|3.50 | 2.88 | 2.00 | 7.00 | 1-1/8”"-7 | 5/8"-11 | OR~-2-241 | 21.70(9.84) | 2000 (140)

TPROMZ7-34 - Transition Plate Reducer O-Ring Face with Counterbored Holes

Complete with Buna O-Ring and G1/8 Port (Plugged), Metric

A . . 5 O-Ring A
(ISOs(Iiz1664 X I e B(:):e Thread (Ii',"':f) Lt I"A::;I:unrge
6162-1) i (LTS T|A|B|C|D D |E|H]pgy uaber | S ®9 | psi (bar)
2-1/2” x 1-1/2” | TPROM7-34-250x150-*-" [118.1] 35.8 | 69.9 | 63.5 | 60.5 | 38.1 | 44.5|127.0| M20 |M12x1.75| ORA-2-232 | 9.20 (4.17) 3000 (210)
2-1/2”x2” | TPROM7-34-250x200-*-~ |118.1| 42.9 | 77.7 | 69.9 | 60.5 | 49.3 | 44.5|127.0 M20 |[M12x1.75| ORA-2-232 | 9.90 (4.49) 3000 (210)
3"x2” TPROM7-34-300x200-*-/ |145.0| 42.9 | 77.7 | 76.2 | 73.2 | 49.3 | 50.8 [152.4| M24 |M12x1.75| ORN-2-237 | 14.20 (6.44) | 3000 (210)
3"x2-1/2” | TPROM7-34-300x250-*-~ |145.0( 50.8 | 88.9 | 76.2 | 73.2 | 60.5 | 50.8 |152.4| M24 |M12x1.75| ORA-2-237 | 15.40 (6.99) | 2500 (175)
4”x2-1/2” | TPROM7-34-400x250-*-" [175.0| 50.8 | 88.9 | 88.9 | 88.9 | 60.5 | 50.8 |177.8| M30 |M12x1.75| ORA-2-241 [22.20 (10.07)| 2500 (175)
47x3” TPROM?7-34-400x300-*-~ |175.0( 62.0 |106.4| 95.3 | 88.9 | 73.2 | 50.8 |177.8] M30 | M16 x 2.00 | ORA-2-241 | 21.70 (9.84) | 2000 (140)
* Materials: Ordering Example: TPRO7-34-250x1 50-SS-_\{

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

A O-Ring Type:
Standard, No Designation = Buna Nitrile.

V = Viton.

3D step models available upon request

TUBE-MAC.com

* Insert Material

A Insert 0-Ring Type




SAE 3000 PSI Transition Plate Reducer - NPS

SAE J518 Code 61 (ISO 6162-1) Flange Manifold Mount Style

I(4)

O-RING

E \
/ COUNTERBORED HOLE (4)
PLUGGED PORT

TPRO34 - Transition Plate Reducer O-Ring Face with Counterbored Holes Complete

with Buna O-Ring and #4 SAE Port (Plugged), NPS

Dimensions (in ’ 0-Ring i
Size - Reducer (in) B(il.rre Thread (I;ul:?) WT Pwr g:;::_%
art Number AlB|l/C|/DIDI|E|G|H|K|MI|N Bolt UNC-2B o :1ber Ibs (kg) PSI (bar)
3/4” x1/2” | TPRO34-075x050-*-~ [0.69(1.50{1.50(0.75(0.50|1.50|3.00|3.00(1.69|0.88(1.88 | 3/8”-16 | 5/16”-18 | OR"-2-214 | 3.30 (1.50) | 5000 (350)
1"x1/2” TPRO34-100x050-*-~ [0.69(1.50{1.50(0.94(0.50|1.50{3.00|3.00|1.69|1.03|2.06 | 3/8”-16 | 5/16”-18 | OR"-2-219 | 3.20 (1.45) | 5000 (350)
17 x 3/4” TPRO34-100x075-*-~ 0.88(1.88(1.50(0.94(0.75|1.50{3.00|3.00|1.69|1.03|2.06 | 3/8”-16 | 3/8”-16 | OR"-2-219 | 3.20 (1.45) | 5000 (350)
1-1/4” x 3/4” | TPRO34-125x075-*-~ [0.88(1.88(1.63(1.25(0.75|1.50{3.00|3.25|1.69|1.19(2.31|7/16"-14| 3/8"-16 | OR"-2-222 | 3.30 (1.50) | 5000 (350)
1-1/4” x1” | TPRO34-125x100-*-~ [1.03(2.06 {1.63|1.25(0.94|1.25|3.00|3.25(1.50|1.19(2.31|7/16"-14| 3/8”-16 | ORN-2-222 | 2.58 (1.17) | 5000 (350)
1-1/2” x1” | TPRO34-150x100-*-~ [1.03(2.06 {2.00(1.50(0.94|1.50|3.00|4.00(1.50|1.41{2.75| 1/2"-13 | 3/8"-16 | OR"-2-225 | 4.00 (1.81) | 5000 (350)
1-1/2” x 1-1/4”| TPRO34-150x125-*-~ |1.19]2.31(2.00(1.50{1.25/1.50|3.00|4.00|1.50|1.41|2.75| 1/2"-13 | 7/16”-14 | ORA-2-225 | 3.70 (1.68) | 4000 (280)
2" x1-1/4” | TPRO34-200x125-*-~ {1.19(2.31(2.00(1.94{1.25(1.75|3.00|4.00|1.50|1.69|3.06 | 1/2"-13 | 7/16”-14 | ORA-2-228 | 4.20 (1.91) | 4000 (280)
2”x1-1/2” | TPRO34-200x150-*-~ |1.41{2.75(2.00{1.94{1.50(1.75|4.00|4.00{2.00|1.69(3.06 | 1/2"-13 | 1/2"-13 | ORA-2-228 | 5.90 (2.68) | 4000 (280)
2-1/2” x 1-1/2”| TPR034-250x150-*-~ |1.41|2.75|2.50{2.38|1.50{2.00(4.00 {5.00|2.00(2.00|3.50| 1/2"-13 | 1/2”-13 | ORA-2-232 | 8.80 (3.99) | 4000 (280)
2-1/2" x2” | TPRO34-250x200-*-~ |1.69(3.06(2.50(2.38{1.94(1.75|4.00|5.00{2.00|2.00|3.50| 1/2"-13 | 1/2"-13 | ORA-2-232 | 7.30 (3.31) | 4000 (280)
3"x2” TPR0O34-300x200-*-~ [1.69(3.06 {3.00(2.88(1.94|2.00|{4.00|6.00|2.00|2.44{4.19| 5/8”-11 | 1/2"-13 | ORA-2-237 | 9.80 (4.45) | 4000 (280)
3”x2-1/2” | TPR0O34-300x250-*-~ {2.00{3.50(3.00{2.88{2.38(1.75|4.50|6.00(2.25|2.44|4.19| 5/8”"-11 | 1/2"-13 | ORA-2-237 | 9.50 (4.31) | 3000 (210)
* Materials: Ordering Example: TPRO34-200x150-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. .
A Insert 0-Ring Type

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Transition Plate Reducer - Metric

SAE J518 Code 61 (ISO 6162-1) Flange Manifold Mount Style

D1

1(4)

PLUGGED PORT/

TPROMB34 - Transition Plate Reducer O-Ring Face with Counterbored Holes Complete
with Buna O-Ring and G1/8 (Plugged), Metric

Dimensions (mm ’ 0-Ring i

Size Paftetll\ll::::ll;er o B(i).rre Thread (":’,';'I'_ta) Ibml; x\:g:;:lr%

A|B|C|D|DI|E|G|H|K|M|N|py T S (K9) | pgy (bar)
3/4"x1/2” | TPROM34-075x050-*-~(17.5 | 38.1|38.1 [19.1]12.738.1 | 76.2| 76.2 [ 42.9|22.4 | 47.8| M10 | M8 x 1.25 | ORA-2-214 | 3.20 (1.45)
1”x1/2” | TPROM34-100x050-*-~|17.5|38.1|38.1|23.9|12.7|38.1|76.2|76.238.1|26.252.3| M10 | M8x 1.25 | ORA-2-219 | 3.20 (1.45)
17x 3/4” | TPROM34-100x075-*-A| 22.4 | 47.8 | 38.1|23.9(19.1 |38.1|76.2|76.2|38.1 [ 26.2 |52.3| M10 |M10x 1.50| ORA-2-219 | 3.30 (1.50)
1-1/4” x 3/4” |TPROM34-125x075-*-"{22.4 | 47.8 | 41.4(31.8|19.1|38.1|76.2|82.6|38.1|30.2(58.7| M10 |M10x 1.50 | ORA-2-222 | 2.58 (1.17)
1-1/4”x 17 |TPROM34-125x100-*-/| 26.2 | 52.3 | 41.4 [ 31.8|23.9|31.8| 76.2| 82.6 [ 38.1(30.2|58.7| M10 |M10x1.50 | ORA-2-222 | 4.00 (1.81)
1-1/2” x 1" |TPROM34-150x100-*-" | 26.2 | 52.3 | 50.8 | 38.1|23.9 | 38.1| 76.2|101.6/ 38.1 [ 35.8 [69.9 | M12 |M10x 1.50 | ORA-2-225 | 3.70 (1.68)
1-1/2” x 1-1/4” | TPROM34-150x125-*-A| 30.2 | 58.7 | 50.8 | 38.1{31.8 | 38.1| 76.2 [101.6( 38.1{ 35.8 [ 69.9 | M12 |M10x1.50 | ORA-2-225 | 4.20 (1.91)
2" x1-1/4” | TPROM34-200x125-*-/| 30.2 | 58.7 | 50.8 | 49.3 | 31.8 [ 44.5|76.2|101.6| 38.1|42.9|77.7| M12 |M10 x 1.50 | OR"-2-228 | 5.90 (2.68)
2”x1-1/2" | TPROM34-200x150-*-/| 35.8 | 69.9 | 50.8 | 49.3 | 38.1|44.5 [101.6/101.6 50.8 | 42.9 | 77.7 | M12 |M12x1.75 | ORA-2-228 | 8.80 (3.99)
2-1/2" x 1-1/2”| TPROM34-250x150-*-/| 35.8 | 69.9 | 63.5 | 60.5 | 38.1 [ 50.8 [101.6/127.0| 50.8 | 50.8 | 88.9 | M12 |M12x 1.75| OR"-2-232 | 7.30 (3.31)
2-1/2"x 2" | TPROM34-250x200-*-/| 42.9 [ 77.7 | 63.5 | 60.5 | 49.3 | 44.5 [101.6/127.0/ 50.8 | 50.8 | 88.9 | M12 |M12x 1.75 | ORA-2-232 | 9.80 (4.45)
3"x2” TPROM34-300x200-*-~| 42.9 | 77.7 | 76.2 | 73.2 | 49.3 | 50.8 [101.6152.4{ 50.8 | 62.0 (106.4] M16 [M12x1.75| ORA-2-237 | 9.50 (4.31)
3”x2-1/2" | TPROM34-300x250-*-/| 50.8 | 88.9 | 76.2 | 73.2 | 60.5 | 44.5 [114.3/152.4/ 57.2 | 62.0 [106.4] M16 |M12x 1.75 | ORA-2-237 | 3.30 (1.50)

* Materials: Ordering Example: TPROM34-200x150-8S-V.

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

A O-Ring Type:
Standard, No Designation = Buna Nitrile.

V = Viton.

3D step models available upon request

TUBE-MAC.com

* Insert Material

A Insert O-Ring Type




SAE 3000 PSI Adapter Plate

SAE J518 Code 61 (ISO 6162-1) Flange Style

(2 PLACES)

A
(2 PLACES)

\J (8)

AP34 - Adapter Plate Flat Face with Threaded Holes Complete with #4

SAE Port (Plugged), NPS

Size Adapter Plate Dimensions (in) Thread WT r: g;t:‘r%
Part Number A B c D E G H K UNC-2B Ibs (kg) PS! (bar)

1/2” AP34-050-* 069 | 1.50 | 1.25 | 0.50 | 1.00 | 2.75 | 2.50 | 1.63 | 5/16"-18 1.70 (0.77) 5000 (350)
3/4” AP34-075-* 0.88 | 1.88 | 1.50 | 0.75 | 1.00 | 3.00 | 3.00 | 1.69 3/8"-16 2.20 (1.00) 5000 (350)
1” AP34-100-* 1.03 | 2.06 | 1.50 | 0.94 | 1.00 | 3.00 | 3.00 | 1.50 3/8"-16 2.10 (0.95) 5000 (350)
1-1/4” AP34-125-* 119 231|150 | 1.25 | 1.25 | 3.00 | 3.00 | 1.50 | 7/16"-14 2.40 (1.09) 4000 (280)
1-1/2” AP34-150-* 1.41 | 2.75 | 2.00 | 1.50 | 1.50 | 4.00 | 4.00 | 2.00 1/27-13 5.40 (2.45) 4000 (280)
2" AP34-200-* 1.69 | 3.06 | 2.00 | 1.94 | 1.50 | 4.00 | 4.00 | 2.00 1/2"-13 490 (2.22) 4000 (280)

APMB34 - Adapter Plate Flat Face with Threaded Holes Complete with G

1/8 Port (Plugged), Metric

. Adapter Plate Dimensions (mm) WT Working
Size Part Number A B c D E p " K Thread Ibs (kg) Pressure
PSI (bar)
1/2” APM34-050-* 1751381 | 31.8 | 127 | 254 | 69.9 | 63.5 | 41.4 | M8x1.25 | 1.70(0.77) 5000 (350)
3/4” APM34-075-* 224 | 47.8 | 381 | 191 | 254 | 76.2 | 76.2 | 42.9 | M10x 1.50 | 2.20(1.00) 5000 (350)
17 APM34-100-* 26.2 | 52.3 | 38.1 | 239 | 254 | 76.2 | 76.2 | 38.1 | M10x 1.50 | 2.10(0.95) 5000 (350)
1-1/4” APM34-125-* 30.2 | 58.7 | 38.1 | 31.8 | 31.8 | 76.2 | 76.2 | 38.1 | M10x 1.50 | 2.40(1.09) 4000 (280)
1-1/2” APM34-150-* 35.8 | 69.9 | 50.8 | 38.1 | 38.1 [101.6|101.6| 50.8 | M12x1.75 | 5.40 (2.45) 4000 (280)
2" APM34-200-* 429 | 77.7 | 50.8 | 49.3 | 38.1 [101.6|101.6| 50.8 | M12x1.75 | 4.90 (2.22) 4000 (280)

* Materials: Ordering Example: AP34-200-SS

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI O-Ring Connector Plate

SAE J518 Code 61 (ISO 6162-1)

&5
Hl—L

-+

S

1§
ol

~

AN

OCP - O-Ring Connector Plate

Connector Dimensions
Size Plate in (mm) Ih:v(.:-(g)
Part Number D L
1/2" 0CP-050-* 050(12.7) | 0.13(3.3) 0.04 (0.02)
3/4" 0CP-075-* 0.75(19.1) 0.13(3.3) 0.07 (0.03)
1 0CP-100-* 0.94(23.9) | 0.13(3.3) 0.08 (0.04)
1-1/4" 0CP-125-* 1.20 (30.5) 0.13(3.3) 0.09 (0.04)
1-1/2" 0CP-150-* 1.50(38.1) | 0.13(3.3) 0.17 (0.08)
27 0CP-200-* 1.94 (49.3) 0.13(3.3) 0.15(0.07)
2-1/2" 0CP-250-* 2.36(59.9) | 0.13(3.3) 0.17 (0.08)
3 0CP-300-* 2.88(73.2) 0.13(3.3) 0.25(0.11)
* Materials: Ordering Example: OCP-200-SS
Standard, No Designation = Carbon Steel, * Insert Material

Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Connector Plate

SAE J518 Code 61 (ISO 6162-1)

9 I I %

N O % %

CP - Connector Plate

Dimensions
Size Part Number in (mm) Ib:v(}-(g)
A B D E
172" CP34-050 0.69 (17.53) | 1.50(38.10) | 0.50(12.70) | 0.12(3.05) 0.09 (0.04)
3/4" CP34-075 | 0.88(22.35) | 1.88 (47.75) | 0.75(19.05) | 0.12 (3.05) 0.12 (0.05)
1" CP34-100 1.03(26.16) | 2.06 (52.32) | 0.94 (23.88) | 0.12(3.05) 0.14 (0.06)
1-1/4" CP34-125 | 1.19(30.23) | 2.31 (58.67) | 1.25(31.75) | 0.12(3.05) 0.20 (0.09)
1-1/2" CP34-150 1.41(35.81) | 2.75(69.85) | 1.50(38.10) | 0.12(3.05) 0.28 (0.13)
2" CP34-200 | 1.69 (42.93) | 3.06 (77.72) | 1.94 (49.28) | 0.12 (3.05) 0.33(0.15)
* Materials:

Stainless Steel, Type 316.

Not available in Carbon Steel.

TUBE-MAC.com

3D step models available upon request



SAE 3000 PSI Retain Ring

SAE J518 Code 61 (ISO 6162-1)

D (INSIDE DIA.)
I 1

R - Retain Ring

_ Dimensions
ST PI:‘:tta:‘:lu?r::gr L) Ibsw(.lr(g)
D t

1/2" R-050 0.85(21.6) | 0.16(4.0) | 0.01(0.005)
3/4" R-075 1.24(315) | 0.16(4.0) | 0.02(0.009)
17 R-100 1.32(335) | 020(5.0) | 0.03(0.014)
1-1/4" R-125 159 (40.4) | 020(5.0) | 0.04(0.018)
1172 R-150 1.99(505) | 020(5.0) | 0.05(0.023)
2’ R-200 2.38(605) | 020(5.0) | 0.06(0.027)
2-1/2 R-250 293(744) | 020(5.0) | 0.07(0.032)
3” R-300 356(90.4) | 024(6.0) | 0.12(0.054)

_ Dimensions
=10 PI:(:a:‘:Iuﬁ::gr LD, Ibsw(-lr(g)
D t
1-1/2” RA-150 1.69 (42.93) | 0.20 (5.0) 0.04 (0.018)
2" RA-200 2.16(54.86) | 0.20 (5.0) 0.05 (0.023)
2-1/2” RA-250 2.66 (67.50) | 0.20 (5.0) 0.07 (0.032)
3 RA-300 3.24(82.4) | 0.24(6.0) 0.11 (0.050)
* Materials:

Stainless Steel - AISI 316 Spring Temper

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI O-Ring Spacer

for Retain Ring Pipe Flange Connection
SAE J518 Code 61 (ISO 6162-1)

O-RING 2 O-RING 1

OS - O-Ring Spacer for Retain Ring Pipe Flange Connection

Dimensions 0-Rings
Size Part Number in (mm) (glﬁ) Ib:v(.lr(g)
D L Part Number

172" 0S-050-*-A 0.55 (14.0) 0.50 (12.7) 0RA-3-909 0.11(0.05)
3/4" 0S-075-*-A 0.79 (20.1) 0.50 (12.7) ORA-3-913 0.18 (0.08)
1 0S-100-*-A 0.91 (23.1) 0.50 (12.7) ORA-3-916 0.21(0.10)
1-1/4" 0S-125-*-A 1.18 (30.0) 0.50 (12.7) ORA-3-918 0.26 (0.12)
1-1/2” 0S-150-*-A 1.54 (39.1) 0.50 (12.7) O0RA-3-924 0.33(0.15)
2" 0S-200-*-A 1.91 (48.5) 0.50 (12.7) OR7-3-928 0.43 (0.20)
2-1/2” 0S-250-*-A 2.36 (59.9) 1.00 (25.4) ORA-2-232 1.17 (0.53)
3" 0S-300-*-A 2.88(73.2) 1.00 (25.4) ORA-2-237 1.68 (0.77)

OSA - O-Ring Spacer for NPS Retain Ring Pipe Flange

Connection
Dimensions 0-Rings
. i 1
Size Part Number in (mm) (Bl?nza) Ib:v(-lr(g)
D L Part Number
S 1-1/2” 0SA-SCH160-150-*-A 1.10 (27.19) 0.50 (12.7) O0RN-3-924 0.33(0.15)
E 2" 0SA-SCH160-200-*-A 1.69 (42.9) 0.50 (12.7) 0RA-3-928 0.43 (0.20)
2 2-1/2" 0SA-SCH160-250-*-~ 2.13 (54.1) 1.00 (25.4) 0RA-2-232 1.17 (0.53)
7]
o 3” 0SA-SCH160-300-*-A 2.63 (66.8) 1.00 (25.4) 0RA-2-237 1.68 (0.77)
ﬁ 1-1/2” 0SA-SCHXXS-150-*-A 1.10 (27.9) 0.50 (12.7) O0RN-3-924 0.33(0.15)
’é 2’ 0SA-SCHXXS-200-*-A | 1.50(38.1) | 0.50(12.7) ORA-3-928 0.43 (0.20)
2 2-1/2” 0SA-SCHXXS-250-*-A 1.78 (45.2) 1.00 (25.4) 0RA-2-232 1.17 (0.53)
7]
o 3” 0SA-SCHXXS-300-*-~ 2.30 (58.4) 1.00 (25.4) O0RA-2-237 1.68 (0.77)
* Materials: Ordering Example: 0SA-SCH160-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel * Insert Material
Plated. )
SS = Stainless Steel, Type 316. # Insert 0-Ring Type
2 O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI O-Ring Spacer

for Retain Ring Pipe to Hose End
SAE J518 Code 61 (ISO 6162-1)

0O-RING

Dimensions .
Size Part Number in (mm) OI;::tnﬂu(:::::) Ib:v(.:-(g)
D L
1/2" 0SH-050-*-A 0.55 (14.0) | 0.25(6.4) ORA-3-909 0.04 (0.02)
3/4" 0SH-075-*-A 0.79 (20.1) 0.25 (6.4) ORA-3-913 0.07 (0.03)
17 0SH-100-*-A 0.91(23.1) | 0.25(6.4) ORA-3-916 0.08 (0.04)
1-1/4" 0SH-125-*-A 1.18 (30.0) 0.25 (6.4) ORA-3-918 0.09 (0.04)
1-1/2 0SH-150-*-A 1.54(39.1) | 0.25(6.4) ORA-3-924 0.12 (0.05)
27 0SH-200-*-~ 1.91 (48.5) 0.25 (6.4) ORA-3-928 0.20 (0.09)
2-1/2” 0SH-250-*-A 2.36(59.9) | 0.50(12.7) ORA-2-232 0.58 (0.26)
3 0SH-300-*-~ 2.88(73.2) | 0.50(12.7) ORA-2-237 0.85(0.39)
* Materials: Ordering Example: 0SH-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel * Insert Material
Plated. . A Insert 0-Ring Type
SS = Stainless Steel, Type 316.
A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI O-Ring Spacer with Pilot Port

SAE J518 Code 61 (ISO 6162-1)

wf/ﬂ
N

PLUGGED PORT

OSP - O-Ring Spacer with Pilot Port for Retain Ring Pipe - 1/2”- 3”

Complete with Buna O-Rings (Standard) and #4 SAE Port (Plugged)

Dimensions 0-Rings
Size Part Number {l{0in) (;lf;lza) Ibsw(-lr(g)
D L Part Number
172" 0SP-050-*-A 0.55 (14.0) 1.50 (38.1) O0RA-3-909 0.37 (0.17)
3/4" 0SP-075-*-A 0.79 (20.1) 1.50 (38.1) ORA-3-913 0.64 (0.29)
1’ 0SP-100-*-A 0.91 (23.1) 1.50 (38.1) ORA-3-916 0.78 (0.35)
1-1/4" 0SP-125-*-A 1.18 (30.0) 1.50 (38.1) ORA-3-918 0.86 (0.39)
1-1/2” 0SP-150-*-A 1.54 (39.1) 1.50 (38.1) ORA-3-924 1.40 (0.64)
2" 0SP-200-*-/ 1.91 (48.5) 1.50 (38.1) ORA-3-928 1.49 (0.68)
2-1/2” 0SP-250-*-A 2.36 (59.9) 1.50 (38.1) ORA-2-232 1.98 (0.90)
3” 0SP-300-*-A 2.88 (73.2) 1.50 (38.1) ORN-2-237 2.50 (1.13)
* Materials: Ordering Example: OSP-200-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

A O-Ring Type:

Standard, No Designation = Buna Nitrile.

V = Viton.

OSPM - O-Ring Spacer with Metric Pilot Port for Retain Ring Pipe - 1/2”- 3”

Complete with Buna O-Rings (Standard) and G1/8 Port (Plugged)

* Insert Material

A Insert 0-Ring Type

Dimensions 0-Rings
Size Part Number ) (I;tffa) Ib:v(.ll;g)
D L Part Number
172" 0SPM-050-*-A 0.55 (14.0) 1.50 (38.1) O0RA-3-909 0.37 (0.17)
3/4" 0SPM-075-*-/ 0.79 (20.1) 1.50 (38.1) ORA-3-913 0.64 (0.29)
1” 0SPM-100-*-A 0.91 (23.1) 1.50 (38.1) ORN-3-916 0.78 (0.35)
1-1/4" 0SPM-125-*-A 1.18 (30.0) 1.50 (38.1) ORA-3-918 0.86 (0.39)
1-1/2” 0SPM-150-*-/ 1.54 (39.1) 1.50 (38.1) ORA-3-924 1.40 (0.64)
2" 0SPM-200-*-/ 1.91 (48.5) 1.50 (38.1) ORA-3-928 1.49 (0.68)
2-1/2” 0SPM-250-*-A 2.36 (59.9) 1.50 (38.1) ORN-2-232 1.98 (0.90)
3’ 0SPM-300-*-/ 2.88(73.2) 1.50 (38.1) ORA-2-237 2.50(1.13)
* Materials: Ordering Example: 0SPM-200-SS-V

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

A O-Ring Type:

Standard, No Designation = Buna Nitrile.

V = Viton.

TUBE-MAC.com

* Insert Material

A Insert O-Ring Type

3D step models available upon request




SAE 3000 PSI Retain Ring Flange Bulkhead

SAE J518 Code 61 (ISO 6162-1)

D MIN. HOLE DIAMETER Complete Assembly Consists Of:
° One (1) retain ring flange
FLANGE 1 FLANGE 2 bulkhead body
RETAIN RING (2) N 0S/OSA e Two (2) retain ring flanges
{INCLUDED)

o Two (2) retain rings
o Two (2) o-ring spacers

To be Ordered Separately:
o Bolt Kit (See Page G25)

L1

L2

A/RFBH - Retain Ring Flange Bulkhead

Dimensions Assembly Body Only | Working
. in (mm) Body Only
Size Complete Part Number WT Part Number WT Pressure
L1 L2 D Ibs (kg) Ibs (kg) PSI (bar)
172" A/RFBH-050-FC34-FC34-*-A 5.69 (144.6) 6.69 (170) 1.02 (26) 2.16 (0.98) RFBH-050-*-/ 1.08 (0.49) 5000 (350)
3/4" A/RFBH-075-FC34-FC34-*-/ 5.69 (144.6) 6.69 (170) 1.42 (36) 3.36 (1.52) RFBH-075-*-/ 2.00 (0.91) 5000 (350)
1" A/RFBH-100-FC34-FC34-*-A 5.69 (144.6) 6.69 (170) 1.54 (39) 3.45 (1.56) RFBH-100-*-/ 1.80(0.82) 5000 (350)
1-1/4" A/RFBH-125-FC34-FC34-*-/ 6.09 (154.6) 7.09 (180) 1.81 (46) 4.92 (2.23) RFBH-125-*-/ 2.60 (1.18) 4000 (280)
1-1/2" A/RFBH-150-FC34-FC34-*-A 6.09 (154.6) 7.09 (180) 2.20 (56) 6.67 (3.03) RFBH-150-*-/ 3.31 (1.50) 4000 (280)
2" A/RFBH-200-FC34-FC34-*-/ 7.27 (184.6) 8.27 (210) 2.60 (66) 9.70 (4.40) RFBH-200-*-/ 4.80 (2.18) 4000 (280)
2-1/2" A/RFBH-250-FC34-FC34-*-A 6.66 (169.2) 8.66 (220) 3.15(80) 14.80 (6.71) RFBH-250-*-/ 7.00 (3.18) 3000 (210)
3" A/RFBH-300-FC34-FC34-*-/ 7.45(189.2) 9.45 (240) 3.82(97) 22.48 (10.20) RFBH-300-*-/ 10.30 (4.67) 3000 (210)
Flange Options: Ordering Example: A/RFBH-050-FC34-FC34-SS-V
FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange 1 Option
FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded Fande 2 O
FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded ange = option
) * Insert Material
Materials
No Designation = All Carbon Steel, Zinc Nickel Plated. " Insert 0-Ring Type
SS = Stainless Steel, Type 316.
A O-Ring Type:
No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Retain Ring Flange Concentric

Reducer Assembly
SAE J518 Code 61 (ISO 6162-1)

Complete Assembly Consists Of:

e One (1) Concentric Reducer Body
o Two (2) Retain Ring Flanges

o One (1) Retain Ring

e Two (2) Buna 0-Rings (Standard)

To be Ordered Separately:
o Bolt Kit (See Page G25)

Dimensions ; ; ;
Sup | CompletoAssemtly | inom) | ) | gana) | owr | BoOny | O e
L Part Number | Part Number | Ibs (kg) Ibs (kg) PSI (bar)
3/4”x1/2" | A/CR-075x050-FC34-FC34-*-~ 3.72(94.5) ORA-3-913 OR”-3-909 1.84(0.83) |CR-075x050-*-~|  0.88 (0.40) 5000 (350)
17x1/2” A/CR-100x050-FC34-FC34-*-~ 3.72(94.5) ORA-3-916 ORA-3-909 2.06 (0.93) |CR-100x050-*-"| 0.97(0.44) 5000 (350)
1"x 3/4” A/CR-100x075-FC34-FC34-*-A | 4.50 (114.3) ORA-3-916 ORN-3-913 249(1.13)  [CR-100x075-*-~|  1.49(0.68) 5000 (350)
1-1/4"x 3/4” | NCR-125x075-FC34-FC34-*-~ | 4.50 (114.3) ORA-3-918 ORN-3-913 3.11(1.41) |CR-125x075-*-~|  1.71(0.78) 4000 (280)
1-1/4”x1” | A/CR-125x100-FC34-FC34-*-A | 4.50 (114.3) ORA-3-918 ORN-3-916 3.43(1.56) [CR-125x100-*-~|  1.90(0.86) 4000 (280)
1-1/2"x1” | ANCR-150x100-FC34-FC34-*-~ |  4.50 (114.3) ORA-3-924 ORN-3-916 4.04 (1.86) |CR-150x100-*-~|  2.11(0.96) 4000 (280)
1-1/2” x 1 1/4” | A/ICR-150x125-FC34-FC34-*- |  5.26 (133.6) ORA-3-924 ORN-3-918 481(2.18) |CR-150x125-*-~|  2.56 (1.16) 4000 (280)
2"x11/4” | A/CR-200x125-FC34-FC34-*-~ | 5.26 (133.6) ORA-3-928 ORN-3-918 6.42(2.91) |CR-200x125-*-~|  3.50 (1.59) 4000 (280)
2"x11/2" | A/CR-200x150-FC34-FC34-*-A |  5.26 (133.6) ORA-3-928 ORA-3-924 722(327) |CR-200x150-*-A|  3.74 (1.70) 4000 (280)
21/2”x11/2” | NCR-250x150-FC34-FC34-*- |  6.06 (153.9) O0RA-2-232 ORN-2-924 8.01(3.63) |CR-250x100-*-| 4.67(2.12) 3000 (210)
21/2"x2” | A/CR-250x200-FC34-FC34-*-~ |  6.06 (153.9) ORA-2-232 ORN-2-928 9.72 (4.41)  |CR-250x200-*-~|  5.20 (2.36) 3000 (210)
3'x2” A/CR-300x200-FC34-FC34-*-A | 6.98 (177.3) ORA-2-237 ORN-2-928 14.11 (6.40) |CR-300x200-*-~|  7.70(3.49) 3000 (210)
3"x21/2” | A/CR-300x250-FC34-FC34-*-~ | 6.98 (177.3) ORA-2-237 ORN-2-232 15.39(6.98) |CR-300x250-*-~|  8.50 (3.86) 3000 (210)
Flange Options: Ordering Example: A/CR-200x125-FC34-FC34-SS-V
FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange 1 Option ——I— -|_ ‘
FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded Fiange 2 Option
FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded
Materials * Insert Material

No Designation = All Carbon Steel, Zinc Nickel Plated. " Insert 0-Ring Type

SS = Stainless Steel, Type 316.

A O-Ring Type:
No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Blanking Flange

O-Ring Face with Clearance Holes
SAE J518 Code 61 (ISO 6162-1)

O-RING

PLUGGED PORT

BFO34 - Blanking Flange O-Ring Face with Clearance Holes and #4 SAE Port

(Plugged), NPS

size | Blanking Flange Dimensions (in) Bolt Size ?BE:;? I!‘:g;';l'l‘r% L
el Lo A B G H E ! Part Number | PSI (bar) LB

1/2" BF034-050-*-A 0.69 1.50 1.88 2.23 0.81 5/16” 0RA-2-210 5000 (350) 0.64 (0.29)
3/4" BF034-075-*-A 0.88 1.88 2.06 2.56 0.82 3/8” ORA-2-214 5000 (350) 0.80 (0.36)
1" BF034-100-*-A 1.03 2.06 2.31 2.76 0.87 3/8” 0RA-2-219 5000 (350) 1.10 (0.50)
1-1/4" BF034-125-*-A 1.19 2.31 2.88 3.1 0.91 716" ORA-2-222 4000 (280) 1.84 (0.83)
1-1/2" BF034-150-*-A 1.41 2.75 3.25 3.66 1.06 1/2” 0RA-2-225 4000 (280) 2.57 (1.17)
2" BF034-200-*-A 1.69 3.06 3.81 4.02 1.22 1/2” ORA-2-228 4000 (280) 3.89 (1.76)
2-1/2" BF034-250-*-A 2.00 3.50 4.28 4.49 1.40 1/2” 0RA-2-232 3000 (210) 5.98 (2.71)
3" BF034-300-*-A 2.44 419 5.16 5.28 1.67 5/8” ORA-2-237 3000 (210) 10.00 (4.54)

BFOMB34 - Blanking Flange O-Ring Face with Clearance Holes and G1/8 BSPP Port

(Plugged), Metric

Size Blanking Flange Dimensions (mm) Bolt Size ?E;E:::)l m g;t:‘ri WT
Part Number A B G H E Y | partNumber | PSi(pary | '"s9
172" BFOM34-050-*-/ 17.5 38.1 47.8 56.6 20.6 M8 O0R~-2-210 5000 (350) 0.64 (0.29)
3/4" BFOM34-075-*-/ 22.4 47.8 52.3 65.0 20.8 M10 ORA-2-214 5000 (350) 0.80 (0.36)
1" BFOM34-100-*-/ 26.2 52.3 58.7 70.1 221 M10 ORN-2-219 5000 (350) 1.10 (0.50)
1-1/4" BFOM34-125-*-/ 30.2 58.7 73.2 79.0 231 M10 ORA-2-222 4000 (280) 1.84 (083)
1-1/2" BFOM34-150-*-/ 35.8 69.9 82.6 93.0 26.9 M12 ORN-2-225 4000 (280) 2.59 (1.17)
2" BFOM34-200-*-/ 42.9 7.7 96.8 102.1 31.0 M12 ORAN-2-228 4000 (280) 3.89 (1.76)
2-1/2" BFOM34-250-*-/ 50.8 88.9 108.7 114.0 35.6 M12 ORN-2-232 3000 (210) 5.98 (2.71)
3" BFOM34-300-*-/ 62.0 106.4 131.1 134.1 42.4 M16 ORA-2-237 3000 (210) 10.00 (4.54)
* Materials: Ordering Example: BF034-200-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. )
A Insert 0-Ring Type

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Blanking Flange
Flat Face with Threaded Holes

SAE J518 Code 61 (ISO 6162-1)

— n

BFF34 - Blanking Flange Flat Face with #4 SAE Port (Plugged) and UNC
Threaded Holes, NPS

Size | Planking Fiange Aenstons ) e | prossue | W7
Part Number A B G H E Ibs (kg)
J PSI (bar)

172" BFF34-050-*-~ 0.69 1.50 1.88 2.23 0.81 5/16”-18 5000 (350) 0.64 (0.29)
3/4" BFF34-075-*-A 0.88 1.88 2.06 2.56 0.82 3/8”-16 5000 (350) 0.80 (0.36)
1" BFF34-100-*-/ 1.03 2.06 2.31 2.76 0.87 3/8”-16 5000 (350) 1.10(0.50)
1-1/4" BFF34-125-*-A 1.19 2.31 2.88 3.1 0.91 7/16”-14 4000 (280) 1.84(0.83)
1-1/2" BFF34-150-*-/ 1.41 2.75 3.25 3.66 1.06 1/2"-13 4000 (280) 2.57 (1.17)
2" BFF34-200-*-~ 1.69 3.06 3.81 4.02 1.22 1/2”-13 4000 (280) 3.89 (1.76)
2-1/2" BFF34-250-*-/ 2.00 3.50 4.28 4.49 1.40 1/2"-13 3000 (210) 6.23 (2.83)
3" BFF34-300-*-~ 2.44 419 5.16 5.28 1.67 5/8”-11 3000 (210) 10.00 (4.54)

BFFM34 - Blanking Flange Flat Face with G1/8 BSPP Port (Plugged) and

Threaded Holes, Metric

Size BI:nking Flange Dimensions (mm) Thread ﬁ :;';:Ir% WT
art Number A B G H E J PSI (bar) Ibs (kg)
172" BFFM34-050-*-~ 17.5 38.1 47.8 56.6 20.6 M8X1.25 5000 (350) 0.64 (0.29)
3/4" BFFM34-075-*-/ 22.4 47.8 52.3 65.0 20.8 M10X1.50 5000 (350) 0.80 (0.36)
1" BFFM34-100-*-~ 26.2 52.3 58.7 70.1 221 M10X1.50 5000 (350) 1.10 (0.50)
1-1/4" BFFM34-125-*-/ 30.2 58.7 73.2 79.0 23.1 M10X1.50 4000 (280) 1.84 (0.83)
1-1/2" BFFM34-150-*-A 35.8 69.9 82.6 93.0 269 | M12X1.75 | 4000 (280) 2.57 (1.17)
2" BFFM34-200-*-/ 429 77.7 96.8 1021 31.0 M12X1.75 4000 (280) 3.89(1.76)
2-1/2" BFFM34-250-*-A 50.8 88.9 108.7 114.0 356 | M12X1.75 | 3000 (210) 6.23 (2.83)
3" BFFM34-300-*-/ 62.0 106.4 1311 1341 424 M16X2.00 3000 (210) 10.00 (4.54)
* Materials: Ordering Example: BFF34-200-SS

Standard, No Designation = Carbon Steel, Zinc Nickel Plated.
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

* Insert Material

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Split Flange Kits

SAE J518 Code 61 (ISO 6162-1) Complete Flange Set Includes:
° One (1) Split Flange (2 Halves)
° Four (4) Hex Head Bolts
° Four (4) Lock Washers
° One (1) Buna 0-Ring (Standard)

A 1

HEX. BOLT LOCK WASHER ] F ’..,
}_E m N

=}
.

7m
|| |
|| |
'ji
==
a7

SFK34 - Split Flange Kit, NPS

Complete Dimensions (in) Drill Dia.| HHCS Min. | O-Ring Working
Size Assembly (in) Grade 5 (?,l;'l'_ta) ull Pressure
PartNumber | A | B | C | D | E | F 1 G HIL) UNC2A | puber | | Pl (ban)
1/2” SFK34-050-*-~ 1 0.34 [ 1.50 | 1.21|0.96 | 0.51 {0.24|0.90 | 212 |0.75| 0.34 |5/16”-18x1.25 | ORA-2-210 0.42 5000 (350)
3/4” | SFK34-075-*-A | 0.44 |1.88|1.53|1.26 |0.55|0.24 [ 1.03|256 | 0.87 | 0.42 | 3/8”-16x1.25 | ORA-2-214 0.51 5000 (350)
1” SFK34-100-*-~ | 0.51 [ 2.06 | 1.78 | 1.510.63 029 |1.15|2.75|0.94 | 0.42 3/8”-16x1.25 | ORN-2-219 0.65 5000 (350)
1-1/4" | SFK34-125-*-A | 059 [ 2.31|2.03 | 1.72 | 0.55 | 0.29 | 1.44 | 3.12|0.87 | 047 | 7/16"-14x1.50 | ORA-2-222 0.89 4000 (280)
1-1/2” SFK34-150-*-~ 1 0.70 | 2.75| 2.41|2.00 | 0.63 [ 0.29 | 1.62 | 3.69 | 0.98 | 0.53 1/2”-13x1.50 | ORN-2-225 1.44 3000 (210)
2 SFK34-200-*-A | 0.84 | 3.06 | 2.84 | 2.47 | 0.63 | 0.36 | 1.90 [ 4.00 | 1.02 | 0.53 | 1/2"-13x1.50 | ORA-2-228 1.56 3000 (210)
2-1/2” SFK34-250-*-~ 1 1.00 [ 3.50 | 3.34|2.95|0.75|0.36 | 214|450 | 1.50 | 0.53 1/2”-13x1.75 | ORN-2-232 213 2500 (175)
3” SFK34-300-*-~ | 1.22 | 4.19 | 4.03 | 3.58 | 0.87 [ 0.36 | 2.58 | 5.31 | 1.61 0.66 5/8”-11x1.75 | ORA-2-237 3.65 2000 (140)
SFKM34 - Split Flange Kit Metric
Complete Dimensions (mm) Drill Dia. ; Panul Working
Size Assembly (mm) HH(:g 3" in. (N;::e) (kW;) Pressure
PartNumber | A | B | C | D | E F |G H|L/| . Number PSI (bar)
1727 SFKM34-050-*-~| 8.6 | 38.1|30.7|24.4]13.0| 6.1 [22.9|53.8|19.1 8.6 M8 x 30 0RA-2-210 0.19 5000 (350)
3/4” SFKM34-075-*-~{11.2 | 47.8 |1 38.9 | 32.0 [ 140 | 6.1 | 26.2 | 65.0 | 22.1 10.7 M10 x 30 ORAN-2-214 0.23 5000 (350)
1” SFKM34-100-*-A | 13.0 | 52.3 | 45.2 | 38.4|16.0 | 7.4 |29.2|169.9 (239 | 10.7 M10x 30 O0RN-2-219 0.30 5000 (350)
1-1/4” | SFKM34-125-*-~ | 15.0 | 58.7 | 51.6 | 43.7 [ 14.0 | 7.4 | 36.6 | 79.2 | 22.1 11.9 M10 x 40 0RA-2-222 0.40 4000 (280)
1-1/2" | SFKM34-150-*-A [ 17.8 | 69.9 | 61.2 | 50.8 | 16.0 | 7.4 |41.1|93.7[249| 135 M12 x40 | ORA-2-225 0.65 3000 (210)
27 SFKM34-200-*-~ | 21.3 | 77.7 | 721 | 62.7 | 16.0 | 9.1 | 48.3|101.6{ 259 | 135 M12 x40 ORN-2-228 0.71 3000 (210)
2-1/2" | SFKM34-250-*-A | 25.4 | 88.9 | 84.8 | 74.9 [ 19.1| 9.1 |54.4 [1143/38.1 | 135 M12 x45 | ORA-2-232 0.97 2500 (175)
3” SFKM34-300-*-/~ | 31.0 [106.4|102.4] 90.9 | 22.1 | 9.1 | 65.5(134.9/ 409 | 16.8 M16 x 45 ORA-2-237 1.66 2000 (140)
* Materials: Ordering Example: SFK34-100-SS-V
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. * Insert Material

SS = Stainless Steel, Type 316. )
A Insert 0-Ring Type

A O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Split Flange Plugs

SAE J518 Code 61 (ISO 6162-1)

O-RING

SFP34 - Complete with Buna O-Ring (Standard) and #4 SAE Port

[F

(Plugged), NPS

PLUGGED PORT

7

7

i Blanking Flange | Dimensions (in) OB:ng :,N S WT
ize Part Number (Buna) ressure Ibs (kg)
L Part Number PSI (bar)
1/2" SFP34-050-A 0.75 ORA-2-210 5000 (350) 0.13(0.06)
3/4" SFP34-075-A 0.88 ORA-2-214 5000 (350) 0.28 (0.13)
1" SFP34-100-A 1.00 ORA-2-219 5000 (350) 0.50 (0.23)
1-1/4" SFP34-125-A 0.88 ORA-2-222 4000 (280) 0.57 (0.26)
1-1/2" SFP34-150-A 1.00 ORA-2-225 4000 (280) 0.91 (0.41)
2" SFP34-200-A 1.00 ORA-2-228 4000 (280) 1.40 (0.64)
2-1/2" SFP34-250-A 1.00 ORA-2-232 3000 (210) 2.00 (0.91)
3" SFP34-300-A 1.00 ORA-2-237 3000 (210) 2.90 (1.32)

SFPM34 - Complete with Nitrile O-Ring (Standard) and G1/8 BSPP Port

(Plugged), Metric

; Blanking Flange | Dimensions (mm) g kg WT
Size Part Number L - (Nitrile) Pressure (ko)
art Number PSI (bar)
172" SFPM34-050-/ 191 O0RA-2-210 5000 (350) 0.13 (0.06)
3/4" SFPM34-075-/ 22.4 ORA-2-214 5000 (350) 0.28 (0.13)
1" SFPM34-100-/ 25.4 ORA-2-219 5000 (350) 0.50 (0.23)
1-1/4" SFPM34-125-/ 22.4 O0RA-2-222 4000 (280) 0.57 (0.26)
1-1/2" SFPM34-150-/ 25.4 ORN-2-225 4000 (280) 0.91 (0.41)
2" SFPM34-200-/ 25.4 O0RA-2-228 4000 (280) 1.40 (0.64)
2-1/2" SFPM34-250-/ 25.4 ORN-2-232 3000 (210) 2.00 (0.91)
3" SFPM34-300-/ 25.4 O0RA-2-237 3000 (210) 2.90 (1.32)
A O-Ring Type: Ordering Example: SFP34-200-V

Standard, No Designation = Buna Nitrile.
V = Viton.

TUBE-MAC.com

3D step models available upon request

A Insert 0-Ring Type




SAE 3000 PSI Non-Conductive Connector Plate

with Bolt Isolation
SAE J518 Code 61 (ISO 6162-1)

CONNECTOR

N 1T

Complete Set Includes:

o One (1) Non-Conductive Plate
o Four (4) Sleeves for Bolts

o Eight (8) Washers for Bolts

NCCP - Non-Conductive Connector Plate

o -

4m

Dimensions in (mm) WT

Size Part Number
A B D E Ibs (kg)
172" NCCP34-050 0.69 (17.53) 1.50 (38.10) 0.50 (12.70) 0.12 (3.05) 0.09 (0.04)
3/4" NCCP34-075 | 0.88(22.35) | 1.88(47.75) | 0.75(19.05) | 0.12(3.05) | 0.12(0.05)
1" NCCP34-100 1.03 (26.16) 2.06 (52.32) 0.94 (23.88) 0.12 (3.05) 0.14 (0.06)
1-1/4" NCCP34-125 | 1.19(30.23) | 2.31(58.67) | 1.25(31.75) | 0.12(3.05) | 0.20(0.09)
1-1/2" NCCP34-150 1.41 (35.81) 2.75 (69.85) 1.50 (38.10) 0.12 (3.05) 0.28 (0.13)
2" NCCP34-200 | 1.69 (42.93) | 3.06 (77.72) | 1.94(49.28) | 0.12(3.05) | 0.33(0.15)

Notes:

Flanges, Cone Inserts and Bolts Sold Separately
Must use Two (2) O-Ring Face Cone Inserts

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Check Valve Retain Ring Flange Style

SAE J518 Code 61 (ISO 6162-1)

INLET FLANGE OUTLET FLANGE
RETAIN RING‘&Y\ Ciig

é? A ] :

Complete Assembly Consists Of:

e One (1) Check Valve Body —
Poppet Style

o Two (2) Retain Ring Flanges

o One (1) Retain Ring

e Two (2) Buna 0-Rings (Standard)

O-RING

CV Check Valve
Complete with Buna O-Rings (Standard)
Dimensions _Ri ;
; Complete Assembly in (mm) 0-Ring 1 Assembly Body Only Body Only Working
Size Part Number (Buna) WT Part Number WT Pressure
L Part Number Ibs (kg) Ibs (kg) PSI (bar)
3/4” A/CV-075-FC34-FC34-07-*-/ 3.60 (91.4) ORA-3-913 2.70 (1.22) CV-075-07-*-1 1.50 (0.68) 5000 (350)
17 A/CV-100-FC34-FC34-07-*-~ | 4.40 (111.8) ORA-3-916 3.19 (1.45) CV-100-07-*-~ 1.73(0.78) 5000 (350)
1-1/4” A/CV-125-FC34-FC34-07-*-A | 5.18 (131.6) ORA-3-918 413 (1.87) CV-125-07-*-1 2.15(0.98) 4000 (280)
1-1/2” A/CV-150-FC34-FC34-07-*-N | 5.76 (146.3) O0RA-3-924 7.11(3.23) CV-150-07-*-~ 4.05 (1.84) 4000 (280)
2’ A/CV-200-FC34-FC34-07-*-~ | 6.74 (171.2) O0RA-3-928 9.60 (4.35) CV-200-07-*-1 5.20 (2.36) 4000 (280)
2-1/2” A/CV-250-FC34-FC34-07-*-~ | 7.14 (181.4) 0RA-2-232 13.15 (5.96) CV-250-07-*-~ 5.30 (2.40) 3000 (210)
3 A/CV-300-FC34-FC34-07-*-~ | 7.53(191.3) O0RA-2-237 22.30(10.12) CV-300-07-*-/ 12.30 (5.58) 3000 (210)
Flange Option: i
Standard, FC34 = SAE 3000 PSI Code 61 (ISO 6162-1) Clearance Flange. Openlng Pressure
FT34 = SAE 3000 PSI Code 61 (ISO 6162-1) UNC Threaded Flange.
FTM34 = SAE 3000 PSI Code 61 (ISO 6162-1) Metric Threaded Flange. PSI (bar)
* Materials: Standard 07 (0.5
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated. Optional 21(1.9)
SS = Stainless Steel, Type 316. Optional 43 (3.0)

A O-Ring Type: Ordering Example: A/CV-200-FC34-FC34-07-SS-V.
Standard, No Designation = Buna Nitrile. )

. Inlet Flange Option
V = Viton.

Outlet Flange Option

Opening Pressure

* Insert Material

A Insert 0-Ring Type

3D step models available upon request
TUBE-MAC.com



SAE 3000 PSI Check Valve Retain Ring Flange Style

SAE J518 Code 61 (ISO 6162-1)

Performance Curves: Measured using oil at 190SUS and 122° F
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SAE 3000 PSI Check Valve Retain Ring Flange Style

SAE J518 Code 61 (ISO 6162-1)

Performance Curves: Measured using oil at 190SUS and 50° C
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