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Block Elbow
Drilled to SAE J518 Code 61 (ISO 6162-1) Flange Style

Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:
The working pressure is dependent upon the flange and pipe selected. 

Size
Block Elbow
Part  Number

Dimensions (in) Thread
UNC-2B

WT
lbs (kg)

Working 
Pressure 
PSI (bar)A B C D E F G H K

1-1/2” BE34-150-* 1.41 2.75 2.75 1.50 2.50 1.25 4.00 4.00 2.00 1/2”-13 8.60 (3.90) 4000 (280)

2” BE34-200-* 1.69 3.06 3.00 1.94 3.00 1.50 4.00 4.50 2.00 1/2”-13 10.60 (4.81) 4000 (280)

2-1/2” BE34-250-* 2.00 3.50 3.25 2.38 3.50 1.75 5.00 5.00 2.50 1/2”-13 17.40 (7.89) 3000 (210)

3” BE34-300-* 2.44 4.19 3.75 2.88 4.00 2.00 5.50 6.00 2.75 5/8”-11 25.60 (11.61) 3000 (210)

4” BE34-400-* 3.06 5.13 4.13 2.88 6.00 3.00 5.50 7.00 3.25 5/8”-11 51.40 (23.30) 1000 (70)

BE34 - Block Elbow Flat Face with Threaded Holes Complete with #4 SAE 
Port (Plugged), NPS

TUBE-MAC.com

3D step models available upon request

Block Elbow
Drilled to SAE J518 Code 61 (ISO 6162-1) Flange Style

Materials:

Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.

SS = Stainless Steel, Type 316.

Size
Block Elbow
Part  Number

Dimensions (in) Thread
UNC-2B

WT
lbs (kg)

Working 
Pressure 
PSI (bar)A B C D E F G H K

1.41 2.75 2.75 1.50 2.50 1.25 4.00 4.00 2.00 1/2”-13 8.60 (3.90) 4000 (280)

2” BE34-200-* 1.69 3.06 3.00 1.94 3.00 1.50 4.00 4.50 2.00 1/2”-13 10.60 (4.81) 4000 (280)

2-1/2”     BE34-250-* 2.00 3.50 3.25 2.38 3.50 1.75 5.00 5.00 2.50 1/2”-13 17.40 (7.89) 3000 (210)

3” BE34-300-* 2.44 4.19 3.75 2.88 4.00 2.00 5.50 6.00 2.75 5/8”-11 25.60 (11.61) 3000 (210)

BE34 - Block Elbow Flat Face with Threaded Holes Complete with #4 SAE 
Port (Plugged), NPS

SAE 3000 PSI Block Elbow
SAE	
  J518	
  Code	
  61	
  (ISO	
  6162-­‐1)	
  Flange	
  Style

BE34 Block	
  Elbow (NPS)	
  -­‐	
  SAE	
  Code	
  61	
  Flat	
  Face	
  with	
  Threaded	
  Holes
Complete	
  with	
  #4	
  SAE	
  Port	
  (Plugged)

Dimensions (in)
Size

Block Elbow
Part	
  	
  No.

A B C D E F G H K

Thread
UNC-­‐2B

WT
lbs	
  (kg)

Working
Pressure
PSI (bar)

1/2” BE34-­‐050-­‐* 0.69 1.50 1.88 0.50 2.00 1.00 2.50 2.50 1.25 5/16”-­‐18 3.30	
  (1.50) 5000	
  (350)
3/4” BE34-­‐075-­‐* 0.88 1.88 2.25 0.75 2.00 1.00 3.00 3.25 1.50 3/8”-­‐16 5.00	
  (2.27) 5000	
  (350)
1” BE34-­‐100-­‐* 1.03 2.06 2.25 0.94 2.00 1.00 3.00 3.25 1.50 3/8”-­‐16 4.50 (2.04) 5000	
  (350)

1 1/4” BE34-­‐125-­‐* 1.19 2.31 2.75 1.25 2.25 1.13 3.00 4.00 1.50 7/16”-­‐14 5.70	
  (2.59) 4000	
  (280)
1 1/2” BE34-­‐150-­‐* 1.41 2.75 2.75 1.50 2.50 1.25 4.00 4.00 2.00 1/2”-­‐13 8.60	
  (3.90) 4000	
  (280)

2” BE34-­‐200-­‐* 1.69 3.06 3.00 1.94 3.00 1.50 4.00 4.50 2.00 1/2”-­‐13 10.60	
  (4.81) 4000	
  (280)
2 1/2” BE34-­‐250-­‐* 2.00 3.50 3.25 2.38 3.50 1.75 5.00 5.00 2.50 1/2”-­‐13 17.40	
  (7.89) 3000	
  (210)

3” BE34-­‐300-­‐* 2.44 4.19 3.75 2.88 4.00 2.00 5.50 6.00 2.75 5/8”-­‐11 25.60	
  (11.61) 3000	
  (210)

BEM34 Block	
  Elbow	
  (Metric)	
  -­‐	
  SAE	
  Code	
  61	
  Flat	
  Face	
  with	
  Threaded	
  Holes
Complete	
  with	
  G1/8	
  Port	
  (Plugged)

Dimensions (mm)
Size

Block Elbow
Part	
  	
  No.

A B C D E F G H K

Thread
WT

lbs	
  (kg)
Working
Pressure
PSI (bar)

1/2” BEM34-­‐050-­‐* 17.5 38.1 47.8 12.7 50.8 25.4 63.5 63.5 31.8 M8 x 1.25 3.30	
  (1.50) 5000	
  (350)
3/4” BEM34-­‐075-­‐* 22.4 47.8 57.2 19.1 50.8 25.4 76.2 82.6 38.1 M10 x 1.50 5.00	
  (2.27) 5000	
  (350)
1
”

BEM34-­‐100-­‐* 26.2 52.3 57.2 23.9 50.8 25.4 76.2 82.6 38.1 M10 x 1.50 4.50 (2.04) 5000	
  (350)
1 1/4” BEM34-­‐125-­‐* 30.2 58.7 69.9 31.8 57.2 28.7 76.2 101.6 38.1 M10 x 1.50 5.70	
  (2.59) 4000	
  (280)
1 1/2” BEM34-­‐150-­‐* 35.8 69.9 69.9 38.1 63.5 31.8 101.6 101.6 50.8 M12 x 1.75 8.60	
  (3.90) 4000	
  (280)

2
”

BEM34-­‐200-­‐* 42.9 77.7 76.2 49.3 76.2 38.1 101.6 114.3 50.8 M12 x 1.75 10.60	
  (4.81) 4000	
  (280)
2 1/2” BEM34-­‐250-­‐* 50.8 88.9 82.6 60.5 88.9 44.5 127.0 127.0 63.5 M12 x 1.75 17.40	
  (7.89) 3000	
  (210)

3
”

BEM34-­‐300-­‐* 62.0 106.4 95.3 73.2 101.6 50.8 139.7
0

152.4 69.9 M16 x 2.00 25.60	
  (11.61) 3000	
  (210)
3*	
  Materials:
• Standard, No Designation =	
  All Carbon Steel, Clear Zinc Plated (Cr6	
  Free).
• SS	
  =	
  All Stainless Steel, Type 316.

Ordering	
  Example: BE34-­‐200-­‐SS

* Insert Material

DRAFT

Size
Block Elbow
Part  Number

Dimensions (mm)
Thread

WT
lbs (kg)

Working 
Pressure 
PSI (bar)A B C D E F G H K

1-1/2” BEM34-150-* 35.8 69.9 69.9 38.1 63.5 31.8 101.6 101.6 50.8 M12 x 1.75 8.60 (3.90) 4000 (280)

2” BEM34-200-* 42.9 77.7 76.2 49.3 76.2 38.1 101.6 114.3 50.8 M12 x 1.75 10.60 (4.81) 4000 (280)

2-1/2” BEM34-250-* 50.8 88.9 82.6 60.5 88.9 44.5 127.0 127.0 63.5 M12 x 1.75 17.40 (7.89) 3000 (210)

3” BEM34-300-* 62.0 106.4 95.3 73.2 101.6 50.8 139.70 152.4 69.9 M16 x 2.00 25.60 (11.61) 3000 (210)

BEM34 - Block Elbow Flat Face with Threaded Holes Complete with G1/8 
Port (Plugged), Metric

Ordering Example: BEM34-200-SS

*  Insert Material

1-1/2” BE34-150-*

4” BE34-400-* 3.06 5.13 4.13 4.00 7.006.506.00 3.00 3.25 5/8”-11 51.40 (23.30) 1000 (70)

Note: The working pressure is dependent upon the flange and pipe selected.

4” BEM34-400-* 77.7 130.0 104.9 101.6 152.4 76.2 165.1 177.8 82.5 51.40 (23.30) 1000 (70)

Note: The working pressure is dependent upon the flange and pipe selected.

Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

M16 x 2.00

Ordering Example: BE34-200-SS

 Insert Material*

Size
Block Elbow
Part  Number

Dimensions (mm)
Thread

WT
lbs (kg)

Working 
Pressure 
PSI (bar)A B C D E F G H K

1-1/2” BEM34-150-* 35.8 69.9 69.9 38.1 63.5 31.8 101.6 101.6 50.8 M12 x 1.75 8.60 (3.90) 4000 (280)

2” BEM34-200-* 42.9 77.7 76.2 49.3 76.2 38.1 101.6 114.3 50.8 M12 x 1.75 10.60 (4.81) 4000 (280)

2-1/2” BEM34-250-* 50.8 88.9 82.6 60.5 88.9 44.5 127.0 127.0 63.5 M12 x 1.75 17.40 (7.89) 3000 (210)

3” BEM34-300-* 62.0 106.4 95.3 73.2 101.6 50.8 139.70 152.4 69.9 M16 x 2.00 25.60 (11.61) 3000 (210)

4” BEM34-400-* 77.7 130.0 104.9 101.6 152.4 76.2 165.1 177.8 82.5 M16 x 2.00 51.40 (23.30) 1000 (70)

BEM34 - Block Elbow Flat Face with Threaded Holes Complete with G1/8 
Port (Plugged), Metric

Ordering Example: BEM34-200-SS

* Insert Material

Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:
The working pressure is dependent upon the flange and pipe selected.

Ordering Example: BE34-200-SS

* Insert Material
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SAE 1000 PSI Low Pressure Retain Ring Flange Tee
Complete Assembly
SAE J518 Code 61 (ISO 6162-1)

Size
Complete Assembly

Part Number

Dimensions
in (mm) O-Ring (Buna) 

Part Number

Assembly
WT

lbs (kg)

Body Only
Part Number

Body Only
WT

lbs (kg)

Working 
Pressure
PSI (bar)L LL

1-1/2" A/LRT-150-FC14-*-^ 7.44 (189.0) 3.72 (94.5) OR^-3-924  8.30 (3.77) LRT-150-*-^ 4.90 (2.23) 1000 (70)

2” A/LRT-200-FC14-*-^ 7.94 (201.7) 4.00 (101.6) OR^-3-928 13.70 (12.05) LRT-200-*-^ 7.10 (3.23) 1000 (70)

2-1/2" A/LRT-250-FC14-*-^ 8.95 (227.3) 4.47 (113.5) OR^-2-232 16.77 (7.63) LRT-250-*-^ 9.06 (4.12) 1000 (70)

3" A/LRT-300-FC14-*-^ 10.10 (256.5) 5.05 (128.3) OR^-2-237 22.95 (10.45) LRT-300-*-^ 11.28 (5.13) 1000 (70)

4" A/LRT-400-FC14-*-^ 11.60 (294.6) 5.80 (147.3) OR^-2-245 44.79 (20.36) LRT-400-*-^ 18.63 (8.47) 1000 (70)

5” A/LRT-500-FC14-*-^ 13.48 (342.4) 6.74 (171.2) OR^-2-253 60.96 (27.71) LRT-500-*-^ 30.96 (14.07) 1000 (70)

6" A/LRT-600-FC16-*-^ 15.44 (392.2) 7.75 (195.8) OR^-2-260 82.44 (37.47) LRT-600-*-^ 50.31 (22.87) 725 (50)

8" A/LRT-800-FC18-*-^ 18.91 (480.3) 9.45 (240.0) OR^-2-372 156.33 (71.06) LRT-800-*-^ 84.93 (38.60) 725 (50)

G58
TUBE-MAC.com

G58
3D step models available upon request

SAE 1000 PSI Low Pressure Retain Ring Flange Tee
Complete Assembly
SAE J518 Code 61 (ISO 6162-1)

Size
Complete Assembly

Part Number

Dimensions
in (mm) O-Ring (Buna)

Part Number

Assembly
WT

lbs (kg)

Body Only
Part Number

Body Only
WT

lbs (kg)

Working 
Pressure
PSI (bar)L LL

1 1/2" 7.44 (189.0) 3.72 (94.5) OR^-3-924  8.30 (3.77) LRT-150-*-^ 4.90 (2.23) 1000 (70)

2" 7.94 (201.7) 4.00 (101.6) OR^-3-928 13.70 (12.05) LRT-200-*-^ 7.10 (3.23) 1000 (70)

2 1/2” 8.95 (227.3) 4.47 (113.5) OR^-2-232 16.77 (7.63) LRT-250-*-^ 9.06 (4.12) 1000 (70)

3" A/ LRT-300-FC14-*-^ 10.10 (256.5) 5.05 (128.3) OR^-2-237 22.95 (10.43) LRT-300-*-^ 11.28 (5.13) 1000 (70)

4" A/LRT-400-FC14-*-^ 11.60 (294.6) 5.80 (147.3) OR^-2-245 44.79 (20.36) LRT-400-*-^ 18.63 (8.47) 1000 (70)

5” A/ LRT-500-FC14-*-^ 13.48 (342.4) 6.74 (171.2) OR^-2-253 60.96 (27.71) LRT-500-*-^ 30.96 (14.07) 1000 (70)

6" 60A/ LRT- 0-FC16-*-^ 15.44 (392.2) 7.75 (196.8) OR^-2-259 82.44 (37.47) LRT-600-*-^ 50.31 (22.87)  725 (50)

SAE	
  3000	
  PSI Flange	
  Tee Complete	
  Assembly
SAE	
  J518	
  Code	
  61	
  (ISO	
  6162-­‐1)

A/RRFT Flange	
  Tee –	
  Complete	
  Assembly
Complete with Buna O-­‐Ring

Dimensions
in	
  (mm)

Size Complete Assembly
Part No.

L LL

O-­‐Ring	
  (Buna)
Part	
  No.

Assembly
WT

lbs	
  (kg)

Body Only
Part No.

Body Only
WT

lbs	
  (kg)

Working
Pressure
PSI (bar)

1/2" A/RRFT-­‐050-­‐FC34-­‐*-­‐^ 4.81 (122.2) 2.41	
  (112.0) OR^-­‐3-­‐909 2.75	
  (1.25) RRFT-­‐050-­‐*-­‐^ 1.46	
  (0.66) 5000	
  (350)
3/4" A/RRFT-­‐075-­‐FC34-­‐*-­‐^ 5.22	
  (132.6) 2.61	
  (66.3) OR^-­‐3-­‐913 3.96	
  (1.50) RRFT-­‐075-­‐*-­‐^ 2.61	
  (1.18) 5000	
  (350)
1” A/RRFT-­‐100-­‐FC34-­‐*-­‐^ 5.62 (142.7) 2.81 (71.4) OR^-­‐3-­‐916 4.74	
  (2.15) RRFT-­‐100-­‐*-­‐^ 2.91	
  (1.32) 5000	
  (350)

1	
  1/4" A/RRFT-­‐125-­‐FC34-­‐*-­‐^ 6.45	
  (163.8) 3.21	
  (81.6) OR^-­‐3-­‐918 7.71	
  (3.50) RRFT-­‐125-­‐*-­‐^ 4.89	
  (2.22) 4000	
  (280)
1	
  1/2" A/RRFT-­‐150-­‐FC34-­‐*-­‐^ 8.02 (183.3) 4.01	
  (101.9) OR^-­‐3-­‐924 9.48	
  (4.30) RRFT-­‐150-­‐*-­‐^ 8.10	
  (3.76) 4000	
  (280)

2” A/RRFT-­‐200-­‐FC34-­‐*-­‐^ 8.81	
  (223.8) 4.40	
  (111.8) OR^-­‐3-­‐928 13.94	
  (6.32) RRFT-­‐200-­‐*-­‐^ 9.90	
  (4.44) 4000	
  (280)
2	
  1/2" A/RRFT-­‐250-­‐FC34-­‐*-­‐^ 10.38 (263.7) 5.19 (131.8) OR^-­‐2-­‐232 23.55(10.68) RRFT-­‐250-­‐*-­‐^ 15.36	
  (6.97) 3000	
  (210)

Flange Option:
• Standard, FC34	
  =	
  SAE	
  3000	
  PSI Code 61	
  (ISO 6162-­‐1) Clearance	
  Flange.
• FT34	
  =	
  SAE	
  3000	
  PSI Code 61	
  (ISO 6162-­‐1) UNC Threaded Flange.
• FTM34	
  =	
  SAE	
  3000	
  PSI Code 61	
  (ISO 6162-­‐1) Metric Threaded Flange.

* Materials:
• Standard, No Designation =	
  All Carbon Steel, Clear Zinc Plated (Cr6	
  Free).
• SS	
  =	
  All Stainless Steel, Type 316.

^	
  O-­‐Ring Type:
• Standard, No	
  Designation	
  = Buna Nitrile.
• V	
  = Viton.

e	
  Flange Set Includes:
• One	
  (1) Flange	
  Tee
• Three (3) Retain Ring Flanges
• Three (3) Retain	
  Rings
• Three (3) Face O-­‐Rings

To be Ordered Separately:
• Bolt	
  Kit

See Section

Ordering	
  Example: A/RRFT-­‐200-­‐FC34-­‐SS-­‐V

Flange Option

*	
  Insert Material

^	
  Insert	
  O-­‐Ring Type	
  

DRAFT
Complete Flange Set Includes:
• One (1) Flange Tee
• Three (3) Retain Ring Flanges
• Three (3) Retain Rings
• Three (3) Face O-Rings

To be Ordered Separately:
• Bolt Kit

Flange Options:

FC14 = SAE Code 61(ISO 6162-1) Clearance Flange
FT14 = SAE Code 61 (ISO 6162-1) UNC Threaded Flange 
FTM14 = SAE Code 61 (ISO 6162-1) Metric Threaded Flange
Materials:

No Designation = All Carbon Steel, Zinc Nickel Plated

SS = Stainless Steel, Type 316. 

^ O-Ring Type:

No Designation = Buna Nitrile.
V = Viton.

Ordering Example: A/LRT-200-FC14-SS-V

Flange Option

* Insert Material

^ Insert O-Ring Type

A/LRT - Retain Ring Flange Tee Complete Assembly Complete with Buna O-Ring

A/ LRT-150-FC14-*-^

A/ LRT-200-FC14-*-^

A/ LRT-250-FC14-*-^

8" A/ LRT-800-FC18-*-^ 18.91 (480.3) 9.45 (240.0) OR^-2-372 156.33 (71.06) LRT-800-*-^ 84.93 (38.60) 725 (50)

Note: FC16 = Round 6-bolt flange and FC18 = Round 8-bolt flange

Complete Flange Set Includes:
•	 One (1) Flange Tee
•	 Three (3) Retain Ring Flanges
•	 Three (3) Retain Rings
•	 Three (3) Face O-Rings

To be Ordered Separately:
•	 Bolt Kit 

Note:

FC16=Round 6-bolt flange and FC18=Round 8-bolt flange 

Flange Options:
FC14 = SAE Code 61 (ISO 6162-1) Clearance Flange
FT14 = SAE Code 61 (ISO 6162-1) UNC Threaded Flange
FTM14 = SAE Code 61 (ISO 6162-1) Metric Threaded Flange

Materials:
No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

^ O-Ring Type:
No Designation = Buna Nitrile.
V = Viton.

Ordering Example: A/LRT-200-FC14-SS-V

Flange Option

* Insert Material

^ Insert O-Ring Type

A/LRT - Retain Ring Flange Tee Complete Assembly Complete with Buna O-Ring
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Block Tee
Drilled to SAE J518 Code 61 (ISO 6162-1) Flange Style

* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:  
The working pressure is dependent upon the flange and pipe selected.

Size
Block Tee
Part  No

Dimensions (in) Thread
UNC-2B

WT
lbs (kg)

Working 
Pressure
PSI (bar)A B C D E F G H K

1-1/2” BT34-150-* 1.41 2.75 2.75 1.50 2.50 1.25 4.00 4.00 2.00 1/2”-13 8.20 (3.72) 4000 (280)

2” BT34-200-* 1.69 3.06 3.00 1.94 3.00 1.50 4.00 4.50 2.00 1/2”-13 10.00 (4.54) 4000 (280)

2-1/2” BT34-250-* 2.00 3.50 3.25 2.38 3.50 1.75 5.00 5.00 2.50 1/2”-13 16.30 (7.39) 3000 (210)

3” BT34-300-* 2.44 4.19 3.75 2.88 4.00 2.00 5.50 6.00 2.75 5/8”-11 23.70 (10.75) 3000 (210)

4” BT34-400-* 3.06 5.13 4.13 4.00 6.00 3.00 6.50 7.00 3.25 5/8”-11 45.80 (20.60) 1000 (70)

BT34 - Block Tee Flat Face with Threaded Holes Complete with #4 SAE Port (Plugged), 
NPS

SAE	
  3000	
  PSI	
  Block	
  Tee	
  
SAE	
  J518	
  Code	
  61	
  (ISO	
  6162-­‐1)	
  Flange	
  Style	
  

BT34	
  Block	
  Tee	
  (NPS)	
  -­‐	
  SAE	
  Code	
  61	
  Flat	
  Face	
  with	
  Threaded	
  Holes	
  
Complete	
  with	
  #4	
  SAE	
  Port	
  (Plugged)	
  

Dimensions	
  (in)	
  
Size	
  

Block	
  Tee	
  
Part	
  	
  No.	
  

A	
   B	
   C	
   D	
   E	
   F	
   G	
   H	
   K	
  

Thread	
  
UNC-­‐2B	
  

WT	
  
lbs	
  (kg)	
  

Working	
  
Pressure	
  
PSI	
  (bar)	
  

1/2”	
   BT34-­‐050-­‐*	
   0.69	
   1.50	
   1.88	
   0.50	
   2.00	
   1.00	
   2.50	
   2.50	
   1.25	
   5/16”-­‐18	
   3.10	
  (1.41)	
   5000	
  (350)	
  
3/4”	
   BT34-­‐075-­‐*	
   0.88	
   1.88	
   2.25	
   0.75	
   2.00	
   1.00	
   3.00	
   3.25	
   1.50	
   3/8”-­‐16	
   4.60	
  (2.09)	
   5000	
  (350)	
  
1”	
   BT34-­‐100-­‐*	
   1.03	
   2.06	
   2.25	
   0.94	
   2.00	
   1.00	
   3.00	
   3.25	
   1.50	
   3/8”-­‐16	
   4.30	
  (1.95)	
   5000	
  (350)	
  

1	
  1/4”	
   BT34-­‐125-­‐*	
   1.19	
   2.31	
   2.75	
   1.25	
   2.25	
   1.13	
   3.00	
   4.00	
   1.50	
   7/16”-­‐14	
   5.70	
  (2.59)	
   4000	
  (280)	
  
1	
  1/2”	
   BT34-­‐150-­‐*	
   1.41	
   2.75	
   2.75	
   1.50	
   2.50	
   1.25	
   4.00	
   4.00	
   2.00	
   1/2”-­‐13	
   8.20	
  (3.72)	
   4000	
  (280)	
  

2”	
   BT34-­‐200-­‐*	
   1.69	
   3.06	
   3.00	
   1.94	
   3.00	
   1.50	
   4.00	
   4.50	
   2.00	
   1/2”-­‐13	
   10.00	
  (4.54)	
   4000	
  (280)	
  
2	
  1/2”	
   BT34-­‐250-­‐*	
   2.00	
   3.50	
   3.25	
   2.38	
   3.50	
   1.75	
   5.00	
   5.00	
   2.50	
   1/2”-­‐13	
   16.30	
  (7.39)	
   3000	
  (210)	
  

3”	
   BT34-­‐300-­‐*	
   2.44	
   4.19	
   3.75	
   2.88	
   4.00	
   2.00	
   5.50	
   6.00	
   2.75	
   5/8”-­‐11	
   23.70	
  (10.75)	
   3000	
  (210)	
  

BTM34 Block	
  Tee	
  (Metric)	
  -­‐	
  ISO6162-­‐1	
  Flat	
  Face	
  with	
  Threaded	
  Holes	
  
Complete	
  With	
  G1/8	
  Port	
  (Plugged)	
  

Dimensions	
  (mm)	
  Size	
  
(inch)	
  

Block	
  Tee	
  
Part	
  	
  No.	
   A	
   B	
   C	
   D	
   E	
   F	
   G	
   H	
   K	
   Thread	
  

WT	
  
lbs	
  (kg)	
  

Working	
  
Pressure	
  
PSI	
  (bar)	
  

1/2”	
   BTM34-­‐050-­‐*	
   17.5	
   38.1	
   47.8	
   12.7	
   50.8	
   25.4	
   63.5	
   63.5	
   31.8	
   M8	
  x	
  1.25	
   3.10	
  (1.41)	
   5000	
  (350)	
  
3/4”	
   BTM34-­‐075-­‐*	
   22.4	
   47.8	
   57.2	
   19.1	
   50.8	
   25.4	
   76.2	
   82.6	
   38.1	
   M10	
  x	
  1.50	
   4.60	
  (2.09)	
   5000	
  (350)	
  
1”	
   BTM34-­‐100-­‐*	
   26.2	
   52.3	
   57.2	
   23.9	
   50.8	
   25.4	
   76.2	
   82.6	
   38.1	
   M10	
  x	
  1.50	
   4.30	
  (1.95)	
   5000	
  (350)	
  

1	
  1/4”	
   BTM34-­‐125-­‐*	
   30.2	
   58.7	
   69.9	
   31.8	
   57.2	
   28.7	
   76.2	
   101.6	
   38.1	
   M10	
  x	
  1.50	
   5.70	
  (2.59)	
   4000	
  (280)	
  
1	
  1/2”	
   BTM34-­‐150-­‐*	
   35.8	
   69.9	
   69.9	
   38.1	
   63.5	
   31.8	
   101.6	
   101.6	
   50.8	
   M12	
  x	
  1.75	
   8.20	
  (3.72)	
   4000	
  (280)	
  

2”	
   BTM34-­‐200-­‐*	
   42.9	
   77.7	
   76.2	
   49.3	
   76.2	
   38.1	
   101.6	
   114.3	
   50.8	
   M12	
  x	
  1.75	
   10.00	
  (4.54)	
   4000	
  (280)	
  
2	
  1/2”	
   BTM34-­‐250-­‐*	
   50.8	
   88.9	
   82.6	
   60.5	
   88.9	
   44.5	
   127.0	
   127.0	
   63.5	
   M12	
  x	
  1.75	
   16.30	
  (7.39)	
   3000	
  (210)	
  

3”	
   BTM34-­‐300-­‐*	
   62.0	
   106.4	
   95.3	
   73.2	
   101.6	
   50.8	
   139.7	
   152.4	
   69.9	
   M16	
  x	
  2.00	
   23.70	
  (10.75)	
   3000	
  (210)	
  

3*	
  Materials:
• Standard,	
  No	
  Designation	
  =	
  All	
  Carbon	
  Steel,	
  Clear	
  Zinc	
  Plated	
  (Cr6	
  Free).
• SS	
  =	
  All	
  Stainless	
  Steel,	
  Type	
  316.

Ordering	
  Example:	
  BT34-­‐200-­‐SS	
  

*	
  Insert	
  Material

DRAFT	
  

Size 
(inch)

Block Tee
Part  No

Dimensions (mm)
Thread

WT
lbs (kg)

Working 
Pressure
PSI (bar)A B C D E F G H K

1-1/2” BTM34-150-* 35.8 69.9 69.9 38.1 63.5 31.8 101.6 101.6 50.8 M12 x 1.75 8.20 (3.72) 4000 (280)

2” BTM34-200-* 42.9 77.7 76.2 49.3 76.2 38.1 101.6 114.3 50.8 M12 x 1.75 10.00 (4.54) 4000 (280)

2-1/2” BTM34-250-* 50.8 88.9 82.6 60.5 88.9 44.5 127.0 127.0 63.5 M12 x 1.75 16.30 (7.39) 3000 (210)

3” BTM34-300-* 62.0 106.4 95.3 73.2 101.6 50.8 139.7 152.4 69.9 M16 x 2.00 23.70 (10.75) 3000 (210)

4” BTM34-400-* 77.7 130.3 104.9 101.6 152.4 76.2 165.1 177.8 82.5 M16 x 2.00 45.80 (20.60) 1000 (70)

Ordering Example: BTM34-200-SS

* Insert Material

BTM34 - Block Tee Flat Face with Threaded Holes Complete with G1/8 Port (Plugged), 
Metric

* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Note:  
The working pressure is dependent upon the flange and pipe selected.

Ordering Example: BT34-200-SS

* Insert Material
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SAE	
  3000	
  PSI	
  Reducing	
  Branch	
  Block	
  Tee	
  -­‐	
  NPS	
  
SAE	
  J518	
  Code	
  61	
  (ISO	
  6162-­‐1)	
  Flange	
  Style	
  

BTR34	
  Reducing	
  Branch	
  Block	
  Tee	
  (NPS)	
  -­‐	
  SAE	
  Code	
  61	
  Flat	
  Face	
  with	
  Threaded	
  Holes	
  
Complete	
  with	
  #4	
  SAE	
  Port	
  (Plugged)	
  

Dimensions	
  (in)	
  Size	
  
(run	
   x	
  
branch)	
  

Tee	
  
Part	
  	
  No.	
   A	
   B	
   C	
   D	
   D1	
   E	
   F	
   G	
   H	
   K	
   M	
   N	
  

Thread	
  1	
  
UNC-­‐2B	
  

Thread	
  2	
  
UNC-­‐2B	
  

WT	
  
lbs	
  (kg)	
  

Working	
  
Pressure	
  
PSI	
   (bar)	
  

3/4”x1/2”	
   BTR34-­‐075x050-­‐*	
   0.88	
   1.88	
   2.25	
   0.75	
   0.50	
   2.00	
   1.00	
   3.00	
   3.25	
   1.50	
   0.69	
   1.50	
   3/8”-­‐16	
   5/16”-­‐18	
   4.80	
  (2.18)	
   5000	
   (350)	
  
1”x1/2”	
   BTR34-­‐100x050-­‐*	
   1.03	
   2.06	
   2.25	
   0.94	
   0.50	
   2.00	
   1.00	
   3.00	
   3.25	
   1.50	
   0.69	
   1.50	
   3/8”-­‐16	
   5/16”-­‐18	
   4.70	
  	
  (2.13) 5000	
   (350)	
  
1”x3/4”	
   BTR34-­‐100x075-­‐*	
   1.03	
   2.06	
   2.25	
   0.94	
   0.75	
   2.00	
   1.00	
   3.00	
   3.25	
   1.50	
   0.88	
   1.88	
   3/8”-­‐16	
   3/8”-­‐16	
   4.60	
  (2.09) 5000	
   (350)	
  

1	
  1/4”x1/2”	
   BTR34-­‐125x050-­‐*	
   1.19	
   2.31	
   2.75	
   1.25	
   0.50	
   2.25	
   1.13	
   3.00	
   4.00	
   1.50	
   0.69	
   1.50	
   7/16”-­‐14	
   5/16”-­‐18	
   5.80	
  (2.63) 4000	
   (280)	
  
1	
  1/4”x3/4”	
   BTR34-­‐125x075-­‐*	
   1.19	
   2.31	
   2.75	
   1.25	
   0.75	
   2.25	
   1.13	
   3.00	
   4.00	
   1.50	
   0.88	
   1.88	
   7/16”-­‐14	
   3/8”-­‐16	
   5.80	
  (2.63) 4000	
   (280)

1	
  1/4”x1”	
   BTR34-­‐125x100-­‐*	
   1.19	
   2.31	
   2.75	
   1.25	
   0.94	
   2.25	
   1.13	
   3.00	
   4.00	
   1.50	
   1.03	
   2.06	
   7/16”-­‐14	
   3/8”-­‐16	
   5.80	
  (2.63) 4000	
   (280)
1	
  1/2”x1/2”	
   BTR34-­‐150x050-­‐*	
   1.41	
   2.75	
   2.75	
   1.50	
   0.50	
   2.50	
   1.25	
   4.00	
   4.00	
   2.00	
   0.69	
   1.50	
   1/2”-­‐13	
   5/16”-­‐18	
   9.25	
  (4.20)	
   4000	
   (280)
1	
  1/2”x3/4”	
   BTR34-­‐150x075-­‐*	
   1.41	
   2.75	
   2.75	
   1.50	
   0.75	
   2.50	
   1.25	
   4.00	
   4.00	
   2.00	
   0.88	
   1.88	
   1/2”-­‐13	
   3/8”-­‐16	
   9.20	
  (4.17)	
   4000	
   (280)

1	
  1/2”x1”	
   BTR34-­‐150x100-­‐*	
   1.41	
   2.75	
   2.75	
   1.50	
   0.94	
   2.50	
   1.25	
   4.00	
   4.00	
   2.00	
   1.03	
   2.06	
   1/2”-­‐13	
   3/8”-­‐16	
   9.00	
  (4.08)	
   4000	
   (280)
1	
  1/2”x1	
  1/4”	
   BTR34-­‐150x125-­‐*	
   1.41	
   2.75	
   2.75	
   1.50	
   1.25	
   2.50	
   1.25	
   4.00	
   4.00	
   2.00	
   1.19	
   2.31	
   1/2”-­‐13	
   7/16”-­‐14	
   8.65	
  (3.92)	
   4000	
   (280)

2”x1/2”	
   BTR34-­‐200x050-­‐*	
   1.69	
   3.06	
   3.00	
   1.94	
   0.50	
   3.00	
   1.50	
   4.00	
   4.50	
   2.00	
   0.69	
   1.50	
   1/2”-­‐13	
   5/16”-­‐18	
   11.70	
  (5.31)	
   4000	
   (280)
2”x3/4”	
   BTR34-­‐200x075-­‐*	
   1.69	
   3.06	
   3.00	
   1.94	
   0.75	
   3.00	
   1.50	
   4.00	
   4.50	
   2.00	
   0.88	
   1.88	
   1/2”-­‐13	
   3/8”-­‐16	
   11.60	
  (5.26) 4000	
   (280)

2”x1”	
   BTR34-­‐200x100-­‐*	
   1.69	
   3.06	
   3.00	
   1.94	
   0.94	
   3.00	
   1.50	
   4.00	
   4.50	
   2.00	
   1.03	
   2.06	
   1/2”-­‐13	
   3/8”-­‐16	
   11.60	
  (5.26) 4000	
   (280)
2”x1	
  1/4”	
   BTR34-­‐200x125-­‐*	
   1.69	
   3.06	
   3.00	
   1.94	
   1.25	
   3.00	
   1.50	
   4.00	
   4.50	
   2.00	
   1.19	
   2.31	
   1/2”-­‐13	
   7/16”-­‐14	
   11.60	
  (5.26) 4000	
   (280)
2”x1	
  1/2”	
   BTR34-­‐200x150-­‐*	
   1.69	
   3.06	
   3.00	
   1.94	
   1.50	
   3.00	
   1.50	
   4.00	
   4.50	
   2.00	
   1.41	
   2.75	
   1/2”-­‐13	
   1/2”-­‐13	
   11.60	
  (5.26) 4000	
   (280)

2	
  1/2”x1/2”	
   BTR34-­‐250x050-­‐*	
   2.00	
   3.50	
   3.25	
   2.38	
   0.50	
   3.50	
   1.75	
   5.00	
   5.00	
   2.50	
   0.69	
   1.50	
   1/2”-­‐13	
   5/16”-­‐18	
   19.40	
  (8.80)	
   3000	
  (210)	
  
2	
  1/2”x3/4”	
   BTR34-­‐250x075-­‐*	
   2.00	
   3.50	
   3.25	
   2.38	
   0.75	
   3.50	
   1.75	
   5.00	
   5.00	
   2.50	
   0.88	
   1.88	
   1/2”-­‐13	
   3/8”-­‐16	
   19.20	
  (8.71)	
   3000	
  (210)

2	
  1/2”x1”	
   BTR34-­‐250x100-­‐*	
   2.00	
   3.50	
   3.25	
   2.38	
   0.94	
   3.50	
   1.75	
   5.00	
   5.00	
   2.50	
   1.03	
   2.06	
   1/2”-­‐13	
   3/8”-­‐16	
   19.00	
  (8.62)	
   3000	
  (210)
2	
  1/2”x1	
  1/4”	
   BTR34-­‐250x125-­‐*	
   2.00	
   3.50	
   3.25	
   2.38	
   1.25	
   3.50	
   1.75	
   5.00	
   5.00	
   2.50	
   1.19	
   2.31	
   1/2”-­‐13	
   7/16”-­‐14	
   18.80	
  (8.53)	
   3000	
  (210)
2	
  1/2”x1	
  1/2”	
   BTR34-­‐250x150-­‐*	
   2.00	
   3.50	
   3.25	
   2.38	
   1.50	
   3.50	
   1.75	
   5.00	
   5.00	
   2.50	
   1.41	
   2.75	
   1/2”-­‐13	
   1/2”-­‐13	
   18.30	
  (8.30)	
   3000	
  (210)

2	
  1/2”x2”	
   BTR34-­‐250x200-­‐*	
   2.00	
   3.50	
   3.25	
   2.38	
   1.94	
   3.50	
   1.75	
   5.00	
   5.00	
   2.50	
   1.69	
   3.06	
   1/2”-­‐13	
   1/2”-­‐13	
   17.56	
  (7.97)	
   3000	
  (210)
3”x1/2”	
   BTR34-­‐300x050-­‐*	
   2.44	
   4.19	
   3.75	
   2.88	
   0.50	
   4.00	
   2.00	
   5.50	
   6.00	
   2.75	
   0.69	
   1.50	
   5/8”-­‐11	
   5/16”-­‐18	
   28.20	
  (12.80)	
  

)	
  
3000	
  (210)

3”x3/4”	
   BTR34-­‐300x075-­‐*	
   2.44	
   4.19	
   3.75	
   2.88	
   0.75	
   4.00	
   2.00	
   5.50	
   6.00	
   2.75	
   0.88	
   1.88	
   5/8”-­‐11	
   3/8”-­‐16	
   26.00	
  (11.79)	
   3000	
  (210)
3”x1”	
   BTR34-­‐300x100-­‐*	
   2.44	
   4.19	
   3.75	
   2.88	
   0.94	
   4.00	
   2.00	
   5.50	
   6.00	
   2.75	
   1.03	
   2.06	
   5/8”-­‐11	
   3/8”-­‐16	
   26.00	
  (11.79)	
   3000	
  (210)

3”x1	
  1/4”	
   BTR34-­‐300x125-­‐*	
   2.44	
   4.19	
   3.75	
   2.88	
   1.25	
   4.00	
   2.00	
   5.50	
   6.00	
   2.75	
   1.19	
   2.31	
   5/8”-­‐11	
   7/16”-­‐14	
   28.13	
  (12.78)	
   3000	
  (210)
3”x1	
  1/2”	
   BTR34-­‐300x150-­‐*	
   2.44	
   4.19	
   3.75	
   2.88	
   1.50	
   4.00	
   2.00	
   5.50	
   6.00	
   2.75	
   1.41	
   2.75	
   5/8”-­‐11	
   1/2”-­‐13	
   27.67	
  (12.55)	
   3000	
  (210)

3”x2”	
   BTR34-­‐300x200-­‐*	
   2.44	
   4.19	
   3.75	
   2.88	
   1.94	
   4.00	
   2.00	
   5.50	
   6.00	
   2.75	
   1.69	
   3.06	
   5/8”-­‐11	
   1/2”-­‐13	
   26.87	
  (12.19)	
   3000	
  (210)
3”x2	
  1/2”	
   BTR34-­‐300x250-­‐*	
   2.44	
   4.19	
   3.75	
   2.88	
   2.38	
   4.00	
   2.00	
   5.50	
   6.00	
   2.75	
   2.00	
   3.50	
   5/8”-­‐11	
   1/2”-­‐13	
   25.30	
  (11.48)	
   3000	
  (210)

3*	
  Materials:
• Standard,	
  No	
  Designation	
  =	
  All	
  Carbon	
  Steel,	
  Clear	
  Zinc	
  Plated	
  (Cr6	
  Free).
• SS	
  =	
  All	
  Stainless	
  Steel,	
  Type	
  316.

Ordering	
  Example:	
  BTR34-­‐200x050-­‐SS	
  

*	
  Insert	
  Material

DRAFT	
  Reducing Branch Block Tee
Drilled to SAE J518 Code 61 (ISO 6162-1) Flange Style

Size
(run x 

branch)

Tee
Part  Number

Dimensions (in) Thread 1 
UNC-2B

Thread 2 
UNC-2B

WT
lbs (kg)

Working 
Pressure 
PSI (bar)A B C D D1 E F G H K M N

2”x1-1/2” BTR34-200x150-* 1.69 3.06 3.00 1.94 1.50 3.00 1.50 4.00 4.50 2.00 1.41 2.75 1/2”-13 1/2”-13 11.60 (5.26) 4000 (280)

2-1/2”x1/2” BTR34-250x050-* 2.00 3.50 3.25 2.38 0.50 3.50 1.75 5.00 5.00 2.50 0.69 1.50 1/2”-13 5/16”-18 19.40 (8.80) 3000 (210)

2-1/2”x1-1/2” BTR34-250x150-* 2.00 3.50 3.25 2.38 1.50 3.50 1.75 5.00 5.00 2.50 1.41 2.75 1/2”-13 1/2”-13 18.30 (8.30) 3000 (210)

2-1/2”x2” BTR34-250x200-* 2.00 3.50 3.25 2.38 1.94 3.50 1.75 5.00 5.00 2.50 1.69 3.06 1/2”-13 1/2”-13 17.56 (7.97) 3000 (210)

3”x1-1/2” BTR34-300x150-* 2.44 4.19 3.75 2.88 1.50 4.00 2.00 5.50 6.00 2.75 1.41 2.75 5/8”-11 1/2”-13 27.67 (12.55) 3000 (210)

3”x2” BTR34-300x200-* 2.44 4.19 3.75 2.88 1.94 4.00 2.00 5.50 6.00 2.75 1.69 3.06 5/8”-11 1/2”-13 26.87 (12.19) 3000 (210)

3”x2-1/2” BTR34-300x250-* 2.44 4.19 3.75 2.88 2.38 4.00 2.00 5.50 6.00 2.75 2.00 3.50 5/8”-11 1/2”-13 25.30 (11.48) 3000 (210)

4”x1-1/2” BTR34-400x150-* 3.06 5.13 3.75 4.00 1.50 3.50 1.75 6.50 7.00 3.25 1.41 2.75 5/8”-11 1/2”-13 29.20 (13.25) 1000 (70)

2”x2” BTR34-400x200-* 3.06 5.13 3.75 4.00 1.94 6.00 3.00 6.50 7.00 3.25 1.69 3.06 5/8”-11 1/2”-13 52.60 (23.85) 1000 (70)

4”x2-1/2” BTR34-400x250-* 3.06 5.13 3.75 4.00 2.38 6.00 3.00 6.50 7.00 3.25 2.00 3.50 5/8”-11 1/2”-13 51.80 (23.50) 1000 (70)

4”x3” BTR34-400x300-* 3.06 5.13 3.75 4.00 2.88 6.00 3.00 6.50 7.00 3.25 2.44 2.44 5/8”-11 5/8”-11 50.40 (22.91) 1000 (70)

BTR34 - Reducing Branch Block Tee Flat Face with Threaded Holes Complete with #4 
SAE Port (Plugged), NPS

* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Ordering Example: BTR34-200x050-SS

* Insert Material

Size
(run x 

branch)

Block Tee
Part  Number

Dimensions (mm)
Thread 1 Thread 2

WT
lbs (kg)

Working 
Pressure 
PSI (bar)A B C D D1 E F G H K M N

2”x1-1/2” BTRM34-200x150-* 42.9 77.7 76.2 49.3 38.1 76.2 38.1 101.6 114.3 50.8 35.8 69.9 M12 X 1.75 M12 X 1.75 11.60 (5.26) 4000 (280)

2-1/2”x1-1/2” BTRM34-250x150-* 50.8 88.9 82.6 60.5 38.1 88.9 44.5 127.0 127.0 63.5 35.8 69.9 M12 X 1.75 M12 X 1.75 18.30 (8.30) 3000 (210)

2-1/2”x2” BTRM34-250x200-* 50.8 88.9 82.6 60.5 49.3 88.9 44.5 127.0 127.0 63.5 42.9 77.7 M12 X 1.75 M12 X 1.75 17.56 (7.97) 3000 (210)

3”x1-1/2” BTRM34-300x150-* 62.0 106.4 95.3 73.2 38.1 101.6 50.8 139.7 152.4 69.9 35.8 69.9 M16 X 2.00 M12 X 1.75 27.67 (12.55) 3000 (210)

3”x2” BTRM34-300x200-* 62.0 106.4 95.3 73.2 49.3 101.6 50.8 139.7 152.4 69.9 42.9 77.7 M16 X 2.00 M12 X 1.75 26.87 (12.19) 3000 (210)

3”x2-1/2” BTRM34-300x250-* 62.0 106.4 95.3 73.2 60.5 101.6 50.8 139.7 152.4 69.9 50.8 88.9 M16 X 2.00 M12 X 1.75 25.30 (11.48) 3000 (210)

4”x1-1/2” BTRM34-400x150-* 77.7 130.3 105.0 101.6 38.1 88.9 44.4 165.1 177.8 82.5 35.8 69.9 M12 X 2.00 M12 X 1.75 29.20 (13.25) 1000 (70)

4”x2” BTRM34-400x200-* 77.7 130.3 105.0 101.6 49.3 152.4 76.2 165.1 177.8 82.5 43.0 77.7 M16 X 2.00 M12 X 1.75 52.60 (23.85) 1000 (70)

4”x2-1/2” BTRM34-400x250-* 77.7 130.3 105.0 101.6 60.5 152.4 76.2 165.1 177.8 82.5 50.8 88.9 M16 X 2.00 M12 X 1.75 51.80 (23.50) 1000 (70)

4”x3” BTRM34-400x300-* 77.7 130.3 105.0 101.6 73.2 152.4 76.2 165.1 177.8 82.5 62.0 106.4 M16 X 2.00 M16 X 2.00 50.40 (22.91) 1000 (70)

* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

Ordering Example: BTRM34-200x050-SS

* Insert Material

BTRM34 - Reducing Branch Block Tee Flat Face with Threaded Holes Complete with 
G1/8 Port (Plugged), Metric
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Transition	Plate	Reducer	with O-Ring Face and Countersunk Holes	
Drilled	to	SAE	J518	Code	61	(ISO	6162-1)	Flange	Style	
	
										
	
	

 
 
 
 
 
 

 
 
 
 
 

	

	
	

	

TPRO34	–	Transition	Plate	Reducer	with	O-Ring	Face,	Countersunk	Holes	and	#4	

SAE	Port	(Plugged),	NPS	
	

Dimensions (in) 	
Size 

 
Reducer 
Part No. A B C D D1 E G H K M N 

	
C’T Bore 

Bolt 

J  
Thread 
UNC-2B 

O-Ring 
(Buna) 

Part No. 

	

WT	
lbs	(kg) 

Working	
Pressure	PSI	

(bar) 
2”	x	1	1/2”	 TPRO34-200x150-*-^	 1.41	 2.75	 2.00	 1.94	 1.50	 1.75	 4.00	 4.00	 2.00	 1.69	 3.06	 1/2”-13	 1/2”-13	 OR^-2-228	 5.90	(2.68)	 4000	(280)	

2	1/2”	x	1	1/2”	 TPRO34-250x150-*-^	 1.41	 2.75	 2.50	 2.38	 1.50	 2.00	 4.00	 5.00	 2.00	 2.00	 3.50	 1/2”-13	 1/2”-13	 OR^-2-232	 8.80	(3.99)	 4000	(280)	

2	1/2”	x	2”	 TPRO34-250x200-*-^	 1.69	 3.06	 2.50	 2.38	 1.94	 1.75	 4.00	 5.00	 2.00	 2.00	 3.50	 1/2”-13	 1/2”-13	 OR^-2-232	 7.30	(3.31)	 4000	(280)	

3”	x	2”	 TPRO34-300x200-*-^	 1.69	 3.06	 3.00	 2.88	 1.94	 2.00	 4.00	 6.00	 2.00	 2.44	 4.19	 5/8”-11	 1/2”-13	 OR^-2-237	 9.80	(4.45)	 4000	(280)	

3”	x	2	1/2”	 TPRO34-300x250-*-^	 2.00	 3.50	 3.00	 2.88	 2.38	 1.75	 4.50	 6.00	 2.25	 2.44	 4.19	 5/8”-11	 1/2”-13	 OR^-2-237	 9.50	(4.31)	 3000	(210)	

4”	x	1-1/2”	 TPRO34-400x150-*-^	 1.41	 2.75	 3.50	 4.00	 1.50	 2.75	 6.00	 7.00	 3.00	 3.06	 5.13	 5/8”-11	 1/2”-13	 OR^-2-245	 30.30	(13.77)	 1000	(70)	
4”	x	2”	 TPRO34-400x200-*-^	 1.69	 3.06	 3.50	 4.00	 1.94	 2.75	 6.00	 7.00	 3.00	 3.06	 5.13	 5/8”-11	 1/2”-13	 OR^-2-245	 26.50	(12.02)	 1000	(70)	

4”	x	2-1/2”	 TPRO34-400x250-*-^	 2.00	 3.50	 3.50	 4.00	 2.38	 2.75	 6.00	 7.00	 3.00	 3.06	 5.13	 5/8”-11	 1/2”-13	 OR^-2-245	 25.40	(11.50)	 1000	(70)	
4”	x	3”	 TPRO34-400x300-*-^	 2.44	 4.19	 3.50		 4.00	 2.88	 2.75	 6.00	 7.00	 3.00	 3.06	 5.13	 5/8”-11	 5/8”-11	 OR^-2-245	 24.00	(10.90)	 1000	(70)	
5”	x	4”	 TPRO34-500x400-*-^	 3.06	 5.13	 4.13	 5.00	 4.00	 2.00	 			8.25	dia.	 4.13	 3.63	 6.00	 5/8”-11	 5/8”-11	 OR^-2-253	 20.40	(9.25)	 1000	(70)	

3*	Materials:	
• Standard,	No	Designation	=	All	Carbon	Steel,	Zinc	Nickel	Plated	
• SS	=	All	Stainless	Steel,	Type	316.	
	
^	O-Ring	Type:	
• Standard,	No	Designation	=	Buna	Nitrile.	
• V	=	Viton.	
	

TPROM34	–	Transition	Plate	Reducer	with	O-Ring	Face,	Countersunk	Holes	and	G1/8	Port	(Plugged),	Metric	
	

Dimensions (in) 	
Size 

	

Reducer 
Part No.	 A B C D D1 E G H K M N 

	
C’T Bore 

Bolt 

	
J 

Thread 

O-Ring 
(Buna) 

Part No. 

WT	
lbs	(kg) 

Working	
Pressure	
PSI	 (bar) 

2”	x	1	1/2”	 TPROM34-200x150-*-^	 35.8	 69.9	 50.8	 49.3	 38.1	 44.5	 101.6	 101.6	 50.8	 42.9	 77.7	 M12x1.75	 	M12x1.75	 OR^-2-228	 5.90	(2.68)	 4000	(280)	

2	1/2”	x	1	1/2”	 TPROM34-250x150-*-^	 35.8	 69.9	 63.5	 60.5	 38.1	 50.8	 101.6	 127.0	 50.8	 50.8	 88.9	 M12x1.75	 	M12x1.75	 OR^-2-232	 8.80	(3.99)	 4000	(280)	

2	1/2”	x	2”	 TPROM34-250x200-*-^	 42.9	 77.7	 63.5	 60.5	 49.3	 44.5	 101.6	 127.0	 50.8	 50.8	 88.9	 M12x1.75	 M12x1.75	 OR^-2-232	 7.30	(3.31)	 4000	(280)	

3”	x	2”	 TPROM34-300x200-*-^	 42.9	 77.78
8	

76.2	 73.2	 49.3	 50.8	 101.6	 152.4	 50.8	 62.0	 106.4	 	M16x2.00	 M12x1.75	 OR^-2-237	 9.80	(4.45)	 4000	(280)	

3”	x	2	1/2”	 TPROM34-300x250-*-^	 50.8	 88.9	 76.2	 73.2	 60.5	 44.5	 114.3	 152.4	 57.2	 62.0	 106.4	 	M16x2.00	 M12x1.75	 OR^-2-237	 9.50	(4.31)	 3000	(210)	

4”	x	1-1/2”	 TPROM34-400x150-*-^	 35.8	 69.9	 88.9	 101.6	 38.1	 69.9	 152.4	 177.8	 76.2	 77.7	 130.3	 M16x2.00	 M12x1.75	 OR^-2-245	 30.30	(13.77)	 1000	(70)	

4”	x	2”	 TPROM34-400x200-*-^	 42.9	 77.7	 88.9	 101.6	 49.3	 69.9	 152.4	 177.8	 76.2	 77.7	 130.3	 M16x2.00	 	M12x1.75	 OR^-2-245	 26.50	(12.02)	 1000	(70)	
4”	x	2-1/2”	 TPROM34-400x250-*-^	 50.8	 88.9	 88.9	 101.6	 60.5	 69.9	 152.4	 177.8	 76.2	 77.7	 130.3	 M16x2.00	 	M12x1.75	 OR^-2-245	 25.40	(11.50)	 1000	(70)	

4”	x	3”	 TPROM34-400x300-*-^	 62.0	 106.4	 88.9	 101.6	 73.2	 69.9	 152.4	 177.8	 76.2	 77.7	 130.3	 M16x2.00	 M16x2.00	 OR^-2-245	 24.00	(10.90)	 1000	(70)	
5”	x	4”	 TPROM34-500x400-*-^	 77.7	 130.3	 104.9	 127.0	 101.6	 50.8	 			209.5	dia.	 104.9	 92.2	 152.4	 M16x2.00	 M16x2.00	 OR^-2-253	 20.40	(9.25)	 1000	(70)	

3*	Materials:	
• Standard,	No	Designation	=	All	Carbon	Steel,	Zinc	Nickel	Plated	
• SS	=	All	Stainless	Steel,	Type	316.	
	

Ordering	Example:	TPRO34-200x150-SS-V	

								*	Insert	Material	

			

^	Insert	O-Ring	Type		

	

	

Ordering	Example:	TPROM34-200x150-SS-V	

								*	Insert	Material	

			

^	Insert	O-Ring	Type		

Note:	5”	Transition	plate	is	round.		
Larger	sizes	available	upon	request		

* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

^ O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

Ordering Example: TPROM34-200x150-SS-V

* Insert Material

^ Insert O-Ring Type

Size
Reducer

Part  Number

Dimensions (in) C’T
Bore 
Bolt

J Thread 
UNC-2B

O-Ring 
(Buna)

Part 
Number

WT
lbs (kg)

Working 
Pressure 
PSI (bar)A B C D D1 E G H K M N

2” x 1-1/2” TPRO34-200x150-*-^ 1.41 2.75 2.00 1.94 1.50 1.75 4.00 4.00 2.00 1.69 3.06 1/2”-13 1/2”-13 OR^-2-228 5.90 (2.68) 4000 (280)

2-1/2” x 1-1/2” TPRO34-250x150-*-^ 1.41 2.75 2.50 2.38 1.50 2.00 4.00 5.00 2.00 2.00 3.50 1/2”-13 1/2”-13 OR^-2-232 8.80 (3.99) 4000 (280)

2-1/2” x 2” TPRO34-250x200-*-^ 1.69 3.06 2.50 2.38 1.94 1.75 4.00 5.00 2.00 2.00 3.50 1/2”-13 1/2”-13 OR^-2-232 7.30 (3.31) 4000 (280)

3” x 2” TPRO34-300x200-*-^ 1.69 3.06 3.00 2.88 1.94 2.00 4.00 6.00 2.00 2.44 4.19 5/8”-11 1/2”-13 OR^-2-237 9.80 (4.45) 4000 (280)

3” x 2-1/2” TPRO34-300x250-*-^ 2.00 3.50 3.00 2.88 2.38 1.75 4.50 6.00 2.25 2.44 4.19 5/8”-11 1/2”-13 OR^-2-237 9.50 (4.31) 3000 (210)

4” x 1-1/2” TPRO34-400x150-*-^ 1.41 2.75 3.50 4.00 1.50 2.75 6.00 7.00 3.00 3.06 5.13 5/8”-11 1/2”-13 OR^-2-245 30.30 (13.77) 1000 (70)

4” x 2” TPRO34-400x200-*-^ 1.69 3.06 3.50 4.00 1.94 2.75 6.00 7.00 3.00 3.06 5.13 5/8”-11 1/2”-13 OR^-2-245 26.50 (12.02) 1000 (70)

4” x 2-1/2” TPRO34-400x250-*-^ 2.00 3.50 3.50 4.00 2.38 2.75 6.00 7.00 3.00 3.06 5.13 5/8”-11 1/2”-13 OR^-2-245 25.40 (11.50) 1000 (70)

4” x 3” TPRO34-400x300-*-^ 2.44 4.19 3.50 4.00 2.88 2.75 6.00 7.00 3.00 3.06 5.13 5/8”-11 5/8”-11 OR^-2-245 24.00 (10.90) 1000 (70)

5” x 4” TPRO34-500x400-*-^ 3.06 5.13 4.13 5.00 4.00 2.00    8.25 dia. 4.13 3.63 6.00 5/8”-11 5/8”-11 OR^-2-253 20.40 (9.25) 1000 (70)

Size
 Reducer

Part  Number

Dimensions (in) C’T
Bore
Bolt 

J Thread

O-Ring 
(Buna)

Part 
Number

WT
lbs (kg)

Working 
Pressure 
PSI (bar)A B C D D1 E G H K M N

2” x 1-1/2” TPROM34-200x150-*-^ 35.8 69.9 50.8 49.3 38.1 44.5 101.6 101.6 50.8 42.9 77.7 M12x1.75  M12x1.75 OR^-2-228 5.90 (2.68) 4000 (280)

2-1/2” x 1-1/2” TPROM34-250x150-*-^ 35.8 69.9 63.5 60.5 38.1 50.8 101.6 127.0 50.8 50.8 88.9 M12x1.75  M12x1.75 OR^-2-232 8.80 (3.99) 4000 (280)

2-1/2” x 2” TPROM34-250x200-*-^ 42.9 77.7 63.5 60.5 49.3 44.5 101.6 127.0 50.8 50.8 88.9 M12x1.75 M12x1.75 OR^-2-232 7.30 (3.31) 4000 (280)

3” x 2” TPROM34-300x200-*-^ 42.9 77.78 76.2 73.2 49.3 50.8 101.6 152.4 50.8 62.0 106.4  M16x2.00 M12x1.75 OR^-2-237 9.80 (4.45) 4000 (280)

3” x 2-1/2” TPROM34-300x250-*-^ 50.8 88.9 76.2 73.2 60.5 44.5 114.3 152.4 57.2 62.0 106.4  M16x2.00 M12x1.75 OR^-2-237 9.50 (4.31) 3000 (210)

4” x 1-1/2” TPROM34-400x150-*-^ 35.8 69.9 88.9 101.6 38.1 69.9 152.4 177.8 76.2 77.7 130.3 M16x2.00 M12x1.75 OR^-2-245 30.30 (13.77) 1000 (70)

4” x 2” TPROM34-400x200-*-^ 42.9 77.7 88.9 101.6 49.3 69.9 152.4 177.8 76.2 77.7 130.3 M16x2.00  M12x1.75 OR^-2-245 26.50 (12.02) 1000 (70)

4” x 2-1/2” TPROM34-400x250-*-^ 50.8 88.9 88.9 101.6 60.5 69.9 152.4 177.8 76.2 77.7 130.3 M16x2.00  M12x1.75 OR^-2-245 25.40 (11.50) 1000 (70)

4” x 3” TPROM34-400x300-*-^ 62.0 106.4 88.9 101.6 73.2 69.9 152.4 177.8 76.2 77.7 130.3 M16x2.00 M16x2.00 OR^-2-245 24.00 (10.90) 1000 (70)

5” x 4” TPROM34-500x400-*-^ 77.7 130.3 104.9 127.0 101.6 50.8 209.5 dia. 104.9 92.2 152.4 M16x2.00 M16x2.00 OR^-2-253 20.40 (9.25) 1000 (70)

TPRO34 – Transition Plate Reducer with O-Ring Face, Countersunk Holes and #4 SAE 
Port (Plugged), NPS

TPROM34 – Transition Plate Reducer with O-Ring Face, Countersunk Holes and G1/8 
Port (Plugged), Metric

Transition Plate Reducer with O-Ring Face and
Countersunk Holes
Drilled to SAE J518 Code 61 (ISO 6162-1) Flange Style

* Materials:
Standard, No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

^ O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

Ordering Example: TPRO34-200x150-SS-V

* Insert Material

^ Insert O-Ring Type

Note:  

5” Transition plate is 
round. 

Larger sizes available 
upon request 
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Size
Complete Assembly 

Part Number

Dimensions 
in (mm)

O-Ring 1 
(Buna) 

Part Number

O-Ring 2 
(Buna) 

Part Number

Assembly
WT

lbs (kg)

Body Only
Part Number

Body Only
WT

lbs (kg)

Working 
Pressure
PSI (bar)L

2” x 1-1/2” A/LRR-200x150-FC14-FC14-*-^ 5.94 (150.9) OR^-2-228 OR^-2-225 5.29 (2.4) LRR-200x150-*-^ 2.24 (1.0) 4000 (280)

2-1/2” x 1-1/2” A/LRR-250x150-FC14-FC14-*-^ 6.44 (163.6) OR^-2-232 OR^-2-225 6.16 (2.8) LRR-250x100-*-^ 2.83 (1.3) 3000 (210)

2-1/2” x 2” A/LRR-250x200-FC14-FC14-*-^ 6.44 (163.6) OR^-2-232 OR^-2-228 7.38 (3.4) LRR-250x200-*-^ 3.24 (1.5) 3000 (210)

3” x 2” A/LRR-300x200-FC14-FC14-*-^ 6.64 (168.7) OR^-2-237 OR^-2-228 9.83 (4.5) LRR-300x200-*-^ 4.01 (1.8) 3000 (210)

3” x 2-1/2” A/LRR-300x250-FC14-FC14-*-^ 6.64 (168.7) OR^-2-237 OR^-2-232 10.41 (4.7) LRR-300x250-*-^ 4.45 (2.0) 3000 (210)

4” x 2-1/2” A/LRR-400x250-FC14-FC14-*-^ 7.14 (181.4) OR^-2-245 OR^-2-232 13.23 (6.0) LRR-400x250-*-^ 6.39 (2.9) 1000 (70)

4” x 3” A/LRR-400x300-FC14-FC14-*-^ 7.35 (186.7) OR^-2-245 OR^-2-237 17.34 (7.9) LRR-400x300-*-^ 6.93 (3.2) 1000 (70)

5” x 3” A/LRR-500x300-FC14-FC14-*-^ 8.54 (216.9) OR^-2-253 OR^-2-237 22.65 (10.3) LRR-500x300-*-^ 10.25 (4.7) 1000 (70)

5” x 4” A/LRR-500x400-FC14-FC14-*-^ 8.54 (216.9) OR^-2-253 OR^-2-245 26.66 (12.1) LRR-500x400-*-^ 11.44 (5.2) 1000 (70)

6” x 4” A/LRR-600x400-FC16-FC14-*-^ 9.24 (234.7) OR^-2-259 OR^-2-245 32.22 (14.6) LRR-600x400-*-^ 15.81 (7.2) 725 (50)

6” x 5” A/LRR-600x500-FC16-FC14-*-^ 9.43 (239.5) OR^-2-259 OR^-2-253 35.66 (16.2) LRR-600x500-*-^ 17.26 (7.9) 725 (50)

8” x 5” A/LRR-800x500-FC18-FC14-*-^ 10.32 (262.1) OR^-2-372 OR^-2-253 53.16 (24.2) LRR-800x500-*-^ 25.30 (11.5) 725 (50)

8” x 6” A/LRR-800x600-FC18-FC16-*-^ 10.52 (267.2) OR^-2-372 OR^-2-259 57.71 (26.2) LRR-800x600-*-^ 28.66 (13.0) 725 (50)

Flange Options:
1-1/2” thru 5”, RFC14 = SAE Code 61 (ISO 6162-1) Flange Pattern with clearance holes.
6”, RFC16 = Round 6-bolt Flange Pattern with clearance holes.
8”, RFC18 = Round 8-bolt Flange Pattern with clearance holes.

Materials
No Designation = All Carbon Steel, Zinc Nickel Plated.
SS = Stainless Steel, Type 316.

^ O-Ring Type:
No Designation = Buna Nitrile.
V = Viton.

Ordering Example:  A/LRR-200x150-FC14-FC14-SS-V

Flange 1 Option

Flange 2 Option

* Insert Material

^ Insert O-Ring Type

Complete Assembly Consists Of:
•	 One (1) Concentric Reducer Body
•	 Two (2) Retain Ring Flanges
•	 Two (2) Retain Ring
•	 Two (2) Buna O-Rings (Standard)

To be Ordered Separately:
•	 Bolt Kit

SAE 1000 PSI Low Pressure Retain Ring Flange Reducer

SAE 1000 PSI Low Pressure Retain Ring Flange 
Reducer Complete Assembly
SAE J518 Code 61 (ISO 6162-1)
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SAE	1000	PSI	Low	Pressure	Blanking	Flange	O-Ring	Face	with	Clearance	Holes	
SAE	J518	Code	61	(ISO	6162-1)	

		

	

	

	

	

	

	

BFO14,	BFO16,	BFO18	–	Blanking	Flange	O-Ring	Face,	Clearance	Holes	and	#4	SAE	Port	(Plugged),	NPS	

	
	
*	Materials:	
• Standard,	No	Designation	=	Carbon	Steel,	Zinc	Nickel	Plated		
• HDG	=	Carbon	Steel,	Hot	Dip	Galvanized.	
• SS	=	Stainless	Steel,	Type	316.	
	
^	O-Ring	Type:	
• Standard,	No	Designation	=	Buna	Nitrile.	
• V	=	Viton.	
	
	

BFOM14,	BFOM16,	BFOM18	–	Blanking	Flange	O-Ring	Face,	Clearance	Holes	and	G1/8	Port	(Plugged),	Metric			

	
*	Materials:	
• Standard,	No	Designation	=	Carbon	Steel,	Zinc	Nickel	Plated		
• HDG	=	Carbon	Steel,	Hot	Dip	Galvanized.	
• SS	=	Stainless	Steel,	Type	316.	
	
^	O-Ring	Type:	
• Standard,	No	Designation	=	Buna	Nitrile.	
• V	=	Viton.	

Dimensions	(in)	
	
J		

Bolt	Size	
Size	

Blanking	Flange		
Part	No.	

A	 B	 G	 H	 E	 	

O-Ring	
(Buna)	
Part	No.	

Working	
Pressure	
PSI	(bar)	

WT		
lbs	(kg)	

1	1/2"	 BFO14-150-*-^	 1.41	 2.75	 3.25	 3.66	 0.79	 1/2"	–	13	UNC	 OR^-2-225	 4000	(280)	 2.1	(0.9)	
2"	 BFO14-200-*-^	 1.69	 3.06	 3.81	 4.02	 0.79	 1/2"	–	13	UNC	 OR^-2-228	 4000	(280)	 2.6	(1.2)	

2	1/2"	 BFO14-250-*-^	 2.00	 3.50	 4.28	 4.49	 0.79	 1/2"	–	13	UNC	 OR^-2-232	 3000	(210)	 3.4	(1.6)	
3"	 BFO14-300-*-^	 2.44	 4.19	 5.16	 5.28	 1.00	 5/8”	–	11	UNC	 OR^-2-237	 3000	(210)	 6.0	(2.7)	
4”	 BFO14-400-*-^	 3.06	 5.13	 6.00	 6.38	 1.18	 5/8”	–	11	UNC	 OR^-2-245	 1000	(70)	 10.4	(4.7)	
5”	 BFO14-500-*-^	 3.63	 6.00	 7.09	 7.24	 1.57	 5/8”	–	11	UNC	 OR^-2-253	 1000	(70)	 18.9	(8.5)	
6”	 BFO16-600-*-^	 8.19	 -	 9.29	 -	 1.57	 5/8”	–	11	UNC	 OR^-2-259	 725	(50)	 25.2	(11.5)	
8”	 BFO18-800-*-^	 10.83	 -	 12.48	 -	 1.57	 3/4”	–	10	UNC	 OR^-2-372	 725	(50)	 51.2	(23.3)	

Dimensions	(mm)	
	
J	

Bolt	Size	
Size	

Blanking	Flange		
Part	No.	

A	 B	 G	 H	 E	 	

O-Ring	
(Buna)	
Part	No.	

Working	
Pressure	
PSI	(bar)	

WT		
Lbs	(kg)	

1	1/2"	 BFOM14-150-*-^	 35.8	 69.9	 82.6	 93.0	 20	 M12	x	1.75	 OR^-2-225	 4000	(280)	 2.1	(0.9)	
2"	 BFOM14-200-*-^	 42.9	 77.7	 96.8	 102.1	 20	 	M12	x	1.75	 OR^-2-228	 4000	(280)	 2.6	(1.2)	

2	1/2"	 BFOM14-250-*-^	 50.8	 88.9	 108.7	 114.0	 20	 M12	x	1.75	 OR^-2-232	 3000	(210)	 3.4	(1.6)	
3"	 BFOM14-300-*-^	 62.0	 106.4	 131.1	 134.1	 25	 M16	x	2.00	 OR^-2-237	 3000	(210)	 6.0	(2.7)	
4”	 BFOM14-400-*-^	 77.7	 130.3	 152.4	 162.1	 30	 M16	x	2.00	 OR^-2-245	 1000	(70)	 10.4	(4.7)	
5”	 BFOM14-500-*-^	 92.2	 152.4	 180.0	 184.0	 40	 M16	x	2.00	 OR^-2-253	 1000	(70)	 18.9	(8.5)	
6”	 BFOM16-600-*-^	 208.0	 -	 236.0	 -	 40	 M16	x	2.00		 OR^-2-259	 725	(50)	 25.2	(11.5)	
8”	 BFOM18-800-*-^	 275.0	 -	 317.0	 -	 40	 M20	x	2.50	 OR^-2-372	 725	(50)	 51.2	(23.3)	

Ordering	Example:	BFOM14-200-SS-V	

								*	Insert	Material	

								^	Insert	O-Ring	2	Type	

	

	

Ordering	Example:	BFO14-200-SS-V	

								*	Insert	Material	

								^	Insert	O-Ring	2	Type	

	

	

NOTE:	6”	and	8”	Blanking	Flanges	are	Round	

* Materials:
Standard, No Designation = Carbon Steel, Zinc Nickel Plated 
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

^ O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

Ordering Example: BFOM14-200-SS-V* 

Insert Material

^ Insert O-Ring 2 Type

Size
Blanking Flange 

Part Number

Dimensions (in) Bolt Size
J

O-Ring
(Buna)

Part Number

Working 
Pressure
PSI (bar)

WT 
lbs (kg)A B G H E

1-1/2" BFO14-150-*-^ 1.41 2.75 3.25 3.66 0.79 1/2" – 13 UNC OR^-2-225 4000 (280) 2.1 (0.9)

2" BFO14-200-*-^ 1.69 3.06 3.81 4.02 0.79 1/2" – 13 UNC OR^-2-228 4000 (280) 2.6 (1.2)

2-1/2" BFO14-250-*-^ 2.00 3.50 4.28 4.49 0.79 1/2" – 13 UNC OR^-2-232 3000 (210) 3.4 (1.6)

3" BFO14-300-*-^ 2.44 4.19 5.16 5.28 1.00 5/8” – 11 UNC OR^-2-237 3000 (210) 6.0 (2.7)

4” BFO14-400-*-^ 3.06 5.13 6.00 6.38 1.18 5/8” – 11 UNC OR^-2-245 1000 (70) 10.4 (4.7)

5” BFO14-500-*-^ 3.63 6.00 7.09 7.24 1.57 5/8” – 11 UNC OR^-2-253 1000 (70) 18.9 (8.5)

6” BFO16-600-*-^ 8.19 - 9.29 - 1.57 5/8” – 11 UNC OR^-2-259 725 (50) 25.2 (11.5)

8” BFO18-800-*-^ 10.83 - 12.48 - 1.57 3/4” – 10 UNC OR^-2-372 725 (50) 51.2 (23.3)

BFO14, BFO16, BFO18 – Blanking Flange O-Ring Face, Clearance Holes and #4 SAE 
Port (Plugged), NPS

SAE 1000 PSI Low Pressure Blanking Flange
O-Ring Face with Clearance Holes
SAE J518 Code 61 (ISO 6162-1)

Size
Blanking Flange 

Part Number

Dimensions (mm) Bolt Size
J

O-Ring
(Buna)

Part Number

Working 
Pressure
PSI (bar)

WT 
lbs (kg)A B G H E

1-1/2" BFOM14-150-*-^ 35.8 69.9 82.6 93.0 20 M12 x 1.75 OR^-2-225 4000 (280) 2.1 (0.9)

2" BFOM14-200-*-^ 42.9 77.7 96.8 102.1 20  M12 x 1.75 OR^-2-228 4000 (280) 2.6 (1.2)

2-1/2" BFOM14-250-*-^ 50.8 88.9 108.7 114.0 20 M12 x 1.75 OR^-2-232 3000 (210) 3.4 (1.6)

3" BFOM14-300-*-^ 62.0 106.4 131.1 134.1 25 M16 x 2.00 OR^-2-237 3000 (210) 6.0 (2.7)

4” BFOM14-400-*-^ 77.7 130.3 152.4 162.1 30 M16 x 2.00 OR^-2-245 1000 (70) 10.4 (4.7)

5” BFOM14-500-*-^ 92.2 152.4 180.0 184.0 40 M16 x 2.00 OR^-2-253 1000 (70) 18.9 (8.5)

6” BFOM16-600-*-^ 208.0 - 236.0 - 40 M16 x 2.00 OR^-2-259 725 (50) 25.2 (11.5)

8” BFOM18-800-*-^ 275.0 - 317.0 - 40 M20 x 2.50 OR^-2-372 725 (50) 51.2 (23.3)

BFOM14, BFOM16, BFOM18 – Blanking Flange O-Ring Face, Clearance Holes and 
G1/8 Port (Plugged), Metric  

Note:  

6” and 8” Blanking Flanges are Round

* Materials:
Standard, No Designation = Carbon Steel, Zinc Nickel Plated 
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316.

^ O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

Ordering Example: BFO14-200-SS-V* 

Insert Material

^ Insert O-Ring 2 Type
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3D step models available upon request
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3D step models available upon request

* Materials:
Standard, No Designation = Carbon Steel, Zinc Nickel Plated 
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316. 

^ O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

Ordering Example: BFFM14-200-SS-V

* Insert Material

^ Insert O-Ring Type

Size
Blanking Flange 

Part Number

Dimensions (in)
Thread

Working Pressure 
PSI (bar) 

WT 
lbs (kg)A B G H E

1-1/2" BFF14-150-*-^ 1.41 2.75 3.25 3.66 0.79 1/2" – 13 UNC 4000 (280) 2.1 (0.9)

2" BFF14-200-*-^ 1.69 3.06 3.81 4.02 0.79 1/2" – 13 UNC 4000 (280) 2.7 (1.2)

2-1/2" BFF14-250-*-^ 2.00 3.50 4.28 4.49 0.79 1/2" – 13 UNC 3000 (210) 3.5 (1.6)

3" BFF14-300-*-^ 2.44 4.19 5.16 5.28 1.00 5/8” – 11 UNC 3000 (210) 6.2 (2.8)

4” BFF14-400-*-^ 3.06 5.13 6.00 6.38 1.18 5/8” – 11 UNC 1000 (70) 10.4 (4.7)

5” BFF14-500-*-^ 3.63 6.00 7.09 7.24 1.57 5/8” – 11 UNC 1000 (70) 19.0 (8.6)

6” BFF16-600-*-^ 8.19 - 9.29 - 1.57 5/8” – 11 UNC 725 (50) 25.9 (11.7)

8” BFF18-800-*-^ 10.83 - 12.48 - 1.57 3/4” – 10 UNC 725 (50) 52.2 (23.7)

BFF14, BFF16, BFF18 – Blanking Flange Flat Face, Threaded Holes and #4 SAE Port 
(Plugged), NPS

SAE	1000	PSI	Low	Pressure	Blanking	Flange	Flat	Face	with	Clearance	Holes	
SAE	J518	Code	61	(ISO	6162-1)	

		

	

	

	

	

	

	

BFF14,	BFF16,	BFF18	–	Blanking	Flange	Flat	Face,	Clearance	Holes	and	#4	SAE	Port	(Plugged),	NPS	
	
	

*Materials:	
• Standard,	No	Designation	=	Carbon	Steel,	Zinc	Nickel	Plated		
• HDG	=	Carbon	Steel,	Hot	Dip	Galvanized.	
• SS	=	Stainless	Steel,	Type	316.		
	
^	O-Ring	Type:	
• Standard,	No	Designation	=	Buna	Nitrile.	
• V	=	Viton.	
	
	

BFFM14,	BFFM16,	BFFM18	–	Blanking	Flange	Flat	Face,	Clearance	Holes	and	G1/8	Port	(Plugged),	Metric			
	

*Materials:	
• Standard,	No	Designation	=	Carbon	Steel,	Zinc	Nickel	Plated		
• HDG	=	Carbon	Steel,	Hot	Dip	Galvanized.	
• SS	=	Stainless	Steel,	Type	316.	
	
^	O-Ring	Type:	
• Standard,	No	Designation	=	Buna	Nitrile.	
• V	=	Viton.	

Dimensions	(in)	
	
J		

Bolt	Size	
Size	

Blanking	Flange		
Part	No.	

A	 B	 G	 H	 E	 	

Working	
Pressure	
PSI	(bar)	

WT		
lbs	(kg)	

1	1/2"	 BFF14-150-*-^	 1.41	 2.75	 3.25	 3.66	 0.79	 1/2"	–	13	UNC	 4000	(280)	 2.1	(0.9)	
2"	 BFF14-200-*-^	 1.69	 3.06	 3.81	 4.02	 0.79	 1/2"	–	13	UNC	 4000	(280)	 2.7	(1.2)	

2	1/2"	 BFF14-250-*-^	 2.00	 3.50	 4.28	 4.49	 0.79	 1/2"	–	13	UNC	 3000	(210)	 3.5	(1.6)	
3"	 BFF14-300-*-^	 2.44	 4.19	 5.16	 5.28	 1.00	 5/8”	–	11	UNC	 3000	(210)	 6.2	(2.8)	
4”	 BFF14-400-*-^	 3.06	 5.13	 6.00	 6.38	 1.18	 5/8”	–	11	UNC	 1000	(70)	 10.4	(4.7)	
5”	 BFF14-500-*-^	 3.63	 6.00	 7.09	 7.24	 1.57	 5/8”	–	11	UNC	 1000	(70)	 19.0	(8.6)	
6”	 BFF16-600-*-^	 8.19	 -	 9.29	 -	 1.57	 5/8”	–	11	UNC	 725	(50)	 25.9	(11.7)	
8”	 BFF18-800-*-^	 10.83	 -	 12.48	 -	 1.57	 3/4”	–	10	UNC	 725	(50)	 52.2	(23.7)	

Dimensions	(mm)	
	
J	

Bolt	Size	
Size	

Blanking	Flange		
Part	No.	

A	 B	 G	 H	 E	 	

Working	
Pressure	
PSI	(bar)	

WT		
Lbs	(kg)	

1	1/2"	 BFFM14-150-*-^	 35.8	 69.9	 82.6	 93.0	 20	 M12	x	1.75	 4000	(280)	 2.1	(0.9)	
2"	 BFFM14-200-*-^	 42.9	 77.7	 96.8	 102.1	 20	 	M12	x	1.75	 4000	(280)	 2.7	(1.2)	

2	1/2"	 BFFM14-250-*-^	 50.8	 88.9	 108.7	 114.0	 20	 M12	x	1.75	 3000	(210)	 3.5	(1.6)	
3"	 BFFM14-300-*-^	 62.0	 106.4	 131.1	 134.1	 25	 M16	x	2.00	 3000	(210)	 6.2	(2.8)	
4”	 BFFM14-400-*-^	 77.7	 130.3	 152.4	 162.1	 30	 M16	x	2.00	 1000	(70)	 10.4	(4.7)	
5”	 BFFM14-500-*-^	 92.2	 152.4	 180.0	 184.0	 40	 M16	x	2.00	 1000	(70)	 19.0	(8.6)	
6”	 BFFM16-600-*-^	 208.0	 -	 236.0	 -	 40	 M16	x	2.00		 725	(50)	 25.9	(11.7)	
8”	 BFFM18-800-*-^	 275.0	 -	 317.0	 -	 40	 M20	x	2.50	 725	(50)	 52.2	(23.7)	

Ordering	Example:	BFFM14-200-SS-V	

								*	Insert	Material	

								^	Insert	O-Ring	2	Type	

	

	

Ordering	Example:	BFF14-200-SS-V	

								*	Insert	Material	

								^	Insert	O-Ring	2	Type	

	

	

NOTE:	6”	and	8”	Blanking	Flanges	are	Round	

Size
Blanking Flange 

Part Number

Dimensions (mm)
Thread

Working Pressure
PSI (bar)

WT 
lbs (kg)A B G H E

1-1/2" BFFM14-150-*-^ 35.8 69.9 82.6 93.0 20 M12 x 1.75 4000 (280) 2.1 (0.9)

2" BFFM14-200-*-^ 42.9 77.7 96.8 102.1 20  M12 x 1.75 4000 (280) 2.7 (1.2)

2-1/2" BFFM14-250-*-^ 50.8 88.9 108.7 114.0 20 M12 x 1.75 3000 (210) 3.5 (1.6)

3" BFFM14-300-*-^ 62.0 106.4 131.1 134.1 25 M16 x 2.00 3000 (210) 6.2 (2.8)

4” BFFM14-400-*-^ 77.7 130.3 152.4 162.1 30 M16 x 2.00 1000 (70) 10.4 (4.7)

5” BFFM14-500-*-^ 92.2 152.4 180.0 184.0 40 M16 x 2.00 1000 (70) 19.0 (8.6)

6” BFFM16-600-*-^ 208.0 - 236.0 - 40 M16 x 2.00 725 (50) 25.9 (11.7)

8” BFFM18-800-*-^ 275.0 - 317.0 - 40 M20 x 2.50 725 (50) 52.2 (23.7)

BFFM14, BFFM16, BFFM18 – Blanking Flange Flat Face, Threaded Holes and G1/8 Port 
(Plugged), Metric  

Note:  

6” and 8” Blanking Flanges are Round

SAE 1000 PSI Low Pressure Blanking Flange 
Flat Face with Threaded Holes 
SAE J518 Code 61 (ISO 6162-1)

* Materials:
Standard, No Designation = Carbon Steel, Zinc Nickel Plated 
HDG = Carbon Steel, Hot Dip Galvanized.
SS = Stainless Steel, Type 316. 

^ O-Ring Type:
Standard, No Designation = Buna Nitrile.
V = Viton.

Ordering Example: BFF14-200-SS-V

* Insert Material

^ Insert O-Ring Type

Thread
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